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ABSTRACT 


The  ZOG  system  is  a  user-modifiable,  menu-oriented,  rapid  response  human- 
computer  interface  on  a  network  of  powerful  workstations,  the  PERQ  Systems 
Corporation's  PERQ  microcomputers.  This  document  describes  how  the  ZOG  system 
operates.  This  is  not  a  user's  guide  but  a  description  of  what  is  behind  all 
of  the  menu  creation  and  other  standard  features. 

This  document  is  divided  into  four  separate  and  distinct  volumes.  It  was 
written  this  way  to  best  describe  the  total  system  while  keeping  volumes 
apart  so  as  to  make  each  one  accessable  without  having  to  go  through  the 
others. The  first  volume  is  the  ZOG  System  Description.  The  system  descrip¬ 
tion  includes  a  description  of: 

an  overview  of  the  ZOG  system,  the  initialization  process,  basic  system  flow, 
how  accessing  frames  and  subnets  is  accomplished,  Zog  utilities,  Zog  editors 
and  Zog  agents. 

The  second  volume  is  ZOG  Structures.  This  volume  lists  all  of  the  different 
structures  used  within  the  code  that  makes  up  Zog. 

The  third  volume  is  ZOG  Files.  ZOG  Files  lists  and  describes  all  of  the  files 
that  Zog  needs  in  order  to  run.  These  files  are  in  addition  to  all  of  the 
source  and  executable  files  that  make  up  the  Zog  system. 

The  forth  volume  is  ZOG  Modules.  ZCG  Modules  goes  through  Zog,  module  by 
module,  describing  what  is  going  on. 

Each  of  the  four  volumes  has  a  different  function.  The  system  description 
is  useful  for  an  overall  view  of  how  Zog  functions.  The  structure*  volume 
is  good  for  a  quick  reference  of  what  all  of  the  Zog  records  and  types  are. 

The  files  volume  is  useful  to  see  exactly  what  files  Zog  needs  ana  what  they 
are  used  for.  The  modules  volume  is  extremely  useful  for  actually  going  into 
the  pascal  code  and  seeing  how  Zog  works  on  a  module  level. 
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ZOG  System  Description 

This  document  contains  a  detailed  description  of  the  operation  of  the  ZOG  system,  Version  29.0,  its 
major  software  components  and  their  interactions. 

•  Scope 

•  Overview  of  the  ZOO  System 

•  The  Initialization  Process 

•  Basic  ZOG  System  flow 

•  Accessing  Frames  and  Subnets 

•  ZOG  Utilities 

•  Editors 

•  Agents 

1. Scope 

1.1.  Document  outline 

This  document  is  organized  as  follows:  There  are  four  seperate  and  distinct  sections.  The  first  is  the 
Zog  System  Description.  The  system  description  includes  an  overview  of  the  Zog  system,  a 
description  of  the  initialization  process,  Basic  system  flow,  Accessing  frames  ans  and  subnets,  Zog 
utilities,  the  editors  and  the  Agents.  Sections  two  through  four  are  given  as  appendicies.  Section  two 
deals  with  Zog  Structures.  It  describes  the  major  structures  that  Zog  uses.  Section  three  deals  with 
the  files  used  in  Zog.  Section  four  describes  Zog  module  by  module. 

1.1.1.  Notations  and  Conventions  Used: 

•  The  angle  brackets  (<>)  :  Generic  occurrence  of;  thus  <integer>  means  substitute  any 
integer:  <SubnetName>  means  any  subnet  name  can  be  used. 

•  The  square  brackets  (fj)  refer  to  optional  items-  >  ^  .Subnet Name]  implies  that 
SubnetName  may  be  use-',  but  is  not  necessary. 

•  <ModuleName>.<ProcedureName>  :  refers  to  proc..1  exjunction  <ProcedureName>, 
which  is  contained  in  Modulo  <ModuleName>. 

•  Lower  case  is  used  for  PASCAL  variable  types;  mixed  upper  and  lower  is  used  for  ZOG 
defined  types. 
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•  Files  are  referred  to  in  the  same  way  as  for  POS  utilities: 

<DeviceName>:<PartitionName>l><SubdirectoryNtme>]XFileName> 

•  Debugging  calls,  and  most  statistics  recording  calls  are  not  documented  in  this  manual. 


•  is  a  wild  card  character. 
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2.  Overview' 

The  ZOG  system  is  a  specific  attempt  to  implement  the  concepts  of  a  user-modifiable,  menu- 
oriented,  rapid  response  human-computer  interface  on  a  network  of  powerful  workstations,  the  PERQ 
Systems  Corporation's  PERQ  microcomputers.  Descriptions  of  this  environment  as  it  appears  to  the 
user  are  given  in  other  documents,  and  will  not  be  repeated  here.  A  functional  overview  ot  the 
system's  basic  operations  is  given  below: 

•  Frames  and  Subnets 

•  Initialisation 

•  Selection  processing 

e  Action  processing 

e  Net  Accessing,  local  and  remote 

•  Frame  Modification:  Editing 

•  Agent  Invocation 


2.1.  Frames  and  Subnets: 

The  fundamental  unit  of  structure  in  ZOG  is  the  frame,  which  was  loosely  defined  as  a  screenful  of 
information.  However,  this  definition  was  really  only  applicable  to  ZOG  as  implemented  on  a  VAX, 
with  standard  24  line  by  80  character  CRT's  as  the  user  interface  device.  With  more  sophisticated 
devices,  this  definition  is  clearly  inadequate.  A  perhaps  less  restricted,  but  clearer  definition  of  a 
frame  is  a  collection  of  closely  related  textual  information  structured  as  a  unit  inside  a  window  (of 
arbitrary  size). 

A  subnet,  then,  is  loosely  defined  as  a  collection  of  frames  of  related  content.  The  frames  within  a 
subnet  are  linked  together,  typically  in  a  tree-structured  manner.  However,  the  linking  mechanisms  of 
ZOG  are  flexible  enough  to  allow  for  other  ways  of  linking  the  frames  of  a  subnet  together,  such  as 
linearly,  in  a  ring,  or  in  a  very  complex  "net"  of  interconnections.  The  only  "rule  of  thumb"  governing 
which  frames  fit  in  a  given  subnet  is  that  the  frame  should  bear  some  informational  relationship  to  the 
subject  matter  or  function  of  the  entire  subnet. 
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2.2.  Initialization 

Before  ZOG  can  bo  run  on  a  given  PERQ,  certain  initialization  procedures  must  be  performed. 
Other  than  the  usual  initialization  of  variables  and  allocation  ot  memory  for  the  creation  of  at  least  the 
base-line  dynamic  variables,  the  most  important  parts  of  the  initialization  process  are  the  following. 

•  Initializing  the  PERQ  display,  and  setting  up  the  windows  for  displaying  frames  and 
displaying  user  messages 

•  Opening  zog.log  and  exception.log  for  writing 

•  Ethernet  hardware  initialization 

«  Reading  in  file  subnet.index  into  a  hashed  array  in  memory  for  later  reference 

•  Reading  in  auxiliary  files,  such  as  top. frame,  bottom. frame,  help  frame,  zog. animate,  etc. 

•  Opening  the  files  containing  the  top  and  bottom  frames  and  reading  in  these  frames  for 
displaying 


2.3.  Selection  processing 

Selection  processing  is  the  primary  method  by  which  users  traverse  ZOG  nets.  It  is  also  the  core  of 


the  main  ZOG  cycle:  Z.UG  oasicany  loops  arouna  waning  iui  u&ci  input  tu  p.v 
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processor.  The  act  of  typing  in  the  selection  character  of  an  option  or  local  pad  will  cause  the  frame 
pointed  to  by  that  option/pad  to  be  retrieved  and  displayed  in  the  current  window.  !f  the  user  chooses 
"next"  and  there  is  no  "next  frame"  associated  with  the  selection,  then  the  user  is  asked  if  he/she 
wishes  to  create  onr . 


The  selection  processor  attempts  to  match  the  character  the  user  typed  in  with  the  selection 
character  of  the  options,  then  the  local  pads,  and  finally  the  global  pads.  If  there  ;s  a  match,  then  the 
next  frame  field  associated  with  the  selection  is  retrieved.  If  it  is  a  valid  frame,  that  frame  is  then 
displayed. 


2.4.  Action  processing 

Actions  are  the  ways  in  which  most  things  are  done  in  ZOG.  Just  about  anything  one  can  think  of 
doing  within  the  ZOG  environment  except  traversing  subnets  directly  via  selection  processing,  is 
accomplished,  or  at  least  initiated,  through  an  action.  A  reasonable  definition  of  an  action  is  a  low- 
level  operation  which  typically  affects  only  one  frame.  Actions  are  invoked  either  by  typing  in  a  ZOG 
command  at  the  keyboard,  or  by  having  ZOG  retrieve  and  process  the  associated  action  string  of  a 
frame,  local  pad,  or  global  pad  that  the  user  has  selected. 
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The  action  processor  in  ZOG  parses  the  action  string,  and  dispatches  to  the  appropriate  procedure 
to  accomplish  the  operation.  Examples  of  common  actions  are: 

•  goto  a  user-specified  frame 

«  go  back  one  frame  in  the  frame  stack 

•  go  to  a  next/previous  frame 

•  redisplay  the  current  frame 
«  change  to  the  other  window 

•  create  a  new  subnet,  or  a  new  frame 

•  read/write  the  zbh  form  of  a  subnet 

2.5.  Net  Accessing,  local  and  remote 

ZOG  deals  with  structures  of  frames  called  (sub)nets.  Subnets  exist  as  disk  files  on  various  PERQs. 
In  order  to  do  any  processing  at  all,  ZOG  must  be  able  to  read,  modify,  create  and  write  frames  within 
specified  subnets,  whether  these  subnets  exist  on  the  user's  machine  or  on  any  other  machine 
connected  via  the  EtherNet. 

The  way  that  subnets  of  frames  are  represented  within  files  and  the  way  these  are  accessed  is 
described  below: 

2.5.1 .  File  representation  of  subnets 

A  subnet  on  the  PERQ  is  simply  a  disk  file.  This  file  is  structured  to  facilitate  the  accessing  of  any 
given  frame  in  the  subnet.  Each  frame  in  the  subnet  is  allocated  10  disk  blocks  within  the  file.  Thus,  to 
access  frame  27  of  a  particular  subnet,  ZOG  does  10  block  reads  of  thi3  file,  starting  at  block  270  of 
the  file.  In  order  to  conserve  disk  space,  however,  unuseo  sections  of  a  frame’s  10  block  allocation 
are  "free''  to  the  disk's  file  system;  thus,  the  subnet  file  has  "holes"  in  it 

These  subnet  files  are  named  <SubnetName>.pri,  the  "pri"  being  an  abbreviation  for  "primary." 
Because  of  the  fact  that  these  files  have  "holes"  in  them,  they  are  not  directly  transportable  for 
installation  on  other  machines,  or  for  backup  purposes;  the  usual  file  utilities  of  copy,  edit,  or  move  to 
floppy  disk  do  not  handle  these  files  correctly.  Thus,  it  is  necessary  to  transform  each  .pri  file  into  a 
form  which  is  transportable,  that  is,  without  the  holes.  Utility  programs  have  been  written  to  transform 
these  files  into  a  transportable  form.  The  transportable  version  of  the  subnet  files  are  named 
<SubnetName>.zbh. 
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2.5.2.  Individual  frame  representation  in  .pri/.zbh  file. 

An  individual  frame  is  written  out  to  disk  in  a  modified  ”BH"  format,  called  ZBH  format.  This  format 
was  developed  at  CMU  as  a  way  of  storing  variable  types  of  records  in  an  ASCII  disk  file.  Each  item  in 
a  logical  record  is  stored  as  a  line  of  the  form: 

+  <Char>+  [<ASCI!  string>]<EOL> 

where  <char>  is  a  single  ASCII  character  which  encodes  the  type  of  data  stored  on  that  "line”,  the 
optional  <ASCII  string>  can  be  text,  numbers,  codes  or  special  characters,  and  <EOL>  is  the  end-of- 
line  character(s). 

2.5.2.  t  ZBH  Codes  for  Frame  Header 
These  are  coded  in  BaseLib.ParseFH 


These  codes  are  for  the  non-text  information  contained  in  the  frame.  Other  than  the  protection 

code,  this  information  is  maintained  automatically  by  ZOG. 

ZBH  Item  Representation  of  string  in  file 

+  A+  Frame  Id  String 

1 3 1  Created  by  Agent  Boolean 


+  b  + 

+  M  + 
+  m  + 
+  p  + 
+  t  + 

+  U  + 
+  V+ 

+  z* 


Modified  by  Agent  Boolean 
Creation  Date  Integer  String 
Modifier  Name  String 
Modification  Date  Integer  String 
Protection  Code  Character 
Modification  Time  Integer  String 
(List  of)  Frame  Owners  String 
Frame  Version  Number  Integer  String 
(List  of)  Frame  Accessors  String  (not  used) 
End  of  Frame  Header  Marker 


2. 5. 2. 2  ZBH  Codes  for  Frame  Body 

The  code  for  this  is  in  NetHandl.ParseF.  The  frame  body  consists  mostly  of  text  fields.  This 

information  is  stored  in  Frame  Title,  Frame  Text,  Options,  Local  Pads  Order.  Within  each  Item  of  the 

frame,  the  order  is  Item  Marker  &  Selection  Character,  Item  Text,  Item  Position,  Next  Frame,  Action. 
ZBH  Item  Representation  of  string  in  file 
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+  C  +  Frame/Selection  Comment  String 

+  E  +  Frame/Gelection  Expansion  Area  String 

+  F  +  Selection’s  Next  Frame  String 

+  G  +  Global  Pads  Frame  String 

+  I  +  Frame  Text  Marker  String  (Normally  Empty) 

+  L  +  Local  Pad  Marker  &  Selection  Character  Character 

+  0  +  Option  Marker  &  Selection  Character  Character 

+  P  +  Item’s  Position  Pair  of  Integer  Strings 

+  T+  Frame/Selection  Text  String 

+  X  +  Frame/Selection  Action  String 

+  Z+  End  of  Frame  Body  Marker 

+  <other  character  + 

Extra  Fields  String 

2.5.3.  Local  frame  access 

Frames  physically  on  a  user's  machine  are  accessed  via  routines  in  the  NetServer  software.  Once 
ZOG  determines  that  a  frame  is  in  fact  on  the  user’s  machine  (through  a  lookup  in  the  internal 
representation  of  subnet.index),  a  ReadFrama  process  is  initiated.  The  frame  Header  (the  first  biock  of 
the  frame's  10  block  allocation)  is  read  in  and  parsed  into  the  frame  header  structure,  then  the 
remaining  blocks  (the  frame  body)  are  read  in  and  the  frame's  internal  structure  is  filled  out. 

After  a  frame  has  been  created  or  modified,  the  process  for  writing  it  out  is  similar;  the  frame’s 
header  information  is  retrieved  from  the  record,  and  is  written  out  a  "line"  at  a  time  into  relative  block 
0,  then  the  same  happens  for  the  rest  or  the  frame  structure,  into  relative  blocks  1  *9. 

2.5.4.  Remote  frame  access 

The  process  of  reading  frames  which  exist  on  another  machine  on  the  ethernet  network  consists  of 
several  steps.  The  requesting  machine  sends  out  a  message  to  the  machine  which  has  the  needed 
frame.  If  the  machine  with  the  frame  is  running  and  has  received  the  message,  it  sends  an 
acknowledgement  to  the  requesting  machine.  In  addition,  the  remote  machine  starts  its  own  disk  I/O 
to  read  a  frame,  just  as  for  local  frame  access.  The  whole  process  cn  the  remote  machine  is  initiated 
via  an  "interrupt"  or  exception  handling  routine;  its  main  ZOG  processing  is  interrupted. 

When  the  frame  read  has  been  completed,  the  frame  information  is  put  into  ethernet  compatible 
packets  and  sent  to  the  requesting  machine,  with  all  the  appropriate  protocols.  The  requesting 
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machine  then  parses  these  ethernet  packets  into  its  internal  frame  structure  and  sends  it  to  the  higher 
level  routines  just  as  if  it  had  been  read  locally.  Meanwhile,  the  remote  machine  returns  control  to  its 
own  primary  ZOG  process. 

Writing  of  frames  on  a  remote  machine  is  handled  similarly. 

2.6.  Frame  Modification:  Editing 

Even  though  the  ZOG  editors  are  invoked  through  actions  (see  above)  they  will  be  discussed 
separately  here,  since  they  figure  prominently  in  the  overall  use  of  the  ZOG  system. 

2.6.1 .  The  ZOG  Editor,  ZED 

ZED  allows  ZOG  users  to  modify  frames.  Commands  exist  within  ZED  which  provide  for  the  usual 
editing  functions  of  insertion,  deletion  and  change/repiacement.  In  addition,  ZED  has  commands  for 
accessing  a  frame’s  invisible  areas,  such  as  next  frame,  frame/selection  comments,  actions  or 
expansion  areas.  Other  commands  allow  for  formating  and  justifying  textual  information  in  a  frame. 
Specialized  commands  provide  simple  ways  to  create  and  remove  selections  within  a  frame. 

ZED  creates  its  own  local  copy  in  memory  of  the  frame  being  edited,  in  a  frame  structure  pointed  to 
by  pointer  variable  EdFP.  Only  when  ZED  is  exited  for  updating  is  this  modified  frame  written  out  to 
disk. 

2.6.2.  The  Slot  Editor,  SLED 

Many  of  the  applications  in  ZOG  are  contained  in  agents  (see  below).  These  agents,  however, 
typically  require  one  or  more  user-specified  parameters,  such  as  subnet  name,  output  file  nr  ne,  way 
of  traversing  subnets,  and  the  like.  Special  frames,  called  environment  frames,  have  been  created  to 
provide  a  simple,  structured  mechanism  for  users  to  specify  this  information.  These  environment 
frames  use  their  options  as  slots  in  which  the  user  is  to  type  in  information. 

SLED,  then,  is  the  editor  which,  in  conjunction  with  the  structures  behind  the  environment  frame, 
provides  the  means  for  users  to  fill  in  these  siots.  These  structures  are  "hidden”  behind  these  slots  in 
"slot  frames",  accessed  through  the  alternate  next  frame  mechanism,  via  the  selection’s  expansion 
area.  Mechanisms  exist  for  toggling  "yes/no"  slots,  for  selecting  from  a  menu  of  pre-determined 
allowable  responses,  and  for  verifying  subnet  names,  dates,  and  the  like.  Although  ZED  can  be  used 
for  this  purpose  as  well,  it  provides  no  checks  or  aids  to  the  user.  Thus,  even  experienced  ZOG  users 
will  tend  to  use  SLED  for  filling  in  environment  frames  rather  than  use  ZED. 


SLED,  like  ZED,  maintains  it3  own  private  copy  of  the  frame  being  edited  in  a  Frame  record  pointed 


to  by  SLedFP. 


2.7.  Agent  invocation 

Agents  are  basically  processes  within  ZOG  which  know  about  ZOG  structures.  Typically  agents 
operate  on  subnets  of  frames,  or  portions  thereof.  Agents  ere  used  to  accon.plish  a  variety  of  tasks 
within  ZOG.  Parameters  to  agents  are  given  via  the  environment  frames  filled  in  by  the  user.  The 
agents  are  invoked  via  a  special  action  which  has  as  its  parameters  the  agent  name  being  invoked, 
the  top  frame  of  the  agent’s  subnet,  and  the  frameid  of  the  environment  frame  for  the  agent. 

2.7.1.  Utility  agents 

This  is  the  category  with  by  far  the  largest  number  of  agents.  Some  of  these  are  user-oriented 
utilities,  others  are  more  sophisticated  utilities  meant  primarily  for  ZOG  experts. 

2. 7. 1.1  User  utilities 

These  are  the  utilities  that  everyday  ZOG  users  are  likely  to  use.  They  accomplish  the  following 
tasks: 

•  Copy  trees  of  frames 

s  Find  frames  matching  certain  criteria,  such  as  creator,  creation  date,  or  containing  a 
user-specified  string 

•  Create  an  index  to  a  user’s  (subset  of)  subnets 

•  Create  an  "old"  copy  of  a  frame  for  backup  purposes 

•  Check  (and  repair  if  necessary)  parent  and  top  local  pads  in  a  tree  of  frames 

•  Create  a  new  subnet 

•  Send  Mail  to  another  user 

•  Do  a  global  string  replacement  in  a  subnet 

2. 7. 1.2  Backup  utilities 

These  agents  are  for  system  maintainers  to  create  a  backup  copy  of  subnets  on  streamer  tape  or 
tloppy  disk.  There  are  several  ways  of  doing  30: 

•  Archiving  subnets  on  system-formatted  floppies;  local  machine  only 

•  Writing  out  subnets  in  their  transportable  (zbh)  form,  suitable  for  backing  up  on  floppy 
disk  or  streamer  tape 

•  Performing  a  writing  out  of  subnets  from  a  remote  machine  into  their  ZBH  form 
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2.7.1 .3  ZOG  System  utilities  for  experts  and  system  maintainors 
These  agents  allow  sophisticated  ZOG  users  to  perform  the  following  tasks: 

«  Setting  up  a  batch  stream  to  invoke  a  series  of  agents 

•  Insuring  that  secondary  copies  of  subnets  are  fully  updated 

•  Creating  lists  of  subnets,  alphabetically  or  by  machine  name 

•  Obtaining  the  highest  frame  number  in  a  subnet 

•  Changing  the  owner  and/or  protection  of  frames  in  a  subnet 

•  Modify  the  links  of  a  frame  to  a  new  frame,  with  new  parents 

2.7.2.  Task  management  agents 

These  agents  are  essentially  for  managing  task  trees,  that  is,  trees  of  task  frames,  the  leaf  frames  of 
which  describe  specific  tasks  to  be  performed  by  specified  accomplishers  in  a  specified  time  period. 
Modifications  to  these  frames  are  made  with  the  ZOG  Editor,  ZED.  These  agents  allow  managers  to: 

•  initialize  a  new  task  tree 

•  Generate  a  hard  copy  or  frame  (or  a  ship-specific)  form  of  a  plan 

•  Create  i  specific  task  tree  from  a  generic  one  or  vice  versa 

•  Update  the  upper  levels  of  a  task  tree  to  reflect  changes  in  the  leaf  frames  (specific  tasks) 

•  Modify  Starting  and  Ending  Times  and  Dates  in  a  specific  task  tree  to  reilect  overall 
scheduling  changes 

•  Create  copies  in  various  formats  of  (sections  of)  the  SORM 

2.7.3.  Text  file  outputting  agents 

Often  it  is  necessary  to  obtain  a  text  file  version  of  a  subnet  or  portion  thereof,  perhaps  for  printing  a 
hard  copy.  Agents  exist  which  will  allow  users  to: 

•  Create  a  readable  sequential  text  file  document  from  a  tree  of  frames,  including 
indentation,  table  of  contents,  pagination,  etc. 

•  Create  a  picture  of  a  frame  in  text  file  form,  which  is  useful  for  documenting  items  in  ZOG 

•  Create  a  compilable  PASCAL  source  file  from  a  tree  of  PASCAL  code  frames  created 
within  the  ZOG  Programming  environment 
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3.  Initialization  of  20G 

After  being  loading  by  the  PERQ  Loader,  ZOG  first  sets  its  main  segment  to  be  UnSwappable  to 
prevent  any  of  the  main  ZOG  code  from  being  swapped  out,  as  would  happen  during  an  Ethernet 
interrupt.  This  was  found  to  be  necessary  during  ZOG's  development,  when  segment  faults  were 
experienced. 

ZOG  next  calls  ZlnitExit.lnitZOG  to  perform  ail  the  remaining  initializations  necessary  for  ZOG  to 
run.  InitZOG  in  turn  calls  procedures  from  each  of  the  main  modules  of  ZOG  which  perform  specific 
initializations  for  their  own  particular  subsystems. 

Note:  It  has  been  found  that  the  order  in  which  the  initialization  routines  are  called  is  very  critical. 
Programmers  are  well  advised  to  be  very  careful  when  changing  the  orderin  which  these  initialization 
procedures  are  called. 

When  the  initialization  is  completed,  ZOG  simply  enters  its  main  loop,  getting  user's  selections  and 
processing  them. 

3.1 .  ZinitExii. InitZOG 

InitZOG  is  essentially  a  dispatcher  of  all  the  various  initialization  routines.  It  also  manipulates  the 
globals  Ininitialization  and  InZOGLogin  to  communicate  to  the  world  that  initialization  is  in  progress-  It 
calls  the  following  routines  in  the  order  shown: 

•  ZOGVera'on.lnitZOGVeraion 

•  ZLogFlIe.lnitlogRIe 

•  ZCanvas.lnitZCanvas 

•  ZTraceJnitTrace 

•  ZParselnitParae 

•  ZDisplay.SatTann 

•  ZUsar.initUser 

•  ZDisftfay.lnitDtafl 

•  ZlnttOthan.lnitOtKara 


•  ZWind.lnitWind 
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•  ZVideo.lnitV 

•  ZOGNetSeryer.lnItZOGNetServer 

•  NetHandl.lniNetHandl 

•  ZParse  GetRemArg 

•  ZEint.EIntReady 

•  ZLogFile. Loglnlt 

•  ZlnitExit.SetUpFramea 

3.1.1.  ZOGVersion.lnitZOG  Version 

This  procedure  stores  the  current  ZOG  Version  number  into  the  global  variable  ZOGVersNumber. 
This  procedure  is  called  only  once  in  all  of  ZOG.  Several  other  routines,  however,  access 
ZOGVersNumber,  specifically,  routines  in  ZLogFile  (to  label  the  log  files  with  the  current  ZOG  Version 
number),  ZDump  (similarly  for  the  exception  logging  routines  in  the  log  files  and  in  the  exception.log 
file),  ZStats  (for  labeling  statistics  frames  logged  during  ZOG  sessions),  ZDaction  (to  label  the  w ho 
command  (tdz))  and  ZCanvUtils  (for  displaying  t  he  current  version  number  at  the  top  of  the  active 
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3.1 .2.  ZLogFile. InitLogFile 

This  procedure  does  a  rename  of  the  log  files,  zog.log<n>,  to  zog.log<n  + 1>,  where  n  goes  from 
nothing  to  2.  These  files  an?  located  in  partition  :zog,  subdirectory  log.  If  any  of  these  renames  fail,  the 
failures  are  caught  by  a  local  exception  handler,  and  control  is  returned  back  to  InitLogFile. 

File  :zog>log>zog.log  is  then  opened  for  writing  as  the  current  logging  file. 

Finally,  the  local  boolean  LogFileSig  is  set  to  true  to  allow  ongoing  event  logging  and  the  local 
boolean  ZOGInited  is  set  to  false,  so  that  only  initialization  is  logged.  ZOGInited  is  later  set  to  true  in 
ZlogFile.Loglnit,  which  logs  the  fact  that  ZOG  initialization  has  been  completed. 

3.1.3.  ZCanvas.lnitZCanvas 

This  routine  initializes  the  interface  between  ZOG  and  the  PERQ  Screen  module,  as  well  as  all  of  the 
lowest  level  I/O  utilities  as  follows: 

•  Screen.ScreenReset  to  initialize  the  Screen  module  and  clear  screen 

•  ZCanvas.SetCanvFunc  to  set  black/white  background  color 
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•  ZCanvUtils.SetZOGCanvas  to  create  windows  on  the  screen  for  ZOG  use 

•  ZCanvas.SetChFunc  to  set  text  display  function  to  Replace  mode 

•  ZCanvUtils.lniCanvPtr  to  read  in  the  ZOG  mouse  pointer  images 

•  ZCanvas.SetCanvPtr  to  set  pointer  image  to  solid  arrow 

•  ZCanvas.SetPtrCh  to  place  pointer  at  the  top  left  of  the  current  window 

•  Initialize  mouse-related  variables 

•  ZPoll.lnitPoll  to  initialize  input  polling  facility 

•  Set  EXPORTed  boolean,  FrameCanvas,  to  true  to  indicate  that  a  frame  is  being  displayed 

•  Set  EXPORTed  variable,  UsrDispLine,  to  23,  the  default  line  in  a  frame  window  for 
displaying  user  messages 

•  ZCanvas.SetAltCursor  to  initialize  the  alternate  cursor  function  to  the  box  around  the 
options  mode 


3.1 .4.  ZTrace.lnitTrace 


--.til _ _ A 


Most  or  tne  coue  nits  uuiiMu  uuomy  cumnidiiu^  wm(ji  win  M’’"i  uui  uculiQ^inQ  Statements  5m 


the  user  display  area  conditionally  depending  on  the  value  of  a  tracing  boolean.  There  are  currently 
3i  of  these  tracing  booleans,  most  of  which  begin  with  the  letters  "Trc".  These  variables  are  defined 
in  and  exported  from  module  ZTrace. 


InitTrace,  then,  merely  sets  all  31  of  these  global  booleans  to  false;  thus,  the  default  condition  for 
ZOG  is  "No  Tracing".  One  or  more  of  these  tracing  booleans  can  be  turned  on  by  specifying  the 
proper  letter(s)  as  a  switch  to  the  "zog"  command  to  the  shell.  In  addition,  the  ZOG  user  can  toggle 
these  booleans  with  the  Control-At<char>  action.  See  ZAAction.CntlASel  and  ZParse.ProSwitches. 

3. 1.4.1  List  of  Tracing  Booleans: 

A  list  of  the  variable  names,  along  with  the  code  letter  that  toggles  them  via  the  tat  action.  See 
ZParse.ProSwitches. 

•  MTrace’m’ 

•  PTrace  'P' 

•  TimeSig  T 


•  TrcBaseLib  ’B’ 


SYSTEM  DESCRIPTION 


PACE  19 


•  TrcEtherReq  ’O’ 


TrcFId  T 


•  TrcLgvel  T 


,  TrcNetHandl  ’H’ 


•  TrcNetlnsert  T 


.  TrcNetLib  'N' 


•  TrcMakeDel  ’M’ 


♦  TrcNetOption  'O’ 


TrcNtStack  ’C’ 


•  TrcNetString  ’r’ 

•  T  rcSubnet  'S' 


«  TrcZAction  'a' 


•  TrcZAgent  'g' 


•  TrcZBack  ’b’ 


TrcZBHIO  ’h1 


•  TrcZCanvas  ’c’ 


•  T-cZDisplay’d’ 


•  TrcZEdit  ’e' 


i  TrcZIO  ’i‘ 


•  TrcZOGNetServer  'Z' 


•  TrcZParse  'p' 


•  TrcZSel  ’s' 


•  TrcZTrace 't* 


•  TrcZUser  V 


» TrcZVkJeo  V 
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•  TrcZWind  ’w’ 

•  TrcZOG’z’ 

3.1 .5.  ZParse.InltParse 

The  purpose  of  this  routine  is  to  obtain  any  switches  added  to  the  user’s  "zog"  command  line  to  the 
shell.  However,  this  is  only  done  if  ZOG  itself  is  NOT  the  currently  active  shell  of  the  PERQ.  In  many 
situations,  it  is  desirable  to  make  ZOG  the  shell,  so  that  if  ZOG  crashes,  it  will  come  up  again 
automatically  through  the  PERQ's  own  shell  loading  routines.  ZOG  is  easily  made  to  be  the  shell  by 
adding  a  line  to  the  user’s  profile  file  after  the  login  command  of  / shell  =  :boot>zog. 

Examples  of  switches  the  user  might  add  are  tracing  switches  to  turn  tracing  on  for  a  particular  set 
of  routines,  or  to  specify  an  externai  terminal  type. 

This  routine  examines  the  POS  global  variable,  ShellName,  to  see  if  ZOG  is  the  current  shell.  If  not, 
procedure  ZParse.GetArg  is  called  to  retrieve  any  user  supplied  arguments  to  zog. 

3.1 .6.  ZDisplay.SetTerm 

ZOG  has  the  capability  of  sending  every  character  displayed  in  a  window  to  an  external  video 
display  terminal.  This  facility  is  mostly  used  to  allow  for  projecting  the  image  of  ZOG  frames  on  a  large 
screen  via  the  ElectroHome  device  (using  the  Concept  100  terminal)  or  a  projection  television  (using 
the  video  output  of  a  VT-100  type  of  terminal). 

SetTerm  sets  the  global  variable,  TermK,  which  indicates  the  auxilliary  terminal  type,  to  a  desired 
value.  This  variable  tells  the  whole  system  what  type  of  video  terminal  is  connected  to  the  PERQ’s 
RS-232  port.  In  general,  its  default  value  will  be  ’null’,  indicating  that  there  is  no  external  terminal.  If 
there  is  an  external  VDT,  specified  by  the  user,  then  this  routine  wiil  initialize  it  to  9600  baud,  and  send 
it  the  codes  to  clear  its  screen. 

Valid  values  for  TermK  are  (currently): 
null  No  terminal 

’c’  CONCEPT  100 

V  DEC  VT100  and  compatible  family  of  VDTs. 
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3.1 .7.  ZUser.lnitUser 

Initialize  the  internal  variables  needed  to  run  the  ZGG  User  Display  windows.  This  routine  will: 

•  Allocate  storage  for  the  user  display  text  buffer. 

•  Call  ZUser.  InitUsrDsp: 

e  Set  Exported  variable  UserSig  to  false,  indicating  that  the  full-screen  User  Display  is  not  visible. 

3 . 1 .7 . 1  Allocate  storage  for  the  user  display  text  buffer. 

3.1 .7.2  ZUser.InftUsrDsp: 

•  Initialize  the  pointers  into  the  text  lines  buffer. 

•  Set  the  EXPORTed  variable  PromptLength  to  0,  indicating  that  there  is  no  prompt  to  be 
displayed  in  the  user  display  line. 

3. 1 .7 .3  Set  Exported  variable  Use'Sig  to  false,  indicating  that  the  lull-screen  User  Display  is  not  visible. 

3.1 .8.  ZDisplay.lnitDisp 

This  routine  merely  initializes  the  exported  string  variable,  BlankLine,  to  80  blank  characters.  This 
variable  is  used  throughout  ZOG.  especially  in  the  editors.  Having  it  initialized  once  here  and 
exported  saves  having  separate  blank  line  strings  scattered  throughout  the  system. 

3.1.9.  ZlnitOthers.InltOthors 

Module  ZlnitOthers  had  to  be  written  as  a  way  of  invoking  many  additional  initialization  routines  via 
ZlnitExit.lnitZOG.  This  was  necessary  due  to  the  limitations  on  the  number  of  modules  allowed  to  be 
IMPORTed  by  a  given  module  imposed  by  PERQ  PASCAL;  ZlnitExit  was  already  near  that  limit. 
ZlnitOthers  invokes  the  following  procedures  to  continue  the  process  of  ZOG  initialization: 

•  ZBack.lnitSack 

•  Baselib.iniBaseLib 

•  NetMakeDd.lniNetMakeDei 
«•  NetStack.lniNetStack 

•  ZAction.lnitActton 

•  ZAgent.lnitApant 

•  ZEdit.lnitEdit 


•  ZSted.lnitSied 
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•  IncOisp.lnUIncOisp 

•  ZPoH.lilitPoll 

•  AirStat.initAirStal 

•  ApLover  Ir.itMallPac 

•  {  NetPerqCodes.lriitNPCodoa  } 

3. 1.9.1  ZBack.lnitBack 
This  module  is  responsible  for  maintaining  the  backup  stack  of  frames  visited.  The  initialization 

routine  does  only  two  things: 

•  Initializes  the  module’s  own  private  backup  list  pointer  variable,  BackSavP,  to  NIL 

•  Initializes  the  EXPORTed  boolean,  Return,  to  false,  indicating  that  ZOG  is  NOT  inside  the 
"return"  function  (global  pad  "ret”) 

3. 1.9. 2  BaseLib.lniBaseLib 

BaseLib  is  the  home  of  most  of  the  general  purpose  utility  procedures  and  functions  in  ZOG.  Among 
other  things.  Basel.ib  provides  procedures  for  maintaining  ZOG's  own  private  lists  of  available 
memory  for  dynamically  allocating  space  for  certain  ZOG  structures,  specifically,  a  list  of  unused 
string  15  records  and  a  list  of  unused  Frame  Header  records. 


The  initialization  procedure,  IniBaseLib  simply  initializes  some  local  variables,  and  allocates 
memory  for  a  buffer. 

•  Initialize  BaseLib’s  local  stringl5  pointer  variable,  PsISPSav  to  NIL 

•  Initialize  BaseLib's  local  frame  header  pointer  variable,  FHPSavto  NIL 

•  Allocate  a  one-page  buffer  for  possible  use  by  procedure  AppStrFile 

•  Set  the  exported  default  protection  variable,  DefProt  to  -1,  indicating  protection  to  be 
used  in  a  copied  frame 

3.1 .9.3  NetMakeOel.lniNetMakeDel 

Module  NetMakeDel  is  the  interface  to  the  NetServer  for  creating  and  deleting  frames. 
IniNetMakeDef  initializes  some  of  the  variables  used  in  this  process. 

•  Initialize  the  local  pointer  variables,  FsPSav,  SelPSav,  and  FPSav,  to  NIL.  These  variables 
point  to  lists  of  allocated  but  unused  string  records,  selection  records  and  frame  records. 

The  Rel(ease)  and  Cr(eate)  procedures  in  this  module  maintain  these  lists  locally  to  avoid 
having  to  do  many  PASCAL  new  and  dispose  commands. 


•  The  EXPORTed  string  variable,  OefGPad,  which  stores  the  Frame  ID  of  the  default  Global 
Pad  frame  for  new  frame  creation,  is  initialized  to  GPadsl,  the  current  ZOG  default  global 
pad  set... 

•  Memory .CreateSegment  is  called  to  create  a  separate  segment  (NetSeg)  for  this  module's 
own  private  use  to  avoid  using  the  default  data  heap. 

•  Memory.SetMobility  is  called  to  make  segment  NetSey  UnMoveabie.  Both  Memory  calls 
are  necessary  to  avoid  segment  fault  problems  while  processing  remote  frame  requests. 

3.1 .9.4  NetStack.lniNetSiack 

The  NetStack  module  provides  programmers  with  a  set  of  procedures  for  maintaining  a  sa •  -  stack 
of  frames  being  processed.  Although  this  module  will  eventually  be  replaced  by  the  more  powerful 
and  efficient  routines  contained  in  module  StackLib,  it  is  still  imported  by  a  number  of  modules, 
especially  the  older  modules  for  SORM  maintenance. 

IniNetStack  initializes  this  stack  for  later  use  with  the  default  global  frame  pointer  variable  FPX  by 
calling  procedure  InitFStk.  This  routine  does  the  following  with  the  EXPORTed  stack  record  variable 
FStkX: 

•  Set  the  top  Frameld  in  FStkX  to  null 

•  Set  the  pointer  to  the  top  of  the  stored  frameid  list  to  NIL 

•  Set  the  Frame  record  pointer  in  FStkX  to  be  the  global  pointer  variable  FPX,  EXPORTed 
from  Module  NetHandl.  This  pointer  variable  is  (was)  used  throughout  ZOG,  especially  in 
agents. 

3. 1.9. 5  ZAction.lnitAction 

The  purpose  of  this  procedure  is  to  initialize  the  Action  Processing  part  of  ZOG.  Currently,  this 
involves  two  steps: 

ZDaction.lnitDAct 

ZVideo.lnitV  (For  details  see  p.  24) 

3. 1.9. 5.1  ZDAction.lnitDAct 

This  procedure  initializes  some  data  structures  used  locally  within  Module  ZDAction  only.  These 
variables  names  all  start  with  "Act". 

These  initializations  are: 

•  The  pointer  to  action  strings  being  executed,  ActFsP,  is  set  to  NIL 


«  A  local  frame  record  is  created  via  a  call  to  NetMakeDel.CrFP  arid  pointed  to  by  ActFP 

«  A  second  local  frame  record,  used  during  the  frame  deletion  process,  is  created  and 
pointed  to  by  ActFP2 

•  A  local  frame  header  record  is  created  by  a  call  to  BaseLib.CrFHP  and  pointed  to  by 
ActFHP 

3.1 .9.5.2  ZVideo.lnitV  -Initialize  the  Video  Disk 

Note  to  programmers:  this  procedure  is  called  again  later  directly  from 
ZlnitExit.lnitZOQ  Thus,  it  should  probably  eventually  be  removed  from  here. 

3.1 .9.6  ZAgent.lnitAgent 

Currently  this  routine  is  a  dummy  procedure,  and  does  nothing,  since  any  agent  invoked  will 
perform  its  own  local  initialization.  The  procedure  was  left  in  to  allow  for  any  general  initialization  for 
agents  which  may  be  done  at  a  later  time. 

An  initialization  of  the  StackLib  data  structures  could  be  inserted  here,  although,  as  for  agents, 
these  structures  are  currently  set  up  to  be  initialized  each  time  the  routines  are  going  to  be  used. 
Presumably  a  global  structure  could  be  created,  initialized  once,  and  used  as  needed  by  agents  and 
other  ZCG  routines. 

3.1. 9.7  ZEdit.lnitEdit 

InitEdit  is  called  to  initialize  the  data  structures  which  will  be  used  throughout  the  ZOG  Editor,  ZED. 
It  does  the  following  initializations: 

•  Create  an  edit  frame  record  for  storing  a  copy  of  the  frame  being  edited,  via  a  call  to 
NetMakeDel.CrFP 

•  Allocate  memory  for  a  ZED-wide  global  character  buffer  pointed  to  by  BufP  (defined  and 
declared  in  ZEDDefs);  Set  the  buffer's  initial  length  to  zero  (empty  buffer) 

•  Set  the  ZED-wide  global  boolean,  NetWalking,  to  false;  (This  boolean,  EXPORTed  from 
ZEDDefs,  means  the  user  has  temporarily  left  the  editor,  and  may  want  to  resume  editing 
in  the  frame  last  edited.) 

•  Set  the  ZED-wide  global  boolean,  XCHG,  EXPORTed  from  ZEDDefs,  to  false 

•  Set  the  ZED-wide  global  variable,  OldWindow,  EXPORTed  from  ZEDDefs,  to  1 

•  Set  the  default  length  (in  lines)  of  a  frame  to  be  edited 


3.1 .9.8  ZSied.lnitSled 

Although  the  Slot  Editor,  SLED,  was  initially  created  for  editing  Agent  Environment  frames,  it  also 
proved  useful  "for  editing  AirPlan  input  frames  within  the  AirPlan  expert  system  environment,  since  it 
constrains  the  types  of  entries  allowed  in  given  slots  in  a  frame.  Thus,  SLED  initialization  also  includes 
initializing  some  AirPlan  support  data  structures. 

•  Create  a  record  for  frames  being  edited  via  NetMakeDel.CrFP;  this  newly  allocated  record 
is  pointed  to  by  SledFP 

•  Set  the  local  AirPian  boolean,  AirPlanllp  to  false,  indicating  that  AirPlan  is  not  currently 
running 

•  Allocate  memory  for  an  AirPlan  message  data  structure,  pointed  to  by  ZOGMsgP;  This 
structure  is  defined  in  Module  ZOGMsg 

•  Create  a  local  pointer  for  AirPlan  input  messages  as  a  recast  of  ZOGMsgP  into  an 
AirlnPTyp  variable,  AirlnP.  AirlnPTyp  is  defined  in  Module  ZOGMsg. 

3.1 .9.9  IncDisp.lnitlncDisp 

The  incremental  Display  module  provides  for  automatically  updating  a  displayed  frame  on  a  user- 
specified  schedule.  This  has  proved  very  useful  for  the  AirPlan  system,  where  output  frames  are 
updated  quite  often  from  the  AirPlan  expert  system  machine.  As  other  users  are  observing  these 
frames,  they  are  automatically  redisplayed  periodically  with  changes  highlighted  in  reverse  video. 

This  module  is  initialized  by  InitlncDisp  as  follows: 

•  Create  a  scratch  Frame  Header  record,  pointed  to  by  FHP ,  via  a  call  it  BaseLib.CrFHP 

•  Set  IncDispSig  to  false,  indicating  no  incremental  display  currently  on 

•  Set  StopReading  to  false,  indicating  that  the  source  machine  is  up,  so  that  ongoing 
reading  of  the  displayed  frame  can  continue 

•  initialize  the  bad  read  count,  BadReads  to  zero 

•  Set  incDispTime  to  10,  the  default  value 

3.1.9.10  ZPoil.lnitPoll 

ZOG  has  a  built-in  polling  function,  which  is  implemented  through  ZCanvas.ZPollCanvas.  This 
routine  will  invoke  the  specific  poll  function  every  Polllnterval  jiffies  (1  /60  second).  This  is  initialized  in 
IniPollProc,  below. 

There  are  three  separate  polling  functions  which  can  currently  be  installed  in  ZOG.  The  specific 
polling  function  desired  is  installed  via  the  link  stream  for  ZOG  by  overtly  specifying  the  polling 
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module  to  be  linked  into  the  ZOG  RUN  file. 

The  three  polling  initialization  functions  (and  their  modules)  are  listed  here: 

•  ZPollSnap.lniPollProc  :  No  longer  used 

c  ZPollAir.lniPollProe :  Initialize  Polling  lor  AirPlan  message  handling 

•  ZPollProc.lniPollProc  :  Generic  Polling  initialization  lor  no  polling  function  at  all 

3.1.9.10.1  ZPollSnap.lniPollProc  :  No  longer  used 

This  procedure  originally  initialized  the  Statistics  snapshot  function,  to  record  user  and  ZOG  activity 
over  the  past  polling  interval.  Statistics  snapshotsd  were  disabled  at  before  this  version  was  released. 

.9.10.2  ZPollAir.lniPollProc 

This  procedure  initializes  the  AirPlan  interface  polling  function,  to  dump  any  queued  output  from 
AirPlan  to  the  AirPlan  Ops  PERQ.  It  does  this  as  follows: 

3.1 .9.10.2.1  Turn  off  debug  tracing  of  polling  functions 

3.1.9.10.2.2  Set  the  Foiling  interval  variable.  Polllnterval.  to  be  equal  to  600  Jiffies 
corresponding  to  10  seconds.  Thus,  an  AirPlan  message  may  be  sent  every 
10  seconds,  if  there  is  one  (or  more)  queued  up. 

3.1 .9.10.2.3  AirOutput.lnitAirOutput  (Initialize  the  AirOutPut  Module) 

The  full  r  tialization  of  the  AirPlan  outputting  function  occurs  here,  as  follows: 

3.1 .9.1''  2.3.1  Call  AirLib.lnitAirLib  to  initialize  the  AirPlan  Library  Module 
This  is  the  procedure  which  initializes  the  Library  of  AirPlan  procedures. 

•  Create  a  separate  46  block  segment  for  AirPlan  packets,  using  Memory.CreateSegment; 

•  Make  this  segment  unswappable,  using  Memory. SetMobility; 

•  Set  the  local  pointer  to  the  list  of  saved  AirPlan  messages,  SavAirP,  to  NIL; 

•  Allocate  memory  for  the  maximum  allowed  number  of  records  for  saved  AirPlan  message 
packets  within  the  local  data  segment,  and  add  each  one  to  the  linked  list  of  saved 
message  records  using  procedure  AirLib.ErPack. 
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3.1.0.10.2.3.2  Initialize  all  the  EXPORTed  AirPlan  Message  Packet  Pointers  to  NIL;  These 
Packet  types  (AirPackTyp)  are  defined  in  AirPlan.defs. 

3.1 .0.10.2.3.3  Initialize  the  Messagewaiting  boolean,  EXPORTed  from  Module  AirCom,  to 
false,  indicating  no  messages  waiting  to  send; 

3.1 .9.10.2.3.4  Initialize  the  Statistics  recording  variable,  OutCycleNum,  EXPORTed  from 
Module  AirCom,  toO; 

3.1-9.10.2.3.5  initialize  the  global  event  counter  variables,  EXPORTed  from  Module 
AirCom; 

3.1 .9.10.2.3.6  Set  the  AirPlan  tracing  boolean,  TrcAirOutput,  EXPORTed  from  Module 
AirCom,  to  false. 

3.1 .9.1 0.2.4  Turn  polling  on  via  ZPoll.PollOn 
3.1 .9.1 0.3  ZPollProc.lniPollProc 

ZPoNProc  is  simply  the  generic  polling  procedure  to  be  linked  into  ZOG  when  no  polled  functions 
are  to  be  done.  Thus,  the  only  thing  that  ZPollProc.lniPollProc  does,  naturally,  is  to  turn  ail  polling  off, 
via  ZPoll.PollOff. 

3.1.9.11  AirStat.lnitAirStat 

The  initialization  procedure  for  the  AirStat  module  merely  initializes  all  the  event  counts  to  0;  it  also 
initializes  the  Launch  and  Recovery  sequence  strings  to  a  single  blank. 

3.1.9.12  ApLovei.lnitMailPac 

This  procedure  allocates  an  initial  amount  of  memory  for  the  AirPlan  message  (or  "Mail")  packets 
records.  These  structures  are  what  are  used  to  send  AirPlan  updates  to  the  Ops7  PERQ  running  the 
AirPlan  expert  system. 

InitMailPac  does  the  following: 

•  Set  the  local  AirPlan  boolean,  AirPlanUp  to  false,  indicating  that  AirPlan  is  not  currently 
running 

•  Allocate  memory  for  an  AirPlan  message  data  structure,  pointed  to  by  ZOGMsgP;  this 
structure  is  defined  in  Module  ZOGMsg 

•  Create  a  local  pointer  for  AirPlan  input  messages  as  a  recast  of  ZOGMsgP  into  an 
AirlnPTyp  variable,  AirlnP.  AirlnPTyp  is  also  defined  in  Module  ZOGMsg. 
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3.1 .9.1 3  {  NetPerqCodes.lnitNPCodes 

}This  module  is  not  used  in  current  versions  of  ZOG,  even  though  it  is  imported  into  ZlnitOthers.  Its 
original  purpose  was  to  create  a  table  of  numerical  codes  versus  PERQ  Machine  name.  This  scheme 
however,  has  been  replaced  by  a  more  efficient  means,  as  now  implemented  in  the  NetServer  code. 

3.1.10.  ZWind.lnitWind 

Create  and  initialize  the  records  containing  the  data  linking  ZOG  frames  to  their  display  windows  on 
the  screen.  These  records  include: 

•  Frame  pointers  for  the  Frame  and  the  Global  Pads 

*  Frame  IDs  for  the  Current  Frame,  Global  Pads,  and  Name  of  displayed  frame 
«  Backuo  stack  pointers 

#  Selection  character  used  to  get  to  this  frame 

3.1.1 1. ZVideo.lnitV 

The  PERQ  has  an  extra  RS232  port  which  can  be  accessed  via  procedures  provided  by  the  PERQ 
Operating  System.  Module  ZVideo  provides  a  software  interface  between  ZOG  and  a  videodisc  player 
connected  to  this  port.  This  allows  users  to  directly,  or  via  specialized  actions,  have  the  videodisc 
player  display  specified  stills  or  clips.  The  videodisc  feature  is  useful  in  creating  and  using  detailed 
operations,  maintenance  and  repair  manuals,  such  as  those  now  used  for  the  Aircraft  and  Weapons 
Elevator  systems  on  board  the  USS  CARL  VINSON. 

3.1.1 1.1  First  check  to  be  sure  that  a  video  terminal  is  not  intended  to  be  used;  if  so,  then 
exit,  since  that  indicates  that  the  videodisc  player  is  not  connected  to  the  RS232 
interface 

3.1 .1 1 .2  Use  PERQ  system  utility  RS232Baud.SetSaud  to  set  the  baud  rate  of  the  PERQ’s 
RS232  port  to  1200  baud 

3.1.11.3  UEI.Videolnit 

The  UEI  (Universal  External  Interface)  module  provides  low-level  support  for  accessing  the  PERQ's 
RS232  port.  Procedure  Videolnit  assumes  that  there  is  a  VideoDisk  player  connected  to  this  port.  It 
resets  and  activates  the  port,  then,  using  the  Video  Disk  procedures  within  the  module,  it  initializes 
the  VideoDisk  unit  itself.  These  procedures  are  called  as  follows: 

•  UEiReset 


•  UEIActivate 
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•  VDWriteProgram 

•  VDPlay  . . 

•  VDSiop 

•  VDCIr 

•  VDEndProgram 

•  VDRunPrcgram 

3.1.1 2.  ZOGNetServer.lnitZOGNetServer 
This  procedure  is  the  gateway  to  initializing  the  entire  set  of  modules  which  initiate  local  and  remote 
subnet  access  and  service  remote  requests  via  the  PERQ  Ethernet  hardware.  In  addition  to  initializing 
the  necessary  data  structures,  the  EtherNet  hardware  itself  is  reset  and  made  ready  to  send  and 
receive  packets  of  messages. 

This  procedure  also  builds  the  database  of  available  remote  machines,  and  the  index  of  subnets  by 
remote  machine. 

3.1.12.1  Details  of  the  operation  of  ZOGNetServer.lnitZOGNetServer 

•  Initialize  EXPORTed  variables.  MaxZOGPort  and  array  Loggedln[i]; 

•  Bead  Frameld  of  Top  Frame  into  EXPORTed  variable,  TopCfNet. 

•  ZAcceasProcs.lpitZAccessProcs  { Initialize  Module  ZAccessProzs  } 

•  NetServ.lniServ  { Initialize  Module  NetServ  } 

•  ZNet.lnitZNet  { Initialize  Module  ZNet } 

•  Allocate  memory  for  local  buffers  and  mersages  lists; 

•  ZOGMsg.lnitZOGMsg  {  Initialize  Module  ZOGMsg  } 

•  Load  up  EXPORTed  variables  identifying  current  machine  and  user, 

•  ZQGNetServer  BuildServers  (  Build  Net  Servers  Database  } 

•  ZOGNetServer  BuildSubnets  {  Build  Subnet  Database  } 
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3.1 .1  2.1 .1  Initieliw  EXPORYed  variables.  MaxZOGPort  and  array  Loggedln[i]; 

3.1.12.1.2  Raad  Frameld  of  Top  Frame  into  EXPORTed  variable,  TopOfNet. 

3.1 .1 2.1 .3  ZAccessProcs.lnitZAccessProcs 

The  only  thing  this  routine  does  is  to  create  a  frame  header  record  pointer,  local  variable 
FHPSecUpd,  for  use  in  checking  the  version  number  of  a  frame  when  a  secondary  update  fails.  This 
variable  is  used  in  procedure  ZAccessProcs.CloseFrame. 

3.1 .1 2.1 .4  NetServ.lnIServ 

IniServ  initializes  a  number  of  variables  local  to  Module  NetServ: 

•  Initialize  all  128  entries  of  local  Subnet  Hash  Table,  SnTable,  to  NILs; 

•  Initialize  the  local  pointer  to  top  of  open  frame  record  list,  OpnTopP,  to  NIL; 

•  Initialize  the  local  pointer  to  open  frame  record  list,  OpnSavP,  to  NIL; 

•  Initialize  the  local  pointer  to  saved  frame  header  record  list,  FHSavP,  to  NIL; 

•  Initialize  the  local  pointer  to  saved  owner  entries  list,  OwnsavP,  to  NIL; 

•  Create  temporary  local  frame  header  record  pointed  to  by  FHPTmp; 

•  Allocate  memory  for  temporary  frame  header  buffer  and  output  buffer  page,  local  pointer 
variables  FHBPTmp  and  ZeroBufP,  respectively; 

•  Initialize  ZeroBufP  to  all  (long  word)  zeroes. 

3.1 .1 2.1 .5  ZNet.InltZNet 

This  routine  merely  allocates  memory  for  two  local  pointers  to  copies  of  ethernet  messages: 

•  Allocate  memory  for  outgoing  ZOG  messages  pointed  to  by  OutMsgP; 

•  Allocate  memory  for  incoming  ZOG  messages  pointed  to  by  inMsgP. 

3.1 .12.1.6  Allocate  memory  for  locai  buffers  and  messages  lists; 

This  is  done  using  the  PASCAL  "new"  intrinsic  fos  the  following  records: 

•  NetFHBP:  {  Frame  header  buffer  for  local  use  } 

•  NetFBP:  {  Frame  (body)  buffer  for  local  use  } 

•  InMsgP:  { Input  message  list  for  remote  EtherNet  requests  } 

•  OutMsgP:  {  Output  message  list  for  replying  to  remote  requests  } 
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3.1.12.1.?  ZOGMsg.lnitZOGMsg 

Module  ZOGMsg  contains  the  software  for  handling  the  EtherNet  message  traffic.  Communications 
on  the  EtherNei  can  be  asychronous,  with  no  response  expected  or  sychronous,  with  some  message 
expected  in  response  to  the  message  sent.  InitZOGMsg  initializes  the  data  structures  and  allocates 
memory  necessary  for  these  communications,  returning  true  if  there  were  no  problems.  Specifically, 
it  does  the  following: 

3.1.12.1.7.1  Initialize  EXPORTed  boolean  Debug  to  false,  indicating  no  debug  messages; 

3.1.12.1.7.2  Make  its  own  current  segment  UnSwappable  via  Memory. SetMobllity; 

3.1 .12.1.7.3  Get  name  of  local  machine; 

The  first  line  of  file  EFileName  (:boot>EtherNet.Names,  q.v.)  is  read  into  variable  LongName.  If 
necessary,  this  name  is  truncated  to  have  a  length  of  IS  characters,  then  it  is  moved  to  private 
variable,  OurName,  for  use  later  by  Junction  GetMyName.  Finally,  it  is  moved  to  private  variable, 
OurNamellpper,  which  is  then  converted  to  all  upper  case,  for  use  later  in  PERQ  name  comparisons. 

3.1.12.1.7.4  Create  its  own  separate  data  segment,  EtherSeg,  for  message  records; 

3.1.12.1.7.5  Allocate  memory  for  variables  within  segment; 

3.1 .1 2.1 .7.6  Allocate  memory  for  structures  to  receive  message  packets  in; 

3.1.12.1.7.7  Allocate  memory  for  EXPORTed  variable,  OurAddrPtr; 

3.1.12.1.7.8  Make  data  segment  EtherSeg  UnSwappable  and  UnMoveable; 

3.1 .1 2.1 .7.9  Reset  internal  EtherNet  table  (IMPORTed  from  10  -  Others)  interrupt  mask  to 
Enabled  (i.e.  to  be  =  ElOIntMask  (  =  4096)); 

3.1.12.l.7.i0Get  EtherNet  add  re. s  of  local  machine; 

Routine  EtherlOIO.ElOGetAdr  is  called  to  return  the  EtherNet  address  of  the  local  machine.  (This 
48  bit  address  is  hard  wired  into  the  machine’s  EtherNet  board.)  The  address  is  stored  in  three 
word-size  integers  in  private  record  Our  Address.  The  bytes  of  each  of  these  integers  need  to  be 
swapped  to  form  the  proper  address  from  that  returned  by  ElOGetAdr. 

In  addition,  local  record  pointer  variable,  OurAddrPtr,  defined  to  be  a  pRecEtherAdd  type  (see 
EtherlOlO  Module)  gets  its  LowAddress  item  set  to  the  low  order  word  of  Our  Address,  and  its 
Multicast  Command  Byte,  MCB,  set  to  MltCstNone  (  =  #  377),  indicating  no  multicast  packets  are  to 
be  received. 


3.1.1 2.1 .7.1 1  Reset  the  EtherNet,  and  repost  any  pending  messages  in  circular  list, 
CurERecP. 


3.1 .1 2.1 .8  Load  up  EXPORTed  variables 
The  following  EXPORTed  variables  (global^  to  the  rest  of  ZOG)  are  Initialized: 

©  CurAddr  is  initialized  to  the  EtherNet  address  of  the  current  PERQ,  that  is  the  local  PERQ 
or  the  PERQ  doing  the  initialization  itself,  via  a  call  to  function  ZOGMsg.GetMyAddr; 

•  CurName  is  initialized  to  the  local  PERQ'3  name  (as  contained  in  file 
:boot>EtherNet.Names),  via  a  call  to  function  ZOGMsg.GetMyName; 

•  CurNameUpper  is  initialized  to  CurName,  converted  to  upper  case  (used  for  name 
matching); 

•  CurUser  is  initialized  to  CurUserName,  IMPORTed  from  POS  Module,  System  (this  gives 
the  name  of  the  currently  logged  in  user); 

•  CurUserPort  is  initialized  to  CurAddr,  above. 


3.1 .1 2.1 .9  ZOGNetServer.BuildServers 

This  routine  is  used  to  build  an  internal  table  of  EtherNet  Servers  (i.e.,  remote  PERQs  or  Nodes)  in 
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time.  For  each  line  in  the  file,  a  record  in  the  EXPORTed  array  of  Server  status.  Servers,  is  created. 
Each  of  these  records  contains  the  name  of  a  PERQ  (i.e.,  a  Node  on  the  EtherNet  network),  its 
EtherNet  address  and  a  boolean  indicating  whether  or  not  the  given  PERQ  is  up  and  running.  The 
entries  for  ail  machines  in  this  list,  except  the  current  one  (i.e.,  the  PERQ  doing  this  intialization),  are 
initialized  with  an  EtherNet  address  of  0,  and  as  being  down.  Only  when  an  EtherNet  probe  of  that 
machine  is  done  is  thi3  record  updated  otherwise. 


Currently,  distributed  ZOG  can  support  a  maximum  of  256  PERQs  acting  as  EtherNet  servers. 


In  addition,  this  procedure  also  generates  a  count  of  the  available  EtherNet  Servers.  This  count  is 
stored  in  the  EXPORTed  variable,  CurMaxServer. 

3.1 .1 2.1 .10  ZOQNetServer.BuildSubnets 

Routine  BuildSubnets  does  what  its  name  implies:  it  creates  a  list  (really  a  hashed  table)  of  ail  the 
subnets  in  file  :zognet>subnet.index  using  EXPORTed  procedure  ZOG NetServcr.CrSn Record.  This 
table  is  created  in  the  EXPORTed  array,  Subnets. 


Basically,  this  procedure  first  initializes  the  array  to  all  NILS.  Then  it  reads  one  line  of  the  file  at  a 
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time,  creates  the  entry  into  the  Subnets  array  with  a  call  to  CrSnRecord,  and  finally  adds  the  primary 
and  secondary  node  information  to  the  SubnetTyp  data  structure  (q.v.) 

It  also  reads  file  ZogNetFile  (:zognet>zognet.seiup)  into  the  EXPORTed  boolean,  Only.Zognet. 
Finally,  it  reads  file  SecDefFile  (:zognet>Sec.Default)  into  F.XPORTed  integer  DefSecCnt,  the  default 
number  of  secondary  copies  of  subnets  to  maintain,  and  into  EXPORTed  integer  array, 
DefSecNodes[i],  the  Server  Node  number  for  each  secondary  copy  of  subnet  to  maintain. 

3.1 .1 3.  NetHandt.lniNetHandl 

Initialize  system  globals  use  in  frame  manipulation  and  network  communication. 

•  Allocate  memory  in  the  default  data  segment  for  the  local  frame  header  buffer,  FHBP, 
with  "new” 

•  Allocate  memory  for  the  exported  frame  body  buffer,  FBP 

•  Create  a  local  frame  header  record,  FHP,  with  BaseLib.CrFHP 

•  Create  a  local  frame  record,  FPX,  with  NetMakeDel.CrFP 

•  Set  all  error  markers,  exported  booleans  RdSig  and  WrSig  to  false 

•  Clear  file  name  strings,  exported  strings  InFileName  and  OutFileNamc 

•  Load  the  name  and  node  number  of  the  current  (local)  network  node  into  exported 
variable,  ThisName  and  local  variable,  ThisNode,  using  ZAccessProcs.GetCurNode 

•  Get  the  local  agent-in-process  boolean,  IsAgent,  to  false 

3.1.14.  ZParse.GetRemArg 

3.1 .15.  ZEint.GIntReady 

3.1.16.  ZLogFile.Loglnit 

Procedure  Loglnit  creates  a  header  for  the  ZOG  Log  file,  :zog>log>zog.log.  This  header  identifies 
the  file  as  the  log  file,  and  identifies  the  version  number  of  the  running  ZOG,  notes  that  initialization  of 
ZOG  has  been  completed  and  identifies  the  current  user’s  name,  machine  name,  time  and  date. 

Finally,  the  local  boolean,  ZOGInited  is  set  to  true,  so  that  other  noteable  events  in  ZOG,  typically 
entries  made  to  the  User  Display,  can  be  logged  via  procedures  in  ZLogFile. 
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3.1 .1 7.  ZlnitExit.SetUpFrames 

The  final  step  of  initialization  i$  to  determine  the  correct  frames  to  display  in  the  top  and  bottom 
windows,  to  read  them  into  the  window  frame  record  structures  and  display  them.  Procedure 
SetUpFrames  does  just  that,  doing  the  top  frame  first,  then  the  bottom  frame.  The  top  and  bottom 
frame  are  respectively,  a  concatenation  of  the  user  name  with  Topi  and  Maill  (i.e.  for  user  zog 
ZogTopl  and  ZogMaill).  The  process  used  to  do  this  follows: 

•  {  concatenate  user  name  with  Topi  } 

•  ZWind.RdFWind  {  Read  top  frame  into  window  frame  record  } 

•  ZWind  DspWind  {  Display  the  frame  in  the  top  window  ) 

•  ZWind.XChange  {  Make  other  window  the  current  window  } 

•  {  concatenate  user  name  with  Maill  } 

•  ZWind. RcJRVind  {  Read  bottom  frame  into  window  frame  record  } 

•  ZWind.DspWind  {  Display  the  frame  in  the  bottom  window  } 


4.  Basic  ZOG  System  flow 

Once  ZOG  has  initialized  itself,  the  basic  ZOG  cycle  starts  up  and  is  repeats  interminably,  until 
interrupted  via  the  Control-C  or  Controi-Shift-C  exception  handlers  within  ZCo.  Almost  all  ZOG 
processing  is  invoked  through  this  cycle  and  in  particular,  through  the  selection  processing 
mechanism.  (The  only  other  processing  which  can  occur  within  the  ZOG  system  is  in  response  to 
remote  requests  processed  via  the  EtherNet  interrupt  exception  handlers  nested  within  the  ZOG 
module.) 

4.1 .  Selection  processing  mechanism 

The  (command  intepreter)  cycle  consists  of  two  sequential  steps: 

Get  a  selection  character  from  the  user  (ZSel.RetumSel) 

Process  the  selection  character  (ZSel.OutS) 

4.1 .1 .  ZSel.RetumSel 

The  soie  purpose,  from  the  basic  ZOG  point  of  view,  of  this  procedure  is  to  obtain  a  selection 
character  (of  an  option,  local  pad  or  global  pad)  from  the  user,  and  return  it  for  the  appropriate 
processing.  This  character  might  have  been  selected  by  a  mouse  event  (the  clicking  of  one  of  the 
buttons  on  the  bitpad  puck  or  mouse),  or  by  a  keyboard  event  (the  typing  of  a  key  on  the  PERQ 
keyboard).  The  implementation  of  this  get  a  character  process,  however,  is  a  bit  more  complicated 
than  it  would  ordinarily  seem,  due  to  the  inclusion  within  ZOG  of  two  ancillary  mechanisms: 

Incremental  Display  mechanism  (Module  IncDisp) 

Alternate  Next  Frame  selection  mechanism  (Slot  Frames) 

4. 1.1.1  Incremental  Display: 

Module  IncDisp  is  used  for  monitoring  the  state  of  a  frame  designated  to  be  automatically  updated 
as  it  is  changed,  presumably  by  some  remote  user(s).  When  a  frame  Is  re-displayed  via  this 
mechanism,  the  changes  that  have  been  made  are  highlighted  in  reverse  video.  The  polling  for  this 
mechanism  which  determines  when  a  frame  re-display  might  be  necessary  is  handled  in  ZSel.Return 
and  the  ZCanvas  routine  RdTKeyZOG. 

The  incremental,  display  mechanism  provides  for  a  timed  re-display  of  a  frame.  Every  user-specified 
time  interval,  the  frame  header  is  examined.  If  it  has  a  different  version  number/modification  time 
than  the  frame  currently  being  displayed  on  the  screen,  the  new  version  is  read,  and  displayed,  with 
all  changed  being  highlighted  in  reverse  video. 
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This  was  developed  in  response  to  AirPlan  needs,  where  the  output  frame  Is  constantly  being 
updated  by  the  AirPlan  expert  system.  Observers  needed  a  mechanism  to  automatically  bo  able  to 
see  these  updates  on  the  output  frame. 


The  mechanism  is  invoked  in  procedure  ZSel.ReturnSel  when  the  mechanism  is  "turned  on," 
usually  via  the  tai  action.  See  Module  IncDisp  p.  46  for  details  of  the  implementation. 

4.1 .1 .2  Alternate  Next  Frames  (Slot  Frames) 

The  alternate  next  frame  mechanism  was  developed  for  use  with  environment  frames  for  agents 
(q.v.).  Each  slot  (i.e..  an  option  that  the  user  is  to  modify  to  provide  an  argument  or  parameter  to  an 
agent)  on  an  environment  frame  has  an  associated  slot  frame  linked  to  it.  This  slot  frame  contains 
information  about  the  slot:  type,  default  value,  prompt  (for  SLED)  and  help  information.  It  was 
determined  that  the  slot  frames  should  be  "hidden"  from  most  ZOG  users.  Thus,  the  alternative  next 
frame  mechanism  was  designed  and  implemented. 


Rather  than  being  stored  in  the  next  frame  field  of  the  selection  record,  the  alternate  next  frame  ID 
is  stored  in  the  selection's  expansion  area,  preceded  by  the  string  "FramelD: ".  This  alternate  next 
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itself.  The  fact  that  there  is  a  next  frame  is  "hidden"  because  the  parent  selection  still  displays  the 
character  after  its  selection  character,  indicating  that  there  is  no  frameid  in  the  next  frame  field  of  the 
selection. 


4.1 .1.3  Operation  of  ReturnSel 

4.1 .1 .3.1  Initialize  bocleans  EscSel  to  false  and  StRspSig  to  true; 

4.1 .1.3.2  If  collecting  statistics,  end  the  system  response  time  here; 

4.1 .1 .3.3  Get  a  "Canvas  event"  (keyboard  or  mouse)  loop: 

Module  IncDisp  is  used  for  monitoring  the  state  of  a  frame  designated  to  be  automatically  updated 
as  it  is  changed,  presumably  by  some  remote  user(s).  When  a  frame  is  re-displayed  via  this 
mechanism,  the  changes  that  have  been  made  are  highlighted  in  reverse  video.  The  polling  for  this 
mechanism  which  determines  when  a  frame  re-display  might  be  necessary  is  handled  in  ZSel.Retum 
and  the  ZCanvas  routine  RdTKeyZOG. 

•  If  incremental  display  is  on,  then  only  poll  for  a  canvas  event  until  the  incremental  display 
interval  has  expired,  (ZCanvas.RdTKeyZOG),  then  redisplay  the  frame,  if  necessary 
(IncDisp.UpdatelncDisp);  otherwise,  just  get  the  canvas  event  without  time  out 
(ZCanvas.RdKeyZOG); 
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•  If  the  canvas  event  is  a  mouse  movement  to  other  window,  make  the  new  window  the 
current  window  (ZWind.XChange)  and  repeat  loop;  otherwise,  check  to  see  if  it's  a 
change  .to/from  full  window  user  display,  and  do  so  as  required  (ZUser.DspUsrDsp  or 
ZUser.DspWind)  and  repeat  loop;  otherwise,  if  a  legitimate  character  was  obtained,  exit 
the  get  canvas  event  loop;  otherwise,  beep  and  repeat  the  loop. 

4.1 .1.3.4  If  collecting  statistics,  record  statistics  for  the  canvas  event  by  marking  the  end 
and  beginning  of  a  user  response  cycle,  and  beginning  a  new  system  response 
cycle; 

4.1 .1 .3.5  If  Mouse  Event,  try  to  translate  it  into  a  selection  character;  otherwise, 
character  is  the  one  the  user  typed; 

4.1 .1 .3.6  If  the  character  is  an  "INS  "  (Escape)  (presumably  for  alternate  next  frame 
selection),  go  back  to  the  get  canvas  event  loop  to  get  the  actual  selection 
character; 

4.1 .1 .3.7  Return  the  character  to  the  calling  routine. 


4.1.2.  ZSel.OutS 
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another,  the  processing  of  this  character  will  result  in  a  ZOG  action  being  invoked,  be  it  going  to  a 
frame  pointed  to  by  a  selection,  a  global  pad  action,  a  frame  or  selection  action,  or  a  user-input  action 
command  string. 


All  user-selected  activity  within  ZOG  is  invoked  directly  or  indirectly  through  the  action  command 
interpreting  mechanism  contained  within  Module  ZAction.  For  a  list  of  actions  by  control  character 
see  p.  37. 

4. 1.2.1  Operation  of  OutS 

The  function  of  OutS  is  to  process  the  user-input  character(s)  or  mouse  button  click.  This  may  result 
in  several  actions  taking  place. 

4.1 .2.1 .1  If  the  character  is  a  ZOG  Action  Language  Control  character,  get  the  rest  of  the 
action  language  string,  and  process  it  (ZAction. GAction).  This  is  the  mechanism 
by  which  users  can  directly  Invoke  actions  from  the  keyboard. 
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4.1 .2.1.2  ZAction.GAction 

Procedure  G Action  is  the  procedure  invoked  when  a  user  directly  inputs  a  ZOG  action  command  via 
the  keyboard.*  Simply  entering  a  control  character  will  cause  this  procedure  to  be  invoked,  via 
ZSel.OutS. 

•  Display  the  user-input  control  character 

•  Get  the  next  character  from  the  user  and  display  it 

•  Use  nested  case  statements  to  determine  which,  if  any,  appropriate  next  characters, 
strings  or  filenames  to  get  from  the  user 

•  Get  the  appropriate  optional  strings,  as  needed,  via  specialized  local  routines  GetChar, 
Getlnt,  GetActStr,  GetActlnt,  or  GetFilStr 

•  Clear  the  User  Display  Line  of  the  text  just  input 

•  Process  the  action  string  via  Z<ControlChar>Act'on.CntKControlChar>Se!  (i.e.,  for  a 
controi-B  action,  invoke  ZBAction.CntIBSel),  except  for  Control-F  (invoke  Control-A 
Action  processor),  Control-H  and  Control-U  (do  the  appropriate  functioning  for 
backspace  and  OOPS),  and  Control-L  (clear  the  user  display) 

4.1 .2.1 .3  Otherwise,  try  to  obtain  a  pointer  to  the  selection  whose  selection  character 
matches  the  passed  character  (ZSel.GetSel). 

4.1. 2. 1.4  ZSel.GetSei 

Given  a  selection  character,  procedure  GetSel  returns  a  pointer  to  the  current  frame's  selection 
whose  selection  character  matches  it.  It  examines  selections  in  Option,  Local  Pad,  then  Global  Pad 
order.  It  does  so  as  follows: 

•  Invoke  routine  NetOption.GOptF  on  the  current  frame  to  try  to  find  an  option  with  the 
matching  selection  character.  If  successful,  return  the  pointer  to  that  option. 

•  Invoke  routine  NetOption.GPadF  on  the  current  frame  to  try  to  find  a  local  pad  with  the 
matching  selection  character.  If  successful,  return  the  pointer  to  that  local  pad. 

•  Invoke  routine  NetOption.GOptF  on  the  Global  Pads  Frame  to  try  to  find  a  global  pad  with 
the  matching  selection  character.  If  successful,  return  the  pointer  to  that  global  pad. 

•  If  none  of  these  searches  are  successful,  return  false. 

4.1. 2.1 .5  It  the  character  referred  to  a  valid  selection  (option,  local  pad  or  global  pad), 
then  process  it  by  passing  a  pointer  to  the  selection  to  ZSel.EvalSei;  otherwise, 
beep. 
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4.1 .2.1 .6  ZSel.EvalSei 

Procedure  EvalSel  is  the  main  procedure  by  which  normal  selection  processing  takes  place. 

4.1 .2.1 .6.1  Invoke  ZActUtits.GeiAction  to  obtain  a  pointer  to  the  current  frame’s  Exit 
Action  (if  any),  then  again  to  obtain  a  pointer  to  the  selected  item’s  Selection 
Action  (if  any) 

The  operation  of  GetAction  is  simple:  copy  the  action  text  from  the  selection  pointer  passed  to  it  into 
a  separate,  returned,  Frame  String  pointer. 

•  For  every  action  string  attached  to  the  passed  selection  pointer,  create  a  new  (frame) 
string  pointer  with  NetMakeDel.CrFsP 

•  Use  Netlnsert.lnsEFsL  to  Insert  this  new  action  (Frame)  string  pointer  at  the  End  of  the 
List  pointed  to  by  local  pointer  variable,  ActP 

•  Return  ActP 

4.1 .2.1 .6.2  Obtain  the  selection’s  Next  Frame  Id,  if  any.  This  section  will  obtain  the 
"hidden"  next  frame  in  the  selection's  expansion  area  if  it  exists;  otherwise, 
the  selection’s  normal  next  frame  field  is  used. 
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ZActUtils.DoAction.  Then,  save  the  current  frame  on  the  backup  list  via 
ZBack.SavBack.  Finally,  read  the  next  frame  into  the  current  window’s 
window  structure  (Does  NOT  display  the  frame  at  this  time). 


4.1 .2.1 .6.4  if  there  is  a  selection  action,  process  it,  via  ZActUtiis.DoAction. 

DoAction  merely  records  statistics,  depending  on  the  type  (Frame  action,  Selection  action  or  Exit 
action)  of  action  it  is  to  execute  Then,  it  calls  ZAction.ProAction  with  the  action  string  pointer  that 
was  passed  to  it 


4.1 .2.1 .6.4.1  If  Statistics  gathering  is  turned  on,  increment  the  appropriate  action  string 
execution  counter 

4.1 .2.1 .6.4.2  if  it’s  an  Exit  action,  null  out  the  Frame-Displayed  item  in  the  current  window 
frame  record  (WPt.BisFrameld),  so  that  an  infinite  loop  will  not  occur  (which 
could  happen  on  the  return  back  to  ZSel.DspFrame  in  ZSel.OuiS.) 


4.1 .2.1 .6.4.3  Invoke  ZAction.ProAction  to  process  the  action  passed  via  an  action  string 
pointer 

Procedure  P’roAction  processes  the  passed  action  string  pointer,  ActP,  going  through  and 
extracting,  then  processing  each  action  string  in  the  string  list  one  at  a  time. 

As  long  as  the  action  string  pointer,  ActP  is  not  NIL  do: 

•  Invoke  ZAction.ProActStr  with  the  text  string  pointed  to  by  ActP 

•  Save  ActP.  then  let  ActP  point  to  the  next  string  in  the  list 

•  Make  ActP  pointer  to  the  previous  string  *  NIL,  to  eliminate  the  already  processed  dynamic  string  variables 

•  Invoke  NetMakeOel.SavFsP  to  save  the  string  pointer  for  later  use  within  ZOG 

4. 1.2. 1.6. 4. 3.1  Invoke  ZAction.ProActStr  with  the  text  string  pointed  to  by  ActP 
Procedure  ProActStr  receives  as  its  argument  a  string,  presumably  containing  ZOG  action 

commands.  It  parses  this  string  for  individual  action  commands,  then  dispatches  them  to  bo 
interpreted,  as  follows. 

For  as  long  as  there  is  text  in  The  argument  siring  do: 

4. 1.2. 1.6. 4.3. 1.1  Load  a  character  at  a  time  into  the  local  action  string  variable,  ActTxt, 
until  the  next  character  is  a  control  character  (one  of  Control-A,  Control* 
B,  Control-D  or  Control-E); 

4. 1.2. 1.6. 4.3. 1.2  Invoke  ZAction.XAction  to  execute  this  individual  action. 

Procedure  XAction  parses  the  string  passed  to  it  into  a  control  character,  a  command  character, 
and  possibly  an  optional  subsequent  string.  It  then  passes  control  to  the  appropriate  dispatching 
procedure  in  the  correct  Module. 

4.1. 2. 1.6. 4. 3. 1.2.1  Based  on  the  length  of  the  input  string,  get  the  correct  action  optional 
string  argument 

4.1 .2.1 .6.4.3. 1 .2.2  Via  a  case  statement,  based  on  the  first  character  of  the  string  (the 
control  character),  dispatch  to  the  appropriate  Cntl<ControlChar>Sel 
procedure  to  invoke  the  correct  action. 

NOTE:  if  the  first  character  is  NOT  a  control  character,  the  default 
action  mechanism  is  to  just  print  the  action  string  in  the  user  display. 
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4.1. 2. 1.6.4. 3.1. 2. 3  Action  procedure  invoking 

*» 

After  the  action  string  is  passed  to  routine  ZAction.XAction,  it  is  interpreted  according  to  the  first 
(control)  character  of  the  string  and  then  dispatched  for  execution  to  one  of  the  following  modules. 
NOTE:  Global  Pads  actions  are  indicated  with  the  global  pads  name  in  quotes. 

•  ZAAction.CntiASel  •  Control  A  Actions 

•  ZBAction.CntiSS«l  •  Control-B  Actions 

•  ZD  Action.  CntIDSei  -  Control- D  Actions 

•  ZEAction.CntlESel  •  Control-E  Actions 

•  ZUser.CIrUsrOsp  -  Control-L  Action 

•  ZVldeo.CntlVSel  •  Control-V  Actions 

•  ZIO.WrStrLn  -  Default;  just  print  action  string 

4. 1.2. 1.6.4. 3. 1.2. 3.1  Control-A  Actions  :  Module  ZAAction 

Control-A  actions  allow  users  to  move  around  within  and  between  ZOG  subnets.  Many  of  these 
actions  are  "hidden"  as  action  strings  attached  to  the  options  of  the  global  pads  frames  (thus 

u6CQmiliy  uiuuai  raua  iui  a!!  Other  ZOG  FfwItSS). 

4. 1.2. 1.6. 4. 3. 1.2. 3. 1.1  Frame/Subnet  Traversal  Actions 

tAO  ZAAction.TopOfSubnet  -  Go  to  frame  1  of  current  subnet.  Usually  the  action  of 

the  *.  top  Local  Pad. 

*Ab  ZBack.XGoBack  •  "Back"  -  Pop  a  frame  off  the  backup  list  and  display  it  in  the 

current  window. 

tAf  ZAAction.GoToFrame  •  "Find"  •  Go  to  the  Find  Agent’s  environment  frame. 

tAg  ZAAction.GoToFrame  •  "GoTo"  -  Read  and  display  the  user-  supplied  frame  in 

the  current  window. 

tAn  ZBack.XNext  -  "Next"  -  Go  to  next  frame  on  parent  frame’s  option  list. 

tAv  ZBack.XPrev  -  "Prev"  •  Go  to  previous  frame  on  parent  frame’s  option  list. 

4.1 .2.1 .6.4.3. 1.2. 3.1 .2  Display  Controlling  Actions 

tA  #  ZAAction.SetUserLine  •  Set  the  user  display  line  to  be  the  user-  specified  line 

(default  »  23). 

tA  +  ZAAction.ExpandBig  •  Expand  the  current  frame  display  window  to  BigFrame  (80 

x  49)  size.  (Also,  tF  +  ) 

tA- 


ZAAction.ShrinkBig  •  Contract  the  current  frame  display  window  to  normal  (80  x 
24)  size.  (Also,  tF-) 
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Md  ZAAction.DispFr  •  "Disp"  -  Read  and  display  the  current  window’s  frame. 

tAi  ZAAction.IncDisp  •  Set  Incremental  Display  interval  time  via  IncDisp.SetlncDisp. 

This  procedure  sets  EXPORTed  integer  IncDispTime  and  EXPORTed  Boolean, 
IncDispSig. 

tAj  ZWind.XChange;  •  "Jump”  -  Display  current  frame  in  other  ZAActlon.GoToFrame 

window,  if  there  is  an  other  window. 

fAu  ZUser.DspUsrDsp  •  Change  to  full  window,  and  display  all  user  messages  therein. 

Mw  ZAAction.ChgWind  •  "Win”  -  Change  to  other  window  if  possible. 

iA<  ZDisplay.CIrLine  •  Clear  the  current  line  in  the  window. 

4. 1.2. 1.6.4. 3. 1.2. 3. 1.3  Backup  List  Handling  Actions 

These  procedures  maintain  the  backup  frames  list.  The  actions  to  go  back,  go  to  next  and  go  to 

previous  frames  are  listed  in  the  Net  Traversal  frame,  above. 

Ml  ZBack.XRetBack  -  "Ret”  -  Display  the  Backup  List  pseudo  frame  so  users  can 

directly  access  backed  up  frames  from  this  pseudo-frame. 

Me  ZBack.XCIrBack  -  Clear  the  list  of  Backed  up  frames.  (Also  clears  Marked  frame 

list.) 

Mp  ZAAction.Pop  -  Pops  the  backup  list  back  up  to  the  specified  frame  via 

ZBack.XPopBack  (and  ZBack.DelBack  and  ZBack.ErBack). 

4.1 .2.1 .6.4.3. 1 .2.3.1 .4  Net  Traversal 

4.1 .2.1 .6.4.3.1 .2.3.1 .5  Mark  List  Handling  Actions 

The  Frame  "Marking"  routines  were  just  recently  added  to  PERQ  ZOG,  with  the  inclusion  of  Module 

ZMark.  ZMark  maintains  a  list  exactly  like  the  frame  backup  list  which  Module  ZBack  maintains.  When 

users  "mark"  frames,  they  are  merely  added  to  the  Mark  list.  These  frames  can  then  be  revisited. 

tA%  ZMark.XRetMark  -  Display  a  Mark  list  pseudo  frame,  so  user  can  access  list  of 

Marked  frames. 

M  ZAAction.MarkFr  -  Add  the  specified  frame  to  the  Mark  list  via  ZMark.SavMark 

and  ZMark.lnsMark. 

Me  ZMark. XCIrMark  •  Clear  the  entire  list  of  Marked  frames. 

Mm  ZAAction.MarkFr  •  Add  the  frame  displayed  in  the  current  window  to  the  Mark  list. 

Mg  ZAAction.RemMark  •  Remove  the  specified  frame  from  the  Marked  frame  list  via 

ZMark.DelMark. 

Mr  ZMark.XLastMark  -  Go  to  the  last  (i.e.,  most  recent  frame  on  the  Mark  list)  in  the 

current  window. 
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4.1 .2.1 .6. 4. 3.1 .2.3.1 .6  Top,  Bottom  and  Help  Frame  Accessing 

M  1  ZAAction.SetlnitFr  -  Resets  ZOG  Top  Frame  to  user-specified  frarrteld 

tA2  '  -  ZAAction.SetFrFile  •  Resets  ZOG  Bottom  Frame  to  user-specified  frameid 

M3  ZAAction.SetFrFile  •  Resets  ZOG  default  Help  Frame  to  user-specified  frameid 

Me  ZAAction.GoToFileFrame  -  "Help"  •  Displays  standard  help  frame, 

(:zognet>help.frame) 

*Ak  ZAAction.GoToFileFrame  •  ("Bottom")  -  Go  to  the  initial  frame  displayed  in  the 

bottom  window  (:zognet>bottom. frame) 

Mo  ZAAction.TopFrOfNet  -  "Top"  -  Go  to  the  initial  frame  displayed  in  the  top 

window  (:zognet>top. frame) 

4.1 .2.1 .6.4.3. 1 .2.3.1 .7  Actions  Affecting  Global  Pads  Frames 

M&  ZAAction.SetAItGPads  •  Set  the  Alternate  Global  Pads  frame  associated  with  the 

frame  displayed  in  the  current  window  to  be  the  specified  frame. 

M*  ZAAction.SetDefGPads  •  Set  the  ZOG-wide  Default  Global  Pad  frame,  contained 

in  global  string,  OefGPad,  EXPORTed  from  Module  NetMakeDel,  to  be  the 
specified  frame. 

M/  NetHandl.RdF  -  Read  in  and  display  the  alternate  global  pads  set  of  the  frame 

displayed  in  the  current  window,  if  it  exists. 

M>  ZDisplay.DGPads  -  Display  the  current  frame’s  Global  Pads  set. 

M\  NetHandl.RdF  -  Read  in  and  display  the  standard  global  pads  set  of  the  frame 

displayed  in  the  current  window. 

4.1 .2.1 .6.4.3. 1 .2.3.1 .8  Miscellaneous  Actions 

Ma  (Not  Implemented  -  Used  to  be  the  accessors  handling  action) 

Mf  ZParse.ProSwitches  -  Toggle  specified  global  tracing  booleans  (declared  in 

Module  ZTrace)  to  enable/  disable  certain  debug  tracing. 

Mz  ZAAction.ZOGSleep  •  Put  ZOG  to  sleep  for  specified  number  of  seconds;  i.e.,  sit 

in  a  tight  loop  until  the  specified  number  of  seconds  have  elapsed. 

4.1 .2.1 .6.4.3. 1 .2.3.2  Ccntroi-B  Actions  :  Module  ZBAction 
The  Control-B  actions  typically  deal  with  input  to  and  output  from  ZOG.  These  actions  fall  under  the 

following  categories: 

4, 1.2. 1.6. 4. 3. 1.2.3. 2.1  Canvas  Display  Controlling  actions 

tfl  +  ZCanvas.SetCanvFunc  •  Select  black  or  white  background  tor  PERQ  screen, 

along  with  mouse  pointer  display  mode,  via  POS-supplied  procedure, 
10-  Others.lOSetFunction.  See  PERQ  manual  for  codes. 

tBt  ZCanva3.SetCanvPtr  -  Select  the  image  for  the  mouse  pointer,  as  supplied  in  file 

:zognet>ZOG.animate.  At  the  present  time,  only  two  images  are  available.  See 
10  -  Others.lOLoadCursor. 
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tBd 


tBj 


ZBAction.PosCursor  •  Position  the  cursor  to  the  column  and  row  specified  in  the 
command  string. 

ZCanvas.SetAltCursor  •  Sets  the  alternate  cursor  (for  highlighting  selections  or 
text)  to  the  specified  type. 


4. 1.2.1 .6.4.3. 1.2. 3. 2. 2  Opening  and  Closing  of  special  ZOG  input  and  output  files 
These  actions  make  use  of  global  text  variables,  NetlnFile  and  NetOutFile,  and  booleans,  RdSig  and 
WrSig,  EXPORTed  from  NetHandl,  to  open  and  close  files  for  reading  or  writing  from  within  ZOG.  In 
particular,  the  open  file  routines  must  be  done  prior  to  any  of  the  Read/Write  ZBH  file  actions. 
Typically,  these  are  stacked  in  the  action  string  for  the  specific  options  so  that  they  are  executed 


before  the  file  I/O  action  is  actually  invoked. 

tBc  ZBAction.CIsFile  •  Ciose  the  system  file(s)  which  is  open:  if  RdSig  is  true,  then 

close  NetlnFile;  if  WrSig  is  true,  then  close  NetOutFile.  Set  both  booleans  to  false. 

tBi  ZBAction.OpnlnFile  -  Open  user-specified  input  filename  as  text  file  NetlnFile;  set 

Boolean  RdSig  to  true. 

rBo  ZBAction.OpnOutFile  -  Open  user-specified  output  filename  as  text  file 

NetOutFile;  set  Boolean  WrSig  to  true. 


4. 1.2. 1.6. 4. 3. 1-2.3. 2. 3  Agent  and  Shell  Utility  invocation 

These  two  actions  provide  the  entry  points  for  users  to  execute  agents  and  to  perform  shell  utility 

functions  (such  as  typing  a  file,  obtaining  a  directory  listing,  changing  the  current  pain,  etc.)  The 

routines  called  simply  parse  the  action  string  for  the  name  of  the  agent/shell  utility  to  be  executed, 

then  dispatches  to  the  appropriate  <AgentorShellModule>.<AgentorSheMProcedure>. 
tBa  ZAgent.CallAgent  •  Parse  argument  string  into  top  agent  frame  id,  Agent’s 

environement  frame  and  agent  name.  Based  on  agent’s  name,  dispatch  to 
appropriate  procedure  <AgentName>.Do<AgentName>. 

tBq  ZShell.CallShell  •  Do  preliminary  parsing  of  input  string,  setup,  and 

ZCanva$.CIearCanvas  to  clear  current  window.  Call  ZXShell.ZShell  to  parse  shell 
command  name  and  invoke  the  appropriate  procedure, 
Z<ShellName>.Do<ShellName>. 


4.1 .2.1 .6.4.3. 1 .2. 3. 2. 4  Miscellaneous  actions 

tB.  ZDisplay. Clear  •  Clear  the  current  window 

rfl?  ZBAction.Comment  -  Display  Frame  comment  in  user  display  line 

tB;  •  Set  the  EXPORTed  Boolean,  CommentSig,  to  true  (This  boolean  is  no  longer 

used  within  ZOG) 

tBn  ■  Set  the  IMPORTed  Boolean,  SigNoClear,  to  true  (This  boolean  is  no  longer  used 

within  ZOG) 

tBa  ZBAction.PrintChar  -  Print  the  specified  character  in  front  of  the  specified  option 

tBt  ZB  Action.  ChangeTerm  -  Change  external  display  terminal  characteristics 
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tBe  Except. Raise  •  Performs  an  automatic  exiting  of  ZOG  by  setting  Boolean, 

ForcedLogOut,  to  true,  then  Raising  the  Control-Shift-C  exception,  CtlShftC. 

4. 1.2. 1.6.4. 3. 1.2. 3. 3  Control-D  Actions  :  Module  ZDAction 
With  the  exception  of  the  the  4  videodisc  controlling  actions,  most  of  the  Control-D  actions  involve 
frame  modification,  including  the  invocation  of  the  ZOG  editors.  Since  there  are  30  Control-D  actions, 
they  are  listed  below  by  functional  category. 

1 .  Videodisc  Controlling  Actions 

2.  Frame  and  Subnet  Protection  Field  Modifying  Actions 
3-  Frame  Owner  String  Modifying  Actions 

4.  Subnet  Creation  and  Deletion  (Clearing)  Actions 

5.  Frame  Creation  and  Erasing  Actions 

6.  Editor  invoking  Actions 

7.  ZBH  Subnet  File  I/O  Actions 

8.  Miscellaneous  Actions 

4.1 .2.1 .6.4.3. 1 .2.3.3. 1  Videodisc  Controlling  Actions 
These  actions,  usually  pre-installed  as  option  or  pad  action  strings,  allow  users  to  use  the  videodisc 
player  as  a  means  of  displaying  additional,  perhaps  graphical  or  pictorial,  supplementary  information. 
This  feature  has  been  extensively  incorporated  into  the  ship’s  weapons  and  aircraft  elevator  manuals 
for  illustrative  and  educational  purposes.  These  tD  videodisc  actions  are  an  upper-level  subset  of  the 
videodisc  commands.  See  Module  ZVideo. 

to%  ZVideo. Videos  -  Display  the  specified  videodisc  frame  on  the  videodisc  player’s 

monitor,  via  UEI.VideoFrame. 

tD%  ZVideo.VideoR  -  Display  the  specified  sequence  of  frames  (clip)  on  the  videodisc 

player’s  monitor,  via  Utl.VideoRange. 

tD  ZVideo. InitV  -  Initialize  the  RS-232  port  for  PERQ  control  over  the  videodisc 

player,  via  UEI.Videolnit. 

tDq  ZVideo.OuitV  •  Secure  the  videodisc  and  discontinue  PERQ/ZOG  control  over 

the  player  over  the  RS-232  port,  via  UEI.VideoQuit. 


4. 1.2. 1-0. 4. 3. 1.2. 3. 3. 2  Frame  and  Subnet  Protection  Modifying  Actions 
These  Actions  modify  the  protection  field  in  individual  frames,  or  groups  of  frames.  It  is  unclear  why 
the  numbers  for  the  toi  through  tD6  actions  bear  no  direct  correspondence  to  the  protection  levels 
as  defined  in  NetOefs. 

tD< l..6>  ZDAction.FProtect  -  Set  Protection  field  of  specified  frame  to  be  the  following  I  •> 

Read  Protection;  2  «  Write  Protection;  3,4,6  »  No  Protection;  5  «  Modification 
Prote*  jn 

toa  ZDAction.SetDefProt  •  Set  the  default  protection  of  all  new  frames  to  be  created 

by  current  user,  DefProt,  a  ProtTyp  variable,  EXPORTed  from  BaseLib. 

top  ZDAction.SnProtect  •  Set  the  protection  field  of  each  frame  in  the  specified 

subnet  to  the  specified  level  of  protection. 

4.1 .2.1 .6.4.3. 1 .2.3. 3.3  Frame  Owner  String  Modifying  Actions 

These  actions  allow  users  to  modify  (add  or  delete)  the  list  of  owners  associated  with  a  given  frame. 
tQ7  ZDAction.AddOwner  -  Adds  the  specified  owner  to  the  given  frame’s  owner  list. 

rD8  ZDAction.RemOwner  •  Removes  the  specified  owner  from  the  given  frame’s 

owner  list. 

rD  “  ZDAction.AddOwner,  ZDAction.RemOwner  •  Changes  owner  of  frame  displayed 

in  current  window,  first  adding,  then  deleting  an  owner,  as  per  user  input  in  the 
user  display  line. 

4.1.2.1.6.4.3.1.2.3.3.4$ubnet  Creation  and  Deletion  (Clearing)  Actions 
These  two  actions  allow  users  to  create  and  delete  (really,  clear  all  the  frames  from)  the  specified 
subnet. 

tDc  ZDAction.CrSubnet  •  Creates  a  subnet  with  NetHandl.CrSnSec  call,  then  creates 

frame  <SubnetNameX)  in  that  new  subnet  with  NetHandl.CrFr. 

rDx  ZDAction.ClearSn  -  Clears  (removes  all  frames  from)  the  specified  subnet  via 

NetHandl.CIrSn.  After  this  is  accomplished,  the  subnet  still  exists  (in 
subnet.index),  but  has  no  frames. 

4.1 .2.1 .6. 4. 3.1 .2. 3.3. 5  Frame  Creation  and  Erasing  Actions 

These  actions  allow  users  to  create  and  erase  frames. 
tDd  ZDAction.EraseFrame  -  Erase  (Delete)  specified  frame  from  subnet,  via 

NetHandl.ErF.  If  this  is  successful,  the  links  back  from  the  deleted  frame’s  parent’s 
options  and  local  pads  are  removed. 

tDi  ZDAction.CrFrame  •  Create  the  specified  frame,  if  it  does  not  already  exist.  If  the 

subnet  for  the  frame  does  not  exist,  create  the  subnet  as  well,  via 
NetHandl.CrSnSec.  In  any  case,  control  is  passed  to  ZCrFrame.  CrF  -  CtiDi  for  the 
actual  creation  of  the  frame. 


4.1 .2.1 .6. 4. 3. 1.2.3. 3. 6  Editor  Invoking  Actions 

These  actions  allow  users  to  invoke  either  of  the  two  ZOG  Editors. 

toe  *  ■  ZD  Action. EditFrame  •  "Edit"  -  Invoke  the  ZOG  Frame  Editor,  ZED,  on  the  frame 

specified  by  the  user.  This  calls  procedure  ZEditEdFr  to  actually  perform  the 
editing. 

toi  ZDAction.SlotEditFrame  •  "Sled”  •  Invoke  the  ZOG  Slot  Editor,  SLED,  on  the 

frame  specified  by  the  user.  This  calls  procedure  ZSIed.SIEdFr  to  perform  the 
actual  slot  editing. 

4.1. 2.1. 6.4.3. 1.2. 3.3. 7  ZBH  Subnet  File  I/O  Actions 

These  actions  allow  users  to  transfer  subnets  from  ZOG  accessable  (primary)  form  (filename 

<SubnetName>  pri)  to  the  ZBH  (transportable)  form  (filename  <SubnetName>.zbh)  and  vice  versa. 

to<  ZBHIO.RdBH  -  Reads  in  a  ZBH  file  and  creates  the  corresponding  subnet  (.pri) 

file,  and  updates  subnet. index  if  necessary.  Note  -  Presumes  that  the  tBi  action 
(ZBAction.OpnlnFile)  has  already  been  done  to  specify  the  ZBH  file  to  be  read. 

f Of  ZDAction.WrFrBH  -  Writes  out  the  specified  frame  into  the  ZBH  file  format  (no 

holes)  via  ZBHIO.WrFBH.  Note  •  Assumes  that  the  tBo  action  (ZBAction. 
OpnOutFile)  has  already  been  done  to  open  the  output  file  for  writing. 

tDs  ZBHIO.WrSNetBH  -  Writes  out  the  specified  subnet  into  a  ZBH  format  file.  Note 

♦  Assumes  that  the  tBo  action  (ZBAction.OpnOutFile)  has  already  been  done. 

4.1. 2.1 .6.4.3. 1.2.3. 3.8  Miscellaneous  Actions 

Miscellaneous  Informational  Actions.  These  actions  merely  print  out  a  string  on  the  user 

display  line  giving  the  user  some  requested  information. 

tO?  ZDAction.Info  -  "Info"  •  Print  a  string  giving  the  full  frame  header  information  on 

the  specified  frame  and  highlight  any  differences  between  the  current  frame  and 
the  old  frame  if  there  is  one. 

tDo  ZDAction.DFrld  -  Overlay  the  specified  frame  in  the  current  window 

tot  ZIO.WrlntLn,  -  Print  the  system  time  in  seconds  since  midnight.  BaseLib.GTimlnt 

NetHandl.GIdUsr  -  Print  the  name  of  the  currently  logged-in  user 

ZIO.WrStrLn  -  Print  the  current  ZOG  Version  number,  ZOGVersNumber, 
IMPORTed  from  ZOG  Version. 

ZDAction.DFrld  •  Display  the  specified  fra  Tie  in  the  current  window.  Note  that  the 
frame's  Global  Pads  are  not  displayed. 

Special  Features. 

rdm  and  tdn  The  Playback  feature 
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Show  stats  on  all  Perqs 
Show  stats  on  a  single  Perq 
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4. 1.2. 1.6. 4.3. 1.2.3. 4  Control-E  Actions  :  Modulo  ZEAction 

This  module  provides  procedures  for  generating  output  to  the  Canon  Laser  Printer  from  within  ZQG. 

Tne  two  currently  implemented  procedures  and  their  command  characters  are: 

t£f  ZEAction.PrintFile  *  Print  the.  apeei'ied  file  remotely  on  the  Canon  Laser  Printer. 

t£$  ZEAction. ScreenDump  •  "Can"  •  Dump  the  image  of  the  current  screen  to  the 

Canon  Laser  Printer. 

4.1 .2.1 .6.4.3. 1 .2.3.5  Control-L  Action 

There  is  only  one  action  which  is  invoked  by  Control-L.  This  action  deletes  the  entire  contents  of  the 
user  display  buffer  and  clears  the  user  display  window,  via  ZUser.CIrUsrDsp  (ZUser.lnitUsrOsp  and 
ZCanvas.ClearCanvas). 

4.1 .2.1 .6.4. 3.1 .2.3.6  Control-V  Actions  :  Module  ZVidec 

Module  ZVideo  contains  all  the  Videodisc  control  actions  available  to  ZOG.  It  contains  commands 
to  initialize  the  video  disk  player,  to  show  a  specific  frame  or  sequence  of  frames  and  to  search  for  a 
selected  frame  on  the  video  disk. 

The  video  disk  player  used  by  the  USS  CARL  VINSON  can  be  controlled  by  a  wired  remote  control 
pad  or  through  an  RS-232  port.  Moduie  UEi  contains  and  expons  ihe  procedures  to  send  uie 
appropriate  sequences  of  command  characters  to  the  videodisc  player  to  initiate  various  operations. 
UEI  (Universal  External  Inerface)  is  imported  by  Moduie  ZVideo. 

4. 1.2. 1.6. 4. 3. 1.2. 3. 6.1  Frame  and  Sequence  Display  Actions 

tV%  ZVideo.VideoS  -  Display  the  specified  video  disk  frame  on  the  video  disk  player’s 

monitor,  via  UEI.VideoFrame 

rV%  ZVideo.VideoR  •  Display  the  specified  sequence  of  frames  (clip)  on  the  video  disk 

player's  monitor,  via  UEI.VideoRange 

tVf  UEI.VDFrameOisplay  -  Toggle  the  display  of  the  video  frame  number  on  the 

monitor  screen 

t Wj  ZVideo.Search  -  Search  for  and  display  the  specified  frame.  Calls  UEI.VDSearch. 

tVI  IJEl.VDSIowForward  •  Slow  forward  through  frames 

tVm  UEI.VDSIowReverse  •  Slow  reverse  through  frames 

tVn  UEI.VDScanForward  •  Fast  forward  to  scan  video  frames 

tVo  UEI.VDScanReverse  •  Fast  reverse  to  scan  video  frames 

tVs  UEI.VDStop  •  Stops  the  play  of  the  video  disk 

tVy  UEI.VDPlay  •  Plays  video  disk  in  normal  mode  from  current  video  frame  on  until 

stopped 
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4. 1.2.1 .6.4. 3. 1.2. 3. 6. 2  Video  Player  Programming  Actions 

tVc  UEi.VDCIr  •  Clears  the  storage  registers  of  the  videodisc  player 

tVe  *-  UEI.VDEndProgram  -  Cues  the  videodisc  to  mark  the  end  of  a  user-written 

program. 

tvr  ZVideo.Recall  •  Recalls  a  frame  number  from  the  user-  specified  videodisc  player 

register. 

tvt  UEI.VDStore  -  Stores  a  frame  number  into  the  specified  videodisc  player  register. 

tvw  ZVideo.WriteProgram  •  Aiiows  the  user  to  create  a  program  of  frames  to  be 

displayed  on  the  videodisc  player  via  UEi.VDWriteProgram. 

tvx  ZVideo.RunProgram  -  Runs  the  user-created  program  on  the  videodisc  player  via 

UEI.VDRunProgram. 

4.1 .2.1 .6. 4. 3.1 .2. 3.6.3  Video  Disk  Initialization  and  Shutdown  Actions 

tvi  ZVideo.lnitV  •  Initialize  the  RS-232  port  for  PERQ  control  over  the  videodisc 

player,  via  UEI.Videoinit 

tvj  UEi.VDReject  •  Causes  the  videodisc  heads  to  be  retracted  and  the  videodisc 

itself  to  be  ejected  from  the  player 

? Vz  ZVideo.QuitV  •  Secure  the  videodisc  and  discontinue  PERQ/ZOG  control  over 

the  player  over  the  RS-232  port,  via  UEI.VideoQuit 

4.1 .2.1 .6.4.3. 1 .2. 3. 6. 4  Miscellaneous  Video  Disk  Actions 

f  VI  UEI.VDAudioi  •  Toggles  the  first  audio  channel  on  the  videodisc  player  on  and  off 

tv2  UEI.VDAudio2  -  Toggles  the  second  audio  channel  on  the  videodisc  player  on 

and  off 

tv  a  ZVideo.AutoStop  •  Cause  the  videodisc  player  to  play  forward  until  the  specified 

video  frame  is  reached.  Calls  UEI.VDAutoStop. 

tvp  UEI.VDStepForward  •  Step  the  videodisc  player  forward  one  frame  at  a  time 

tvq  UEI.VDStepReveroe  •  Step  the  videodisc  player  reverse  one  frame  at  a  time 


4.1 .2.1 .6. 4. 3.1 .2.3.7  ZlO.WrStrLn  •  Default;  just  print  action  string 

4.1 .2.1 .6. 4. 3. 2  Save  ActP,  then  let  ActP  point  to  the  next  string  in  the  Rst 

4.1 .2.1 .6. 4. 3. 3  Make  ActP pointer  to  the  previous  string  *  NIL,  to  eliminate  the  already  processed  dynamic  string 


variables 


ZQS  SYSTEM  PSSCfllRTlflti 


PAGE  46 


4.1 .2.1 .6. 4. 3. 4  Invoke  NetMakeOel.SsvFsP  to  Mve  the  string  pointer  lor  later  uae  within  ZOG 

4.1 .2.1 .6.5  If  there  was  no  next  frame  AND  no  selection  action,  do  top-down  frame 
creation. 

Top-Down  Frame  Creation  is  the  normal  route  by  which  new  frames  are  created  with  links  to  a 
parent  frame's  selections.  Whenever  a  selection  is  made  by  the  user  which  has  no  next  frame  and  no 
selection  action,  the  user  is  asked  if  he/she  wishes  to  create  a  new  frame.  If  the  answer  is  yes,  the 
new  frame  is  created  and  displayed  in  the  current  window,  and  the  user  is  placed  in  the  ZOG  Editor, 
ZED. 

•  Invoke  ZCrFrame.CreateF  to  query  the  user,  and  if  appropriate,  create  the  new  frame, 
returning  the  new  frame’s  frame  id 

•  If  a  new  frame  was,  in  fact,  created,  save  the  current  frame  on  the  Backup  list  via 
ZBack.SavBack 

•  Read  in  the  newly  created  frame  into  the  window  structure  with  ZWind.  RdFWind;  then 
use  ZWind. DspWind  to  display  this  frame  (now  stored  in  the  current  window’s  frame 
structure)  in  the  window 

4.1 .2.1 . ?  If  a  new  frame  has  beer*  loaded  into  the  window  record  as  a  result  of  the  above, 

then  display  it  in  the  current  window  and  execute  any  frame  action  associated 
with  the  new  frame,  if  applicable  (ZSel.DspFrame). 

4.2.  I/O  to  the  Screen  display 

The  display  modules  control  ZOG’s  interaction  with  the  PERQ  screen,  keyboard  and  bit  pad  puck 
(and  also  the  auxiliary  CRT  Display).  They  <  ause  text  and  ZOG’s  window  graphics  to  be  displayed  on 
the  PERQ  display  unit  and  send  text  out  to  the  auxiliary  display.  They  also  obtain  input  from  the 
keyboard  and  the  bit  pad  puck.  The  display  I/O  procedures  are  called  from  throughout  ZOG. 

The  7  functionally  distinct  display  modules  are: 

4.2.1 .  Module  IncDisp  -automatically  updating  displayof  a  frame  periodically 

Module  IncDisp  is  used  for  monitoring  the  state  of  a  frame  designated  to  be  automatically  updated 
as  it  is  changed,  presumably  by  some  remote  user(s).  When  a  frame  is  re  displayed  via  this 
mechanism,  the  changes  that  have  been  made  are  highlighted  in  reverse  video.  The  polling  for  this 
mechanism  which  determines  when  a  frame  re  display  might  be  necessary  is  handled  in  ZSet.Return 
and  the  ZCanvas  routine  RdTKeyZQG. 

InitlncDisp  Create  scratch  record  and  initialize  incremental  display  (local  boolean, 

IncDispSig)  to  off. 
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SetlncDisp 

Given  an  update  timing  interval,  set  local  variable  IncDispTime  and  IncDispSig 
accordingly,  to  turn  incremental  display  on  or  off,  as  requested. 

UpdatelrtcDisp  - 

Redisplay  frame  with  highlighted  changes  'f  frame  has  changed  and  if  display 
timing  interval  has  expired- 

SavIncDisp 

Save  the  frame  ID  of  the  frame  displayed  in  the  current  window  and  mark  it  as  not 
having  changed. 

4.2.2.  Module  ZWInd 

The  ZWind  Module  performs  tho  task  of  managing  the  ZOG  frames  in  their  separate  windows. 
XChange  Change  current  window  (to  the  other  window)  (raw  action). 

Set  Wind 

Set  the  name  of  the  frame,  global  pads  frame  and  the  selection  character  used  to 
get  there  into  current  window  record. 

DspWind 

(Re)Display  the  frame  in  the  current  window.  This  is  also  used  to  leave  the  full¬ 
screen  user  display. 

RdFWind 

Read  a  frame  into  the  current  window  frame  record.  In  general,  a  backup  stack 
entry  should  be  pushed  before  this  is  called. 

OpnWind 

Open  the  frame  in  the  current  window  (lock  the  record  and  read  it  in)  (presumably 
for  subsequent  modification). 

RelnitWind 

Reinitialize  window  records  for  newly  logged-in  user. 

4.2.3.  Module  ZIO 

The  ZIO  module  contains  the  routines  for  writing  message  to  the  user.  These  messages  appear  on 
the  User  Display  Line.  Whenever  a  new  message  is  written  to  the  User  Display  Line,  previous  lines  are 

automatically  scrolled  into  the  User  Display  Window.  Programmers  should  always  use  these  routines, 

r.ot  PASCAL  write(ln)s  whenever  possible  in  order  to  scroll  the  messages. 

WrStr<ln>  Write  a  string  (and  cr/lf) 

Wrlnt<ln> 

Write  an  integer  (and  cr/lf) 

WrChKln> 

Write  a  character  (and  (cr/lf) 

WrReaKln> 

Write  a  real  (and  cr/lf) 

WrBooKln > 

Write  a  boolean  (and  cr/lf) 

WrAir<ln> 

Write  an  airplan  message  (and  cr/lf) 

SendChar 

Write  a  character  to  the  RS232  port  (i.e.,  the  auxiliary  terminal  or  video  disk) 

SendString 

Write  a  string  to  the  RS232  port 

4.2.4.  Module  ZUser 

This  module  provides  byte  (character)  stream  output  to  both  these  windows  (the  small  User  Display 

Window  beneath  the  two  frame  windows,  and  the  Full  Screen  User  Display  Window,  which  can  be 

superimposed  over  the  entire  PERQ  display  screen),  which  is  done  through  procedure  WrUsrDsp. 

The  rest  of  the  routines  manipulate  the  two  User  Display  Windows. 

WrUsrDsp  Write  a  character  to  the  User  Display. 

ClrUsrDsp  Clear  the  User  Display  Line  and  Window.  (tL  action)  (This  clears  all  the  user 

display  data  structures) 

DspUsrDsp  Change  windows  to  the  Full  Screen  User  Display  window,  and  display  the  last 
screen-full  of  error  messages.  (tAu) 

DspFUsrDsp  Display  the  last  User  Display  Window-full  of  error  messages  in  the  (small)  User 
Display  Window. 

4.2.5.  Module  ZDisplay 

The  ZDisplay  module  processes  ZOG  frames  and  breaks  them  into  pieces  which  can  be  passed  to 

the  lower  level  utilities  in  ZCanvas.  It  also  provides  more  complex  display  utilities. 

Clear  Clear  the  current  window 

DspPos  Position  the  cursor  to  specified  location  in  the  frame  display 

DspEnd  Position  the  cursor  to  (UsrDispLine.1) 

ClrEOLn  Clear  from  current  position  to  end-of-line 

ClrLine  Clear  the  entire  current  line 

DspF  Clear  the  current  window  and  display  specified  frame 

DspFl  Display  specified  frame  without  clearing 

DGPads  Display  Global  Pads  from  the  specified  GPads  frame 

DspSelF  Display  Selection  records 

DspLPads  Display  Local  Pads  records 

DspFsP  Display  a  Frame  String  record  (i.e.,  item  text) 

DspStar  Mark  the  selection  with  an  asterisk 

DspCxt  Display  a  context  string  ('edit', 'second', etc.)  to  the  left  of  the  frame  id  (upper  RH 

comer) 

4.2.6.  Module  ZCanvas 

Module  ZCanvas.  along  with  ZCanvUtils,  provide  the  lowest  level  of  routines  to  interface  direclty 
between  ZOG  and  the  POS  screen  utilities.  NOTE:  ZCanvas  also  manages  I/O  to  the  the  auxiliary 
terminal  if  necessary. 
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The  routines  ZCanvas  provides  are: 


4.2.6. 1  Canyas 
ChangeCanvas 


TitleCanvas 
ClearCanvas 
Set  Canvas 
SetCanvPtr 

SetCanvFunc 


(i.e.  window)  manipulation  routines 

Go  from  the  current  window  to  another  window.  If  both  windows  contain  ZQG 
frames,  the  new  window  is  highlighted  (i.e.,  outlined  with  a  reverse  video  frame 
containing  the  ZOG  title). 

Change  the  Title  in  the  current  window  to  the  one  supplied 

Clear  the  current  window 

Set  the  internal  variables  for  the  current  window 

Select  an  image  for  the  mouse  pointer  from  among  the  ones  available  (currently,  a 
solid  and  a  hollow  arrow) 

Select  black  or  white  background,  and  the  mouse  pointer  display  mode  (XOR  or 
Replace) 


4. 2.6. 2  Display  adjusting  routines 


SetPtrCh 

SetPosCh 

GetPosCh 

vw »  vw r  w  »  • 

CursorOff 

IsCursorOn 


wjuoiii  ly  IWUIIHV9 

Set  the  position  ot  the  mouse  pointer.  Also  moves  the  alternate  cursor 
correspondingly. 

Set  the  position  of  the  cursor 

Get  the  position  of  the  Mouse 

Turn  on  the  cursor 

Turn  off  the  cursor 

Is  the  cursor  on  ? 


4.2. 6.3  Alternate  cursor  routines 

The  alternate  cursor  in  ZOG  refers  to  one  of  the  avaitable  displays  that  can  be  attached  to  the 
mouse  pointer,  and  moved  with  it.  These  include  horizontal  or  vertical  lines  or  reverse  video  boxes 
(the  full  width/height  of  the  window)  and  box/reverse  video  highlighting  of  a  frame’s  selections.  (See 
frame  ZOG8  for  a  full  list).  The  change  from  one  alternate  cursor  to  another  can  be  invoked  via  the 
tbj  action,  with  a  numeric  argument. 

SetAltCursor  Select  which  alternate  cursor  is  to  be  used.  A  0  argument  will  turn  off  the 
alternate  cursor  altogether. 

DispAitCursor  Erase  the  current  alternate  cursor,  and  display  a  new  one  at  the  specified 
coordinates. 

IsAltCursor  Returns  the  current  state  of  the  alternate  cursor. 

LineCsnvas  Draws  a  line  between  specified  points,  for  alt.  cursor. 

BoxCanvas  Draws  a  box  in  the  window  with  the  specified  corners,  for  surrounding  options  alb 
cursor. 
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4.2. 6. 4  Output  routines 

These  procedures  will  "print"  characters  on  the  PERQ  screen,  and  also  on  the  auxiliary  display  unit 
(CRT),  if  being  used. 

SetChFunc  Select  Replace,  OR,  XOR,  etc.  character  display  function 

GetChFunc  Return  the  current  character  display  function 

PutCh  Output  a  character 

PutStr  Output  a  string 

PutStrLn  Output  a  string  followed  by  a  cr/lf 

PutSubStr  Output  a  substring 

BEEPCanvas  Cause  the  terminal  speaker  to  emit  a  short  "beep" 

4. 2. 6. 5  Input  routines 

These  routines  poll  for  an  input  canvas  event.  The  alternative  form  of  routines  with  the  letter  "T" 
include  a  timeout  feature,  that  is,  the  routine  will  return  a  value  of  false  if  no  input  was  received  within 
the  specified  time  interval.  This  feature  is  used  to  implement  the  automatic  incremental  display 
mechanism. 

RdfTJCsnvss  Get  next  input  from  the  user,  including  movement  of  mouse 

Rd[T]KeyEv'  Get  next  input,  ignoring  mouse  movement;  user  is  NOT  allowed  to  leave  current 

window  (used  in  editors) 

Rd[T]KeyZOG  Same,  but  user  is  allowed  to  leave  the  current  window 
Rd[T]Kbd  Get  a  character  from  the  keyboard,  ignoring  mouse 

RdKbdCond  Return  character,  or  null  if  nothing  typed 

RdCanv  Detects  an  input  event  (from  keyboard  or  mouse)  and  returns  it  in  the  CanvEv 

record. 

IsMousgEv  Return  true  ii  canvas  event  was  mouse  button  click 

4.2.7.  ZCanvUtils  •  Lowest  level  PERQ  Screen  interface  routines 
SetZOGCanvas  Initialize  5  ZOG  Frame  Canvases  and  record  structures 

iniCanvPtr  Read  in  Mouse  pointer  images  from  :zognet>zog.animate 

CharToAbs  Convert  normal  x-y  character  coordinates  to  screen  pixel  (absolute)  coordinates 

AbsToChar  Convert  pixel  (absolute)  coordinate  points  to  character  x-y  cordinates,  in  the 

proper  window 

ScreenLina  _  Draw  a  line  on  screen  connecting  two  absolute  coordinates 

Draw  a  box  on  screen  with  opposite  corners  given  in  absolute  (pixel)  coordinates 


DrawBox 


4.3.  ZOG’s  Exception  Handling: 

Within  the  PERQ  Operating  System,  POS,  many  events  can  generate  an  exception,  that  is,  a  system- 
level  interrupt  or  trap.  Simple  examples  of  these  are  division  by  zero,  disk  I/O  failures,  bad  pointers  in 
memory,  and  the  like.  PERQ  PASCAL  provides  a  mechanism  by  which  these  exceptions  can  be 
fielded.  Without  these  exception  handlers,  as  they  are  called,  any  exception  wilt  cause  the 
applications  program  to  abort.  There  are  a  number  of  exception  handlers  built  into  the  top  level  of 
ZOG  to  handle  these  system -generated  exceptions.  These  are: 

•  Special  Character  generated  exceptions 

•  Specific  POS-genera’.ed  exceptions  handled  by  ZOO 
e  EtherNet  Receive  completed  Exceptions 

•  All  Exception 

•  ZOG-Defined  Exceptions  (LogOutZOG, 

4.3.1 .  Special  Character  Exception  Handling: 

4.3.1 .1  Control-C  Exception  Handler  CtIC 

This  handler  traps  the  user’s  Control-C  input  (which  causes  the  Control-C  exception,  declared  In 
POS  file  System,  to  be  raised),  and  invokes  local  function  RelogZOG.  This  function  "suspends" 
ZOG  execution  via  ZOG.SuspZOG,  which  saves  the  current  state  of  ZOG.  then  it  prompts  for  input  as 
to  whether  or  not  the  user  wishes  to  log  out  of  ZOG.  If  the  user,  in  fact,  wishes  to  log  off,  then 
procedure  ZlnitExit.LogOffZOG  is  called  to  perform  the  logoff,  dump  some  statistics,  and  invoke 
ZLogin.DoZOGLogln  to  display  and  request  a  new  user  name  (and  password.) 

4.3.1 .2  Control-Shift-C  Exception  Handler  CtlShftC 

This  handler  will  trap  the  Control-Shift-C  exception  (declared  in  System.pas)  raised  by  POS  when  a 
Control-Shift-C  is  received  from  the  keyboard.  Normally,  this  exception  results  in  an  abort  of  the 
current  process.  Within  ZOG,  however,  this  is  the  mechanism  by  which  a  user  terminates  execution 
of  ZOG  and  returns  to  the  POS  shell. 

CtlShftC  after  clearing  the  exception,  invokes  local  function  RelnitZOG,  which,  in  turn,  suspends 
ZOG  exection  via  ZOG.SuspZOG.  It  prompts  the  user  for  input  as  to  whether  or  not  an  exit  from  ZOG 
is,  in  fact,  desired.  Upon  receipt  of  a  positive  response,  or  if  there  was  a  "forced"  log  out  via  another 
exception,  ZlnitExit.ExitZOG  is  called  to  "shut  down"  ZOG  in  a  controlled  fashion.  The  canvas  is 
cleared,  ZOG  is  exited  and  control  passes  to  the  POS  Shell. 
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An  unusual  feature  of  the  Control-Shift-C  exception  on  the  PERQ  is  that  if  the  exception  is  handled, 
and  the  handler  is  exited,  the  Control  C  exception  is  raised)  Thus,  if  the  user  responds  negatively 
(default)  to  the  prompt,  above,  the  CtlShftC  handler  is  exited,  and  the  Control-C  exception  raised.  As 
a  result,  the  Contol-C  handler  (q.v.)  is  invoked. 

4.3.1 .3  Control*$hift-0  Exception  Handler  Dump 

The  Dump  exception  (declared  in  POS  module  Except)  is  raised  whenever  the  user  types  a  control- 
shift-D.  This  exception  is  trapped  by  handler  Dump  in  ZOG,  wherein  the  user  is  asked  if  a  procedure 
stack  dump  is  desired.  If  so,  the  stack  dump  is  printed  on  the  screen,  and  control  returns  to  ZOG. 

These  stack  dumps  are  occasionally  useful  for  debugging  purposes  within  ZOG,  since  they  list  all 
the  procedures  currently  invoked.  This  handler  was  necessary,  since  without  it,  the  stack  dump 
would  have  automatically  been  invoked,  AND  ZOG  would  have  been  aborted,  via  system  moduie 
Scrounge.  This  did,  in  fact  occur  in  earlier  days,  since  some  users  interpreted  the  documentation  for 
the  Control-D  actions  as  requiring  a  Control-SHIFT-D  to  invoke,  with  "disastrous"  results. 

4.3.1 .4  Help  Key  Exception  Handier  HelpKey 

This  handler  traps  the  HelpKey  exception  (declared  in  POS  Module  System),  and  returns  the 
character  "h",  corresponding  to  the  "help"  global  pad.  Thus,  the  help  key,  in  effect,  by  being 
trapped  in  this  way,  simply  acts  tike  any  other  key  on  the  keyboard  as  far  as  ZOG  is  concerned. 

4.3-2.  Specific  POS-generated  exceptions  handled  by  ZOG 

•  FileSystem  File  Not  Found  (FileSystem. FSNotFnd)  Exception  Handler,  to  simply  handle 
the  exception  and  return  control  to  the  point  at  which  the  exception  was  raised,  to  allow 
local  processing  of  this  situation.  In  actual  fact,  most  modules  in  which  there  is  a 
possibility  of  this  exception  being  raised,  declare  their  own  specific  handler  for  this, 
which  takes  precedence  over  the  handler  defined  at  the  top  ZOG  level. 

4.3.3.  EtherNel  Receive  completed  Exception  Handler  ElOReceiveDone 
The  EtherNet  hardware  on  the  PERQs  will  generate  a  hardware  interrupt  when  a  message  has  been 
received.  Procedure  Etherlnterrupt.ElQSrv  handles  this  interrupt,  and  then,  after  some  processing, 
loading  the  message  into  application  accessible  buffers,  raises  the  exception  ElOReceiveDone.  This 
is  the  way  that  ZOG  is  signaled  that  an  Ethernet  message  receipt  has  been  completed. 

Within  the  main  ZOG  Module,  nested  exception  handlers  (currently  four  deep)  for  this 
ElOReceiveDone  exception  have  been  written.  This  handler  dispatches  out  the  correct  routine  to 
handle  the  message.  Typical  messages  are  AirPlan  messages  to  be  displayed,  frame  read/write 
requests  from  remote  PERQs,  acknowledgement  messages,  frame  headers/bodies  being  returned 
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from  remote  PERQs  in  response  to  the  local  PERQ’s  request  and  occasional  EtherNet  probes.  Thu 
AirPlan  messages  are  handled  by  Queue AirOutput;  all  the  rest  are  dispatched  to 
ZNetServer.ZNetServer  (q.v.)  to  further  parse  and  respond  to  as  necessary.  As  a  signal  to  the  user 
that  an  EtherNet  interrupt  has  occurred,  the  mouse  pointer  is  replaced  by  the  hollow  arrow 
(ZCan  vas.SetCan  vPtr) . 

4.3.4.  All  Exception 

In  order  to  prevent  ZOG  from  aborting  suddenly,  leaving  the  disk  cluttered  with  temporary 
segments,  and  to  allow  for  statistics  and  exception  recording  when  an  abort-producing  exception  is 
raised,  the  All  Exception  handler  was  written  and  incorporated  into  ZOG. 

This  Handler  "catches"  any  PERQ  POS  exceptions  not  specifically  handled  by  other  handlers.  It 
does  the  following: 

•  Invoke  procedure  ZlnitExit.ExitZOG  to  perform  the  controlled  "shutdown"  of  ZOG, 
including  statistics  recording  if  they're  turned  on; 

•  Clear  the  Canvas,  and  give  the  user  an  error  message; 

•  Invoke  procedure  ZDump.ZOGDump  to  record  the  stack  dump  (normally  output  to  the 
screen  with  P05  Module,  Scrounge)  in  files  :zog>!cg>exception.iog  and  at  the  end  of  the 
current  logging  file,  :zog>log>zog.log; 

•  Raise  the  ExitProgram  exception,  which  causes  the  execution  ot  ZOG  to  terminate. 

4.3.5.  ZOG-Defined  Exceptions 

PERQ  PASCAL  also  provides  a  mechanism,  via  POS  Module  Except,  for  user  programs  to  declare, 
and  raise  exceptions.  Several  of  these  are  defined  and  handled  within  ZOG  itself.  These  are: 

4.3.5. 1  LogOutZOG  Exception  Handler  LogOutZOG 
**As  of  ZOG  Version  28.0  this  is  no  longer  used**  The  LogOutZOG  E:  n  (declared  in  Module 

NetHandl)  Handler  provides  and  automatic  logout  machanism.  It  was  incorporated  into  ZOG  to 
accomodate  the  ship’s  request  to  have  ZOG  log  itself  out  automatically  to  avoid  unauthorized  access 
to  ZOG.  This  situation  could  arise  if  a  person  left  his  PERO  running  ZOG  for  an  extended  period  of 
time  without  first  logging  out.  With  that  PERQ  unattended,  anyone  could  sit  down  and  be  able  to 
access  everything  that  the  original  person  was  privileged  to. 

To  avoid  this,  procedure  ZPollSnap.PollProc  (  which  is  called  every  Regularlnterval  (72000)  jiffies 
(corresponding  to  a  20  minute  time  interval)  from  ZCanvas.PollCanvas )  checks  to  see  if  there  was 
any  activity  at  all  during  the  last  Snapshot  period.  If  not,  no  snapshot  is  t  iken,  AND  Exception 
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LogOutZOG  is  raised  in  this  procedure.  The  exception  is  then  handled  by  the  LogOutZOG  Exception 
Handler  declared  in  ZCG  itself. 

4. 3. 5. 2  Abort  Agent  Exception  Handler  ZX<A  or  B>Agent.AbortAgent 
One  feature  which  earlier  versions  of  ZOG  lacked  was  the  ability  to  (semi  )  gracefully  stop  the 
execution  of  an  agent  once  it  was  invoked  when  some  frame  access  failed.  In  order  to  install  this, 
Exception  AbcrtAgent  was  declared  in  Module  NetHandl,  which  is  the  upper  level  frame  access 
module. 

This  exception  is  raised  in  the  NetHandl  procedures  whenever  a  frame  access  fails  AND  an  agent  is 
running  (private  boolean,  IsAgent,  in  NetHandl).  The  exception  is  handled  at  the 
ZXAAgent.DoAAgent  or  ZXBAgent.DoBAgent  procedure  level,  which  simply  exits  that  procedure  and 
returns  up  the  PASCAL  stack  through  the  action  processor  back  to  ZOG.  The  messages  describing 
the  problem  in  frame  accessing  which  caused  the  exception  to  be  raised  are  printed  by  the  specific 
NetHandl  procedure. 
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5.  Accessing  Frames  and  Subnets 

The  collection  of  modules  which  contain  the  subnet  accessing  and  maintaining  routines  are 
referred  to  as'  ketServer  routines.  There  is  sometimes  some  confusion  about  this  term,  since  the 
"Net"  part  of  it  can  refer  to  both  ZOG  subnets  (or  ZOGNets)  as  well  as  the  physical  network  of 

PERQs. 

All  accesses  to  frames  and  subnets  in  ZOG  are  accomplished  through  procedures  in  module 
NetHandl.  It  contains  all  of  the  upper  level  procedures  necessary  to  operate  on  any  frame  or  subnet 
within  the  network  of  EtherNet  connected  PERQs,  regardless  of  its  physical  location(s). 

5.1 .  NetHandl  Procedures 

The  network  server  handles  inter-  and  intra-machine  requests  for  access  to  frames  and  subnets. 
The  location  of  a  frame  is  neither  given  to  the  calling  routine,  nor  is  it  expected  from  the  calling 
routine;  all  that  information  is  maintained  and  utilized  at  lower  levels. 

For  convenience,  these  routines  in  Module  NetHandl  may  be  broken  into  five  categories: 

•  Frame  access  Routines 

e  Frame  modification  Routines 

•  Subnet  access  Routines 

•  Utility  Routines 

•  NetServer  Error  Message  Routines 

5.1 .1 .  Frame  access  routines 

These  routines  support  the  ZOG  requirments  of  reading  and  writing  frames.  They  are: 

•  RdF  -  Read  Frame 

e  RdFH  •  Read  Frame  Header 
e  RdFTtll  -  Read  Frame  Title 
e  OpnF  -  Open  a  frame  tor  modification 

•  CrFr  -  Create  aframe 

e  CrF  •  Create  a  frame  within  a  specified  subnet 


•  ClrF- Clear  a  frame 
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•  ClsF  •  Close  and  write  a  framo 

•  QoitF  -  Close  {do  not  write)  a  frame 

•  ErF  •  Erase  (delete)  a  frame 

•  MvF  -  Move  a  frame  between  subnets 

5. 1. 1. 1  RdF  •  Read  Frame 

This  routine  takes  a  frame  id  and  a  pointer  to  a  frame  record,  and  loads  the  record  with  the  contents 
of  that  frame.  Errors  may  occur  if  the  frame  did  not  exist,  the  machine(s)  which  held  that  frame  ware 
inaccessible,  the  frame  contained  bad  data,  etc, 

Up  to  ten  pages  of  memory  (256  words  per  page)  will  be  passed  and  parsed  by  this  call. 

5. 1.1. 1.1  Procedure  NetHandl-RdF 

5. 1.1.1 .1 .1  Verify  that  the  frame  pointer  <>  nil.  If  not  so,  exit  RdF. 

5.1 .1 .1 .1 .2  Call  Procedure  NetString.PrsFid.  It  parses  the  frame  ID  assigning 
SiD(Subnetid)  and  Fnr(Frame  Number). 

5.1 .1 .1 .1 .3  An  Attempt  is  then  made  to  read  the  frame  by  a  call  to  function 
ZAccess-  Procs.ReadFrame. 

5.1.1.1.1-4  1?  the  frame  is  found,  then  Function  NetMakeDel.CIrFP  is  called  to  dear  out 
any  old  contents  of  the  frame,  by  releasing  the  pointers  to  the  text. 

The  pointers  to  the  text  are  released,  but  the  actual  FsTyp  nodes  containing  text  are  saved  in  a 
linked  list.  This  is  done  to  avoid  calling  the  Pascal,  New  and  Dispose  routines,  procedures  with  high 
overhead.  It  is  essentially,  ZOG’s  own  garbage  collection  mechanism. 

5.1.1 .1 .1 .5  The  Frame  Header  is  then  parsed  into  a  record  by  Procedure 
BaseLib.ParseFH. 

5.1 .1.1.1 .6  If  that  is  successful,  the  frame  body  is  then  parsed  into  a  record  by  Procedure 


NetHandl.ParseF. 
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5.1. 1.1. 1.7  Checks  the  boolean  variable,  IsAgent  (local  to  the  module).  If  IsAgent  Is  true 
then  ZOG  is  running  an  agent  and  Procedure  NetHandl.DelayReturn  is  called. 
Procedure  NetHandl  Delay-Return  will  delay  returning  control  to  the  catling  routine  for  1.5  seconds. 
This  is  done  so  that  when  one  machine  is  running  an  agent  that  accesses  another  machine,  that 
person  on  the  machine  being  accesed  can  continue  to  process  in  jog.  Otherwise,  his  machine  would 
be  flooded  with  interrupts. 

5. 1.1. 2  RdFH  •  Read  Frame  Header 

Given  a  Frame  Id  and  a  pointer  to  a  frame  header  record,  this  routine  loads  the  record  with  the 
contents  of  that  frame’s  header.  Errors  may  occur  if  the  frame  did  not  exist,  the  machine(s)  which 
held  that  frame  were  inaccessible,  or  the  frame  contained  bad  data,  etc. 

Read  Frame  Header  differs  from  Read  Frame  in  that  only  one  256  word  page  of  memory  will  be 
passed  back  to  the  caller  as  opposed  to  a  maximum  of  ten. 

5.1. 1.2.1  Reading  a  frame  header  (RdFH) 

This  is  the  path  that  control  follows  when  a  call  is  made  to  a  routine  in  the  netserver.  RdFH  is  used 
because  it  is  fairly  typical.  To  translate  to  any  other  access  (read)  routine,  simply  change  the  names  of 
the  procedures  accordingly. 

5. 1.1. 2. 1.1  Verify  that  the  frame  header  record  pointer  is  not  NIL.  If  it  is,  return  an  error. 

5.1 .1 .2.1 .2  Call  ZAccessProcs.ReadHeader 

After  initializing  the  global  variables  needed  to  access  the  network  (and  returning  an  error  if 
something  was  amiss),  ReadHeader  will  attempt  to  locate  the  subnet  that  contains  the  frame.  Then,  it 
will  try  to  read  the  frame  header 

5.1 .1.2.1 .2.1  If  the  subnet  does  not  exist,  return  an  error. 

5.1 .1 .2.1 .2.2  I!  the  current  machine  contains  the  primary  copy  of  the  subnet,  call 
NetServ.RdFH"  to  obtain  the  header  and  exit 

5.1. 1.2. 1.2. 2.1  NetServ.RdFH- 

•  Test  to  see  if  the  subnet  exists  on  the  local  machine.  If  not,  there  is  an  inconsistency  in 
the  subnet  indexes.  Return  an  error. 

•  Calculate  the  page  number  of  the  first  frame.  There  are  10  pages/frame  so  th»3  is  easy. 

•  Turn  off  ethernet  interrupts  before  read'ng  from  the  disk. 


•  Read  in  the  page  header. 

•  Turn  interrupts  back  on. 

•  If  the  first  byte  is  null,  the  frame  does  not  exist.  Return  an  error. 

«  Parse  the  frame  into  the  frame  record. 

•  If  the  frame  is  protected,  return  an  error. 

•  Return  success, 

5.1.1 .2. 1.2. 3  if  the  remote  host  is  listed  as  being  ’up’,  call  ZNet.ZReadHeaderto  read  it 
from  a  remote  machine  and  exit  if  successful, 

5. 1.1. 2. 1.2.3. 1  ZNet.ZReadHeader 

Note:  The  following  algorithm  is  repeated  a  maximum  of  ‘MaxRetries’  {3}  times. 

•  Recast  the  ZOG  message  buffers  as  ReadHeader  message  buffers. 

•  Load  up  the  parameters  of  the  message  buffers. 

•  Calf  ZOGMsg.SndRcvflecord  to  send  the  message  over  the  Ethernet. 

•  If  the  returned  status  was  not  success,  repeat. 

•  H  the  message  buffer  contains  an  error,  repeat 

•  Call  ZOGtvisg.PeceiveBuffer  to  get  the  header  page. 

•  Calls  Function  ZogMsg.ReceiveBuffer  to  get  the  frame  body. 

•  If  that  failed,  repeat  the  initial  request. 

5.1 .1 .2.1 .2.3.1 .1  Recast  the  ZOO  message  buffers  as  ReadHeader  message  buffers. 

5.1 .1 .2.1 .2.3.1 .2  Load  up  the  parameters  of  the  message  buffers. 

5.1.1 .2.1 .2. 3. 1.3  Call  ZOGMsg.SndRcvRecord  to  send  the  message  over  the  Ethernet. 
SndRcvRecord  does  a  synchronous  send/receive  pair  between  two  machines  connected  by  the 

EtherNet.  The  routine  sends  a  message  across  the  EtherNet  and  waits  (with  a  timeout)  for  a  reply. 
Errors  are  returned  accordingly.  (For  details  see  p.  68) 

The  messages  generated  by  SndRcvRecord  cause  EtherNet  exceptions  to  be  raised  on  the  local 
(sending)  machine  and  target  (receiving)  machine,  and  these  then  raise  the  ’ElOReceiveDone’ 
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exception,  locally  and  within  ZOG.  The  local  ElORecieveDone  handler  of  SndRcvRecord  handles  the 
acknowlegement  and  reply  of  the  target  machine  to  the  local  machine.  The  E10Rec;eveDone  handler 
at  the  ZOG  system  (in  Module  Zog)  level  handies  the  receiving  of  the  request  of  the  sending  machine 
and  processing  it. 

5. 1.1. 2. 1.2. 3. 1.3.1  ZOG.E1  OReceiveDona 

The  EtherNet  exception  handler  in  ZOG  is  invoked  when  a  remote  machine  sends  the  current 
machine  a  message.  This  exception  handler  contains  nested  handlers  to  protect  ZOG  from  dying 
when  additional  messages  are  received  while  ZOG  is  processing  ethernet  messages. 

5. 1.1. 2.1 .2. 3. 1.3. 1.1  Change  the  mouse  image  to  the  hollow  arrow.  This  is  purely 
cosmetic. 

5. i.i. 2. l.i. 3.1. a. 1.2  Call  ZOGMsg.HandleMsg  to  get  the  message  buffers.  If  an  error 

occurs,  ignore  the  message.  The  other  machine  will  resend  It  if  It  Is 
\  important  enough. 

For  details  f  the  inner  workings  of  ZOGMsg.HandleMsg  see  p.  74. 

5.1  1 .2, 1.2.3. 1.3. 1.3  Pass  the  message  buffers  to  ZNetServer.ZNetServer  for  processing. 
Module  ZNetServer  is  the  counterpart  of  Module  NetHandl  on  the  remote  machine.  It  invokes  the 

local  routines  which  will  return  the  necessary  data,  it  is  simply  a  case  statement  which  uses  the  input 
message  id  to  determine  which  routine  should  be  called.  In  this  example,  it  will  call  Procedure 
ZNetServer.XZReadHeader. 

5.1 .1 .2.1 .2. 3. 1.3.1 .3.1  Procedure  ZNetServer.XZReadHeader. 

XZReadHeader  is  the  equivalent,  on  the  remote  machine,  to  Procedure  NetHandl.RdFH  on  the  local 
machine.  Its  method  is  very  differnt  from  that  of  Procedure  NetHandl.RdFH  because  of  the  fact  that  it 
must  perform  its  task  on  a  remote  machine.  Notice,  however,  that  both  call  Procedure  NetServ.RdFH. 
to  do  the  low  level  reading  of  the  frame.  It  does  the  following:  Recasts  variables  local  to  the 
Procedure  as  ethernet  request  and  reply  types. 

Calls  Function  ZNetProcs.ZReadHeader  to  load  the  header  block  into  the  message 
buffer.  ZNetProcs  is  the  counterpart  to  ZAcccssFrocs  and  handles  access  on  a  remote  machine,  For 
details  on  the  operation  of  NetServ.RdFH.  see  p.  57. 

•  Verifies  that  the  subnet  exists,  via  a  call  to  Function  ZogNetServer.Chk-  SnRecord. 
ChkSnRecord  is  very  similar  to  GetSnRecord,  except  that  the  subnet  information  passed 
along  with  the  request  is  assumed  to  be  correct.  This  eliminates  the  need  to  request  it 
from  the  MasterNodes  Subnet  Index.  So  only  the  local  subnet  index  needs  to  be 
examined  to  make  sure  that  the  information  is  correct. 
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•  Otherwise  c-ill  NetServ.RdFH  -  to  load  the  buffer  with  the  frame  header  block. 

Calls  Function  ZogMsg. SendRecord  to  send  a  reply  to  the  sending  machine..  Sends  a 
record  to  a  remote  machine  and  waits  for  an  acknowledgement  of  receipt  of  the  record.  Sets 
addresses  to  be  correct,  in  various  records,  so  that  the  record  can  be  received  on  the 
remote  machine. 

Resend  Loop.  At  this  point  the  SendRecord  enters  a  loop  to  send  a  request  to  the  other  machine, 
saying,  "Well,  Go  ahead”.  The  loop  will  attempt  to  send  the  request  a  maximum  ol  NumberResends 
times  (5).  To  send  the  request,  first  the  ethemet  interrupts  are  turned  off.  Next,  a  call  «  made  to 
Procedure  EtherlOIO.EIOWIO  which  starts  an  EtherNet  I/O  operation  and  waits  for  it  to  complete.  In 
this  case,  information  is  being  sent,  so  E1QWI0  makes  sure  the  information  is  sent  over  the  EtherNet. 
if  an  error  is  detected  in  sending  the  message,  then  exit  SendRecord.  Otherwise,  set  the 
EtherNet  Handier  State  to  indicate  that  the  local  machine  is  waiting  for  the 
acknowledgement  from  the  remote  machine  (SWaitAck)  and  turn  on  the  EtherNet 
interrupts. 

Got  Acknowledgement  Time-Controlled  Loop.  If  the  acknowledgement  is  received  by  the 
machine  sending  the  message,  an  interrupt  is  generated,  causing  an  exception  to  be  raised  by  the 
EtherNet  Microcode,  thus  invoking  the  local  Handler  ElOReceiveDone.  ElOReceiveDone  sees  that 
the  EtherNet  Handler  State  indicates  that  the  local  machine  is  waiting  for  an  acknowledgement 
(SwaitAck),  and  signals  acknowledgement  by  assigning  the  EtherNet  Handler  State  to  be  that  of  ’Got 
the  Acknowledgement'  (SGotAck).  If  the  acknowledgement  is  received,  exit  SendRecord.  If  after 
five  attempts  no  acknowledgement  is  received  from  the  remote  machine,  then  exit 
SendRecord  with  an  error. 

Calls  Function  ZogMsg.SendBuffer  to  send  the  actual  frame  header.,  if  PgCnt  =  0  then 
exit  SendBuffer  successfully.  The  buffer  is  empty,  and  nothing  is  sent.  Set  the  Ethernet 
Handler  State  to  indicate  that  this  machine  would  like  to  go  ahead  and  send  a  buffer 
(SWeltGo). 

Wait  for  Go  Ahead  Time-Controlled  Loop.  At  this  point  a  time  controlled  loop  s  entered,  and  its 
purpose  is  to  wait  for  an  interrupt  which  indicates  that  it  is  all  right  to  send  the  first  buffer.  If  the 
interrupt  occurs,  the  local  handler  ElOReceiveDone  is  invoked  and  acknowledgement  is  sent  to  the 
remote  machine.  If  this  acknowledgement  is  sent  successfully,  the  EtherNet  Handler  State  is  set  to 
indicate  'Go  Ahead  and  Send  the  First  Buffer'  (SSendFirst).  Otherwise,  the  handler  is  exited,  leaving 
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the  Ethernet  Handler  State  in  the  original  state.  Set  up  records  with  correct  addresses  to  send 
first  buffer. 

Resend  Loop. 

*  Assumes  initially  that  only  one  page  is  being  sent  and  puts  that  page  into  the  buffer  to  be 
sent. 


•  Checks  to  see  if  there  is  more  than  one  page  to  transfer.  If  so,  sets  the  buffer  page  size  to 
two  and  puts  the  second  page  in  the  buffer. 

•  Turns  the  Ethernet  interrupts  off  and  sends  the  Zog  Buffer  Packet  with  a  call  to 
Procedure  EtherlOIO.EIOWlO.  If  sent  successfully,  sets  the  EtherNet  Handler  State  to  be 
that  of  'Waiting  for  a  Buffer-Received  Acknowledgement'  (SWaitBufAck)  and  turns 
Ethernet  interrupts  on.  Otherwise,  exits  SendBuffer  with  an  error. 

Buffer  Received  Acknowledgement  Time-Controlled  Loop.  At  this  point,  again  another  time- 
controlled  loop  is  entered.  This  time  it  is  waiting  for  an  interrupt  indicating  that  the  buffer  was  sent.  If 
that  interrupt  occurs,  the  local  handler  EiOReceiveOone  is  invoked.  It  first  examines  the 
acknowledgement  from  the  machine  that  received  the  buffer,  for  correctness.  If  the 
acknowledgement  is  correct  and  if  all  the  information  has  been  sent,  the  EtherNet  Handler  State  is  set 
to  indicate  ihat  ail  has  been  sent  (oSer.tA'.l)  and  the  handler  is  exited.  Otherwise,  the  handler  attempts 
(only  once)  to  send  the  next  buffer  itself,  in  the  same  fashion  as  SendBuffer.  If  after  five  attempts 
the  buffer  has  not  been  sent,  then  exit  SendBuffer  with  an  error.  Calls  Function 
ZogMsg. SendBuffer  to  send  the  actual  frame  body. 

5.1 .1.2. 1.2. 3. 1.3. 1.4  Clean  up  the  mouse  image  and  anything  else  if  necessary. 

5.1 .1.2. 1.2. 3. 1.4  It  the  returned  status  was  not  succass,  repeat 

5.1 .1 .2.1 .2. 3. 1.5  It  the  message  butter  contains  an  error,  repeat 

5.1 .1.2. 1.2. 3. 1.6  Call  ZOGMsg. ReceiveBuffer  to  get  header  page 
ReceiveBuffer  waits  for  a  buffer  from  a  remote  machine  connected  by  the  EtherNet. 

5.1 .1 .2.1 .2.3.1 .6.1  Function  ZogMsg. ReceiveBuffer. 

5. 1.1. 2. 1.2. 3. 1.6. 1.1  If  PgCnt  s  0  then  exit  ReceiveBuffer  successfully.  The  buffer  Is 

empty,  and  nothing  is  sent. 
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5.1 .1.2.1 .2. 3. 1.6.1 .2  Sets  up  several  records  to  send  an  acknowledgement  to  the  remote 
machine.  This  will  acknowledge  the  ’Go  Ahead’  message  sent  by  the 
remote  machine  during  its  synchronized  execution  of  Function 
ZogMsg.SendBuffer.  In  essence,  the  local  machine  is  saying,  ’Go 
ahead  and  send  me  the  information  I  requested,  I  am  ready  to 
receive  it’. 

5. 1.1. 2. 1.2. 3. 1.6.1. 3  Resend  Loop. 

At  this  point  ReceiveBuffer  enters  a  loop  to  send  the  acknowledgement  from  the  local  machine 
(which  originally  requested  the  information)  to  the  remote  machine  (the  machine  sending  the 
information),  telling  it  to  send  the  information  that  was  requested  (Go  Ahead).  It  will  attempt  to  send 
the  acknowledgement  NumberResends  times  (5).  Each  time  it  attempts  to  send  the 
acknowledgement,  it  will  enter  a  time-controlled  loop  to  see  if  the  acknowledgement  sent  was 
received  by  the  remote  machine.  If  an  error  occurs  in  sending  the  acknowledgement,  then  control 
exits  ReceiveBuffer  with  an  error.  Otherwise,  the  Ethernet  Handler  State  is  set  to  indicate  that  we  are 
ready  to  receive  the  information  (SWaitGoAck).  We  then  enter  the  Go  Ahead  Time-cont-olled  loop 
(mentioned  above)  to  wait  for  an  interrupt  to  begin  receiving. 

5.1 .1 .2.1 .2.3.1 .6.1 .4  Go  Ahead  Time-Controlled  Loop. 

After  the  acknowledgement  is  sent,  the  Go  Ahead  Time-Controlled  Loop  begins.  Here,  the  machine 
which  requested  the  information  is  waiting  for  an  interrupt  so  that  it  can  begin  receiving  information.  If 
the  interrupt  occurs,  an  exception  is  raised  and  the  local  handler  ElOReceiveDone  is  invoked.  Inside 
the  handler,  another  buffer,  acknowledging  the  receipt  of  the  buffer,  is  prepared,  so  that  it  can  be  sent 
when  the  buffer  is  received.  Finally,  the  Ethernet  Handler  State  is  changed  to  indicate  that  tha 
machine  will  be  receiving  information  (SReceiving). 

Note:  It  is  conceivable  that  the  acknowledgement  could  be  sent  so  quickly  that  a  second  interrupt 
could  be  generated  before  entering  this  loop.  This  is  not  likely,  but  if  it  does  occur,  the  buffer  will  have 
been  received  before  this  time-controlled  loop,  in  the  handler,  and  the  ethemet  handler  state  will  have 
been  updated  to  indicate  that  the  machine  has  gotten  all  the  information  (SGotAII). 

5. 1.1. 2. 1.2. 3. 1.6.1 .5  if  the  interrupt  is  not  generated,  another  attempt  is  made  at  sending 
the  Go  Ahead  Acknowledgement.  As  usual,  there  are  five  attempts. 


5. 1.1. 2. 1.2. 3. 1.6. 1.6  Wait  Receive  Time*Contolied  Loop. 

At  this  point  the  receiving  machine  enters  a  time-controlled  loop  to  begin  waiting  for  an  interrupt 
indicating  that'the  information  requested  has  arrived.  If  that  interrupt  occurs,  an  exception  is  raised 
and  the  local  handler  ElOReceiveDone  is  again  invoked,  with  the  Ethernet  Handler  State  being 
SReceiving  Inside  the  handler,  a  check  is  made  to  see  that  the  information  comes  from  the  correct 
source  and  that  the  page  numbers  are  correct.  Finally,  after  all  this  effort,  the  requested  information  is 
transfered  from  the  sending  machine  to  the  receiving  machine  and  the  receiving  machine  makes  an 
attempt  to  send  an  acknowledgement  to  the  sending  machine.  If  the  acknowledgement  is  not  sent, 
the  handler  doesn't  worry  because  the  sending  machine  will  time  out. 

Note  :  If  the  information  was  received  in  the  first  Time-Controiled  loop,  then  the  Ethernet  Handler 
State  will  reflect  this  and  ReceiveBuffer  will  exit  successfully. 

5.1. 1.2. 1.2. 3. 1.6. 1.7  If  the  interrupt  was  received,  then  the  information  requested  will 

have  been  received  in  the  handler  and  the  EtherNet  Handler  State 
will  indicate  that  all  information  has  been  received  (SGotAai).  In  this 
case,  ReceveBuffer  exits  successfully.  Otherwise,  ReceiveBuffer 
will  timeout. 

5. 1.1. 2. 1.2. 3. 1.7  Calls  Function  ZogMsgReceiveBuKe*  to  set  the  frame  body. 

5.1 .1 .2.1 .2.3.1 .8  If  that  'ailed,  repeat  the  init  request. 

5.1 .1 .2.1 .2.4  Else,  probe  the  remote  machine.  If  it  responds,  send  the  request  and  read 
the  header  and  exit  if  successful. 

5. 1.1. 2. 1.2. 5  If  the  current  machine  has  a  backup  copy,  use  NetServ.RdFH  - , 

For  details  of  the  operation  of  NetServ.RdFH.  see  p.  57. 

5. 1.1. 2. 1.2. 6  Else,  try  all  of  the  other  backup  copies  with  ZNet.ZReadHeader. 

For  details  on  the  operation  of  ZNet.ZReadHeader  see  p.  58. 

5. 1.1. 2. 1.2. 7  Otherwise,  give  up  and  return  an  error. 

5.1 .1 .3  RdFTtll  -  Read  Frame  Title 

This  routine  returns  the  first  line  of  the  title  string  of  a  frame,  if  it  can  find  the  frame  (see  RdF).  It 
performs  similar  to  RdF,  and  does  some  very  limited  frame  parsing  to  find  and  return  the  title  string. 

RdFTItl  accepts  as  parameters  a  frame  ID  and  an  array(called  Title)  for  the  title  to  be  returned.  It 
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again  is  almost  identical  to  procedure  NetHandl.RdF,  except  that  it  doesn't  parse  the  entire  frame  into 
a  frame  record  structure.  Essentially,  the  procedure  will; 

5.1 .1 .3.1  Parse  the  frame  ID. 

5. 1.1. 3. 2  Attempt  to  read  the  frame. 

5. 1.1. 3.3  If  the  frame  is  found,  it  is  read  and  a  check  is  made  to  ensure  that  the  first 
characters  represent  a  frame  title  (the  FIRST  occurrence  of  +  T  +  in  the  ZBH  file 
not  preceded  by  other  item  code  characters,  denotes  a  frame  title). 

5.1 .1.3.4  If  it  is  a  valid  title,  RdFTII  parses  the  first  character  string  of  the  frame  title  into 
the  var  character  array,  Title,  to  be  returned. 

5.1 .1.3.5  Checks  the  boolean  variable,  isAgent  (local  to  the  module).  If  isAgent  is  true 
then  ZOG  is  running  an  agent  and  Procedure  NetHandl.DelayReturn  is  called. 

Procedure  NetHandl.DelayReturn  will  delay  returning  control  to  the  calling  routine  for  1.5  seconds. 
This  is  done  so  that  when  one  machine  i3  running  an  agent  that  accesses  another  machine,  that 
person  on  the  machine  being  accesed  can  continue  to  process  in  zog.  Otherwise,  his  machine  would 
be  flooded  with  interrupts- 

5.1 .1 A  OpnF  -  Open  a  frame  for  modification 

This  routine  reads  a  frame,  and  informs  the  machine  upon  which  that  frame  resides  that  it  is  to  be 
opened  for  writing.  This  locks  that  frame  from  being  written  by  all  other  ZOG  users  and  agents.  A  user 
(or  agent)  may  only  have  one  frame  open  at  any  given  point  in  time. 

Errors  may  occur  if  the  frame  can  not  be  found,  or  if  the  frame  is  already  open.  If  the  frame  is 
already  open  to  the  current  user,  and  a  reopen  is  tried,  the  frame  is  closed,  and  available  for 
subsequent  use.  This  handles  the  case  of  a  machine  aborting  during  the  time  it  has  a  frame  open  on  a 
remote  machine. 

5.1.1 .4.1  Procedure  NetHandl.OpnF 

5. 1.1. 4.1.1  Verify  that  the  frame  pointer  O  nil.  If  not  so,  exit  OpnF. 

5.1.1 .4.1.2  Call  Procedure  NetString.PrsFid  to  parse  the  frame  ID.  Again,  it  assigns 
variables  SID(Subnet  ID)  and  Fnr(Frame  Number). 
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5.1 .1 .4.1.3  An  attempt  is  made  to  open  the  frame  thru  a  call  to  Function 
ZAccessProcs.OpenFrame. 

5.1 .1.4. 1.3.1  Calls  Function  ZAccessProcs.CheckUser  to  make  sure  the  user  is  currently 
logged  in. 

5.1 .1 .4.1 .3.2  Calls  Function  ZogNetServer.GetSnRecord  which  takes  a  subnet  name  and 
hashes  first  into  the  local  subnet  index.  If  the  subnet  is  not  found  there,  then 
it  hashes  on  the  subnet  index  of  the  master  node.  A  side  effect  of  this 
function  is  that  the  file  is  opened  for  reading,  via  a  call  to  Function 
NetServ.OpnSn-  from  Function  ZogNetServer.OpnSnRecord  from 
GetSnFtecord. 

5.1 .1 .4.1 .3.3  Checks  to  see  that  the  Primary  node  containing  the  subnet  is  up. 

5.1 .1 .4.1 .3.4  If  the  current  machine  contains  the  Primary  copy  of  the  frame,  then  a  call  is 
made  to  Function  NetServ/JpnF  - . 

5.1 .1.4. 1.3. 5  Function  NetServ.OpnF-. 

This  function  wi!!  open  a  frame  for  modification.lock  it  from  access  by  other  users,  and  read  the 

frame  from  the  file. 

•  EtherNet  interuppts  are  turned  back  on  and  the  subnet  record  pointer  ids  saved  for 
Function  NetServ.CIsF  -  when  the  frame  is  closed. 

•  Calls  Procedure  BaseLib.ParseFH  to  parse  the  frame  header  into  record  form  for  display. 

•  if  the  frame  is  Read  or  Write  protected  and  the  current  user  is  not  an  owner,  then  delete 
this  frame  from  the  list  of  open  frames  and  exit  with  an  error. 

•  h  the  frame  can  be  accessed,  turn  the  EtherNet  interrupts  off,  and  read  body  pages  via 
Procedure  FiieSystem.FsBIkRead. 

•  Turn  EtherNet  interrupts  back  on  and  save  the  body  page  count  in  the  open  frame  list  for 
Function  NetServ.CIsF  -  for  the  closing  of  the  frame. 

•  Calis  Function  NetServ.GOpnUser  to  see  if  the  current  user  has  another  frame  open.  If 
so,  exit  with  an  error. 

•  Calls  Function  BaseLib.TSid Valid  to  check  for  a  valid  Subnet  id. 

•  Calls  Function  NetServ.GSnRec  which  obtains  the  subnet  from  the  local  subnet  index. 

The  subnet  was  put  there  during  initalization  or  during  the  call  to  Function 
NetServ.OpnSn  -  from  Function  ZogNetServer.  GetSnRecord. 


•  If  no  errors  have  occured  to  this  point,  ethemet  interrupts  are  turned  off,  via  Procedure 
ZEInt.EIntOff.  Then  the  frame  header  is  read  into  a  buffer  by  a  call  to  Procedure 
FileSystem.FSBIkRead,  and  the  frame  header  buffer  count  is  assigned  (FHBCnt). 

•  Calls  Function  NetServ.GOpnFid  to  see  if  the  current  frame  is  already  open.  If  so,  the 
ethemet  interrupts  are  turned  back  on,  via  a  call  to  ZEInt.EIntOn,  and  this  user  cannot 
access  that  frame. 

•  Calls  Function  NetServ.CrOpnRec  which  adds  another  frame  to  the  list  of  open  frames 
(refered  to  as  locking  the  frame). 

5.1 .1 .4.1 .3.6  Function  ZNet.ZOpenFrame 

ZOpenFrame  is  designed  to  open  a  frame  on  a  remote  machine.  It  will  attempt  to  send  the  message 
three  times  to  the  remote  machine  before  it  gives  up.  The  number  three  was  chosen  arbitrarily.  It  uses 
two  pointer  types,  defined  in  Module  ZogMsgDefs,  they  are  OpenPOPTyp  and  OpenFlPTyp.  They 
represent  the  request  and  reply  EtherNet  packets  respectively.  For  deails  on  ZogMsg.ReceiveBuffer 
see  p  61 .  The  routine  follows. 

5. 1.1. 4.1. 3.6.1  intiallzes  Variables  and  increments  retries  to  begin  a  makeshift  loop  using 
labels. 

5. 1.1. 4. 1.3. 6.2  The  variables,  local  to  the  module  ZMet,  OutMsgP  and  tnwisgp,  are  recast 
as  open  frame  request  and  reply  pointer  types,  to  be  used  as  such. 

5.1.1 .4. 1.3. 6. 3  Prepare  the  EtherNet  request  packet,  through  various  assignments. 

5.1 .1 .4.1 .3.6.4  Function  ZogMsg. SndRcvRecord 

SndRcvRecord  does  a  synchronous  send/receive  pair  between  two  machines  connected  by  the 
ethernet.  The  routine  sends  a  message  across  the  Ethernet  and  ftaits  (with  a  timeout)  for  a  reply. 
Errors  are  returned  accordingly. 

The  messages  generated  by  SndRcvRecord  cause  ethernet  exceptions  to  be  raised  on  the  local 
(sending)  machine  and  target  (recieving)  machine,  and  these  then  rais-j  the  ’ElOReceiveDone’ 
exception,  locally  and  within  ZOG.  The  local  ElORecieveDone  handier  of  SndRcvRecord  handles  the 
acknowlegement  and  reply  of  the  target  machine  to  the  local  machine.  The  ElORecieveDone  handler 
at  the  ZOG  system  (in  Module  Zog)  level  handles  the  receiving  of  the  request  of  the  sending  machine 
and  processing  it. 
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5.1 .1.4.1 .3.6.4.1  ZOG.EIOReceiveDone 

The  EtherNet  exception  handler  in  ZOG  is  invoked  when  a  remote  machine  sends  the  current 
machine  a  message.  This  exception  handler  contains  nested  handlers  to  protect  ZOG  from  dying 
when  additional  messages  are  received  while  ZOG  is  processing  ethernet  messages. 

5.1 .1.4. 1.3. 6.4. 1.1  Change  the  mouse  image  to  the  hollow  arrow.  This  is  purely  cosmetic. 

5.1 .1 .4.1 .3. 6.4.1 .2  Call  ZOGMsg.HandleMsg  to  get  the  message  butters.  If  an  error 
occurs,  ignore  the  message.  Tht.  other  machine  will  resend  it  if  it  is 
important  enough. 

For  details  of  the  inner  workings  of  ZOGMsg.HandleMsg  see  p.  74. 

5.1 .1 .4.1 .3.6. 4.1 .3  Function  ZNetServer.ZNetServer. 

Module  ZNetServer  is  the  counterpart  of  Module  NetHandl  on  the  remote  machine.  It  invokes  the 
local  routines  which  will  return  the  necessary  data.  It  is  simply  a  case  statement  which  uses  the  input 
message  id  to  determine  which  routine  should  be  called.  In  this  example,  it  will  call  Procedure 
ZNetServer.XZOpenFrame. 

5.1 .1 .4.1 .3.8.4. 1 .3.1  Procedure  ZNetServer.XZOpenFrame. 

XZOpenFrame  is  the  equivalent,  on  the  remote  machine,  to  Procedure  NetHandl.QpnF  on  the  iocai 
machine.  Its  method  is  very  differnt  from  that  of  Procedure  NetHandl.OpnF  because  of  the  fact  that  it 
must  perform  its  task  on  a  remote  machine.  It  is  important  to  notice,  that  both  will  call  Procedure 
NetServ.OpnF.  to  do  the  low  level  reading  of  the  frame. 

5.1.1. 4. 1.3.6.4.1. 3.1.1  Recast  variables  local  to  the  Procedure  to  be  ethernet  request  and 

reply  types. 

5.1 .1.4. 1.3. 6. 4.1. 3. 1.2  Function  ZNetProcs.ZOpenFrame. 

ZNetProcs  is  the  counterpart  to  ZAccessProcs  and  handles  access  on  a  remote  machine.  For 
details  on  NetServ.OpnF.  see  p.  65. 

•  Verifies  that  the  subnet  exists,  via  a  call  to  Function  ZogNetServer.Chk-  SnRecord. 
ChkSnRecord  is  very  similar  to  GetSnRecord,  except  that  the  subnet  information  passed 
along  with  the  request  is  assumed  to  be  correct.  This  eliminates  the  need  to  request  it 
from  the  MasterNodes  Subnet  Index,  so  only  the  local  subnet  index  needs  examined  to 
make  s>  re  that  the  information  is  correct.  ChkSnRecord  also  opens  the  subnet  by 
inserting  it  into  tin  local  subnet  index  and  making  sure  that  the  file  exists. 

•  Otherwise  call  NetServ.OpnF  -  to  open,  lock  and  read  the  frame. 
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5. 1.1. 4.1. 3. 6. 4. 1.3. 1.3  Calls  Function  ZogMsg.SendKecord  to  send  a  reply  to  the  sending 

machine. 

For  details  of  the  inner  workings  of  ZOGMsg.SendRecord  see  p.  60. 

5.1 .1 .4.1 .3. 6. 4.1 .3.1 .4  Calls  Function  ZogMsg.SendBuffor  to  send  the  actual  frame 

header. 

For  details  of  the  inner  workings  of  ZOGMsg.SendSuffer  see  p.  60. 

5.1.1 .4.1 .3. 6.4.1 .3.1 .5  Calls  Function  ZogMsg.SendBuffer  to  send  the  actual  Frame  body. 

5. 1.1. 4. 1.3. 6. 4. 1.4  Clean  up  the  mouse  image  and  anything  else  if  necessary. 

5. 1.1. 4. 1.3. 6. 4.2  Function  ZOGMsg.SndRcvRecord. 

5.1 .1.4.1. 3.6.4.2.1  Establishes  a  time  deadline  for  receipt  of  the  reply  record  from  the 
target  machine. 

5.1 .1 .4.1 .3. 6.4. 2. 2  Sets  up  several  records  to  be  sent  over  the  ethernet,  by  the  local 
machine.  These  are  recast  as  ZogMsgPTyp’s. 

5-1.1 .4.1 .3. 6.4. 2. 3  Rosvnu  Loop 

At  this  point  SndRcvRecord  enters  a  loop  to  send  the  request  for  information  to  the  target  machine. 
The  loop  will  attempt  to  send  the  request  a  maximum  of  NumberPesends  times  (5).  To  send  the 
request,  first  the  ethernet  interrupts  are  turned  off.  Next,  a  call  is  made  to  Procedure 
EtherlOIO  ElOWIO  which  starts  an  EtherNet  I/O  operation  and  waits  for  it  to  complete.  In  this  case, 
information  is  being  sent,  so  EIOWIO  makes  sure  the  information  is  sent  over  the  EtherNet. 

5.1 .1 .4.1 .3. 6. 4. 2. 4  If  an  error  is  detected  in  sending  the  message,  then  exit 
SndRcvRecord.  Otherwise,  set  the  EtherNet  Handler  State  to  indicate 
that  the  local  machine  is  waiting  for  the  acknowledgement  from  the 
remote  machine  and  turn  on  the  EtherNet  interrupts. 

5.1 .1 .4.1.3.6.4.2  5  Wait  Reply  Time*Controlied  loop. 

A  time  controlled  loop  is  simpiy  a  loop  that  terminates  after  a  certain  period  of  time.  This  is  here  so 
that  the  local  machine  can  wait  for  an  acknowlegement  from  the  target  machine,  saying  that  it  has 
received  the  request  for  information. 

If  the  acknowledgement  is  received  by  the  local  machine,  an  interrupt  is  generated,  causing  an 
exception  to  be  raised  by  the  EtherNet  Microcode,  thus  invoking  the  local  Handier  ElOReceiveDone. 


ElOReceiveDone  sees  that  the  EtherNet  Handler  State  indicates  that  the  local  machine  is  waiting  for 
an  acknowledgement  (SwaitSndAck),  and  signals  acknowledgement  by  assigning  the  EtherNet 
Handler  State  to  be  that  of  waiting  for  a  reply  (SWaitReply).  If  the  acknowledgement  has  been 
received,  exit  the  resend  loop.  Otherwise,  continue  to  attempt  to  send  the  message,  up  to  five  times, 
and  exit  with  an  error  if  am  acknowledgement  is  never  received. 

5.1. 1.4.1. 3.6.4. 2.6  Got  Reply  Time-Controlled  Loop 

When  an  acknowledgement  is  received,  another  time  controlled  loop  is  entered,  waiting  for  an 
interrupt  which  will  again  invoke  the  local  handler  ElOReceiveDone.  This  time,  the  Ethernet  Handler 
State  is  indicating  that  the  local  machine  is  waiting  for  a  reply  (SWaitReply).  If  the  exception  is  raised, 
ElOReceiveDone  sets  up  the  acknowledgement  packet  and  the  packet  of  information  to  be  recieved. 
It  then  assigns  the  EtherNet  Handler  State  to  be  that  of  ’Got  the  Reply’  (SGotReply).  At  this  point, 
SndRcvRecord  will  exit  successfully. 

5. 1.1. 4. 1.3. 6.4. 2.7  TimeOut. 

5.1 .1 .4.1 .3.6.5  Calls  Function  ZogMsg.RecieveBuffer  if  the  reply  came  back  successfully 
to  receive  the  fr^me  header. 

5. 1.1. 4. 1.3. 6. 6  Calls  Function  ZogMsg.ReceiveBuffer  io  receive  ine  buffer  COiuaii.iiiy  the 

frame  body. 

5.1 .1 .4.1 .4  If  this  fails,  another  attempt  to  open  the  frame  may  be  made,  due  to  the  side 
effect  of  the  updating  of  the  local  subnet  index.  This  occurs  in 
ZogNetServer.GetSnRecord  which  is  called  by  ZAccessProcs.  OpenFrame. 

5.1.1 .4.1 .5  If  the  frame  is  found,  Calls  Function  NetMakeDel.CIrFP  to  clear  out  the  old 
contents  of  the  frame. 

5. 1.1. 4. 1.6  Calls  the  parsing  routines,  BaseLib.ParseFH  and  NetHandl.ParseF,  to  parse 
the  frame  header  and  body  into  their  approppriate  records. 

5. 1.1. 4. 1.7  Checks  the  boolean  variable,  IsAgent.  If  IsAgent  is  true  then  ZOG  is  running  an 
agent  and  Procedure  NetHandl.  Delay  Return  Is  called. 
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5. 1.1. 5  CrFr  -  Create  a  frame 

This  routine  will  create  a  frame,  and  will  open  It  for  modification.  Errors  will  occur  If  the  frame 
already  exists,  if  the  subnet  which  contains  the  frame  is  inaccessible  (e.g.  machine  down),  if  the 
subnet  to  contain  the  frame  doesn't  exist,  etc.  CrFr  allows  users  to  create  ANY  specified  frame 
(subject  to  the  above  restrictions),  typically  through  the  tdi  action. 


This  routine  differs  from  procedure  CrF  (q.v.)  in  that  any  arbitrary  frameid  may  be  specified  and  the 
corresponding  frame  itself  created.  CrF,  by  comparison,  creates  (and  opens)  the  "next'’  frame  in  the 
specified  subnet.  They  also  differ  in  the  parameters  that  the  two  procedures  accept.  CrFr  accepts  a 
frame  Id(Fid)  and  frame  pointer,  whereas  CrF  accepts  a  subnet  ID(Sid)  and  a  frame  pointer. 

5.1. 1.5.1  Procedure  NetHandl.CrFr 

5.1. 1.5. 1.1  Checks  if  the  frame  pointer(FP)  =  nil.  If  so,  exit  CrFr. 

5.1 .1 .5.1 .2  Calls  Procedure  NetString.PrsFid  to  parse  the  frame  ID  and  return  the  subnet 
ID(Sid)  and  frame  number(Fnr). 


5. 1.1. 5 
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ZAccessProcs.CreateFrame.  Again,  the  side  effect  of  ZogNetServer. 
GetSnRoeord  may  make  it  necessary  to  retry  CreateFreme. 


5.1 .1 .5.1 .4  Calls  Procedure  NetHandl.CIrF  to  clear  the  body  of  the  frame  record  without 
disturbing  the  frame  header. 

5. 1.1. 5. 1.5  Calls  Procedure  BaseLib.ParseFH  to  parse  the  freme  header  bufferiFHBP)  into 
record(FHP). 


5.1 .1 .5.1 .6  If  successful,  this  procedure  will  update  statistics  to  show  one  more  frame 
has  been  created  (StatsUb.lStateFCr), 

5. 1.1. 5. 1.7  Checks  the  boolean  variable,  Is  Agent  (local  to  the  module).  If  IsAgent  is  true 
then  ZOG  is  running  an  agent  and  Procedure  NetHandl.DelayReturn  is  called. 

Procedure  NetHandl.DelayReturn  will  delay  returning  control  to  the  calling  routine  for  1.5  seconds. 
This  is  done  so  that  when  one  machine  is  running  an  agent  that  accesses  another  machine,  that 
person  on  the  machine  being  accused  can  continue  to  process  in  zog.  Otherwise,  his  machine  would 
be  flooded  with  interrupts. 


ZOG  SYSTEM  DESCRIPTION 


PAGE  71 


S.1 ,1 .6  CrF  -  Same,  but  create  within  a  subnet 
CrF  creates  and  opens  for  modification  the  next  available  frame  at  the  end  of  a  specified  subnet.  For 
example  if  the  curt ent  last  frame  in  subnet  FOO  is  FOC91,  CrF(  "FOO"  )  will  create  frame  FQ032. 
This  routine  is  typically  rsed  during  the  process  ot  Top  Down  Frame  Creation  (TDFC),  where  the  new 
frames  that  are  linked  to  the  parent  are  simply  created  at  the  "end”  of  the  subnet. 

Errors  may  be  caused  by  the  subnet  not  existing,  etc. 

By  comparison,  routine  CrFr  will  create  (and  open;  an  arbitrary  frame  with  a  specific  frame  ID  The 
Procedure  itself  is  identical  to  CrFr,  Except; 

•  In  Parameters  Accepted. 

•  In  step  2  of  CrFr,  instead  nf  calling  PrsFid,  a  cali  is  made  to  Function  Basel -ib.TS'dValid, 
which  checks  that  the  subnet  name  is  valid(  1 1  or  fewer  alphabetic  characters). 

•  In  step  3  of  CrFr,  instead  of  calling  CreateFrame,  a  call  is  made  to  Function 
ZAccessProcs.CreateNextFrame.  It  returns  success  if  the  next  frame  has  been  created. 
Incidently,  the  next  frame  is  calculatr-d  in  Function  NetServ.CrF-  which  is  called  by 
ZAccessProcs.CreateNextFrame. 

5. 1.1. 7  ClrF  -  Clear  a  frame 

ClrF  will  clear  the  body  of  a  frame  recora,  leaving  th 2  header  intact.  Thus,  the  invisible  parts  of  a 
■>amp  (e  g.  owner,  protection,  creation  bits)  remain  unchanged,  whereas  the  visible  portion  (o.g.  text, 
options,  pads,  etc  )  are  cleared.  As  a  side  effect,  the  global  peels  frame  of  the  cleared  frame  <s  set  to 
tiie  ZOG  default  global  pads  frame  (currently  GPadsI) 

wiil  fail  only  when  a  NIL  frame  record  pointer  is  passed  to  it;  there  is  NO  frame  checking  in  this 
routine:  the  calling  routine  MUST  insure  that  ths  frame  in  fact  exists! 

This  procedure  is  called  cy  CrFr  and  CrF  after  they  have  created  the  next  frame.  Its  lone  paranetsr  is 
the  frame  pointer(FP). 

5.1 .1 .7.1  Procedure  NetHandi.ClrF. 

5.1  s  .7.1 , ;  First  checks  to  make  sure  that  the  frame  pointer  passed  to  it,  (FP)  O  nil. 
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5.1.1 .7.1 .2  Calls  Procedure  NetMakeDel.CirFBody  which  essentially  does  the  work  of 
calling  other  procedures  to  clear(sef  to  nil)  the  frame  body  of  the  FP  passed  to 
ClrF. 

5.1.1 .7.1 .3  Procedure  NetMakeDel.CirFBody. 

This  procedure  is  responsible  for  clearing  out  (setting  to  NIL)  the  body  of  a  frame.  It  will  not  clear 
out  the  frame  header.  Its  tone  parameter  is  the  frame  pointer  that  it  is  to  dear,  (FP).  The  procedure 
itself  makes  two  procedure  calls.  NetMakeDel.RelFBody  (p.  93)  realeases  the  pointers  of  the  various 
fields  of  the  frame  body,  and  NetMakeDel.lniFRody  reinitializes  all  of  the  fields  of  the  frame  body  to 
NIL  (except  GPads). 

5. 1.1.7. 1.3.1  Procedure  NetMakeDel.lniFBody. 

IniFBody  takes  the  frame  pointer  which  has  just  had  its  body  fields  released,  and  initializes  these 
fields  to  nil.  The  only  excep-  tion  to  this  is  the  field  GRAD,  which  is  assigned  the  value  of  DefGPad,  a 
variable  local  tc  the  module,  which  was  initialized  to  'GPadsV  during  the  initialization  of  zog  in 
Pro  edure  NetMakeDel.lniNetMakeDei. 

5.1 .1 .6  CIsF  -  Close  and  write  a  frame 

This  routine  sends  the  (modified)  frame  to  its  host  machine,  and  instructs  the  host  to  overwrite  the 
old  version  of  the  frame.  It  will  clear  the  lock  on  the  opened  frame. 

It  can  fail  when  the  host  machine  cannot  be  accessed,  or  the  frame  was  never  opened,  etc. 

Its  only  parameter  is  the  frame  pointer  (FP)  to  be  rewritten. 

5.1 .1 .8.1  Procedure  NetHandl.CIsF. 

5.1 .1 .8.1 .1  If  the  frame  pointer  (FP)  O  nil,  then  the  frame  ID  of  the  'r  is  parsed  into  a 
subnet  ID  and  Frame  Number  by  Procedure  Netstring.  F<' .  d. 

5.1.1 .0.1 .2  If  the  frame  is  valid,  upon  return  from  PisFid,  then  the  ethemet  interrupts  are 
turned  off  by  a  call  to  Procedure  ZEint.EIntOff. 

Just  one  point  to  be  made  here.  The  ethemet  interrupts  are  generally  turned  off  when  disk  I/O  is 
being  parformed,  and  then  reenabled  when  the  I/O  is  done.  That  is  not  the  case  in  this  procedure.  It 
is  dons  just  to  be  safe. 
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5.1.1 .8.1.3  Calls  Procedure  NetHandi.WrF  to  write  the  contents  of  the  frame  pointor(FP)  to 
into  the  frame  pointer  buffer(FBP) 

5.1 .1 .8.1 .4  Calls  Procedure  ZEint.EIntOn  to  turn  on  ethemet  interrupts. 

5. 1.1. 8. 1.5  Function  ZAccessProcs.CloseFrame 

CioseFrame  handles  the  dosing  of  the  frame  on  tiv  primary  machine  and  dosing  on  a  secdondary 

machine  with  different  routines.  This  will  become  evident  in  the  description  of  CioseFrame  which 

follows; 

5.1 .1 .8.1 .5.1  Calls  Function  ZAccesssProcs.CheckUser  to  make  sure  the  user  is  currently 
logged  in. 

5.1 .1 .8.1 .5.2  Calls  Function  ZogNetServer.GetSnLocal  which  hashes  into  the  local  subnet 
index  for  the  correct  subnet  and  returns  true  if  found.  As  mentioned,  it 
checks  only  the  local  subnet  index  because  the  frame  should  have  been 
opened. 

5.1.1 .8.1 .5.3  Checks  the  local  servers  table  to  make  sure  the  primary  node  Is  up.  If  not 
listed  a*  up,  caii»  Funi/iion  ZogNstGsrvsr. Probe  to  see  if  the  primary  neae 
actually  up.  If  so,  the  local  servers  table  Is  updated.  If  not,  exit  with  an  error. 

5.1 .1 .8.1 .5.4  Checks  to  see  if  all  machines  with  secondary  copies  are  up  in  the  same 
manner  as  described  above,  it  a  secondary  node  is  not  up  then  set  to  false 
an  entry  in  the  array  SecUpdate  (An  array  repre-  senting  the  status  of  of 
secondary  machines). 

5.1 .1 .8.1 .5.4.1  If  the  current  machine  contains  the  primary  copy  of  the  frame  then  call 
Function  NetServ.CIsF  -  to  close  the  frame. 

For  details  or  the  inner  workings  of  NetServ.CIsF.  see  p.  76. 

5.1 .1 .8.1 .5.4-2  Otherwise,  the  primary  copy  resides  on  another  machine  and  Function 

ZNet.ZCIose Frame  must  be  used  to  write  and  close  the  frame  on  a  remote 
machine. 


5. 1.1.8. 1.5. 4.2.1  Function  ZNet.ZCIoseFrame. 

ZCloseframe  is  designed  to  close  a  frame  on  a  remote  machine.  It  uses  types,  from  Module 
ZogMsgDefs,  CisFOPTyp  as  a  close  frame  request  packet,  and  ClsFlPTyp  and  ClsF2PTyp  as  close 
frame  reply  packets. 

5.1 .1.8. 1.5. 4. 2. 1.1  initializes  thr  local  variables  for  loop  using  labels. 

5.1 .1 .8.1 .5. 4.2.1 .2  Recasts  (restructures)  the  outgoing  message  (outMsg)  and  ingoing 
message  (InMsg)  to  frame  request  and  reply  packets. 

5.1 .1 .8.1 .5. 4. 2.1 .3  Prepares  the  EtherNet  Request  packet. 

5.1 .1 .8.1 .5. 4.2.1 .4  Calls  function  ZogMsg.SndRcvRecord  to  send  a  request  to  close  a 
frame  on  the  remote  machine  and  receive  a  reply  to  that  request.  If 

t  successful,  then  start  ail  over,  step  1. 

5.1 .1 .8.1 .5. 4. 2.1 .4.1  Function  ZogMsg.SndRcvRecord. 

SndRcvRecord  does  a  synchronous  send /receive  pair  between  two  machines  connected  by  the 
ethemat .  For  details  on  Function  ZOGMsg.SndRcvRecord  i  see  p.  68.  The  routine  sends  a  message 
across  the  ttnemet  and  waits  (with  a  timeout)  for  a  repiv.  Errors  are  returned  accordingly.  The 
messages  generated  by  SndRcvRecord  cause  ethernet  exceptions  to  be  raised  on  the  local  (sending) 
machine  and  target  (recieving)  machine,  and  these  then  raise  the  ’ElOReceiveDone’  exception, 
locally  and  within  ZOG.  The  local  ElORecieveOone  handler  of  SndRcvRecord  handles  the 
acknowlegement  and  reply  of  the  target  machine  to  the  local  machine.  The  ElGRecieveDone  handier 
at  the  ZOG  system  (in  Module  Zog)  level  handles  the  receiving  of  the  request  of  the  sending  machine 
and  processing  it. 

5. 1.1.6. 1.5. 4.2. 1.4. 1.1  ZOG. ElOReceiveDone  on  the  target  machine  receives  the 

message. 

The  EtherNet  exception  handier  in  ZOG  is  invoked  when  a  remote  machine  sends  the  current 
machine  a  message.  This  exception  handler  contains  nested  handlers  to  protect  ZOG  from  dying 
when  additional  messages  are  received  white  ZOG  is  processing  ethernet  messages.  Change  the 
mouse  image  to  the  hollow  arrow.  This  is  purely  cosmetic. 

Function  ZOGMsg.MandteMsg.  This  is  a  boolean  function  thal  returns  true  if  there  is  a  valid  ZOG 
request  The  message  is  taken  from  EiherNet  packet  form  and  put  into  a  ZOG  message  record  that 
must  be  handled.  It  returns  false  for  those  messages  not  of  the  20G  record  protocol.  It  does  the 
following: 
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•  Check  to  see  if  there  is  a  legal  ZOG  record  message. 

•  If  the  message  received  is  a  request  for  a  probe,  and  machine  names  match,  then  send  a 
probe  reply.  Thus,  the  probe  is  handled  right  here  and  HandleMsg  returns  false. 

•  If  the  message  is  an  acknowledgement  then  return  a  value  of  false.  These  are  ignored  at 
this  level  to  avoid  infinite  loops  that  can  occur  with  two  machines  that  get  out  of 
synchronization  and  begin  sending  Ack  messages  back  and  forth. 

•  Otherwise,  send  an  acknowledgement  to  the  sending  machine  and  transfer  the  received 
message  from  the  buffer  to  a  ZogMsgPTyp  and  return  true. 

Function  ZNetServer.ZNetServer.. 

Module  ZNetServer  is  the  counterpart  of  Module  NetHandl  on  the  remote  machine.  It  invokes  the 
local  routines  which  will  return  the  necessary  data.  It  is  simply  a  case  statement  which  uses  the  input 
message  id  to  determine  which  routine  should  be  called.  In  this  example,  if  will  call  Procedure 
ZNetServer.XZCIoseFrame. 

Procedure  ZNetServer.XZCIoseFramo..  XZCIoseFrame  is  the  equivalent,  on  the  remote 
machine,  to  Procedure  NetHandl.CIsF  on  the  local  machine.  Its  method  is  very  differnt  from  that  of 
Procedure  NetHandl.CIsF  because  of  the  fact  that  »t  must  p  rform  its  task  on  a  remote  machine.  It  is 
important  to  notice,  that  both  will  call  Procedure  NetServ.Ck-.  to  do  the  low  level  writing  and  closing 
of  the  frame. 

Recast  variables  locai  to  the  Procedure  to  be  ethernet  request  and  reply  types. 

Function  ZOGMsg.SendRecord.  Sends  a  record  to  a  remote  machine  and  waits  for  an 
acknowledgement  of  receipt  of  the  record.  Sets  addresses  to  be  correct.  In  various  records, 
so  that  the  record  can  be  received  on  the  remote  machine. 

Resend  Loop.  At  this  point  the  SendRecord  enters  a  loop  to  send  a  request  to  the  other  machine, 
saying,  "Well,  Go  ahead”.  The  loop  will  attempt  to  send  tho  request  a  maximum  of  NumberResand3 
times  (5).  To  send  the  request,  first  the  ethernet  interrupts  are  turned  off.  Next,  a  call  is  made  to 
Procedure  EtherlOIO.EIOWIO  which  starts  an  EtherNet  I/O  operation  and  waits  (or  it  to  complete.  In 
this  case,  information  is  being  sent,  so  ElOWIO  makes  sure  the  information  is  sent  over  the  EtheiNet. 
If  ar  error  is  detected  in  sending  the  message,  then  exit  SendRecord.  Otherwise,  set  the 
Ethernet  Handier  State  to  indicate  that  the  local  machine  is  waiting  for  the 
acknowledgement  from  the  remote  machine  (SWaitAok)  and  turn  on  the  EfherNet 
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interrupts. 

Got  Acknowledgement  Time-Controlled  Loop.  If  the  acknowledgement  is  received  by  the 
machine  sending  the  message,  an  interrupt  is  generated,  causing  an  exception  to  be  raised  by  the 
EtherNet  Microcode,  thus  invoking  the  local  Handler  ElOReceiveDone.  ElQReceiveDone  sees  that 
the  EtherNet  Handler  State  indicates  that  the  local  machine  is  waiting  tor  an  acknowledgement 
(SwaitAck),  and  signals  acknowledgement  by  assigning  the  EtherNet  Handier  State  to  be  that  of  ‘Got 
the  Acknowledgement'  (SGotAck).  If  the  acknowledgement  is  received,  exit  SendRecord.  If  after 
five  attempts  no  acknowledgement  is  received  from  the  remote  machine,  then  exit 
SendRecord  with  an  error.  Calls  Function  ZogMsg.ReceiveBuffer  to  receive  the  frame 
body  to  be  written.  Again,  if  unsuccessful,  exit  erroneously. 

Function  ZNetProcs.ZCIoseFrame..  Calls  Function  ZogNotServer.GetSnLocal,  which 
checks  the  local  subnet  index  for  the  subnet  containing  the  frame.  Since  ZCIoseFrama  is 
called  only  from  the  machine  containing  the  primary  copy  of  the  frame,  this  is  merely  a 
double  check  to  make  sure  the  frame  is  indeed  there. 

Function  rieiServ.GisF  -  .  Cisr.  is  designed  to  write  and  close  i  name  o>  the  primary  copy  of  a 
subnet.  Calls  FunctionNetServ.GOpnUsar  and  assigns  the  value  of  the  frame  on  the  open 
record  list  to  a  variable  local  to  CIsF-.  Calls  Procedure  NetServ.SetModFH  to  set 
modification  information  of  the  frame.  Modification  information  includes  a  new  version 
number,  the  user  modifying,  date,  time,  and  whether  modification  was  performed  by  an 
agent.  Turn  off  EtherNet  interrupts,  via  Procedure  ZEint.EIntOff.  Calls  Pros  cedure 
NetServ.W'rFH  to  write  the  frame  header  to  a  buffer.  Turn  Eth-  erNet  interrupts  back  on, 
via  Procedure  ZEInt.F.intOn.  Writes  the  header  page  and  body  pages  of  the  modified  frame 
to  a  file,  via  Procedure  FileSystem. FSBikWrito.  If  the  frame  gets  smaller,  due  to  the 
modification,  c  page  of  zeroes  is  written  to  the  file  to  terminate  the  frame  body.  If  the 
frame  became  larger,  calls  Procedure  NetSev.  SotHloLen  to  update  the  file  to  the  new 
number  of  pages  in  the  frame  body. 

•  Turns  the  EtherNet  interrupts  back  on, 

•  Calls  Procedure  NetServ.ErOonRec  to  remove  the  open  frame  record  from  the  list  of 
open  frames,  thus  unlocking  the  frame. 

•  Lastly,  prepare  modification  information  to  be  added  to  the  file  Change.  Log.  The  file 
Change-Log  stores  information  about  every  frame  that  is  modified. 

•  Add  Modification  information  to  file  Change. Log,  via  Procedure  BaseLib.  AppStrFile. 


AppStrFile  wiii  append  the  string  to  the  end  o?  a  file. 

Calls  Function  ZogMsg.SendFlecord  to  send  an  acknowledgement  to  the  machine 
sending  tho  frame  body,  indicating  the  frame  body  was  received. 

Function  ZOGMsg. SendBuffer.  If  PgCnt  =  0  than  exit  SendBuffer  successfully.  The 
buffer  is  empty,  and  nothing  is  sent.  Set  the  Ethernet  Handier  State  to  indicate  that  this 
machine  would  like  to  go  ahead  and  send  a  buffer  (SWaitGo), 

Wait  for  Go  Ahead  Time-Con:  ro.lod  Loop.  At  this  point  a  time  controlled  loop  is  entered,  and  its 
purpose  is  to  wait  for  an  interrupt  which  indicates  that  it  is  all  right  to  send  the  first  buffer.  If  the 
interrupt  occurs,  the  local  handier  ElQReceiveDone  is  invoked  and  acknowledgement  is  sent  to  the 
remote  machine.  If  this  acknowledgement  is  sent  successfully,  the  EtherNet  Handler  State  is  set  to 
indicate  ’Go  Ahead  and  Send  the  First  Buffer’  (SSendFirst).  Otherwise,  the  handler  is  exited,  leaving 
the  Ethernet  Handler  State  in  the  original  state.  Set  up  records  with  correct  addresses  to  send 
first  buffer. 

Resend  Loop. 

•  Assumes  initially  that  only  one  page  is  being  sent  and  puts  that  page  into  the  buffer  to  be 
sent. 

•  Checks  to  see  if  there  is  more  than  one  page  to  transfer.  If  so,  sets  the  buffer  page  size  to 
two  and  puts  the  second  page  in  the  buffer. 

•  Turns  the  Ethernet  interrupts  off  and  sends  the  Zog  Bu»rer  Packet  with  a  call  to 
Procedure  OheriOlO.EiOWlO.  If  sent  successfully,  sets  the  EtherNet  Handler  State  to  be 
that  of  ’Waiting  for  a  Buffer- Received  Acknowledgement’  (SWaitBufAck)  and  turns 
Ethernet  interrupts  cn.  Otherwise,  exits  SendBuffer  with  in  error. 

Buffer  Received  Acknowledgement  Time-Controlled  Loop.  At  this  point,  again  another  time- 
controlled  loop  is  entered.  This  time  it  is  waiting  for  an  interrupt  indicating  that  the  buffer  was  sent.  If 
that  interrupt  occurs,  the  local  handler  ElOReceiveDone  is  invoked.  It  first  examines  the 
acknowledgement  from  the  machine  that  received  the  buffer,  for  correctness.  If  the 
acknowledgement  is  correct  and  if  all  the  information  has  been  sent,  the  EtherNet  Handler  State  is  set 
to  indicate  that  all  has  been  sent  (SSentAII)  and  the  handler  is  exited.  Otherwise,  the  handler  attempts 
(only  once)  to  send  the  next  buffer  itseif,  in  the  same  fashion  as  SendBuffer.  If  after  five  attempts 
the  buffer  has  not  been  sent,  then  exit  SendBuffer  with  an  error.  Clean  up  the  mouse 
image  and  anything  else  if  necessary. 
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5. 1.1. 8.1 .5. 4. 2. 1.5  If  successful,  call  function  ZogMsg.SendBuffer  to  send  the  frame  body 
to  the  remote  machine.  If  not  successful,  then  start  all  over  at  step  1 . 

For  details  of  the  inner  workings  of  ZOGMsg.Send  Buffer  see  p.  61 . 

5.1 .1.8. 1.5. 4.2. 1.6  if  SendBuffer  was  successful  then  calls  Function 

ZogMsg. ReceiveRecord  to  receive  the  acknowledgement  sent  by  the 
machine  which  received  the  frame  body.  If  unsuccessful,  start  all 
over  from  step  1. 

5.1 .1 .8.1 .5. 4.2.1 .6.1  Function  ZogMsg. ReceiveRecord. 

ReceiveRecord  receives  a  record  from  another  machine.  It  is  used  only  in  CloseFrame  function  of 
Zog,  because  there  are  more  acknowledgements  that  the  SndRcvRecord  can  handle  in  closing  a 
frame. 

5.1 .1 .8.1 .5.4. 2.1 .6.1.1  Sets  the  address  from  where  the  message  should  be  received. 

5.1 .1.8.1 .5. 4. 2. 1.6. 1.2  Sets  the  EtherNet  Handler  State  to  indicate  that  the  sending 

machine  is  waiting  fcr  a  reply  (SWaitRcv). 

5.1 .1.8. 1.5. 4. 2. 1.6. 1.3  Got  Reply  Time-Controlled  Loop. 

At  this  point  the  procedure  will  enter  a  time  controlled  loop  waiting  for  an  interrupt  wh!ch  will  again 
invoke  the  local  handler  ElOReceiveDone.  This  time,  the  Ethernet  Handler  State  is  indicating  that  the 
local  machine  is  waiting  for  a  reply  (SWaitRev).  If  the  exception  is  raised  ElOReceiveDone  assigns 
the  EtherNet  Handier  State  to  be  that  of  ’Got  the  Reply’  (SGotRev).  At  this  point,  ReceiveRecord  will 
exit  successfully. 

5.1 .1.8.1 .5. 4. 2.1 .6.1.4  If  the  interrupt  is  never  received,  ReceiveRecord  will  time  out. 

5.1 .1 .8.1 . 5.4.2. 1 .7  If  the  acknowledgement  is  received,  calls  Function 
ZcgMsg.Receive3uffer  to  obtain  the  updated  frame  header 
information  of  the  frame  that  was  closed. 

For  details  of  the  inner  workings  of  ZOGMsg.ReceiveBuffer  see  p.  60. 

5.1. 1.8.1. 5.4.3  Following  this,  Each  secondary  copy  of  the  frame  is  updated.  If  the 
current  machine  has  a  secondary  copy  then,  calls  Function 
NetServ.  Update  to  write  and  close  the  secondary  copy. 
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5.1.1 .8. 1.5. 4. 3.1  Function  NetServ. Update 

UpOate  is  called  only  in  the  event  that  the  current  machine  has  a  sec-  ondary  copy  of  the  subnet  of 
the  frame.  It  iu  very  similar  to  Function  NetServ.CIsF.  with  the  exception  to  the  following  two  items; 

•  in  the  beginning,  It  must  obtain  its  subnet  information  from  the  local  subnet  index  instead 
of  the  list  of  open  frames.  This  is  because  the  primary  copy  has  been  written  and  closed, 
and  the  open  frame  record  has  been  removed  from  the  list  of  open  records. 

•  Lastly,  this  information  is  not  added  to  the  file  Change.Log,  because  it  lists  only  what 
frames  have  been  modified,  not  each  individual  frame  and  backup  copy  modified. 

5. 1.1.8. 1.5. 4. 4  If  the  secondary  copy  belongs  on  a  remote  machine  then  calls  Function 
ZNet.ZCIoseFrame.  Remember,  a  frame  can  have  copies  on  as  many 
machines  as  the  creator  of  the  subnet  specified. 

5.1 .1.8. 1.5. 4.5  If  there  were  no  secondary  update  failures  (all  secondary  machines  were 
up),  then  CloseFrame  was  successful  and  exit. 

5.1 .1.8. 1.5. 4.6  Otherwise,  calls  the  nested  Procedure 
ZAccessProcs.CloseFrame.SavSecUp-  date.  This  will  store  is  file 
sec.update  the  frame  number, subnet  ID,  version  number,  date,  time, 
curusername  and  a  iisi  oi  machine  names  (server  names)  of  these 
secondary  updates  which  failed. 

5.  f  .1 .6.1 .6  Checks  the  boolean  variable,  IsAgentOocai  to  the  module).  If  IsAgent  is  true 
then  ZOG  is  running  an  agent  and  Procedure  NetHandi.DeiayReturn  is  called. 

5.1 .1 .9  QuitF  •  Close  (do  not  write)  a  frame 

This  routine  clears  the  write  protect  lock  on  an  opened  frame.  It  essentially,  closes  a  frame  without 
writing  to  the  subnet  fils.  It  can  fail  when  the  machine  on  which  the  frame  resides  is  inaccessible,  or 
when  the  frame  was  not  open  to  begin  with. 

It  accepts  as  its  only  parameter,  a  frame  pointer  pointing  to  the  frame  to  he  closed. 

5. 1.1. 9.1  Procedure  NetHandl.QuitF. 

•  if  the  frame  pointer  (FP)  O  nil,  then  the  frame  ID  of  the  frame  is  parsed  into  a  subnet  ID 
and  Frame  Number  by  Procedure  Netstriiig.  PrsFid. 

•  Calls  Function  ZAccessProcs.CuitFrame  which  takes  care  of  closing  the  frame  and 
seeing  to  it  that  the  frame  is  not  written.  Quit-  frame  will  only  check  the  local  subnet  index 
for  for  the  subnet  of  the  frame  to  be  written.  This  is  because,  presumably  the  frame  was 
opened(by  OpnF),  in  which  case,  the  subnet  was  added  to  the  local  subnet  index  and 
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there  should  be  no  need  to  look  elsewhere. 

•  Checks  the  boolean  variable,  lsAgent(local  to  the  module).  If  IsAgent  is  true  then  ZOG  is 
running  ah  agent  and  Procedure  NetHandl.DelayReturn  is  called. 

5.1 .1 .10  Erf  •  Erase  (delete)  a  frame 

Erase  frame  takes  a  frame  id  and  informs  the  machine  on  which  that  frame  resides  to  delete  that 
frame.  The  frame  may  not  be  opened  (and  thus  write-protected),  nor  may  it  be  a  non-existant  frame, 
nor  on  an  unavailable  machine,  etc. 

Note-  If  the  frame  to  be  erased  is  the  last  in  a  subnet,  the  subnet  will  be  truncated  (e.g.  a  call  to  CrF 
would  create  that  frame).  Also,  in  the  same  case,  if  the  previous  (contiguous)  framer's)  had  becl 
deleted,  the  subnet  would  be  truncated  to  exclude  it  (them),  too. 

5.1.1.10,1  Procedure  NetHandl.ErF. 

•  Calls  Procedure  NetString.PrsFid  to  parse  the  frame  ID  and  assign  the  variables 
SkJ(subnet  ID)  and  Fnr(frame  number). 

•  An  attempt  is  then  made  to  delete  the  frame  thru  a  call  to  Function 

ZAccessProcs.ErassFrsme. 

•  If  this  fails,  another  attempt  to  delete  the  frame  may  be  made,  due  tc  the  side  effect  of  the 
updating  of  the  local  subnet  index.  This  occurs  in  Function  ZogNetServer.GetSnRocord 
which  is  called  by  EraseFrame. 

•  If  the  Frame  has  been  successfully  deleted,  a  call  is  then  made  to  Function 
StatsLib.StaisOn.  If  StatsOn  evaluates  to  true  then  statistics  are  recorded. 

5.1 .1.1 1  MvF  -  Move  a  frame 

This  routine  takes  a  frame  from  one  subnet  and  moves  it  to  a  new  subnet.  It  is  not  currently 
implemented.  If  implemented,  it  will  create  a  new  frame  in  the  destination  subnet,  copy  the  original 
into  that  new  frame,  close  the  new  frame,  and  delete  the  old  frame. 

5.1.2.  Frame  modification  routines 

These  routines  modify  existing  frames.  In  general,  if  the  frames  can  not  be  opened  (and  thus 
write-locked)  the  routines  will  fail.  They  will  a  .ail  if  the  frames  (or  their  host  machines)  are  not 
accessible.  Frame  modification  routines  are  generally  called  via  agents,  which  explains  why  these 
frames  are  open  when  these  routines  are  executed,  in  all  three  of  the  these  routines  the  processing 
occurs  in  two  places,  in  the  open  record  list  and  to  the  local  copy  of  the  frame  record. 
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5. 1.2.1  AddOwnF  •  Add  an  owner  to  a  frame 

This  routine  takes  a  framelD,  and  adds  an  owner  name  to  the  list  of  users  who  ’own’  that  frame.  Its 
main  parameters  are  the  frame  pointer  (FP)  pointing  to  the  frame  to  which  the  new  owner  will  be 
added,  and  the  new  owner  (Usrld). 

5.1 .2.1 .1  Procedure  NetHandl. AddOwnF. 

•  Calls  Function  Baselib.TUsrldValid  to  test  for  a  valid  user  ID.  TlisrldValid  returns  true  if 
the  user  ID  is  valid. 

•  Calls  Procedure  NetString.Prsf'id  to  parse  the  frame  ID  assigning  Sid(Subnetld)  and 
Fnrfframe  number). 

•  Calls  Function  ZAccessProcs.AddOwner.  This  function  inserts  the  new  owner  in  the  list 
ot  owners  of  a  frame  header  in  the  open  records  list.  This  header  is  written  to  the  file  after 
the  frame  is  closed. 

•  If  Function  ZAccessProcs.AddOwner  returns  successfully,  then  Func-  tlon 
BaseLib.CrFsiSP  is  called  to  create,  or  obtain  from  the  saved  list  of  Fsl5PTyp’s,  a  new 
node  to  store  the  name  of  the  new  owner.  CrFslSP  then  stores  the  new  owners  user  iD  In 
the  node. 

•  Calls  Procedure  BasaLib.insbFs  i 5i  to  insert  the  new  owner  at  the  beginning  of  the  list  Of 
owners  of  the  local  frame  record(FPr.  Owners). 

5.1 .2.2  RamOwnF  •  Remove  an  owner  from  a  frame 

This  routine  takes  a  frame  kf(FP)  and  a  user  name(RemName)  and  removes  that  user  from  the  list  of 
users  who  'own'  that  frame.  An  error  is  returned  if  the  user  was  not  in  the  list  of  users. 

It  is  important  to  remember  that  only  a  user  can  remove  himself  as  the  owner  of  a  frame.  Effectively, 
this  means  that  this  procedure  allows  a  user  to  remove  himself  as  an  owner  of  a  frame. 

5.1 .2.2.1  Procedure  NetHandl. RemOwnF. 

5.1 .2.2.1 .1  If  FP  O  nil,  then  call  I  rocedure  NetSt rlng.PrsFId  to  parse  the  frame  ID 
assigning  Sid(Subnetld)  and  Fnrfframe  number). 

5.1 .2. 2. 1.2  Cali  Function  ZAccassProcs.RemoveOwnar.  This  function  removes  the  owner 
In  the  list  of  owners  of  a  frame  header  in  the  open  records  list.  This  header  is 
written  to  the  file  after  the  frame  is  closed. 
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5.1 .2. 2. 1.3  If  Function  ZAccessProcs.RemoveOwner  returns  successfully,  then 
Func*  tion  NatStrlng.GFsISP  is  called  to  return  a  pointer  to  the  owner  In  the 
list  ot  owners(FPt .Owners)  of  the  local  frame. 

5. 1.2. 2. 1.4  if  Function  NetStrlng.GFsISP  returns  successful,  then  calls  Procedure 
BaseUb.DolFs15l  which  removes  the  FsISPTyp  from  the  list  of  owners  of  the 
local  frame  re  rd. 

5.1 .2.2.1 .5  Checks  the  boolean  variable,  isAgent  (local  to  the  module).  If  IsAgent  is  true 
then  ZOG  is  running  an  agent  and  Procedure  NetHandl.DelayReturn  is  called. 

Procedure  NetHandl.DelayReturn  will  delay  returning  control  to  the  calling  routine  for  1.5  seconds. 
This  is  done  so  that  when  one  machine  is  running  an  agent  that  accesses  another  machine,  that 
person  on  tha  machine  being  accesad  can  continue  to  process  in  zog.  Otherwise,  his  machine  would 
be  flooded  with  Interrupts. 

5.1 .2.3  SetProtF  •  Set  a  frame's  protection  bits 
This  routine  changes  the  protection  bits  of  a  specified  frame.  This  Procedure  accepts  as  parameters 
the  frame  pointer  (FP)  of  the  frame  whose  Protection  is  to  be  changed  and  tha  Protection  (Pint)  to  be 
set.  The  valid  protection  codes  are  as  follows; 

5. 1.2. 3.1  (UnProt)  Unprotected 

5.1 .2.3.2  (ModProt)  Modification  protected 

5. 1.2. 3.3  (WrProt)  Write  protected 

5.1 .2.3.4  (RdProt)  Read  protacted 

5.1 .2.3.5  Procedure  NetHcndl.SetProlF. 

«  Calls  the  Function  BaseLib.TProtVaiid  which  will  test  for  a  valid  Protection  setting.  Theee 
valid  settings  were  listed  on  the  previous  frame. 

•  If  the  Frame  Pointer  (FP)  O  nil  then  call  Procedure  NetString.PrsFid  to  parse  the  frame  ID 
and  assigns  the  subnet  ID  (Sid)  ajid  the  frame  number  (Fnr). 

•  If  parsed  success! uily,  then  calls  Function  ZAccessProcs.SetFrftotec-  lion. 
SetFrProtection  will  reassign  the  protection  ol  the  frame  header  in  the  open  record  list 
This  header  is  what  will  be  written  to  the  file  when  the  frame  is  closed. 

•  If  Function  ZAccessProcs.SotFrProtecticn  Returns  successfully  then  the  protection  of 
the  local  frame  record  is  reassigned. 
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•  Checks  the  boolean  variable,  IsAgent.  If  true,  and  it  should  be  in  this  case,  call  Procedure 

NetHandl.D&layReturn. 

5.1 .3.  Subnet  access  routines 

These  routines  allow  the  user  to  create  and  delete  subnets.  They  are: 

5.1. 3.1  CrSn  •  Create  Subnet 

This  routine  creates  a  subnet  without  secondary  (backup)  subnets.  Its  only  parameter  is  a  Subnet  ID 
(Sid).  The  entire  Routine  is  merely  a  call  to  Procedure  NetHandl.CrSnSsc,  in  which  CrSn  passes  it  a 
parameter  indicating  that  it  wants  to  create  only  one  secondary  copy.  See  CrSnSec  for  details. 

5.1 .3.2  CrSnSec  •  Create  a  subnet  with  secondary  (backup)  subnets 

This  routine  creates  a  subnet  and  a  number  of  secondary  copies.  It  will  fail  when  the  subnet  already 
exists.  It  accepts  as  parameters  the  subnet  ID  (Sid)  and  a  count  of  the  number  of  secondary  copies 
(SecCnt)  that  are  to  be  made  of  each  frame  created  in  this  new  subnet.  The  net  result  of  this 
procedure  is  that  the  MaslerNodes  subnet.index  will  have  the  new  subnet  added  to  it.  No  new  frames 
have  been  created  after  this  procedure  is  done  executing. 

All  copies  will  be  placed  on  the  current  machine. 

5.1. 3.2.1  Procedure  NetHandl-CrSnSec. 

•  Calls  Function  BaseLib.TSidValkJ  to  test  for  a  valid  Subnet  ID.  A  valid  subnet  ID  consists 
of  1 1  or  fewer  characters. 

•  Initializes  PnmeNode  to  -1  (the  Current  Node)  and  array  SecNodes  to  -1  (Default  values) 
to  be  sent  to  Function  ZAccessProcs.  CreateSubnet. 

•  Calls  Function  ZAccessProcs-CraateSubnet.  CreateSubnet  will  select  the  primary  node  to 
be  the  the  current  node  unless  it  is  unlisted  in  the  net.servers  database,  then  the  primary 
node  becomes  the  mastemode.  For  secondary  nodes.  CreateSubnet  assigns  values  to  an 
array  representing  those  machines  to  recieve  backup  copies.  This  information  is  obtained 
during  initialization  from  the  file  Sec.Default  and  is  stored  in  a  global  array,  imported  from 
Module  ZogNetServer  Lastly,  this  procedure  updates  the  subnet  database  of  the 
MasterNcde  and  the  file  SubneLlndex. 

•  if  successful,  this  procedure  will  update  statistics  to  show  the  creation  of  a  new  subnet 
via  &  call  to  Procedure  StatsLib.lStatsScr. 
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5, 1.3. 3  ClrSn  •  Clear  (delete)  a  subnet 

This  routine  deletes  the  contents  of  a  subnet,  leaving  an  empty  subnet  on  the  host  machinefs).  It  win 
fail  when  the  subnet  does  not  exist,  or  when  the  machine(s)  are  not  accessible.  It  accepts  as  Its  onJy 
parameter  the  subnet  10  of  the  subnet  to  be  deleted  (Sid). 

5. 1.3. 3.1  Procedure  NetHandl.CIrSn. 

•  Calls  Function  BaseLib.TSidValid  to  test  for  a  valid  Subnet  10.  A  valid  subnet  ID  consists 
of  1 1  or  fewer  characters. 

•  Calls  Function  ZAccessProcs.ClearSubnei.  ClearSubnet  will  only  work  when  both  the 
primary  machine  and  secondary  machines  are  up.  It  will,  via  a  call  to  Procedure 
NetServ.CirSn  -  ,  concatenate  the  directory,  filename  and  extension  of  tho  subnet,  locate 
this  file  and  truncate  this  Hie  to  contain  only  frame  0  of  the  subnet. 

•  If  successful,  this  procedure  will  update  statistics  to  show  the  creation  o>  a  new  subnet 
via  a  call  to  Procedure  StatsLib.lStatsSOel. 

•  Chscks  the  boolean  variable,  IsAgent.  If  it  is  true,  which  should  be  the  case,  then 
Procedure  NetH  and  I .  Delay  Retu  rn. 

5.1.4.  Utility  routines 

These  routines  provide  information  regarding  netserver  internals. 

5.1 .4.1  Function  TFDcf  •  Tests  if  a  specific  frame  Is  defined 

Accepts  as  its  only  parameter  the  frame  to  be  tested  (Fid).  Returns  true,  not  success,  if  the  frame  is 
defined. 

5.1 .4.1 .1  Calls  Procedure  PerQ  -  String. Adjust  which  Is  used  to  change  the  dynamic 
length  of  a  string. 

5.1 .4.1 .2  Calls  Procedure  NetString.PrsFid  to  parse  the  Frame  ID,  assigning  the  subnet  ID 


(Sid)  and  frame  number  (Fnr). 


5.1 .4.1.3  An  Attempt  is  then  made  to  read  the  frame  by  a  call  to  Function 
ZAccessProcs.Readframe- 

Function  ZAccessProcs.  Read  Frame  is  unusual  in  that  K  may  have  to  be  called  twice  inorder  to 
actually  read  a  frame.  Read  Frame  will  read  a  frame  locally,  if  possible.  If  not,  it  scans  the  local  servers 
database  for  any  primary  or  secondary  nodes  that  are  up  and  running,  and  sends  a  request  to  that 
node,  if  none  are  feted  as  up,  then  die  local  servers  database  may  not  be  updated,  and  probes  are 
sent  to  each  of  tha  primary  and  secondary  nodes  to  see  if  any  of  them  are  actually  up.  If  ao.  the  local 
servers  database  is  updated.  Another  attempt  may  then  be  able  to  read  the  frame. 
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5.1 .4.1 .4  If  ReadFrame  failed  a  retry  may  be  successful,  so  this  is  attempted. 

5.1 .4.1 .5  If  ReadFrame  Succeeded,  calls  Function  ZAccessProcs.lsSubnetDefined  only  to 
get  the  correct  capitalization  of  Subnet  ID  and  calls  Procedure  BaseLib.OvIntStr 
to  convert  the  frame  number  to  a  string.  A  call  is  then  made  to  Function 

PerG  -  String. ConCat  to  concatenate  the  two  strings  together  and  the  frame  ID 
(Fid)  is  reassigned  the  value  of  the  concatenated  strings. 

5.1 .4.1 .6  Checks  the  boolean  variable,  tsAgent  (local  to  the  module).  <f  IsAgent  is  true 
then  ZOG  is  running  an  agent  and  Procedure  NetHandl.DelayRMurn  is  called. 

Procedure  NetHandl.DelayReturn  will  delay  returning  control  to  the  calling  routine  for  1.5  seconds. 
This  is  done  so  that  whan  one  machine  is  running  an  agent  that  accesses  another  machine,  that 
person  on  the  machine  being  accesed  can  continue  to  process  in  zog.  Otherwise,  hL  machine  would 
be  flooded  with  interrupts. 

5.1 .4.2  Function  TSnDef  -  Tests  if  a  specific  subnet  is  defined 

Accepts  as  its  only  parameter  the  subnet  ID  (Sid)  being  tested.  Returns  success  if  the  subnet  is 
defined.  NOTE:  a  side  result  of  this  function  is  that  the  case  of  the  var  parameter  Sid,  is  modified  to 
match  the  case  of  the  actual  subnet  as  listed  ir>  tile  :zognet>Subnet. index. 

•  Calls  Function  BaseLib.TSidValid  to  test  for  a  valid  Subnet  ID.  A  valid  subnet  ID  consists 
of  1 1  or  fewer  characters. 

•  Calls  Function  ZAccessProcs.lsSubnetDefined  which  first  hashes  into  the  local  table  of 
subnet  records.  If  not  found  there  it  requests  the  subnet  information  from  the  master 
node. 

•  If  Function  ZAccessProcs.lsSubNetDefined  returns  success  then  TSnDef  will  return 
success. 

5.1 .4.3  Procedure  GSnLoc  •  Returns  the  location(s)  of  a  subnet 

The  location  refers  to  the  node  number  of  the  machine  on  which  the  subnet  is  located.  GSnLoc 
accepts  as  parameters  the  subnet  ID  (Sid),  the  Primary  node  and  secondary  nodes  of  the  subnet 
(Primenode  and  SecNoues),  and  a  count  of  the  number  of  secondary  nodes  (SecCrit).  The  Function  is 
short  and  follows; 

•  Calls  ZAccessProcs.lsSubnetDefined  which  will  attempt  to  find  the  subret  information  in 
the  local  table  of  subnet  records.  If  not  found  there,  it  will  look  in  the  subnet  tab'e  of  the 
master  node. 


•  If  Function  ZAccessProcs.lsSubnetDefined  fails,  GSnLoc  will  output  an  error  message. 
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5.1 .4.4  Function  GHiSn  -  Returns  the  number  of  the  highest  frame  in  a  subnet 
Accepts  the  subnet  ID  (Sid)  of  the  subnet  lo  be  examined. 

•  Calls  Function  Basel.ib.TSidValid  to  test  for  a  valid  subnet  ID.  A  valid  subnet  ID  consists 
of  1 1  or  fewer  characters. 

•  Calls  Function  ZAccessProcs.GetHiSubnet  which  will  find  the  highest  number  in  the 
subnet.  GetHiSubnet,  like  Function  ZAccessProcs.  ReadFrame.  may  have  to  be  called  a 
second  time  for  the  same  reason.  That  reason  being  the  updating  of  the  local  subnet 
index. 

•  Retry  Function  ZAccessProcs.GetHiSubnet  if  proper  signal  was  generated. 

•  If  successful  in  finding  the  subnet  and  its  highest  number,  assign  to  GHiSn. 

•  Checks  boolean  variable,  IsAgent.  If  true  then  calls  Procedure  NetHandl.  DelayReturn. 

5.1 .4.5  Procedure  GNxtSn  -  Returns  the  next  subnet  (alphabetically)  within  ZOG 
Accepts  as  parameters  the  present  subnet  ID  (Sid),  and  returns  to  the  calling  procedure,  via  the  Var 

parameter  (NxtSid),  the  next  subnet  ID. 

•  Determines  the  validity  of  the  present  subnet  (Sid),  by  a  call  to  the  PerQ  Pascal  Extension 
Length,  and  a  call  to  Function  BaseLib.TSidValid.  A  valid  subnet  Id  consists  of  11  or 
fewer  characters,  but  OuviCuSiy  iiiuSt  consist  of  at  least  one  character. 

•  Calls  the  Function  ZAccessProcs.GetNextSubnet.  GetNextSubnet  will  get  the  next  subnet 
in  the  master  index  after  the  present  subnet  ID.  If  the  present  subnet  ID  »  ",  the  empty 
string,  then  the  first  subnet  in  the  master  index  is  returned  in  NxtSid.  If  the  string  returned 
by  this  function,  is  the  empty  string,  NxtSid  =  ”,  then  the  present  subnet  ID  was  the  last  in 
the  master  nodes  cubnet  index.  GetNextSubnet  will  still  return  success  in  this  case. 

•  Assigns  a  va'ue  to  Parameter  Sig.  Sig  will  return  false  if  the  present  ID  is  the  last  in  the 
master  index,  meaning  that  there  are  no  more  subnets  in  the  index  (Nxt3id  a  ”). 

5.1 .4.6  Procedure  GCurNode  •  Returns  integer  value  of  the  current  machine  node. 

5.1 .4.7  Procedure  GCurName  •  Returns  name  (string)  of  the  current  machine  node. 

5. 1.4. 8  Procedure  GNodeName  •  Returns  the  name  of  a  given  network  machine  node. 

5. 1.4. 9  Procedure  Gldllser  •  Returns  the  user  ID  of  the  current  user. 

5.1.5.  Decoding  netserver  error  messages 

Most  routines  in  "NetHandl"  have  a  corresponding  routine  which  will  display  the  error  message 

associated  with  the  last  invocation  of  that  routine.  These  routines  are  generally  called  with  the  frame 

id  used  in  the  previous  calls,  and  output  errors  in  the  form: 
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"Could  not  get  frame  <frameid>  from  machine  <remote  name>"  The  error  message  text  are  printed 

via  function  ZError.ZOGErrorMsg.  These  routines  contained  in  "NetHand!"  are: 

WrRdFMsg  '  Read  Frame 

WrRdFHMsg  Read  Header 

WrRdtTtnMsg  Read  Title 

WrOpnFMsg  Open  Frame 

WrCrFMsg  Create  Frame 

WrCpFMsg  Copy  Frame 

WrAddOwnMsg  Add  an  owner 

WrRemOwnMsg  Remove  owner 

WrSetPrFMsg  Frame  protection 

WrChFMsg  Clear  Frame 

WrCIsFMsg  Close  frame 

WrQuitFMsg  Quit  Frame 

WrErFMsg  Erase  (delete)  Frame 

WrMvFMsg  Move  Frame 

WrCrSnMsg  Create  Subnet 

WrCirSnMsg  Clear  Subnet 

WrTSnDefMsg  Test  Subnet  Defined 

WrTFDefMsg  Test  Frame  Defined 

WrGHiSnMsg  Highest  Fr  in  subnet 

WrGNxtSr.Msg  Next  alpha  subnet 

WrG  Top  Fid  Msg  Get  top  frame  id 

WrRTopFidMsg  Read  top  frame 

5.2.  Frame  Access  Example 

Below  is  an  example  of  control  flow  for  accessing  frames  and  subnets  in  ZOG.  All  NetServer 
Routines  are  very  similar,  in  terms  of  flow.  NetHandl  routines  call  Module  ZAccessProcs  routines 
which  call  either  Module  NetServ  routines  for  local  access,  or  Module  ZNtt  routines  for  remote 
access.  Each  example  points  to  a  map  of  the  flow  of  control  to  aid  the  reader  a.d  to  help  show  tne 
interaction  of  machines  via  the  Ethernet. 
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5.2.1 .  Network  server  flow  sample  •  Reading  a  frame  header  {RdFH) 

This  is  the  path  that  control  follows  when  a  call  is  made  to  a  routine  in  the  netserver.  RdFH  is  used 
because  it  is  fairly  typical.  To  translate  to  any  other  access  (read)  routine,  simp  ly  change  the  names  of 
the  procedures  accordingly.  For  details  on  ZAccessProcs.ReadHeader  see  p.  57. 

5.2.1 .1  Verify  that  the  frame  header  record  pointer  is  not  NIL.  If  it  is,  return  an  error. 

5.2.1 .2  Call  ZAccessProcs.ReadHeader.  This  wiil  either  load  the  frame  header  record,  or 
return  an  error. 

5.2.1 .3  Map  of  flow  of  Control  of  NetHandl.RdFH 

Ethernet  access  is  done  through  the  NetHandl  module,  and  then  down  through  the  NetServer 
modules.  See  Figure  5-1  for  a  pictorial  overview  of  Read  Frame  Header.  A  text  overview  follow3. 


Map  of  flow  of  Control  of  NatHardl .RdFH 
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Figure  5*1:  Figure 


5.2.1 .3.1  Reading  a  frame  header  (RdFH) 

This  is  the  path  that  control  follows  when  a  call  is  made  to  a  routine  in  the  netserver.  RdFH  is  used 
because  it  is  fairly  typical.  To  translate  to  any  other  access  (read)  routine,  simply  change  the  names  of 
the  procedures  accordingly.  For  details  on  ihe  operation  of  ZAccessProcs.ReadHeader  see  p.  57. 

•  Verify  that  the  frame  header  record  pointer  is  not  NIL.  If  it  is,  return  an  error. 

•  Call  ZAccessProcs.ReadHeader  •  This  will  either  load  the  frame  header  record,  or  return 
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an  error, 

5.2.1 .3.2  ZAccessProcs.ReadHeader 

For  details  on  the  inner  workings  of  ZAccessProcs.ReadHeader  see  p.  5.'. 

5.2. 1.3.3  NetServ.RdFH  - 

•  Test  to  see  if  the  subnet  exists  on  the  local  machine.  If  not,  there  is  an  inconsistency  in 
the  subnet  indexes.  Return  an  error. 

•  Calculate  the  page  number  of  the  first  frame.  There  are  10  pages/frame  so  this  is  easy. 

•  Turn  off  ethernet  interrupts  before  reading  from  the  disk. 

•  Read  in  the  page  header. 

•  Turn  interrupts  back  on. 

•  If  the  first  byte  i$  null,  the  frame  does  not  exist.  Return  an  error. 

•  Parse  the  frame  into  the  frame  record. 

•  if  the  frame  is  protected,  return  an  error. 

•  Return  success. 

5.2.1 .3.4  ZNet.ZReadHeader  (Remote  Subnet) 

For  details  about  the  inner  workings  of  ZNet.ZReadHeader  see  p.  58. 

5.2.1 .3.5  ZOGMsg.SndRcvRecord 

For  details  of  the  inner  workings  of  ZOGMsg.SndRcvRecord  see  p.  58. 

5.2.1 .3.6  ZOGMsg.ReceiveBuffer 

For  details  of  the  inner  workings  of  ZOGMsg.ReceiveBuffer  see  P-  61 . 

5. 2. 1.3. 7  ZOG.E1  OReceiveDone  handler 

For  details  of  the  inner  workings  of  the  ZOG. El  OReceiveDone  handler  see  p.  59. 

5.2.1 .3.8  Function  ZOGMsg.HandleMsg 

This  is  a  boolean  function  that  returns  true  if  there  is  a  valid  ZOG  request.  The  message  is  taken 
from  Ether Net  packet  form  and  put  into  a  ZOG  message  record  that  must  be  handled.  It  returns  false 
for  those  messages  not  ot  the  ZOG  record  protocol.  It  does  the  following: 

•  Check  to  see  if  there  is  a  legal  ZOG  record  message. 

•  If  the  message  received  is  a  request  for  a  probe,  and  machine  names  match,  then  send  a 
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probe  reply.  Thus,  the  probe  is  handled  right  here  and  HandleMsg  returns  false. 

•  If  the  message  is  an  acknowledgement  then  return  a  value  of  false.  These  are  ignored  at 
this  level  to  avoid  infinite  loops  that  can  occur  with  two  machines  that  get  out  of 
synchronization  and  begin  sending  Ack  messages  back  and  forth. 

•  Otherwise,  send  an  acknowledgement  to  the  sending  machine  and  transfer  the  received 
message  from  the  buffer  to  a  ZogMsgPTyp  and  return  true. 

5.2.1 .3.9  Function  ZNetServer.ZNetServer 

Module  ZNetServer  is  the  counterpart  of  Module  NetHandl  on  the  remote  machine.  It  invokes  the 
local  routines  which  will  return  the  necessary  data,  it  is  simply  a  case  statement  which  uses  the  input 
message  id  to  determine  which  routine  should  be  called.  In  this  example,  it  will  call  Proceuure 
ZNetServer.XZReadHeader.  For  details  on  the  inner  workings  of  ZNetServer.XZReadHeader  see 
p.  59. 

5.2.1 .3.10  ZNetServer.ZXReadHeader 

For  details  on  the  inner  workings  of  ZNetServer.ZXReadHeader  see  p.  59. 

5.2.1.3.11  ZNetProcs.ZReadHeader 

ZNetProcs  is  the  counterpan  to  ZAccessProcs  and  handles  access  on  a  remote  machine.  For 
details  of  the  operation  of  NetServ.RdFH.see  p.  57. 

•  Verifies  that  the  subnet  exists,  via  a  call  to  Function  ZogNetServer.Chk  SnRecord. 
ChkSnRecord  is  very  similar  to  GetSnRecord,  except  that  the  subnet  information  passed 
along  with  the  request  is  assumed  to  be  correct.  This  eliminates  the  need  to  request  it 
from  the  MasterNodes  Subnet  Index.  So  only  the  local  subnet  index  need3  to  be 
examined  to  make  sure  that  the  information  is  correct. 

•  Otherwise  call  NetServ.RaF*-'  -  to  load  the  buffer  with  the  frame  header  block. 

5.2.1 .3.1  2  NetServ.RdFH  - 

•  Test  to  see  if  the  subnet  exists  on  the  local  machine.  If  not,  there  is  an  inconsistency  In 
the  subnet  indexes.  Return  an  error. 

•  Calculate  the  page  n  mber  of  the  firs?  frame.  There  are  10  pages/frame  so  this  is  easy. 

•  Turn  off  ethemet  interrupts  before  reading  from  the  disk. 

•  Read  in  the  page  header. 

•  Turn  interrupts  back  on. 

•  If  the  first  byte  is  null,  the  frame  does  not  exist.  Return  an  error. 
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•  Parse  the  frame  into  the  frame  record. 

•  If  the  frame  is  protected,  return  an  error. 

•  Return  success. 

5.2.1 .3.1 3  ZOGMsg. Send  Record 

5.2.1 .3. 1 4  ZOGMsg.SendBuffer 

5.2.1.3.15  Ethernet  Communication  in  RdFH 

This  diagram,  very  basically,  visually  shows  the  ethernet 
communication  between  routines  involved  in  reading  a  frame  header. 


LOCAL  MACHINE  REMOTE  MACHINE 

Sends  Message  (to  read  FH) 

SndRcvRecord - >E  lORecei  veDona 

Sends  Acknowledgement  { 

< - — - - - HandleMsg 
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Recei  veBuf  fer< - — - SendRecord 

Acknowledges  the  Go  Ahead 

- - — -  — — ~~y 

Sends  Frame  Header 
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6.  ZOG  Utilities  Modules 

■it  the  implementation  of  ZOG,  many  uiilr.,  procedures  and  functions  were  written  to  facilitate  the 
building  of  the  higher-level  ZOG  procedures.  These  utility  routines  have  been  placed  In  several 
modules,  which  are  detailed  below: 

6.1 .  BaseLib  •  Basis  miscellaneous  utility  procedures 

The  utilites  of  this  module  are  broken  down  into  the  following  areas 

•  General  Utilities. 

e  Frame  Header  Parsing  utilities. 

•  Insertion  Utilities. 

•  Initialize  and  Save  Record  Utilities, 
e  Release  Memory  and  Clear  Utilities 
e  Create  and  Delete  Utilities. 

e  Get  List  Entry  Utility. 

6.1 .1 .  BaseLib  -  General  Utilities 

The  general  utilities  are  furthur  broken  down  into  the  following  classes. 

6. 1 .1 .1  BaseLib  •  Test  Utilities 

6.1 .1 .1 .1  Function  TlsUc  •  tests  if  a  char  is  upper  case. 

6.1 .1.1.2  Function  TIsLc  •  tests  if  a  char  is  lower  case. 

6.1 .1 .1 .3  Function  TIsAlph  -  tests  if  a  char  is  alphabetic. 

6.1 .1 .1 .4  Function  TisDig  •  tests  if  a  char  is  a  digit. 

6.1 .1.1 .5  Function  TSidValid  -  tests  if  the  subnet  ID  is  valid.  A  valid  subnet  id  consists  of 
1 1  or  fewer  alphabetic  characters. 

6.1 .1 .1 .6  TProtValid  -  tests  for  valid  protection  setting. 

The  valid  protection  types  (settings)  are  constants  defined  in  Module  NetDefs.  The  values  specified 
here  are  the  actual  constant  values.  A  ProtTyp,  the  parameter  for  this  routine,  is  an  integer  and  is  also 
defined  in  NetDefs. 


•  (UnProi)  Unprotected 


•  (ModProt)  Modification  protected 


•  (WrProt)  Write  protected 

•  (RdProt)  Read  protected 

6.1 .1 .1.7  Function  TUsrtdValid  •  tests  for  a  valid  user  ID.  The  user  Id  is  a  string  of 
characters  a  use  enters  to  log  onto  the  system. 

6.1 .1.1.8  Function  TOwnF  -  tests  if  a  user  is  an  owner  of  a  frame.  It  accepts  as  parameters 
the  frame  (FP)  and  the  owner  (UsrID)  in  question. 

6.1 .1 .2  String  =  >  Integer,  String  =  >  Long  Integer  Conversion  Utilities,  and  Append 
Utilities 

In  the  conversion  routines,  going  from  integer  to  string,  the  routines  accept  a  decimal  number  and 

use  modulo  arithmetic  to  obtain  the  ASCII  equivalent.  Going  the  other  way,  from  integer  to  string,  the 

routines  parse  the  string  and  convert  it  to  its  decimal  equivalent. 

Procedure  CvIntStr 

Convert  an  integer  to  a  character  string. 

Procedure  CvStrlnt 

Convert  a  character  string  to  an  integer. 

Procedure  CvLongStr 

Convert  a  longword  integer  to  a  character  string. 

Procedure  CvStrLong 

Convert  a  character  string  to  a  longword  integer. 

Procedure  AppStrFile 

Appends  a  string  to  the  end  of  a  file  by  reading  the  file  into  a  buffer,  appending  the 
string  to  the  buffer,  writing  and  closing  the  file. 

6.1 .1 .3  Basel-ib  -  Time  and  Date  Utilities. 

•  Procedure  GTimStr :  Get  Current  time  of  day  in  hours,  minutes  and  seconds  (HH:MM:SS). 

•  Procedure  GTimlnt :  Get  current  time  in  seconds  since  midnight. 

•  Procedure  CvTimStrlnt  :  Converts  a  string  to  lime  in  milliseconds,  by  parsing  a  TimStr 
(HH:MM:SS)  and  converting  first  to  seconds  and  then  to  milliseconds. 

•  Procedure  GDatStr :  Get  the  current  days  date  (DD  MM  YY). 

•  Function  GDatlnt :  Get  todays  date  in  internal  integer  format. 

•  Function  CvMonStrlnt :  Convert  month  string  to  its  integer  form.  For  example,  the  month 
of  September  has  the  integer  value,  9. 
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•  Function  CvDatStrint :  Convert  a  date  string  into  its  integer  form.  It  parses  the  date  string, 
getting  the  integer  forms  of  the  month,  day  and  year.  It  then  plugs  these  values  into  an 
equation  lo  obtain  the  integer  form  of  the  date  string. 

6.1.2.  BaseLib  •  Frame  Header  Parsing  Utilities. 

•  Function  ParseLine  •  parses  a  line  of  text  from  a  buffer,  in  2BH  form,  into  a  string  and 
returns  in  the  Var  parameter,  Str,  only  the  characters  in  the  line.  The  routine  deletes  the 
three-character  ZBH  code  out  of  the  string  returned  via  Str.  ParseLine  itself  returns  a 
character.  The  character  represents  the  record  stored  in  the  buffer  and  is  the  ZBH  code 
for  the  frame  item  represented  by  the  input  string. 

•  Procedure  ParseFH  -  parses  a  frame  header  buffer,  in  ZBH  form,  into  a  record.  It  calls 
ParseLine  to  parse  one  line  at  a  time  of  the  buffer  info  its  record  form,  using  the  value 
returned  by  ParseLine  to  determine  which  item  is  being  assigned  in  the  frame  header. 

6.1.3.  BaseLib  •  Insertion  Utilities. 

•  Procedure  lnsbFs15l  -  inserts  a  string15  type  at  the  beginning  of  a  linked  string15  list. 

One  example  of  its  use  is  when  a  new  owner  is  added  to  a  frame.  Here,  a  stringlS  must  be 
added  to  the  record  item,  FP.owner. 

•  Procedure  lnseFs15l  -  inserts  a  string15  type  onto  the  end  of  a  linked  stringl5  list. 

Ci  A  A  aI  Ik  -v.-»  -4  C«.(A  Daaa  r#4  I  HUIHaa 
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6.1 .4.1  Procedure  IniFHP  •  initializes  a  frame  header  record.  All  record  fields  are 
initialized  to  nil,  zero  or  false,  as  appropriate. 

8. 1.4. 2  Procedure  BaseLib. SavFs15P. 

SavFsISP  is  essentially  a  garbage  collector.  It  accepts  as  its  only  parameter  a  frame  string[l5] 
pointer,  (Fsl5P)  that  it  is  to  add  to  the  list  of  unused  Fs15PTyp's.  It  adds  the  node  sent  to  it  to  the  front 
of  the  list  of  unused  Fs15PTyp’s  and  points  the  header  pointer  at  this  node.  In  this  case,  the  header 
pointer  is  the  variable,  Fsi5PSav,  which  is  local  to  the  module. 

6.1 .4.3  Procedure  SavFHP  -  saves  a  frame  header  record  on  the  list  of  free  FHPTyp’s  in 
the  same  fashion,  and  for  the  same  reason  as  SavFsISP. 

6.1 .5.  BaseLib  -  Release  Memory  and  Clear  Utilities 

6. 1.5.1  Procedure  BaseLib. RelFsISP 

RelFs15P  will  release  a  frame  string[15]  (Fs15PTyp)  pointed  to  by  a  frame  pointer  field.  It  accepts  as 
its  lone  parameter  a  frame  string  pointer  type  (Fs15P  :  Fs15PTyp).  This  procedure  will  go  thru  the  list 
of  Fs15PTyp’s  and  call  Procedure  Baselib.SavFsl5P  (For  details  see  p.  94),  to  add  a  new  FsISPTyp  to 
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the  front  of  the  linked  list  of  unused  FsiSPTyp’s.  The  contents  of  the  Frame  string[l5]  pointer  are  not 

altered;  it  will  be  cleared  out  if  and  when  a  new  frame  is  created. 

6.1 .5.2  Procedure  RelFH  •  releases  the  contents  of  a  frame  header  record  through  a  call  to 
RelFsl  5P  since  the  only  field  needing  to  be  released  is  the  record  field,  Owners. 

6.1 .5.3  Procedure  ClrFHP  -  Clears  a  frame  header  structure  by  releasing  the  frame  header 
via  a  call  to  RelFH  and  reinitiating  the  header  record  by  calling  IniFHP. 

6.1 .6.  BaseLib  •  Create  and  Delete  Utilities. 

•  Function  CrFs15P  -  Creates  a  new  string  15  pointer  type  for  a  frame.  This  routine  either 
creates  the  pointer,  via  the  Pascal  new  statement,  or  obtains  the  new  node  from  the 
saved  list  of  F$15PTyp’s. 

•  Function  CrFHP  •  Creates  a  new  frame  header  record.  This  routine  also  either  creates  the 
nodes  or  obtains  them  from  the  list  of  free  FHPTyp's. 

•  Procedure  DelFs15l  •  Deletes  a  string  from  a  string  15  list  and  does  not  save  it  on  the  free 
list  nor  does  it  do  a  Pascal  dispose  on  it. 

6.1.7.  BaseLib  -  Get  List  Entry  Utility. 

•  Function  GEnFs15P  •  Gets  an  entry  on  a  string  list  matching  the  string  passed  to  the 
function.  This  routine  does  a  direct  string  comparison,  testing  for  the  equality  oi  the  two 
strings. 


6.2.  Fs  -  String  -  Routines  for  the  manipulation  of  Frame  String  Structures 
Fs.String  utilit'es  can  be  broken  into  the  following  categories 

6.2.1 .  Fs  -  String  •  Length  Utility  and  Write  Utilities. 

Function  Fs  -  Length 

returns  the  total  length  of  a  frame  string  by  going  through  the  linked  list  of 
FsPTyp's  and  calling  PERQ-  String. Length  to  obtain  the  length  of  each  node  in 
th8  string,  adding  them  together,  plus  1  for  each  (implied)  carriage  return. 


Function  Fs  -  Lines 

returns  the  number  of  lines  in  a  character  string.  Each  FsPTyp  contains  one  line 
of  text  by  definition. 

Procedure  WrFsFile 

Writes  the  entire  frame  character  string  to  a  PASCAL  file.  The  entire  write 
operation  is  Ethernet  interrupt  protected. 

Procedure  WrFsXFile 

writes  some  substring  of  a  frame  character  string  to  a  Pascal  file.  The  substring 
must  be  part  of  one  FsPtyp  node. 
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Piocedure  WrFs  writes  the  entire  frame  character  string  to  the  video  display  unit,  without  using  the 
normal  ZOG  utility  WrStrLn. 

6.2.2.  Fs  -  String  •  Conversion  Utilities. 

Procedure  CvFsStr  Converts  a  frame  string  to  a  PERQ  Pascal  string.  Given  a  linked  list  of  text 
(FsPTyp),  it  concatenates  the  individual  strings  of  the  list  into  one  long  string  of 
maximum  length  255. 

Function  CvStrFs  Converts  a  PERQ  Pascal  string  to  a  frame  string.  Given  a  string  of  maximum 
length  255.  it  parses  that  string  into  a  linked  list  of  strings  (FsPTyp),  where  each 
string  in  the  list  is  a  maximun  of  80  characters. 

Function  SFsP  Given  a  character  count  into  a  string,  return  a  frame  frame  string  pointer  to  point 
to  the  line  in  the  corresponding  frame  string  record  wherein  the  character  count 
points. 

6.2.3.  Fs  -  String  •  String  Utilities. 

•  Procedure  Fs  -  Adjust :  Changes  the  length  of  a  frame  string  to  the  given  value. 

•  Function  Fs  -  ConCat :  Concatenates  two  frame  strings. 

•  Function  Fs  -  SubStr :  Get  a  sub  Portion  of  a  frame  string. 

•  Procedure  Fs  -  Delete  :  Removes  characters  to  a  frame  siring. 

•  Procedure  Fs  -  Insert :  Insert  a  string  into  the  middle  of  a  frame  string. 

•  Function  Fs  -  Pos :  Finds  the  position  of  a  string  mask  in  a  frame  string. 

•  Function  Fs  -  PosC  :  Finds  the  position  of  a  character  in  a  frame  string. 

•  Function  Fs  -  RevPos<J  :  Finds  the  position  of  the  last  occurence  of  a  character  in  a  frame 
string. 

•  Function  Fs  -  AppendString  :  Appends  one  frame  string  to  another. 

•  Procedure  Fs  -  CAppend  :  Appends  a  character  to  the  end  of  a  frame  string. 

•  Procedure  F3  -  Convllpper :  Converts  a  frame  string  to  all  upper  case. 

•  Procedure  Fs  -  ConvLower :  Converts  a  frame  string  to  all  lower  case. 


6.3.  NetMakeDel  •  ZOG's  internal  memory  allocation  and  deallocation  routines 
The  utilites  of  this  module  are  broken  down  into  the  following  areas 
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6.3.1.  NetMakeDel  •  Initialize  and  Save  Record  Utilities 

6.3. 1.1  Procedure  IniNelMakeDe!  -  Initializes  variables  in  this  module. 

6.3. 1.2  Procedure  NetMakeDel. IniFBody 

IniFBody  takes  the  frame  pointer  which  has  just  had  its  body  fields  released,  and  initializes  these 
fields  to  nil.  The  only  exception  to  this  is  the  field  GPAD,  which  is  assigned  the  value  of  DefGPad,  a 
variable  local  to  the  module,  which  was  initialized  to  ’GPadsI’  during  the  initialization  of  zog  in 
Procedure  NetMakeDel. IniNetMakeDel. 

6. 3. 1.3  Procedure  IniFP  •  initialize  entire  frame  record. 

6.3.1 .4  Procedure  NetMakeDel. SavFsP. 

SavFsP  is  essentially  a  garbage  collector.  It  accepts  as  its  only  parameter  a  frame  string  pointer, 
(FsP)  that  it  is  to  add  to  the  list  of  unused  FsPTyp’s.  It  adds  the  node  sent  to  it  to  the  front  of  the  list  of 
unused  FsPTyp's  and  points  the  header  pointer  at  this  node.  In  this  case,  the  header  pointer  is  the 
variable,  FsPSav,  which  is  local  to  the  module. 

6.3.1 .5  Procedure  NetMakeDel. SavSelP. 

SavSelFP  s$  essentially  a  garbage  coiiecior.  it  accepts  as  its  only  par  a...eter  a  selection  pointer, 
(SelP)  that  it  is  to  add  to  the  list  of  unused  SelPTyp’s.  It  adds  the  node  sent  to  it  to  the  front  of  the  list 
of  unused  SelPTyp’s  and  points  the  header  pointer  at  this  node.  In  this  case,  the  header  pointer  is  the 
variable,  SelPSav,  which  is  local  to  the  moduk  . 

6.3.1 .6  F :ocedure  SavFP  -  Save  Frame  Record  in  the  same  fashion  as  SavSelP  and 
SavFsP,  on  the  local  list  of  saved  frame  records,  FPSav. 

6.3.2.  NetMakeDel  *  Release  Memory  and  Clear  Utilities 
6.3.2. 1  Procedure  NetMakeDel. RelFsP. 

RelFsP  will  release  a  frame  string  (FsPT yp)  pointed  to  by  a  frame  pointer  or  selection  pointer  field.  St 
accepts  as  its  lone  parameter  a  frame  string  pointer ",  sP  :  FsPTyp).  This  procedure  will  go  thru 
the  list  of  FsPTyp's  and  call  Procedure  NetMakeCV  -  (see  p.  97),  to  add  the  new  FsPTyP  to  the 
front  of  the  linked  list  of  unused  FsPTyp’s.  The  co  t  >  the  original  Frame  string  pointer  are  not 
altered;  it  will  be  cleared  out  if  and  when  a  new  frame  is  created. 


6.3. 2. 2  Procedure  NetMakeDel.RetSelP. 

This  procedure  is  where  the  actual  release  of  the  pointer  field  of  the  frame  pointer  occurs.  It  accepts 
as  a  parameter  a  selection  pointer  (SelP :  SelPTyp)  pointed  to  by  a  frame  pointer  field.  It  then  releases 
the  fields  TEXT,  ACTION,  EXPAND,  and  EXTRAFLDS  of  the  Selection  pointer  (SelP),  thru  a  call  to 
procedure  NetMakeDel.RelFsP  (see  p.  97).  Lastly,  it  saves  the  selection  pointer  in  a  linked  list,  as  part 
of  ZOG’s  own  garbage  collection  mechanism,  through  NetMakeDel.SavSelP  (see  p.  97). 

6. 3. 2. 3  Procedure  NetMakeDel.RalFBody. 

The  purpose  of  this  procedure  is  to  release  the  pointers  that  the  fields  Title,  Text,  Options,  LFads, 
Comment,  and  Accessor  point  to.  Its  lone  parameter  is  the  overall  frame  pointer  (FP).  It  releases  the 
pointers  by  calling  the  following  three  procedures  for  the  appropriate  fields  within  the  frame  body; 

6. 3. 2. 3.1  Procedure  NetMakeDei.RelSelP. 

This  procedure  is  where  the  actual  release  of  the  pointer  field  of  the  frame  pointer  occurs.  It  accepts 
as  a  parameter  a  selection  pointer  (SelP  :  SelPTyp)  pointed  to  by  a  frame  pointer  field.  It  then  releases 
the  fields  TEXT,  ACTION,  EXPAND,  and  EXTRAFLDS  of  the  Selection  pointer  (SelP),  thru  a  call  to 
procedure  NetMakeDel.RelFsP  (see  p.  97).  Lastly,  it  saves  the  selection  pointer  in  a  linked  list,  as  part 
ef  ZOG's  own  garbage  collection  mechanism,  through  NetMakeDel.SavSelP  t  teep.  97). 

6.3. 2. 3. 2  Procedure  NetMakeDel.RelFsP,  for  Frame  Comment 

6. 3. 2. 3. 3  Procedure  BaseLib.RelFsl 5P,  for  Frame  Accessors  -  NOT  USED  In  PERQ  ZOG 

6. 3. 2. 4  Procedure  RelF  -  Releases  the  entire  contents  of  a  frame  record.  This  routine 
merely  calls  Procedure  BaseLlb.RelFH  to  release  the  frame  header  and  the  above 
procedure,  RelFBody  to  release  the  frame  body. 

6.3. 2.5  Procedure  RelFP  •  Releases  the  frame  pointer  and  saves  the  FPTyp  on  a  list  of  free 
FPTyps  via  NetMakeDol.SavFP. 

6. 3. 2. 6  Procedure  RelFHP  •  Releases  the  frame  header  pointer  and  saves  the  FHPTyp 
node  on  a  list  of  free  FHPTyps,  via  NetMakeDel.SavFHP, 

6. 3. 2. 7  Procedure  ClrFBody. 

For  details  of  the  inner  workings  of  NetMakeDel. ClrFBody  see  p.  72. 


6.3. 2.8  Procedure  ClrFP  -  Clear  entire  frame  record  by  releasing  the  frame  header  and 
body  structures  and  reinitializing  the  frame  pointer  fields. 

6.3.3.  NelMakeOel  •  Create  and  Delete  Utilities 
The  three  create  routines  all  act  the  same  in  that  they  obtain  the  new  node  either  by  creating  it  or 
getting  it  from  the  free  list  of  the  particular  node  type.  They  then  reinitialize  the  new  node. 

The  two  delete  routines  behave  the  same  in  that  they  remove  a  node  from  particular  list.  Note:  No 

attempt  is  made  to  save  these  deleted  nodes  in  these  routines. 

Function  CrFsP  Creates  a  new  frame  string  pointer  type  (FsPTyp). 

Function  CcFP  Creates  a  new  frame  pointer  type  (FPTyp). 

Function  CrSelF  Creates  a  new  selection  pointer  type  (SelPTyp)  in  a  frame. 

Procedure  DelFsl  Deletes  a  string  from  a  list  of  frame  strings, 

Procedure  OelSell  Deletes  a  Selection  Pointer  type  from  a  list  of  SelPTyps. 

Procedure  SetMrkSel 

Sets  or  clears  the  "continuation  mark"  in  the  selection  text  after  the  selection 
character,  where  the  continuation  mark  is  simply  a  ’  and  the  non-continuation  is 
a'-’. 

6.4.  Netlnsert  -  Routines  to  manipulate  strings  Into  frame  data  structures 
These  routines  all  perform  insertions  into  lists  and  are  broken  down  into  the  following  *reas.  An 
example  of  the  use  of  Netlnsert  routines  can  be  seen  in  Module  Fs.String,  which  ca'ls  many  of  the 
FsPTyp  insertion  routines. 

6.4.1 .  Netlnsert  -  Insert  at  the  beginning  of  a  list  Utilities 

•  Procedure  InsbFsl  -  Inserts  a  (frame)  string  (string[80])  at  the  beginning  of  a  list  of 
FsPTyp’s. 

•  Procedure  InsbSeli  •  inserts  a  selection  pointer  (SelPTyp)  at  the  beginning  of  a  list  of 
selection  pointers. 

6.4.2.  Netlnsert  -  Insert  prior  to  a  node  In  a  list  Utilities. 

•  Procedure  !nspFsl5l  -  Inserts  a  new  FsPTyp  node  into  a  linked  list  prior  to  the  node 
currently  being  pointed  to  in  the  list  (Fs  1 5P). 

•  Procedure  InspFsi  •  Inserts  a  frame  string  into  a  linked  list  prior  to  the  node  currently 
being  pointed  to  in  the  list  (FsP). 

•  Procedure  InspSell  •  Inserts  a  selection  pointer  (SelPTyp)  into  a  list  of  selection  pointers 
prior  to  the  node  currently  pointed  to  in  the  list  (SelP). 
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6.4.3.  Netlnsert  ■  Insert  after  a  node  In  a  list  Utilities 

•  Procedure  InsaFsISI  -  Inserts  a  new  FsPTyp  node  into  a  linked  list  after  tc  the  node 
currently  being  pointed  to  in  the  list  (Fs15P). 

•  Procedure  InsaFsl  •  Inserts  a  frame  string  into  a  linked  list  after  to  the  node  currently 
being  pointed  to  in  the  list  (FsP). 

•  Procedure  InsaSeli  •  Inserts  a  selection  pointer  (SelPTyp)  into  a  list  of  selection  pointers 
after  to  the  node  currently  pointed  to  in  the  list  (SelP). 

6.4.4.  Netlnsert  -  Insert  at  the  end  of  the  list  Utilities 

•  Procedure  InseFsl  •  inserts  a  frame  string  at  the  end  of  a  list  of  FsPTyp's 

•  Procedure  InseSell  •  Inserts  a  selection  pointer  (SelPTyp)  at  the  end  of  a  list  of  selection 
pointers 


6.5.  NetOption  •  Provides  utilities  for  manipulating  frame  selections 

6.5.1 .  NetOption  -  Utilities  which  search  for  seiections  based  on  selection  character 

©  Function  GSelF  -  (PRIVATE)  -  returns  a  pointer  to  the  selection  in  the  current  list  whose 
selection  character  matches  the  specified  character,  or  NIL  if  no  match  is  found. 

•  Function  GOptF  •  returns  a  pointer  to  an  option  in  the  specified  frame  with  the  given 
selection  character  if  it  exists,  else,  the  Var  boolean,  Sig,  is  &*t  to  false.  Invokes 
NetOption.GSelF  to  do  the  work. 

•  Function  GPadF  -  returns  a  pointer  to  a  local  pad  in  the  specified  frame  with  the  given 
selection  character  if  it  exists,  else,  the  Var  boolean,  Sig,  is  set  to  false.  Invokes 
NetOption. GSelF  to  do  the  work. 

6.5.2.  NetOption  •  Utilities  which  insert  selections  in  the  specified  frame 

•  Procedure  InsSeiF  •  (PRIVATE)  •  Generalized  selection  insertion  routine  which  searches 
throught  the  specified  selection  list  (option  or  local  pad)  until  it  finds  the  appropriate 
place,  based  cn  row  and  column  position  for  the  new  selection.  It  then  ‘nvokes  either 
Netlnsert.lnsASelL  or  Netlnsert.lnsPSelL  to  insert  the  selection  in  the  appropriate  slot  in 
the  selection  list. 

•  Procedure  InsOptF  •  inserts  the  specified  option  into  the  specified  frame’s  option  list  via 
NetOption. InsSeiF. 

•  Procedure  insPadF  •  inserts  the  specified  local  pad  into  the  specified  frame’s  option  list 
via  NetOption.lnsSeiF. 


6.5.3.  NetOption  -  Utilities  for  creating  new  selections 

•  Function  CvStrSelTxt  •  returns  a  pointer  to  the  selection  text,  in  frame  string  type  record, 
converted,  from  the  passed  PASCAL  string.  It  does  this  via  a  call  to  Fs  -  String. CvStrFs  to 
do  the  actual  string  parsing  into  the  F  rame  string  record. 

•  Function  CrOptF  •  Returns  a  pointer  to  a  new  option  in  the  specified  frame  with  the 
specified  selection  character  at  the  specified  position  via  calls  to  NetMakeDet.CrSelF  and 
NetOption.lnsOptF. 

•  Function  CrPadF  •  Returns  a  pointer  to  a  new  local  pad  in  the  specified  frame  with  the 
specified  selection  character  at  the  specified  position  via  calls  to  NetMakeDel.CrSelF  and 
NetOption. InsPadF. 

•  Function  GNewOpt  •  returns  the  row  and  column  position  and  selection  character  for  a 
next  new  option  in  the  specified  frame,  based  on  ASCII  sequence  of  selection  characters. 


6.S.  NetStack  •  Routines  to  manipulate  the  frame  stack 
Because  these  routines  only  stack  the  frame  id's  of  frames,  popping  the  stack  always  involves  a 
read  of  a  frame.  Thus,  they  are  somewhat  inefficient.  The  routines  in  Module  StackLib  overcome  this 
problem  by  stacking  the  entire  frame  record;  thus,  popping  a  frame  simply  involves  releasing  some 
records,  and  modifying  some  pointers,  rather  than  a  correspondingly  slower  disk  read. 

6.6.1 .  NetStack  -  Initialization  Utilities 

•  Procedure  initFstk  -  Initializes  the  fields  of  a  frame  buffer  stack. 

•  Procedure  InitNetStack  •  calls  Procedure  InitFstk  to  initialize  the  stack  in  Module 
NetStack  with  the  exported  frame  stack  record  variable,  FPX. 

6.6.2.  NetStack  -  General  Stack  Utilities. 

•  Procedure  RdFstk  -  Calls  Procedure  NetHandl.RdF  to  read  a  frame  from  a  file  into  the  top 
of  the  frame  buffer  stack. 

•  Procedure  PshFstk  -  Pushes  the  Frame  Id  of  the  current  top  frame  in  the  frame  buffer 
stack  in  preparation  for  adding  the  next  frame  onto  the  top  of  the  stack. 

•  Procedure  PopFstk  -  Restores  a  frame  to  the  top  frame  of  the  frame  buffer  stack  by 
popping  the  old  frameid  from  the  stack,  and  reading  it  back  into  the  stack  via 
NetHandl.RdF. 

6.6.3.  NetStack  -  Standard  Frame  Buffer  Stack  Utilites 

These  routines  are  the  most  commonly  used  ones,  since  they  use  the  exported  frame  stack  record, 
FPX  as  their  default  argument. 

«  Procedure  RdFstkX  •  Reads  a  frame  from  a  file  into  the  buffer  stack  X,  through  a  call  to 
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Procedure  RdFstk. 

•  Procedure  PshFstkX  •  Preserves  the  current  top  frame  in  the  frame  buffer  stack  X  through 
a  call  to  Procedure  PshFstk. 

•  Procedure  PopFstkX  -  Restores  a  preserved  frame  to  the  top  of  the  frame  buffer  stack  X 
through  a  call  to  Procedure  PopFstk. 


6.7.  NetString  *  Provides  low  level  string  and  character  manipulation  routines 
NetString  Utilities  are  broken  into  the  following  areas; 

6.7.1 .  NetString  •  Convert  Utilities. 

Function  CvUcLc  converts  the  passed  upper  case  character  to  a  lower  case  character.  It  returns 
the  lower  case  character. 

Function  CvLcUc  converts  the  passed  lower  case  character  to  upper  case.  It  returns  the  upper 
case  character. 

Procedure  ConvLower 

is  used  to  convert  a  string  of  characters  to  lower  case  by  calling  NetString. CvUcLc 
to  do  the  work. 

Function  AnyPos  returns  the  position  of  a  string  mask  in  some  source  text.  It  converts  both  the 
mask  and  source  to  iow«r  case,  and  then  invokes  PERQ  -  String. Pcs  to  find  the 
position  of  the  mask  (a  pattern)  in  the  source  string. 

Function  Narrow  converts  a  double  precision  integer  to  a  single  precision  integer  by  using  the  Perq 
Pascal  extension  intrinsic,  shrink. 

Function  Widen  converts  a  single  precision  integer  to  a  double  precision  integer  by  using  the 
PERQ  PASCAL  extension  intrinsic,  stretch. 

6.7.2.  NetString  •  String  Manipulation. 

Procedure  Strip  this  routines  removes  all  leading  and  trailing  carriage  returns,  line  feeds,  and 
spaces  from  the  string,  returning  only  the  text  of  the  string. 

Function  TFsNuii  Tests  if  a  frame  string  is  null,  by  examining  the  linked  list  of  FsPTyp's.  The  first 
one  encountered  whose  text  record  has  length  greater  than  zero  causes  the 
function  to  exit  returning  a  value  of  false.  Returns  true  when  the  function  is 
passed  a  nii  pointer, 

Function  GFsTSP  Will  go  through  a  linked  list  of  Fs15PTyps  to  find  the  position  of  the  mask 
(pattern),  in  the  text  record  of  the  list  elements.  Returns  a  pointer  to  the  node  in 
the  list  containing  that  mask. 
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6.7  j.  NetString  •  String  Equality  Utilities. 

Function  TEqStrCase 

Tests  if  two  string  are  equal,  disregarding  case,  by  calling  Procedure  Strip  to  rid  of 
nontext  characters.  Then  it  calls  PERQ  -  String. Pos  to  do  the  actual  comparison, 
by  calling  it  twice,  interchanging  the  mask  and  source  with  each  call.  If  both 
return  the  value  1 ,  then  the  two  strings  are  equal  and  true  is  returned. 

Function  TEqStrSub 

Tests  if  one  string  is  a  substring  of  another  string,  again  calling 
PERQ  -  String  Pos. 

6.7.4.  NetString  -  String  <  =  >  Numeric  Conversion  Utilities 

These  routines  make  use  of  the  PERQ  PASCAL  extensions  such  as  Trunc,  Float  and  Round  and 

Stretch  to  handle  most  of  the  work. 

Function  RoundLong 

Converts  a  real  number  to  a  rounded  long  integer 
Function  TruncLong 

Converts  a  real  number  to  a  truncated  long  integer 

Function  FloatLong 

Converts  a  long  integer  to  a  truncated  real  number 
Procedure  CvRealStr 

Converts  a  real  number  to  a  character  string 

Function  CvStrReal 

Converts  a  character  string  to  a  real  number 

6.7.5.  NetString  -  Time  and  Date  Utilities. 

•  Procedure  CvTimlntStr  ■  Converts  the  integer  time  in  milliseconds  to  its  character  form, 
by  converting  the  hours,  minutes  and  seconds  one  at  a  time  and  appending  a  to  the 
returned  string  before  proceding  to  the  next  level.  The  result  is  a  a  string  in  the  form 
HH:MM:SS.  This  routine  is  the  converse  of  BaseLib.CvTimlntStr. 

•  Procedure  CvMonlntStr  -  Converts  the  integer  month  to  a  string  datt .  For  example,  the 
integer  month,  9,  is  converted  to  the  string  date,  'Sep'.  This  routine  is  the  converse  of 
BaseLib.CvMonintStr. 

•  Procedure  CvDatlntStr  -  Converts  a  date  integer  to  a  date  string,  it  converts  the  day, 
month  and  year  to  strings,  one  at  a  time,  then  inserts  them  into  the  string  to  be  returned. 

This  routine  is  the  converse  of  BaseLib.CvIntDatStr. 

6.7.6.  NetString  •  General  Utilites. 

•  Function  TFidValid  -  Tests  if  a  frame  ID  is  legal  by  calling  Procedure  NetString. PrsFid 
below.  Returns  true  if  Fid  is  valid. 


•  Procedure  PrsFid  -  Parses  the  frame  ID  into  Subnet  Id  and  Frame  Number  parameters  to 
be  returned  to  the  calling  routine.  In  the  process  it  checks  to  see  if  the  subnet  iD  is  valid 
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via  BaseLib.TSidValid  and  if  the  frame  number  is  less  than  the  maximum  allowed  in  a 
subnet.  If  either  of  the  tests  fails,  it  returns  the  empty  string  for  the  subnet  ID,  zero  for  the 
frame  number,  and  sets  the  Vai  boolean,  Sig,  to  false. 

•  Note:  Because  of  this  routine's  call  to  BaseLib.TSidValid,  and  the  fact  that  the  Subnet 
Name  is  a  Var  parameter,  this  routine  will  return  the  subnet  name  with  corrected  case 
(i.e.,  the  same  case  as  it  appears  with  in  :zognet>Subnet. Index).  It  is  used  for  precisely 
this  purpose  in  a  number  of  places  throughout  ZOG. 


6.8.  NetUb  ■  Umbrella  module  for  the  above  routines. 
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7.  Editors 

The  ZOG  sysjem  editors  provide  the  interface  for  users  to  direct  make  changes  to  a  frame.  ZED  is 
the  more  general  editor  used  during  frame  creation  as  well  as  to  modify  existing  frames  in  an  arbitrary 
way.  SLED  is  ZOG's  slot  editor  which  provides  a  mechanism  for  controlled  filling  in  of  "slots"  or 
blanks  on  a  special  "environment"  frame. 

7.1.  The  ZOG  Editor,  ZED 

ZED  is  a  general  purpose  frame  editor,  with  special  functions  for  creating,  moving  and  deleting 
frame  items  (Text,  Title.  Options  and  Local  Pads)  as  well  as  accessing  "hidden"  fields  (Frame 
comment,  Item  actions,  expansion  areas  and  selection  next-frames).  It  can  be  invoked  via  Top-Down- 
Frame-Creation,  the  "edit"  global  pad  and  the  tDe<Frameld>  action,  each  of  which  eventually  call 
ZEdit.F.dFr,  the  sole  entry  point  into  ZED. 

The  ZED  Modules  provide  ail  the  ZED  command  parsing  and  most  low-level  ZED  support  routines, 
and  only  interface  with  ZOG  via  the  lower-level  subnet  handling  modules  and  the  screen  interface 
modules. 

7.1.1.  Module  ZEdit 

This  module  provides  the  entry  pcir.t  from  ZOG  into  ZED,  Vi?  its  procedure  EdFr.  It  also  ircoroorates 
the  ZED  Commands  parser(s)  and  implements  the  commands  for  editing  a  frame’s  "invisible  fields" 
(Comments,  actions,  nextframes  and  expansion  areas). 

7.1. 1.1  ZEdit. InitEdit 

initEdit  is  called  to  initialize  the  data  structures  which  will  be  used  throughout  the  ZOG  Editor,  ZED. 
it  does  the  following  initializations: 

•  Create  an  edit  frame  record  for  storing  a  copy  of  the  frame  being  edited,  via  a  call  to 
NetMakeDel.CrFP 

•  Allocate  memory  for  a  ZED-wide  global  character  buffer  pointed  to  by  BufP  (defined  and 
declared  in  ZEDDefs):  Set  the  buffer’s  initial  length  to  zero  (empty-  buffer) 

•  Set  the  ZED-wide  global  boolean,  NetWalking,  to  false;  (This  boolean,  EXPORTed  from 
ZEDDefs,  means  the  user  has  temporarily  left  the  editor,  and  may  want  to  resume  editing 
in  the  frame  last  edited.) 

•  Set  the  ZED-wide  global  boolean,  XCHG,  EXPORTed  from  ZEDDefs,  to  false 

•  Set  the  ZED-wide  global  variable,  OldWindow,  EXPORTed  from  ZEDDefs,  to  1 

•  Set  the  default  length  (in  lines)  of  a  frame  to  be  edited 


7,1 .1.2  Procedures  EdFr  and  Editing 

Procedure  EdFr  is  the  entry  point  into  ZED.  It  performs  the  initial  setup  for  ZED,  then  invokes  the 
main  ZED  Command  Parser,  Editing. 

7.1. 1.2.1  ZEdit.EdFr 

This  routine  simply  (re)displays  the  frame  to  be  edited  in  the  current  window,  invokes  the 
initialization  routine,  ZEdit.lnit,  and  then  invokes  the  ZED  command  parser. 

•  If  the  user  had  previously  done  an  "  or  a  "h"  command,  invoke  EditAgain  to  query  the 
user  about  resuming  editing,  and  do  the  new  frame  display 

•  Otherwise,  open  the  specified  frame  for  editing,  and,  if  necessary,  display  it  in  the  current 
window 

•  Invoke  ZEdit.lnit  to  display  the  ZED  messages  and  titles  and  reset  the  global  editing 
variables  to  an  initial  state 

•  Call  ZEdit.Editing,  the  ZED  command  parser  to  accept  and  interpret  ZED  commands  from 
the  user,  until  global  boolean,  Exiting,  is  set  to  true 

•  Invoke  internal  procedure,  ZEdit.EdFr.EndZedStat,  to  reset  some  of  the  display  functions, 
and  to  record  ZED  ending  times  for  Statistics  record  keeping 

7.1.  i.2.2  ZEdit.Editing 

This  procedure  is  the  top-level  command  interpreter/processor  for  ZED.  All  user  commands 
entered  from  within  ZED  are  interpreted  through  a  large  CASE  statement,  with  the  appropriate  routine 
being  called  to  actually  perform  the  ZED  command. 

7.1 .1 .2.2.1  initialize  and  get  command  character 

•  Set  the  cursor  on,  place  it  at  the  bottom  of  the  screen  and  reset  some  global  booleans 

•  Get  a  character  from  the  keyboard  or  mouse  via  ZCanvas.RdKeyEv 

•  Process  the  iteration  count,  if  any,  and  get  the  command  character  via  ZEdit.DigitProc 

•  Process  the  "star"  (”*")  character,  if  entered,  and  get  the  command  character  (via 
ZEdit-StarProc) 

•  Redisplay  the  ZED  message  at  the  bottom  of  the  window  with  ZOspIric.WrtMsg 

7.1 .1 .2.2.2  Begin  command  parsing  loop  by  checking  if  a  command  was  entered  by  the 
mouse,  and  if  so,  translating  the  mouse  button  click  to  a  command  character 
via  ZEdit.WhichMcuse. 
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7.1 .1 .2.2.3  Parse  the  command  character  entered  with  a  case  statement,  and  invoke  the 
appropriate  procedure  to  execute  the  intended  command. 

7.1 .1 .3  ZED  Support  Procedures 

These  are  some  higher  level  procedures  which  implement  initialization  and  exiting  code,  and  as  well 
as  some  of  ZEO’s  higher-level  commands. 

•  ZEdit.lnit 

•  ZEdit.EditAgain 

•  ZEdit. Wandering 

•  ZEdit.OutZED 

•  ZEdit.Quit 

•  ZEdit.HIp 

•  ZEdit  .Refresh 

•  ZEdit.ChgGPad 

•  OAnCren.n 

^  MMIIM 

7.1. 1.3.1  ZEdit.lnit 

This  is  the  initialization  routine  calied  each  time  ZED  starts  up  It  performs  a  variety  of  functions: 

•  Store  old  alternate  cursor,  then  clear  it;  Determine  height  of  window 

•  Load  up  Global  String,  EdMsg,  with  standard  ZED  user  message 

•  Display  message, "  *Edif "  string,  and  new  ZED  title  in  window 

•  Initialize  local  and  global  variables,  moslly  booleans 

•  Invoke  ZEdUtil.Uemlnitto  initialize  globai  variables  CurSelP  er.d  Cltem 

7.1. 1.3.2  ZEdit.EditAgain 

This  procedure  is  used  when  the  user  has  suspending  a  previous  editing  session  (Module-wide 
boolean  NetWalking  is  true),  and  the  user  is  initiating  a  new  session,  it  queries  the  user  as  to  which 
frame  he/she  wishes  to  edit,  gets  the  results,  and  displays  Ihe  appropriate  frame. 

•  Display  query  as  to  whether  the  user  wishes  to  resume  editing  the  previous  frame  in  the 
previous  window,  and  obtain  reply 

•  If  so,  obtain  that  frame  and  move  to  the  appropriate  window,  if  necessary 


•  Otherwise,  if  there  were  changes  made  to  the  previously  edited  frame,  (XCHG  is  true) 
then  ask  user  if  he/she  wishes  to  preserve  those  changes.  If  so,  then  write  out  the  frame 
stored  in  EdFP. 

•  Finally,  ask  the  user  if  he/she  wishes  to  edit  the  current  frame.  If  so,  then  open  that  frame 
for  editing  and  read  it  into  EdFP,  and  set  the  var  parameter  fid  to  be  the  current  frame. 

Else,  just  dear  the  messages  and  redisplay  the  current  frame  if  it  has  been  changed. 

7.1 .1 .3.3  ZEdit.Wandering 

This  procedure  implements  the  command,  to  allow  the  user  to  (temporarily)  leave  the  editing 
session  on  the  current  frame,  and  go  "wandering''  through  the  subnets.  It  sets  up  global  booiean3  to 
allow  for  the  return  to  the  previously  edited  frame  via  ZEdit.EditAgain. 

•  Display  the  appropriate  message  in  the  user  display  line 

•  Save  the  changes  made  with  ZEdUtil.Save  -  Chg  (which  sets  Global  XCHG  to  true) 

•  Remove  the  ZED  messages  and  "ZED  global  pads"  via  ZEdit.Clean 

•  Set  Module  wide  boolean,  NetWalking,  to  true,  so  EditAgain  will  be  invoked  upon  reentry 
into  ZED 

•  Make  other  window  the  current  window  via  ZWind.XChange 

•  Set  Global  boolean.  Exiting,  to  true,  so  as  to  leave  EdFr 

7.1.1 .3.4  ZEdit.OutZED 

OutZED  implements  the  Exit  C'e”)  command.  It  is  the  routine  which  causes  the  edited  copy  of  the 
frame  to  be  written  out  to  the  subnet  on  the  disk. 

•  Set  Module-wide  Boolean,  NetWalking,  to  false 

•  Clean  off  the  ZED  related  messages  and  strings  on  the  frame  being  edited  via  ZEdit.Clean 

•  Invoke  ZEdUtil.Save  -  Chg 

•  If  the  current  user  is  "GUEST”  and  changes  wero  made  to  the  frame  being  edited,  give 
the  user  a  message  stating  that  no  permanent  changes  are  being  made,  and  exit 

•  If  changes  were  made  to  the  frame  being  edited,  then  close  the  frame,  via  NetHandl.CIsF, 
and  read  the  new  frame  into  the  window  structure  with  ZWind.RdFWind 

•  Set  Global  Boolean,  Exiting,  to  true,  so  as  to  exit  EdFr 


7.1 .1 .3.5  ZE.dit.Quft 

Quit  is  used  to  implement  the  "q"  command.  The  changes  made  to  the  frame  are  discarded,  and  the 
original  frame  is  redisplayed. 

•  Set  Module  wide  boolean,  NetWalking,  to  falso 

•  Invoke  ZedUtii.Save  -  Chg 

•  Erase  the  ZED  messages  and  "global  pads"  with  ZEdit.Cloan 

•  Do  a  quit  for  the  currently  open  frame  via  NetHaixii  Quit!-' 

•  If  changes  were  made  during  the  editing  session,  reread  and  redisplay  the  original 
unchanged  frame  via  2Wind.RdFWind  and  ZWind.DspWind 

7. 1.1. 3.6  ZEdit.HIp 

This  routine  is  very  similar  to  procedure  Wandering;  it  saves  the  changes  that  were  made,  and  sets 
the  NetWalking  state.  It  then  switches  to  the  other  window  and  displays  the  top  ZED  help  frame. 

•  Display  the  "wandering"  message  in  the  user  display  line 

•  Invoke  ZedUtii.Save  -  Chg 

•  Erase  the  ZED  strings  on  the  frame  with  ZEdit. Clean 

•  Set  Module  wide  boolean,  NetWalking  to  true,  so  ZED  can  reenter  editing  of  the  current 
frame 

•  Set  Global  boolean,  Exiting,  to  true,  so  as  to  exit  EdFr 

•  Switch  windows  with  ZWirid.XChange 

•  Read  in  and  display  the  help  frame  "Help4"  using  ZAAction.GoToFrame 

7.1. 1.3. 7  ZEdit. Refresh 

This  procedure  implements  the  Control-L  command;  it  clears,  then  redisplays  the  window 
containing  the  frame  being  edited. 

•  Save  the  current  cursor  position 

•  Clear  the  window  with  ZDisplay.Clear 

•  Redisplay  '.he  frame  being  edited  with  ZedUtil.DspFPED 

•  Display  the  ZED  heading  and  default  message  via  ZedUtil.DspEditorHdAndTail 

•  Redisplay  the  cursor  at  its  old  position  by  recovering  the  stored  old  position,  then  placing 
the  cursor  there  with  ZDspInc.DspTxtPos 
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•  Turn  the  cursor  on  with  ZCanvas.CursorOn 

7.1 .1 .3.8  ZEdit.ChgGPad 

This  procedure  implements  the  "G"  command,  to  change  the  frame’s  global  pad  frame. 

•  Prompt  the  user  for  new  Global  Pad  Frame,  displaying  the  current  one  as  a  default 

•  Obtain  the  user's  response  via  ZedUtil.ReadStr 

•  If  a  new  Global  Pad  frame  has  been  specified  by  the  user  or  GPadsi,  the  ZOG  default 
Global  Pad  frame,  enter  it  in  EdFPt.gpad 

•  Redisplay  the  ZED  message  in  the  User  display  line  of  the  window  with  ZedUtii.WrtMsg 

7.1 .1 .3.9  ZEdit.RepFrame 

This  procedure  implements  the  (Replace  Frame)  command.  It  copies  the  contents  of  the 
specified  frame  into  ZED'S  frame  structure,  EdFP. 

•  Display  a  prompt  for  the  user  to  enter  the  frame  id  of  the  frame  to  copy  into  the  current 
frame 


•  Get  the  user's  response  via  ZedUtil.ReadStr 

a  I#  fKfi  HCArV'  fromA  ic*  a  wnlirf  aha  rlAor  tha  erraan  ranvj  Ilia  onarifiaH  frama  intn  Er4CD 
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display  the  new  frame  via  ZedUtil.DspFPED,  initialize  with  ZEdit.lnit,  and  set  the  global 
boolean,  XCHG  to  true,  indicating  that  a  change  has  been  made  in  the  editing  session 

7. 1.1. 4  Local  Utilities 
®  ZEditOnpSe) 

•  ZEdit.DigitProc 

•  ZEdit.StarProc 


•  ZEdit.FS«)F 


•  ZEdit.Whichltem 

•  ZEdit.Mouw 

•  ZEdit.WhichMouM 


•  ZEdit.Ocum 
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7.1 .1.4.1  ZEdit.CmpSel 

This  procedure  is  a  low-level  routine  to  match  a  row  and  column  position  in  the  current  window  to  a 
selection,  returning  a  pointer  to  that  selection,  if  a  match  occurs. 

•  Starting  with  the  selection  pointer  passed  to  this  routine,  check  to  see  if  that  selection’s 
row  and  column  position  match 

•  If  so,  assign  the  var  parameter,  NSel,  to  the  comparison  selection  pointer,  set  the  var 
boolean  found  to  true,  and  exit 

®  If  not,  get  the  selection  pointed  to  by  the  next  field,  and  if  it  is  not  NIL,  then  repeat 

7. 1.1. 4. 2  ZEd’t.DigitProc 

This  procedure  is  used  to  obtain  the  [optional]  iteration  count  from  the  user  for  his/her  commands. 
It  is  called  from  the  command  interpreters  when  the  first  character  the  user  has  input  is  a  digit.  It 
returns  the  iteration  count  via  the  global  variable,  Iteration,  and  returns  the  first  non-digit  character  in 
global  variable,  Chrr. 

•  Initialize  the  local  integer  variable,  int,  to  0 

•  Set  the  Global  variable,  Chglteration  to  true,  to  indicate  a  non-ur  ty  iteration  count 

•  Add  the  first  digit  into  int  and  read  another  character  via  ZCanva^.RdKeyEv 

•  Continue  adding  in  iproperly  for  decimal  numbers)  and  reading  characters  until  the  first 
non  digit  is  entered,  at  which  point  assign  Iteration  to  the  current  value  of  int,  and  return 

7.1 .1 .4.3  ZEdit.StarProc 

This  procedure  is  used  to  obtain  the  command  from  the  user  after  he/she  has  entered  a  "star" 
("*"),  signifying  the  command  is  to  apply  to  the  end  of  the  item.  It  is  called  from  the  command 
interpreters  when  the  first  character  the  user  has  input  is  an  asterisk.  It  set  the  global  boolean,  Star, 
and  returns  the  inext  character  entered  in  global  variable,  Chrr. 

e  Set  the  Global  variable,  Star,  to  true,  to  indicate  that  processing  is  to  occur  to  the  end  of 
the  current  item 

•  Read  the  next  character  into  Chrr  via  ZCanvas.RdKeyEv 

7.1. 1.4.4  ZEdit.FSeJF 

This  procedure  checks  to  see  if  the  mouse  position,  passed  to  it  via  parameters  row  and  column, 
falls  within  the  selection  box  of  any  of  the  passed  selection  type. 

•  Initialize  var  boolean,  found,  to  false 

•  For  every  non-NIL  value  of  ASel,  the  passed  selection  pointer,  see  if  row  is  within  the  10,  II 
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pair  of  the  selection,  and  if  column  is  within  the  c.O,  cl  pair  of  the  selection 

•  If  so,  serfound  to  true,  and  exit 

•  Else,  get  the  next  selection  pointer,  ASelt.nextsel  and  repeat  the  checking 

7.1 .1 .4.5  ZEdit.Whichltem 

Given  a  row  and  column  position  of  the  mouse  in  the  frame  being  edited,  this  procedure  returns  a 
pointer  to  the  selection  containing  that  row,  column  position,  if  it  exists. 

•  Set  local  selection  pointer  variable,  ASel,  to  the  first  Option  on  the  frame,  and  check  with 
FSelF.  If  successful,  just  exit 

•  Set  local  selection  pointer  variable,  ASel,  to  the  first  Local  Pad  on  the  frame,  and  check 
with  FSelF.  If  successful,  just  exit 

•  Set  local  selection  pointer  variable,  ASel,  to  the  frame  text,  and  check  positions  locally.  If 
successful,  set  boolean  found  to  true  and  exit 

•  Set  local  selection  pointer  variable,  ASel,  to  the  frame  title,  and  check  positions  locally.  If 
successful,  set  boolean  found  to  true  and  exit 

7. 1.1. 4. 6  ZEdit. Mouse 

This  procedure  implements  the  mouse  selection  feature  in  ZED.  It  the  user  clicks  the  mouse  inside 
any  item,  this  routine  will  find  that  item,  and  put  the  cursor  at  the  position  selected  by  the  mouse. 

•  Get  the  row  and  column  of  the  position  of  the  mouse,  and  save  the  current  item 
information  in  OSelP 

•  Invoke  Whichltem  to  determine  the  item  inside  of  which  the  mouse  was  clicked 

•  If  no  match,  give  error  message  and  exit 

•  Else,  calculate  the  new  relative  position  within  the  selected  item 

•  Update  the  current  item  information  to  reflect  the  possibly  new  item  and  cursor  position 

•  Display  the  cursor  at  the  new  position  with  ZDspInc.DspTxtPos 

7. 1.1. 4.7  ZEdit.  WhichMouse 

This  procedure  i3  used  to  interpret  a  mouse  button  click  as  either  a  "ZED  global  pad"  selection  or 
as  a  mouse  button  click  for  some  other  purpose,  probably  cursor  movement  within  the  frame. 

•  If  the  mouse  was  clicked  somewhere  in  the  bottom  row,  then  call  procedure 
ZedUtil.CheckCommand  to  interpret  the  mouse’s  position  as  a  ZED  command  from  the 
ZED  "global  pads"  displayed  on  the  bottom  row  (LenChFrame);  this  procedure  set  Global 
variable,  Chrr,  to  be  the  first  letter  of  the  selected  command  from  the  "global  pads”  list. 
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•  Else,  just  return  Global  variable,  Chrr,  as  mousebutton,  defined  in  ZedDefs  as  Chr(1) 
(ASCII  Control  A). 

7.1, 1.4.8  ZEdit. Clean 

This  procedure  is  used  to  remove  the  ZED  messages  from  the  display  of  the  edited  frame  in  the 
current  window,  prior  to  leaving  ZED. 

•  Set  the  character  display  function  to  Replace  mode  via  ZCanvas.SetChFunc 

•  Turn  the  cursor  off,  then  position  it  at  1,59  in  the  frame,  the  position  of  the  "  *EcJit*  ”  string 

•  Display  6  spaces  with  ZCanvas.PutCh  to  "erase"  that  string 

•  Place  the  cursor  at  the  user  display  line  with  ZDspInc.DspPos,  then  clear  that  line  with 
ZDisplay.CIrLine 

•  Obtain  and  display  the  frame’s  global  pads,  via  ZDisplay.DGPads 

•  Call  ZCanvas.ChangeCanvas  to  redisplay  the  whole  window 

7.1 .1.5  Procedures  for  editing  invisible  fields 

•  ZEdit  SavOd 

4  ZEdit.HestOtd 
4  ZEdit.SmallMousa 

•  ZEdit.CmdProc. 

4  ZEdit.AltNxtFm 

•  ZEdit  AltExpAct 
4  ZEdit  CrExpAct 
4  ZEdit.nelStr 

•  ZEdit.AltSelAction 
4  ZEdit.AltSelExparvd 

4  ZEdit. AltFmComrT^nt 
4  ZEdit.  AltFmActi  on 


4  ZEdit.  AltFmExpansion 


7.1.1 .5.1  ZEdit.SavOid 

This  procedure  is  called  whenever  any  of  the  "invisible"  fields  are  to  be  edited.  It  saves  the  current 
selection  pointer  in  the  edited  frame,  and  clears  the  window: 

•  Save  the  current  selection  pointer  in  global  variable,  SaveSelP 

•  Create  a  new  one  for  use  while  editing  the  invisible  field,  via  a  call  to  NetMadeDel.CrSoiF 

•  Cail  ZedUtil.ltemlnit  to  initialize  the  new  selection  pointer  and  current  item  structure 

•  Clear  the  current  window  via  ZDisplay .Clear 

•  Make  the  character  display  mode  the  XOR  function  via  ZCanvas.SetChFunc 

7. 1.1. 5. 2  ZEdit.RestOld 

This  procedure  is  called  when  the  user  is  finished  editing  an  “invisible"  field  of  a  frame.  It  refills  the 
window  with  the  original  frame  as  it  was  being  edited. 

•  Set  var  parameter  AStrP  to  point  to  the  correct  string  within  the  current  item.  Set  XCHG  to 
true  if  there  were  some  changes  made  in  the  invisible  field 

s  Release  the  o!d  current  selection  pointer.  CurSelP 

•  Redisplay  the  frame  with  ZedUtil.DspFPED 

•  Redisplay  the  ZED  messages  with  Zedlltil.DspEditorHdAndTai! 

•  Restore  the  current  selection  pointer,  CurSelP,  with  SaveSelP 

•  Initialize  the  current  item  structure  with  ZedUtil.ltemlnit 

7.1.1 .5.3  ZEdit.SmallMouse 

This  procedure  implements  mouse  selection  of  characters  while  in  editing  "invisible  fields"  mode  of 
ZED. 

•  Exit  if  there  is  no  text  (FirstStr  =  NIL) 

•  If  the  mouse’s  position  is  within  the  exisiting  text  of  the  field,  the  calculate  a  relative 
position  within  the  field,  and  display  the  cursor  there,  with  ZDspInc.DspTxtPos 

•  Else  display  an  error  message  via  ZedUtil.WrtMsg,  beep  and  set  global  boolean  ChgMsg 
to  true,  so  that  the  default  ZED  message  will  be  displayed  on  the  next  pass 
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7.1.1 .5.4  ZEdit.CmdProc 

This  procedure  is  the  command  parser  for  editing  "invisible  fields".  As  such,  it  only  implements  a 
subset  of  ZED  commands,  specifically  only  those  dealing  with  text  insertion, 
replacement/ modification  and  deletion.  The  other  more  frame  oriented  commands  are  not  available. 

Note:  the  user  leaves  this  mode  via  an  escape  (INS)  key,  or  an  "e"  or  "q".  The  latter  two  also  end  up 
exiting  ZED,  via  an  Exit(  Editing)  statement. 

•  Read  in  a  character  from  keyboard  or  mouse,  via  ZCanvas.RdKeyEv 

•  Enter  the  command  processing  loop:  initialize  some  booleans,  display  the  ZED  uefault 
message  if  appropriate 

•  If  the  character  entered  was  a  digit,  get  the  rest  of  the  iteration  count  and  the  command 
character 

«  If  the  character  entered  was  an  asterisk,  set  boolean  Star  to  true,  and  get  the  command 
character 

•  Turn  the  cursor  off  with  ZCanvas.CursorOff 

•  Do  a  case  statement  on  the  command  character,  Chrr 

«  Turn  the  cursor  on  via  ZCanvas.CursorOn 

•  Read  the  next  character,  and  repeat 

7. 1.1. 5. 5  ZEdit.AltNxtFm 

This  is  the  procedure  which  allows  the  user  to  enter  a  next  frame  id  for  a  selection.  This  is  all 
handled  in  the  user  command  line. 

•  If  the  current  item  is  neither  an  option  or  a  local  pad,  beep  and  exit 

•  Prepare  the  message  to  the  user,  depending  on  whether  or  not  there  is  a  pre-existing 
next  frame  id  for  the  selection 

•  Display  the  message  via  ZedUtil.WrtMsg  and  read  in  the  user’s  reply  via  Zedlltil.ReadStr, 
then  redisplay  the  cursor  at  its  previous  location  via  ZDspInc.DspTxtPos 

«  If  the  converted  (via  ZActUtils  CvFid)  user-input  string  is  a  valid  frameid,  then  install  it  in 
the  selection's  next  frame  field.  Else  display  an  error  message,  and  exit. 
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7.1 .1 .5. G  ZEdit.AltExpAct 

This  is  the  generic  procedure  for  editing  invisible  fields  (Expansion  areas  and  Actions).  The  specific 
procedures  prepare  a  message  for  display,  then  call  this  procedure  to  do  the  actual  editing. 

•  Invoke  ZEdit.SavOld  to  save  the  current  state  of  the  edited  frame 

•  Display  the  header  passed  to  it  as  a  parameter,  and  the  ZED  headings 

•  Display  any  current  text  in  the  field  via  ZedUtil.ReDsp 

•  Position  the  cursor  at  the  beginning  of  the  text  via  ZDspInc.DspTxtPos 

•  Turn  the  cursor  on 

•  Invoke  ZEdit.CmdProc  to  parse  the  commands  for  the  invisible  fields 

•  When  done,  invoke  ZEdit.RestOld  to  replace  the  original  frame  in  the  window; 

•  Turn  off  the  cursor 

7.1 .1.5.7  ZEdit.CrExpAct 

This  is  a  short  utility  routine  used  to  allocate  a  Frame  String  variable  for  use  while  editing  invisible 
fields.  If,  after  the  user  has  finished  the  editing  of  the  invisible  field,  there  is  no  text  in  the  string 
variable,  then  the  variable  is  deallocated,  via  ZEdit.RelStr. 

•  Make  the  local  string  variable,  str,  a  null  string  of  zero  length 

•  Create  the  string  record  via  NetHandl.CrFsp,  with  the  null  string.  The  var  parameter, 
astrp,  points  to  the  newly  allocated  string  record. 

7. 1.1. 5. 8  ZEdit.RelStr 

This  procedure  releases  the  memory  allocated  for  a  string  variable  that  was  used  while  editing 
invisible  fields,  it  is  only  called  if  there  was  no  text  at  all  in  the  string  record  when  the  invisible  field 
editing  was  terminated. 

•  Release  the  allocated  memory  for  the  var  string  pointer  via  a  call  to  NetHandl.RelFsp 

•  Make  the  var  string  pointer  variable,  strp,  point  to  NIL 

7.1 .1 .5.9  ZEdit.AltSelActlon 

This  is  the  "generic"  procedure  for  entering  action  strings  for  frame  titles  (Exit  Actions),  frame  text 
(Frame  Actions)  and  selections.  It  is  invoked  with  the  "a"  command  from  within  ZED. 


•  Call  ZedUtil.Save  -  Chg 

•  Create  a  string  record  for  the  action  string  of  the  current  selection  pointer,  globa! 
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variable,  curselp,  if  one  doesn't  already  exist 

•  Create  the  message  to  be  displayed  by  ZEditAltExpAct,  depending  on  the  type  of  action 
being  edited  (Exit,  Frame  or  Selection,  depending  on  the  type  of  Item  the  current 
selection  pointer  refers  to 

•  Call  ZEdit  AltExpAct  to  pedorm  the  actual  editing 

•  If  there  is  no  text  in  the  action  string  after  the  editing,  release  the  memory  allocated  to  the 
string  record 

•  Finally,  if  the  item  was  a  selection,  add  or  remove  the  accordingly 
7.1.1 .5.10  ZEdit.AltSelExpand 

This  procedure  implements  the  "y"  command,  to  edit  a  selection’s  expansion  string.  It  does  most  of 
its  work  via  ZEditAltExpAct. 

•  Check  to  see  if  the  current  item  is  the  frame’s  title  or  text.  If  so,  Beep  and  exit. 

•  Invoke  ZEdUtil.Save  -  Chg 

•  Create  a  string  record  via  ZEditCrExpAct  if  there  is  currently  no  string  for  the  selection's 
expansion  area 


•  initialize  the  string  for  Ztdit.AittxpAct  to  dispiay 


•  Invoke  ZEdit  AltExpAct  to  perform  the  editing 

•  Release  the  memory  allocated  for  the  string  record  if  there  is  no  text  in  the  area  after 
editing  via  ZEdit.RelStr 

7.1.1.5.11  ZEdit.AltFmCommsnt 

This  procedure  implements  the  "C"  command,  to  enter  a  frame  comment. 

•  Invoke  ZedUtil.Save  -  Chg 

•  Invoke  Zedlltil. Frame  -  Text  to  force  current  item  to  be  the  frame’s  text 

«  Allocate  memory  for  a  frame  string  record  if  there  is  currently  none  for  the  Frame 
Comment 

•  Initialize  the  display  string,  then  invoke  ZEdit.  AitExpAct  to  do  the  actuai  editing  functions 


•  If  there  is  no  text  in  the  comment  after  editing,  then  release  the  associated  memory  via 
ZEdit.ReiStr 
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7.1. 1.5.1  2  ZEdlt.AltFmAction 

This  procedure  implements  the  “A"  command,  to  enter  l  frame  action. 

•  Invoke  ZedUtil.Save  -  Chg 

•  invoke  ZedUtil. Frame  -  Text  to  force  current  item  to  be  the  frame’s  text 

•  Allocate  memory  for  a  frame  string  record  if  there  is  currently  none  there  for  the  Frame 
Action 

«  Initialize  the  display  string,  then  invoke  ZEdit.AltExpAct  to  do  the  actual  editing  functions 

•  If  there  is  no  text  in  the  action  string  after  editing,  then  release  the  associated  memory  via 
ZEdit.RelSt. 

7.1 .1 .5.1 3  ZEdit.AltFmExpansion 

This  procedure  implements  the  "Y"  command,  to  enter  text  into  a  frame's  expansion  area. 

•  Invoke  ZedUtil.Save  -  Chg 

•  Invoke  ZedUtil.Frame  -  Text  to  force  current  item  to  be  the  frame’s  text 

•  Allocate  memory  for  a  frame  string  record  if  there  is  currently  no  text  in  the  Frame 
Expansion  Area 

•  Initialize  the  display  string,  then  invoke  ZEdit-AltExpAct  to  do  the  actual  editing  functions 

•  If  there  is  no  text  in  the  expansion  area  after  editing,  then  release  the  associated  memory 
via  ZEdit.RelStr 

7.1  u.  ZED  Command  Implementing  Modules 

ere  two  modules  within  the  ZED  "library"  which  contain  the  bulk  of  the  procedures  which 
actually  implement  the  ZED  commands.  These  are  divided  by  "Whole  Frame"  commands  (Upper 
Case  command  letters)  and  "within  Item”  commands  (Lower  Case  command  letters).  These 
commands  are  implemented  in  the  following  two  ZED  Modules: 

•  Module  ZEdFram  -  Whole  Frame  Editing  Commands 

•  Module  ZEdltem  •  Within  Item  Editing  Commands 


7.1 .2.1  Modulo  ZEdFram  •  Whole  Frame  Editing  Commands 
This  module  implements  those  commands  which  affect  the  entire  frame,  commands  such  as  adding, 
modifying  and  deleting  items  on  the  frame,  moving  items  around  on  a  frame,  or  moving  from  item  to 
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7. 1.2. 1.1  Procedures  for  moving  around  in  a  frame 

These  procedures  allow  the  user  to  navigate  forward  and  backwards  between  items  in  the  frame 
being  edited,  so  as  to  get  to  a  specific  item. 

•  ZedFram.GoToTex!  •  exported 

•  ZotfFram.GoToPada 

•  ZedFram.HeadOpns 

•  ZedFram.TailOpna 

•  ZedFram.TailPads 

•  ZedFram.LineFeod  -  exported 

•  ZedFram. Escape  •  exported 

7. 1.2. 1.1.1  ZEdFram.GoToText  -  exported 

This  procedure  simply  makes  the  current  item  record  point  to  the  frame  text. 

•  Set  the  global  item  typed  variable,  Typeltem,  exported  from  ZEdDefs,  to  (Text 

•  Make  the  current  selection  pointer,  CurSelP,  point  to  the  edited  frame's  text  (EdFPt.Text) 

7. 1.2. 1.1. 2  ZEdFram.GoToPads 

This  procedure  simply  makes  the  current  item  record  point  to  the  first  local  pad  on  the  frame. 

•  Set  the  global  item  typed  variable,  Typeltem,  exported  from  ZEdDefs,  to  IPads 

•  Make  the  current  selection  pointer,  CurSelP,  point  to  the  edited  frame’s  first  local  pad 
(EdFPr.LPads) 

7.1. 2. 1.1.3  ZEdFram.HeadOpns 

This  procedure  simply  makes  the  current  item  record  point  to  the  first  option  on  the  frame. 

•  Set  the  global  item  typed  variable,  Typeltem,  exported  from  ZEdDefs,  to  lOptions; 

•  Make  the  current  selection  pointer,  CurSelP,  point  to  the  edited  frame’s  first  option 
(EdFPt.Option). 

7.1 .2.1 .1 .4  ZEdFrem.TailOpns 

This  procedure  simply  makes  the  current  item  record  point  to  the  last  option  on  the  frame. 

•  Set  the  global  item  typed  variable,  Typeltem,  EXPORTed  from  ZEdDefs,  to  lOptions 

•  Make  the  current  selection  pointer,  CurSelP,  point  to  the  edited  frame’s  first  option 
(EdFPt.Options) 
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•  Continue  making  CurSelP  point  to  CurSelPt.NextSel.  until  the  next  selection  pointer  (the 
new  CurSelPt.NextSel)  is  nil.  This  has  the  effect  of  stepping  through  the  options  until  the 
last  one  is  reached. 

7.1 .2.1 .1 .5  ZEdFram.TailPads 

This  procedure  simply  makes  the  current  item  record  point  to  the  last  local  pad  on  the  frame. 

•  Set  the  global  item  typed  variable,  Typeltem,  exported  from  ZEdDefs,  to  IPads 

•  Make  the  current  selection  pointer,  CurSelP,  point  to  the  edited  frame's  first  focal  pad 
(EdFPt.LPads) 

•  Continue  making  CurSelP  point  to  CurSelPt.NextSel,  until  the  nsxt  selection  pointer  (the 
new  CurSelPt.NextSel)  is  nil.  This  has  the  effect  of  stepping  through  the  local  pads  until 
the  last  one  is  reached. 

7.1 .2.1 .1 .6  ZEdFram. Linefeed  -  exported 

This  procedure  implements  the  LineFeed  (<LF>)  command,  which  steps  the  user  (i.e.,  the  current 

position  on  the  edited  frame)  "down"  through  the  frame’s  items,  starting  at  the  current  item,  and 

enaing  at  the  last  local  pad.  The  sequence  of  stepping  through  is :  Title  »  >  Text  »  >  Options  *  >  Local 

Pads. 

7.1 .2.1 .1 .6.1  If  currently  at  last  local  pad  in  frame,  BEEP  and  exit 

7.1 .2.1.1 .6.2  Save  any  changes  made  In  the  current  item  via  ZedUtil.Save  -  Chg 

7.1 .2.1.1 .6.3  Prepare  to  enter  loop  fox  the  number  of  ieration  counts  contained  in  global 
variable,  iteration  (default  =  1),  and  for  local  boolean,  EndFrame,  signifying 
we’ve  reached  the  "bottom"  of  the  frame,  being  false: 

7.1 .2.1.1 .6.3.1  Do  a  case  for  the  type  of  the  current  item: 

Typeltem  =  IPads  Set  the  Current  Selection  pointer,  CurSelP,  to  the  point  to  the  next  local  pad, 
unless  there  isn’t  one,  in  which  case,  set  local  boolean,  EndFrame  to  true. 

Typeltem  =  / Options 

Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  next  option.  If  there  isn’t 
one,  then  set  it  to  point  to  the  first  local  pad.  If  there  are  no  local  pads,  ask  the 
user  if  he/she  wishes  to  create  one.  If  so,  then  create  one  with  ZedFram.CrLPad 
at  a  default  position;  if  not,  set  local  booiean,  F.ndFrame,  to  True. 

Typeltem  =  iTex!  Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  first  option,  if  there  is 
one.  If  not,  then  make  it  point  to  the  first  local  pad,  if  there  is  one.  If  not,  signify  by 
setting  local  boolean,  EndFrame,  to  true. 

Typeltem  =  ITitle  Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  frame  text,  even  if  there 
is  no  actual  text  there. 
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7.1 .2.1 .1 .6.3.2  Increment  the  iteration  counter,  I 

7. 1.2.1 .1 . e^Place  the  cursor  at  the  beginning  ot  the  new  item,  and  initialize  pointers  with 
ZedUtil.ltemlnit 

7. 1.2. 1.1. 7  ZEdFram.Escape  -  exported 

This  procedure  implements  the  Escape  (<INS>)  command,  w.iich  steps  the  user  (i.e.,  the  current 
position  cn  the  edited  frame)  "up"  through  ths  frame’s  items,  starting  at  the  current  item,  and  ending 
at  the  frame's  title.  The  sequence  of  stepping  through  is  :  Local  Pads  ->  Options  »>  Text  *>  Title, 
just  the  reverse  of  ZedFram.LineFeed. 

7. 1.2. 1.1. 7.1  If  currently  at  frame  title,  BEEP  and  exit 

7.1 .2.1 .1 .7.2  Save  any  changes  made  in  the  current  item  via  ZedUtil.Save-  Chg 

7.1 .2.1 .1.7.3  Prepare  to  enter  loop  for  the  number  of  iteration  counts  contained  in  global 
variable,  iteration  (default  si),  and  for  local  boolean,  HdFrame,  signifying 
we’ve  reached  the  “fop”  of  the  frame,  being  fatso: 

7.1 .2.1 .1 .7.3.1  Do  a  case  for  the  type  of  the  current  item: 

Type  Hen,  =  mtie  Simply  set  local  boolean.  HdFiarr.e,  to  True 

Typeltem  »  iText  Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  frame’s  title,  and  set 
Typeltem  accordingly 

Typeltem  =  lOptions 

Set  the  Current  Selection  pointer,  CurSelP,  to  the  previous  option.  If  there  isn’t 
one,  then  set  it  to  point  to  the  frame  text,  via  ZedFram.GoT  ./Text. 

Typeltem  =  iPads  Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  previous  local  pad,  if 
there  is  one.  If  not,  then  make  it  point  to  the  last  option,  via  ZedFram.TailOpns,  if 
there  is  one.  if  not,  set  it  to  point  to  the  frame  text,  via  ZedFram.GoToText. 

7.1 .2.1 .1 .7.3.2  Increment  the  iteration  counter,  I 

7.1 .2.1 .1 .7.4  Place  the  cursor  at  the  beginning  of  the  new  item,  and  in  tialixe  pointers  with 
ZedUtil.ltemlnit. 

7.1 .2.1 .2  Procedures  to  add,  modify  or  delete  items  in  a  frame 

•  ZedFram.PreProc 

•  ZedFram.GetSelBody 


*  ZedFranvIniiSel 
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•  ZedFram.CrProc 

•  ZodFram.CfOption 

•  ZedFram.CrLPad 

•  ZedFram.MoveDown 

•  ZedFramMaKePoom 

•  ZedFram.GetRow 

•  ZeUFram  ComputeRow 

•  ZedFram  InTleTxt  •  exported 

•  ZedFram. InsOpLp  -  exported 

•  ZedFram  Reset*-Tltle'-or»-Text 

•  ZedFram.lrmOBuf 

•  ZedFram.DelSel  •  exported 

•  ZedFram.XOpnS  ■  exported 

•  ZedFram  RepSel  exported 

•  ZedFram  CuOpnPad  •  exported 

7. 1.2. 1.2.1  ZEdFram.PreProc 

This  is  the  low-level  procedure  to  create  new  selections;  it  is  called  from  several  of  the  selection 
creation  routines.  Given  a  row  and  column  position,  this  routine  creates  a  string  pointer  and  a 
selection  pointer  for  the  user. 

•  With  a  null  character  and  an  empty  string,  allocate  memory  for  a  selection  string  via 
NetMakeDel.CrFsP 

•  Create  a  new  frame  selection  record  pointed  to  by  global  current  selection  pointer 
variable,  CurSelP,  via  NetMakeDel.CrSelF 

•  Initialize  the  remaining  items  in  the  selection  record,  and  position  the  cursor  at  the 
beginning  of  the  selection  via  ZedUtil.ltemlnit 

•  If  the  user  is  using  the  “X"  (Extend  Options)  Command,  then  simply  set  the  global 
boolean,  Xtend  to  false 

•  Else,  use  routine  ZEdUtil.Positioning  tc  allow  user  to  move  the  new  selection  around  via 
the  normal  positioning  mechanism 
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7.1. 2.1. 2. 2  ZEdFram.GetSelBody 

This  procedure  is  used  to  obtain  the  selection  text  from  the  user,  once  the  selection  itself  has  been 
created. 

•  Call  ZedUtil. Insertion  to  allow  entry  of  characters  into  current  selection  record 

•  Set  global  boolean,  Changed,  to  true  to  indicate  that  a  change  has  been  made  to  the 
frame 

•  Use  ZEdUiil.Save-Chg  to  update  the  selection  box  variables,  and  to  make  the  current 
selec^n  text  pointer  point  to  the  "first"  stri.it,  in  the  new  selection 

•  Call  ZEdUtil.ltemlnit  to  initialize  some  of  the  global  current  item  variables,  and  to  copy  the 
rest  of  the  new  strings  into  the  record  structure 

•  Call  ZEdUtii.Start  -  Item  to  position  the  cursor  at  the  beginning  of  the  new  selection 

7.1 .2.1 .2.3  ZEdFram.lnitSel 

This  procedure  is  called  whenever  new  selections  are  being  created  to  automatically  supply  the  first 
three  characters  of  the  firs!  selection  string,  the  appropriate  selection  character,  the  period  and  the 
dash. 

•  Use  PERQ-  String. Adjust  to  set  the  dynamic  length  of  the  current  item’s  text  to  3 

•  If  there  are  no  previous  selections,  set  the  new  selection  character  (the  first  character  of 
the  string)  to  "1" 

•  Else,  if  the  new  selection  is  not  in  the  same  column  as  the  previous  selection  and  the 
previous  selection  character  is  not  a  digit,  then  the  new  selection  character  i3  set  to  "1 " 

•  Else,  the  new  selection  character  is  set  to  the  next  character  in  the  (ASCII)  sequence 
from  the  previous  selection  character 

•  Assign  the  and  and  display  the  new  text  at  the  initial  position,  an  position  the 
cursor  immediately  after  these  three  characters 

7. 1.2. 1.2.4  ZEdFram.CrProc 

This  routine  handles  the  top-level  selection  creation  process,  after  the  selection  been  created  and 
initialized. 

•  Get  the  text  for  the  new  selection  via  ZEdFram.GetSelBody 

« If  there  was  no  text  at  all  entered,  then  delete  the  new  selection  via  ZedFram.DelSel, 
display  the  default  ZOG  message  and  exit 

•  If  there  were  only  three  (or  fewer)  characters  (presumably,  the  selection  character,  the 

and  the  then  also  deiete  the  selection,  without  inserted  the  deleted  characters  in 
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the  delete  buffer),  display  the  default  20G  message,  and  exit 

•  Call  ZEdUtil.MarkSs!  to  make  sure  that  the  is  the  third  character  of  the  text  i!  there  is 
no  next  frame  and  no  selection  action 

•  Call  ZEdUtil.UpdSelCh  to  make  the  new  selection's  selection  character  the  first  character 
in  the  selection  text 


7.1 .2.1 .2.5  ZEdFram.CrOption 

This  is  the  top  level  procedure  for  creating  new  options  in  the  frame  being  edited. 

•  Set  Global  variable,  Typeltem,  to  lOptlons 

•  Call  ZEdFram.PreProc  to  create  the  new  option  and  new  string  record 

•  Use  NetOption.lnsOptF  to  insert  the  new  option  in  the  correct  place  within  the  frame 
record  pointed  to  by  EdFP 

•  Invoke  ZEdFram.lnitSel  to  set  up  the  first  three  characters  of  the  text 

•  Display  the  "Enter  OPTION  TEXT"  message 

•  Invoke  ZEdFram.CrProc  to  finish  up  the  selection  creation  process 

•  Display  the  default  ZED  message 

7.1 .2.1 .2.6  ZEdFram.CrLPad 

This  is  the  top  level  procedure  for  creating  new  local  pads  in  the  frame  being  edited. 

•  Set  Global  variable.  Typeltem,  to  IPads 

•  Call  ZEdFram.PreProc  to  create  the  new  local  pad  and  new  string  record 

•  Use  NetOption.insPadF  to  insert  the  new  local  pad  in  the  correct  place  within  the  frame 
record  pointed  to  by  EdFP 

•  Display  the  "Enter  PAD  TEXT"  message 

•  Invoke  ZEdFram.CrProc  to  finish  up  the  selection  creation  process 

•  Display  the  default  ZED  message 

7. 1.2. 1.2. 7  ZEdFram.MoveOown 

This  procedure  is  used  to  make  a  "hole"  in  a  group  of  selections;  given  a  starting  selection  pointer 
and  a  "top"  selection  pointer,  it  will  move  each  selection  in  that  range  "down"  one  line. 


Starting  with  the  first  selection  pointer,  until  it  reaches  the  top  selection  pointer... 
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•  Set  global  current  selection  pointer,  CurSelP,  to  pointer  to  that  selection 

•  Redisplay- that  selection  with  ZDisplay.DspFsP 

•  Increment  all  the  row  variables  within  the  selection  by  one 

•  Redisplay  that  selection,  now  one  line  downward,  with  ZDisplay.DspFsP 

•  Set  the  local  selection  to  point  to  the  previous  selection,  and  repeat 

7.1 .2.1 .2.8  ZEd F ram .MakeRoom 

This  procedure  "makes  room"  between  two  selections  for  insetting  a  new  selection  by  figuring  out 
where  to  insert  a  new  selection  the  user  wishes.  In  some  cases,  it  will  actually  make  a  "hole"  in  the 
selections  to  fit  the  new  one  in.  This  routine  is  only  called  when  the  list  of  selections  is  single-  spaced 
so  that  figuring  out  where  to  put  the  new  selection  is  a  non-trivial  task. 

•  Search  through  the  "next"  selections  until  the  last  one  in  the  current  selection’s  column 
is  found 

•  If  one  more  than  the  bottom  line  of  this  last  selection  is  "too  low"  in  in  the  frame  to  fit  (i.e., 
greater  than  the  length  of  the  frame  minus  two)  then  set  the  var  integer.  Row,  to  be  this 
value  as  a  signal  to  the  calling  routine  (InsOpLp) 

•  Else,  set  global  boolean,  XCHG.  to  true  to  signal  a  change  has  been  made,  set  row  equal 
to  one  more  than  the  current  selection's  bottom  line,  and  call  ZEdFram.MoveDown  to 
move  the  remaining  selections  down  one  line  to  make  room  for  the  new  one 

7.1 .2.1 .2.9  ZEdFram.GetRow 

This  routine  is  invoked  during  the  "I"  command  to  Figure  out  where  to  "squeeze"  in  a  new  selection. 
It  selects  a  row  value  either  one  or  two  below  the  "bottom  line"  of  the  current  selection,  depending  on 
how  close  the  next  selection  (or  bottom  of  the  frame)  is  to  the  current  selection. 

•  If  the  "bottom  line"  of  the  current  selection  is  greater  than  the  top  line  of  the  next 
selection,  set  var  parameter,  Row,  to  one  less  than  "top"  (which  had  been  set  equal  to 
two  beyond  the  "bottom  line"  in  the  calling  routine  (ComputeRow)) 

•  Else,  set  var  parameter,  Row,  equal  to  the  "top"  limit 
7.1  ,?.1 .2.1 0  ZedFram. ComputeRow 

This  routine  is  the  top-level  routine  for  deciding  which  row  to  put  a  new  selection  in  when  the  "I" 
command  is  issued  from  within  the  frame’s  selections. 

<»  Set  local  variable  top  to  2  lines  "below”  the  bottom  of  the  current  selection 

•  If  there  is  no  next  selection,  use  ZEdFram.GetRow.  to  get  a  value  for  row,  either  one  or 
two  linets  below  the  current  selection 
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•  Else  if  the  next  selection  is  in  the  same  column  as  the  current  selection,  then  if  the  next 
selection  is  one  line  below  the  current  selection,  invoke  ZEdFrarn.MakeRoom  to  either 
figure  oCit  where  to  piace  the  new  selection,  or  make  room  for  it  in  the  current  list  of 
selections 

•  Else  use  ZEdFram.GetRow  to  obtain  the  row  for  the  new  option,  since  there  already  is 
room  there  for  at  least  one  line 

•  Else,  since  there  are  no  more  selections  in  the  same  column,  just  use  ZEdFram.GetRow, 
with  a  bottom  limit  of  the  bottom  of  the  frame. 

7. 1.2. 1.2.1 1  ZEdFram.InTleTxt  ■  exported 

This  procedure  implements  the  "I"  command,  to  insert  a  new  selection  when  the  user  is  currently  In 

the  frame  text  or  frame  title. 

7. 1.2. 1.2.1 1 .1  Query  the  user  as  to  whether  he/she  wants  an  option  or  pad;  obtain  the 
response,  and  if  neither  is  chosen,  then  display  the  ZED  message,  position 
the  user  at  the  frame  text  via  ZedFram.GoToTexl  and  ZedUtil.ltemlnit,  and 
exit 

7. 1.2. 1.2.1 1 .2  If  the  user  specified  a  new  option,  figure  out  whereto  place  the  new  option 
and  create  it  with  ZEdFram.CrOption 

•  If  there  are  already  some  options,  then  set  the  new  row  two  lines  below  the  last  option, 
and  the  column  equal  to  the  column  of  the  current  selection 

•  Else,  if  there’s  frame  text,  set  the  column  equal  to  3,  and  the  row  to  two  below  the  bottom 
of  the  frame  text 

•  Else  set  the  row  to  5,  and  the  column  to  3 

•  If  the  row  somehow  got  to  be  less  than  5,  then  set  it  to  5,  which  is  the  default  highest  lino 
in  which  to  place  an  option 

»  If  the  row  computed  above  is  too  low  (i.e.,  below  two  lines  above  the  bottom  of  the  frame) 
then  change  the  new  column  to  column  50,  and  the  new  row  to  two  above  the  frame 
bottom. 

7. 1.2. 1.2.1 1.3  If  the  user  specified  a  new  local  pad,  figure  out  where  to  place  it  and  and 
the  new  local  pad  with  ZEdFram.CrLPad 

•  Set  the  new  column  position  to  be  64,  the  default 

•  If  there  are  local  pads,  search  to  the  last  one.  If  there's  room,  then  set  the  row  to  two 
below  the  last  local  pad  -  if  not,  then  just  one  below  it,  then  reset  the  column  to  be  the 
same  column  as  the  last  local  pad 


•  Else,  just  set  the  row  for  the  new  local  pad  to  be  two  above  the  bottom  c'  ♦he  frame 
7.1 .2.1 .2.12’ZEdFram.lnsOpLp  -  exported 

This  procedure  implement  the  "I"  command  when  the  current  user  position  is  within  the  frame’s 
selections. 

•  If  the  user  is,  in  fact,  in  the  frame  title  or  text,  invoke  InTlaTxt  to  implement  the  command, 
and  exit 

•  Set  the  column  value  lor  the  new  selection  to  be  the  column  of  the  current  selection 

•  Invoke  ZEdFram.ComputeRow  (and  its  daughter  procedures)  to  properly  calculate  the 
row  for  the  new  selection 

•  If  the  current  selection  is  an  option,  then  the  new  one  will  also  be  an  option;  if  the 
calculated  row  is  too  low,  then  move  the  column  over  to  column  50,  and  make  the  row 
two  above  the  bottom  line;  create  the  new  option  via  ZEdFram.CrOption 

•  If  the  current  selection  is  a  local,  then  so  will  the  new  one;  if  the  calculated  row  is  too  low, 
then  move  the  column  to  three  to  the  left  of  the  current  selection,  and  the  row  to  three  up 
from  the  frame  bottom;  create  the  new  one  with  ZEdFram.CrLPad. 

7.1 .2.?  .2.13  ZEdFram. Reset-  Title  -  or  -Text 

This  procedure  is  used  to  implement  the  "D“  (delete  item)  command  if  the  user  is  currently  in  the 
frame  title  or  text.  It  is  called  from  ZedFram.DelSel. 

•  Set  global  variable,  XCHG,  to  true,  to  signal  that  the  frame  nas  been  modified 

•  Release  the  global  first  string  record,  pointed  to  by  global  pointer,  FirstStr,  via 
NetMakeDei.RelFsp 

•  Release  the  current  selection's  text,  via  NetMakeDel.RelFsP  and  set  the  text  pointer  to 
NIL 

•  If  the  current  item  is  the  frame  title,  set  the  top  line  to  line  1  of  the  frame 

•  Set  the  current  (deleted)  item's  bottom  line  equal  to  it’s  bottom  line 

•  Make  its  left  column  position  equal  to  its  right 

•  Init  the  global  variables  via  ZEdUtil.Itemlnit 

7.1 .2.1 .2,14  ZEdFram. InsOQuf 

This  procedure  implements  the  use  of  ZED'S  delete  buffer  during  whole  item  deletion.  The  delete 
buffer  is  merely  a  large  array  of  characters.  It  is  used  to  store  characters  that  were  deleted  for 
possible  subsequent  re  insertion. 
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Invoke  ZedUtil.StartJtern  to  position  the  cursor  at  the  beginning  of  the  item 


For  each  line  of  text  in  the  current  item: 

•  If  we’ve  reached  the  end  of  the  line,  then  insert  a  carriage  return  in  the  buffer  with 
ZedUtil.lnsDelBuf,  point  to  the  next  line  of  text  in  the  item,  start  at  (relative)  column  1,  and 
increment  the  row  by  one 

•  Else,  simply  insert  the  character  at  the  current  position  into  the  delete  buffer  wiht 
ZedUtil.lnsDelBuf,  and  increment  the  column  position  by  one 

•  Replace  the  selection  character  with  a  null  via  ZEdUtil.UpdSelCh 

•  Invoke  ZedUtil.Start  -  Item  to  position  the  cursor  at  the  beginning  of  the  item 

7.1 .2.1.2.15  ZEdFram.DelSe!  •  EXPOKTed 

The  top-level  procedure  for  the  "D"  (delete  item)  command. 

•  Sat  Globa!  boolean,  XCHG,  to  true,  to  signal  frame  modification 

•  If  deleted  text  is  to  be  stored,  invoke  ZEdFram.lnsDBuf 

•  If  the  current  item  is  the  frame  s  title  or  text,  then  delete  the  itc-m  via 
ZEdFram.Reset  -  Title  -  or  -  Text,  redisplay  the  cursor  at  the  initial  position  of  the  deleted 
item  with  ZDspInc.DspPos  and  exit 

•  If  the  current  item  is  an  option,  then  reposition  the  current  selection  pointer  at  the 
previous  item,  invoke  NetMakeDel.DelSelL  to  delete  the  option,  release  the  selection 
record  via  NetMakeDel.RelSelP,  initialize  the  previous  item  via  ZEdUtll.ltemlnit  and 
Start  -  Item,  and  exit 

•  If  tf  ‘ent  item  is  a  local  pad,  then  reposition  the  current  selection  pointer  to  be  the 
previous  item.  Delete  the  pad  with  NetMakeDel.DelSelL,  release  the  associated  record 
with  NetMakeDel.ReiFsp,  initialize  the  previous  item  with  ZEdUtil.ltemlnit  and  Start  -  Item 

7. 1.2. 1.2. 16  ZEdFram.XOpns  •  exported 

This  procedure  implements  the  "X"  (extend  option  list)  command. 

•  Initialize,  and  set  up  default  spacing  between  new  options,  based  on  iteration  count 

•  It  there  are  no  options  on  the  frame  at  all,  then  figure  out  the  appropriate  starting  position 
after  the  frame  text  and  create  the  ‘ption  there  via  ZEdFram.CrOption 

•  Else,  go  to  the  last  existing  option  via  ZEdFram.TailOpns,  figure  out  the  correct  next 
position  and  create  the  option  there  via  ZEdFram.CrOption 

•  Go  into  a  loop,  doing  essentially  the  same  thing  as  above,  adding  options  at  the 
appropriate  spacing  after  the  option  before,  using  ZEdFram.CrOption.  This  portion  of  the 
code  has  to  continually  check  where  the  last  created  option  was,  so  as  to  recalculate  an 
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appropriate  next  row  for  the  next  option. 

7.1 .2.1 .2.1 7 'ZedFram.RepSel  •  EXPORTed 
This  procedure  implements  the  "FT  (replace  entire  current  selection)  command. 

•  Save  the  entire  text  of  the  option  in  the  delete  buffer  via  ZEdFram.lnsDBuf 

« Initialize  by  releasing  the  old  selection's  string  record,  and  creating  a  new  one,  via 
NetMakeDel.RelFsP  and  C.rFsp  with  a  null  string 

•  Display  the  "replace  selection  text"  message,  and  obtain  user's  first  character  input 

•  If  the  character  is  an  escape  (INS),  then  just  delete  the  selection  via  ZEdFram.DelSel,  and 
exit 

•  Else,  use  the  character  as  the  first  (selection)  character  of  the  replaced  option,  display 
the  character,  set  up  the  current  position  variables,  move  the  cursor  to  the  right  with 
ZDspInc.DspCurR  and  obtain  the  rest  of  the  selection  text  with  ZEdUtil.lnsertion. 

•  Display  the  default  ZED  message  with  ZEdUtil.WrtMsg 
7.1 .2.1 .2.18  ZEdFram.CvOpnPad  -  exported 

This  procedure  implements  the  "V"  command.  II  changes  the  current  option  to  a  local  pad  or  vice 
versa. 

•  If  the  current  selection  is  neither  an  option  or  local,  Beep  and  exit 

•  Invoke  ZEdUtil.Save-Chg,  set  global  boolean,  ChgMsg,  to  true  so  that  the  default  ZED 
message  is  displayed  later,  and  obtain  the  current  selection’s  selection  character 

«  If  the  current  selection  is  an  option,  remove  the  selection  from  the  frame’s  option  list  via 
NetMakeDel.DelSelL  and  insert  it  into  the  local  pads  list  via  Netlnsert.lnsPadF.  Change  its 
item  type  to  IPads,  and  display  a  confirming  message 

•  If  the  current  selection  is  a  local,  remove  the  selection  from  the  frame’s  local  pad  list  via 
NetMakeDel.DelSelL  and  insert  it  into  the  option  list  via  Netlnsert.lnsPadF.  Change  its 
item  type  to  lOptions,  and  display  a  confirming  message 

7.1 .2.1 .3  Procedures  to  find  selection  by  selection  character 

•  ZEdFram.CmpSelChr 


•  ZEdFram.FSetChr 


•  ZEdFram.FindSei  ■  exported 
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7. 1.2. 1.3.1  ZEcSFram.CmpSelChr 

A  lower  levei  routine  to  search  through  a  list  of  selections,  attempting  to  match  each  one's  selection 
character  with  the  character  passed  to  it.  A  non-obvious,  but  utilized  side  effect  of  this  routine  is  that 
it  leaves  global  current  selection  pointer,  CurSelP,  pointing  to  either  the  matched  selection  or  to  tho 
last  selection  on  the  list. 

•  Set  booleans  to  false  to  initiate  the  search 

•  Starting  with  the  current  selection  (CurSelPt),  check  the  each  selection’s  selection 
character  with  the  passed  character  parameter 

•  If  they  match,  set  var  boolean,  Found,  to  true  to  exit  the  loop 

•  Else,  if  there’s  a  next  selection,  point  to  it  for  the  next  pass,  else,  set  terminating  boolean, 
EndGroup,  to  true  to  exit  the  loop. 

7.1 .2.1 .3.2  ZEdFram.FSelChr 

This  is  the  middle-level  selection  character  search  routine. 

•  Store  the  current  selection  pointer,  CurSelP,  in  a  local  variable 

•  If  there  are  any  options  in  the  frame,  set  CurSelP  to  point  to  the  top  of  the  option  list. 
Invoke  ZsdFram.CmpSelChr  to  try  to  fmo  a  match,  ii  it  was  successful,  set  Glouui  variable 
Typeltem  to  be  lOptions,  and  exit. 

•  If  there  are  any  local  pads  in  the  frame,  set  CurSelP  to  point  to  the  top  of  the  local  pads 
list.  Invoke  ZedFram.CmpSeiChr  to  try  to  find  a  match.  If  it  was  successful,  set  Global 
variable  Typeltem  to  be  iPads,  and  exit. 

•  If  none  of  the  above  searches  were  successful,  Beep  and  restore  CurSelP  to  point  to  its 
previous  selection. 

7.1 .2.1 .3.3  ZEdFram.FindSel  *  exported 

This  routine  implements  the  "S"  (Find  selection)  command. 

•  If  there  are  no  options  or  local  pads  on  the  frame,  beep  and  exit 

•  Save  the  current  selection  pointer  and  initialize 

•  Display  the  prompt  for  the  selection  character  to  match,  and  obtain  it  from  the  user 

•  Invoke  ZEdFram.FSelChr  to  find  the  matching  selection 

•  If  the  current  selection  pointer  as  set  by  the  lower  level  routines  is  the  same  as  the  saved 
one,  the  search  was  unsuccesful:  display  the  cursor  at  the  start  of  the  old  item,  display 
the  default  ZED  message  and  exit. 

•  Save  any  changes  that  were  made  on  the  old  current  selection,  set  CurSelP  to  point  to 
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the  new  "found"  selection,  initialize  the  global  variables  for  the  new  selection  and  display 
the  default  ZED  message. 

7.1 .2.1 .4  Procedures  to  move  items  around  within  a  frame 

•  ZEdFram.  AdUTotal 

•  ZEdFram. GlobalFxam 

•  ZEdFram  Where 

/ 

•  ZEdFram. Reformat  •  exported 

7. 1.2. 1.4.1  ZEdFram. AddTotal 

This  is  a  support  routine  for  the  reformat  command.  It  is  used  to  count  up  the  number  of  lines  in  the 
text  of  the  passed  frame  string,  and  add  these  to  a  var  total. 

o  For  each  string  (i.e.,  line)  in  the  passed  string  list,  increment  the  var  counter,  sum,  and 
point  to  the  next  string  in  the  list. 

7. 1.2. 1.4. 2  ZEdFiam.GlobalExam 

Another  support  routine  for  the  reformat  command.  This  function  returns  true  if  there  is  enough 
room  in  the  frame  to  reposition  (reformat)  the  options. 

•  Initialize  GlobalExam  to  faise,  and  total  (tines)  to  zero 

•  If  there’s  a  frame  title,  add  the  number  of  lines  in  the  title  to  total,  and  one  more  for  the 
space  after  the  title,  and  if  total  is  mere  than  the  number  of  lines  available,  then  exit 

•  If  there’s  frame  text,  add  the  number  of  lines  in  the  text  to  total,  and  one  more  for  the 
space  after  the  title,  store  the  result  in  local  variable  oldtotal  and  if  total  is  more  than  the 
number  of  lines  available  in  the  frame,  then  exit 

•  If  there  are  no  options  in  the  frame,  just  exit  with  a  true  condition 

•  Else,  count  the  totai  number  of  lines  in  the  options  (plus  spaces  between  them)  that  are  in 
the  same  column  as  the  first  option.  If  the  total  is  too  large,  exit;  otherwise  set 
GlobalExam  to  true. 

7.1 .2.1 .4.3  ZEdFram. Where 

A  third  support  routine  for  the  reformat  command.  I?  there  are  options  on  the  frame  in  more  than  one 
column,  this  rcutine  asks  the  user  how  he/she  wishes  them  reformatted.  This  procedure  returns  the 
new  row  for  the  top  option  in  additional  columns  to  re-appear  in  after  the  reformat. 

•  Determine  if  the  two  columns  are  "close"  to  each  other 

*»  Create  and  display  the  message  about  whether  the  top  option  should  remain  stationary 
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and  obtain  his/her  response  (y/n) 

•  If  it  is  to  be  moved,  set  the  row  to  be  row  l  in  the  frame 

•  Else,  set  the  new  row  to  the  option's  old  row,  unless  the  two  columns  are  too  close  to 
each  other  -  if  so,  then  set  the  new  row  to  be  two  below  the  previous  options  row 

7.1 .2. 1.4.4  ZEdFram. Reformat  -  exported 
This  (lengthy)  procedure  implements  the  "F"  (reformat  frame)  command. 

7. 1.2. 1.4. 4.1  If  there  are  no  items  on  the  frame,  lust  exit 

7.1 .2.1 .4.4.2  Initialize  and  use  iteration  count  to  get  the  spacing  to  use  (LineSpace) 

7.1 .2.1 .4.4.3  Check  to  see  if  there  is  enough  room  to  reformat  via  ZedFram.GIobaiExam;  if 
not,  display  appropriate  message  and  exit 

7. 1.2. 1.4. 4. 4  If  there  is  a  frame  title,  and  it  is  not  at  the  top  left  corner  ot  the  frame,  move 
It  there,  and  update  its  selection  box  via  TEdUtll.UpdateBox 

7. 1.2.1 .4.4.5  !!  there  !«  frame  text,  and  it  is  not  In  its  normal  position  at  3,1  in  the  frame, 
move  it  there,  and  update  its  selection  box  via  ZEdUtil.UpdateBox,  and 
adjust  local  variable  row  to  reflect  where  the  text  is  now 

7.1 .2.1 .4.4.6  If  there  are  options,  set  up  the  first  option’s  new  position,  and  figure  out  the 
correct  selection  characters  to  use  In  the  reformat 

7.1 .2.1 .4.4.7  Loop  through,  reformatting  the  remaining  options. 

•  If  the  next  option  is  in  a  different  column,  ask  the  user  how  to  reformat  that  next  column 
via  ZEdFram. Where 

•  Else  place  the  option  LineSpace  (1  or  2)  lines  below  the  bottom  of  the  last  option 

•  Obtain  the  number  of  lines  in  the  current  option 

•  If  the  current  option  is  at  or  below  the  user  display  line,  then  force  it  to  be  one  line  above 
the  user  display  line 

•  Set  the  top  line  of  the  option  (10)  to  be  the  option’s  row 

•  Adjust  the  bottom  line  of  the  option  (II)  accordingly 

•  Adjust  the  option’s  selection  character  to  be  the  next  character  in  the  ASCII  sequence 

•  Repeat  this  process  for  the  next  option,  if  it  exist 
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7, 1.2. 1.4. 4.8  Clear  the  window  via  ZOisplay. Clear,  display  the  reformatted  frame  with 
ZEdUtii.DspFPEd,  and  the  ZED  messages  via  ZEdUtil.DspEditorHdAndTait, 

'  hnd  initialize  with  the  cursor  where  it  was  before,  with  ZEdUtil.lteminit  and 
Start- item. 

7.1 .2.2  Module  ZEdlterr.  *  Within  item  Editing  Commands 
This  module  implements  most  of  the  ZED  commands  which  only  affect  text  within  a  specific  item  on 
the  frame.  These  command  mostly  comprise  inserting,  deleting  and  modifying  characters,  and  cursor 
movement  Within-item  justification  is  also  included,  as  are  a  number  of  miscellaneous  routines. 

7.1 .2.2.1  Procedures  for  moving  around  the  item 

•  ZEdltem.MoveCunsor  •  exported 

•  ZEdilem.ToBlank 

•  ZEdltem.ToNonBLanK 

•  ZEdltem. FwdWord 

•  ZEdltem. ForwardW  •  exported 
«  ZEuitci  n.okVvord 

•  ZEdltem. BackW  •  exported 

7. 1.2. 2.1 .1  ZEdltem.MoveCursor  -  exported 

This  procedure  handles  keyboard -controlled  movement  within  the  item,  the "  "  and  "<BackSpace>"' 
commands. 

•  If  there  is  no  text  within  the  item,  tnen  Beep  and  exit 

•  For  the  iteration  count  (contained  in  giobal  variable,  iteration),  do  the  following  until 
reach  the  "end"  of  the  item's  text 

•  if  global  boolean,  Backspace,  is  true,  then  move  the  cursor  backwards  one  space,  via 
ZDspInc.DspCurL 

•  Else  move  the  cursor  forward  one  column,  via  ZDspInc.DspCurR 

•  Increment  the  location  iteration  counter,  i 

•  If  the  loop  has  gone  beyond  the  iteration  count  or  past  the  end  of  the  item,  then  beep  the 
user 
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7. 1.2. 2. 1.2  ZEdltem.ToBlank 

This  is  a  support  procedure  for  moving  forward  one  word.  It  searches  the  current  string  for  the  next 
occurrence  of  a  blank  (or  <CR>). 

•  Initialize  and  save  current  item  information 

•  Search  forward  (or  backward,  depending  on  the  value  of  Global  boolean,  Back)  through 
the  string,  starting  at  the  current  position,  by  utilizing  ZDspInc.DspCurR  (L),  and 
examining  the  character  at  the  new  position,  If  a  match  is  found,  or  the  new  position  is 
after  the  end  of  the  current  string,  then  set  var  parameter,  Success,  to  true. 

•  If  the  search  was  unsuccessful,  restore  the  saved  current  item  information  and  redisplay 
the  cursor  at  the  original  position  via  ZDspInc.DspTxtPos 

7.1 .2.2.1 .3  ZEdltem.ToNonBlank 

Another  support  routine  for  moving  forward  (backward)  one  word.  This  procedure  is  the  converse 
of  ZEdltem.ToBlank;  it  searches  the  current  string  from  the  current  position  for  the  first  non-blank 
character. 

•  Initialize  and  store  the  current  item  information 

•  Search  through  the  string,  starling  at  the  current  position,  utilizing  ZDspInc.DspCurR  (L  if 
searching  backwards,  as  indicated  by  giobai  booiean,  Back);  if  not  at  the  end  of  the 
current  line  of  text,  and  the  new  current  character  is  not  a  blank,  set  var  parameter, 
Success,  to  true,  indicating  a  successful  search. 

•  If  the  search  was  unsuccessful,  restore  the  saved  current  item  information,  and  redisplay 
the  cursor  at  its  original  position  via  ZDspInc.DspTxtPos 

7.1 .2.2.1 .4  ZEdltem.FwdWord 

This  procedure  does  the  actual  forward  movement  by  word  in  the  current  item. 

•  Check  to  see  if  there  is  a  "next"  character  in  the  current  text.  If  not,  then  just  Beep  and 
exit. 

•  Return  the  cursor  back  to  its  original  position  (ZDspInc.DspCurl)  and  set  global  boolean, 

Back,  to  false 

•  If  the  current  position  is  not  at  the  end  of  the  current  line,  then  if  the  current  character  is  a 
blank,  go  to  the  next  non-blank  via  ZEdltem.ToNonBlank;  else  call  ZEdltem.ToBlank  to 
move  to  the  next  blank,  then  to  the  next  non-blank,  via  ZEdltem.ToNonBlank. 

•  Else,  just  go  to  the  next  non-blank,  via  ZEdltem.ToNonBlank 
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7.1 .2.2.1 .5  ZEdltem.ForwardW  ■  Exported 

This  procedure  implements  the  (move  forward  one  "word")  command,  where  a  word  is  defined 


to  end  at  the  next  space  (or  <CR>)  character. 

o  if  there's  no  text  in  the  current  item,  then  just  beep  and  exit 

•  Enter  a  loop  for  global  variable,  Iteration,  counts,  to  cail  ZEdltem.FwdWord  for  each  word 
to  move  forward,  incrementing  the  local  iteration  counter  for  each  successful  movement 

•  If  the  number  of  iterations  accomplished  is  less  than  the  number  the  user  specified,  then 
beep 


7.1 .2.2.1 .6  ZEdltem.BkWcrd 

This  procedure  does  the  actual  backward  movement  by  word  in  the  current  item. 

•  Check  to  see  if  there  is  a  "previous"  character  in  the  current  text.  If  not.  then  just  Beep 
and  exit 

•  Set  global  boolean,  Back,  to  true  to  indicate  backward  searching 

•  If  the  current  position  is  past  the  end  of  the  current  text,  then  go  to  the  first  non  blank  via 
ZEdltem.ToNonBlank.  If  successful,  go  back  to  the  previous  blank,  then  if  successful, 
forward  to  the  next  r, on-blank. 

•  tlse,  if  the  current  character  is  a  biank  then  yo  back  to  the  previous  non-blank,  back  to 
the  previous  blank,  then  forward  to  the  first  non-blank;  eise,  just  go  back  to  the  previous 
blank,  then  forward  to  the  next  non -blank. 

•  If  anv  one  of  these  searches  failed,  then  position  the  cursor  at  the  beginning  of  the 
current  item,  and  update  the  current  item  record  with  ZEdlltil.Start  -  Item. 

7. 1.2. 2. 1.7  ZEdltem.BackW  •  exported 

This  procedure  implements  the  (move  backward  orie  "word")  command,  where  a  word  is 
defined  to  begin  with  a  space  (or  <CR>)  character. 

•  If  there’s  no  text  in  the  current  item,  then  just  Beep  and  exit 

•  Enter  a  loop  for  global  variable,  Iteration,  counts,  to  call  ZEdltem.BkWord  for  each  word 
to  move  backward,  incrementing  the  local  iteration  counter  for  each  successful 
movement 


If  the  number  of  iterations  accomplished  is  less  than  the  number  the  user  specified,  then 


7. 1.2. 2. 2  Procedures  for  Inserting  characters 

•  ZEdltem. InsChr  •  exported 

•  ZEdltem  Extend  -  exported 

•  ZEdltem.  InsBul  •  exported 

7.1 .2. 2. 2.1  ZEdltem. InsChr  •  exported 

This  is  the  top-level  routine  for  inserting  characters  into  item  text. 

•  Set  Global  boolean,  Changed,  to  true 

•  Display  the  insertion  message  for  the  user  with  ZEdUtil.WrtMsg 

•  Invoke  ZEdUtil. Insertion  to  do  the  actual  character-by-character  inserting 

•  Update  the  selection  box  boundaries  with  ZEdUtil.BoxBoundary 

•  Update  the  selection  character  (just  in  case)  via  ZEd  Jtil.UpdSelCh 

•  Disp'ay  the  default  ZED  message  in  the  user  display  area  with  ZEdUtil.WrtMsg 

7.1 .2. 2. 2. 2  ZEdltem. Extend  -  exported 

This  procedure  implements  the  "x"  (extend  item)  command,  allowing  the  user  to  append  characters 
to  the  end  of  the  current  item. 

•  If  there’s  no  string  for  the  current  item,  then  create  a  string  record  with  a  null  string  with 
NetMakeDel.CrFsP,  and  make  global  pointer  variable,  FirstStr,  point  to  the  new  null  string 
record 

•  Else,  space  over  from  the  current  position  in  the  item  to  the  end  of  the  item  using 
ZDspInc.DspCurR  until  it  returns  a  false  condition 

•  invoke  ZEdltem.lnsChr  to  do  the  character  insertion 

7.1 .2. 2. 2. 3  ZEdltem. InsBuf  •  exported 

This  procedure  implements  the  "t"  (insert  characters  from  delete  buffer)  command. 

•  If  there  are  no  characters  in  the  delete  buffer,  just  Beep  and  exit 

•  Initialize 

c  For  each  character  in  the  buffer,  invoke  ZEdUtil.lnsert-Ch  to  insert  the  character  after 
the  current  position  and  update  the  current  position 

•  If  the  insertion  terminated  before  all  characters  were  inserted  (via  global  boolean,  AOK), 
then  beep 
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•  Update  the  selection  box  parameters  with  ZEdUtil.BoxBoundary 

7. 1.2. 2. 3  Procedures  lor  modifying  characters 

•  ZEdltem.Chg*-Ch  •  exported 

•  ZEdltem  Replace  -  exported 

•  ZEdltem  NCvCase 

•  ZEdltem. CvCase  -  exported 

•  ZEdltem.Transpose  -  exported 

7.1 .2.2.3. 1  ZEdltem. Chg  -  Ch  •  exported 

This  procedure  implements  the  "c"  (change  character(s))  command. 

7.1 .2. 2. 3.1 .1  If  there’s  no  text  in  the  current  item,  just  Beep  and  exit 

7.1 .2. 2. 3.1 .2  If  there’s  no  character  to  the  right  of  the  current  position  (as  determined  by 
an  unsuccessful  ZDspinc.DspCurR),  just  Beep  and  exit 


7.1 .2. 2. 3. 1.3  Replace  cursor  at  original  position  (ZDspmc.DspCuiLj,  set  the  global 
boolean,  Changed,  to  true,  initialize  the  iteration  counter,  i,  to  1 ,  turn  the 
block  cursor  on  (ZCanvas.CursorOn)  and  display  the  Change  message 

7.1 .2. 2. 3.1 .4  Enter  the  replacement  loop  for  the  iteration  count: 

•  If  the  character  was  an  escape  (<INS>),  then  update  the  selection  character,  just  in  case, 
display  the  ZED  message  and  exit 

•  If  the  character  was  NOT  in  [<BackSpace>,  <Control-L>,  <LF>,  <CR>],  then  redisplay  the 
old  character,  store  the  old  character  in  the  delete  buffer  via  ZEdUtil.insDelBuf,  place  the 
cursor  at  the  character’s  position  via  ZDspInc.DspTxtPos,  replace  the  character  in  the 
current  item  record,  display  the  new  character  via  ZCanvas.PutCh,  move  the  cursor  one 
position  right  via  ZDspinc.DspCurR  and  increment  the  iteration  counter  by  one 

•  Else,  if  the  character  is  a  <CR>  or  <LF>  then  use  ZEdltem. DelChr  to  delete  it  and  use 
ZEdUtil.lnsert  -  ch  to  insert  the  new  one,  else  simply  flag  an  error 

7. 1.2. 2. 3.1 .5  Update  the  selection  character  (ZEdUtil.UpdSelCh)  in  case  it  was  changed 


7.1 .2. 2. 3.1 .6  Display  the  default  ZED  message 

7. 1.2. 2. 3. 2  ZEdltem. Replace  •  exported 

This  routine  implements  the  "r"  (replace  character(s))  ZED  command.  The  replaced  characters  are 
deleted,  then  an  arbitrary  number  of  characters  are  allowed  to  be  entered  to  replace  them. 

•  If  there  is  no  string  pointed  to  in  *he  current  item,  then  just  beep  and  exit 

•  If  there  is  no  text  in  the  current  item,  then  just  beep  and  exit 

•  Delete  the  specified  number  of  characters  via  ZDspInc.DspDelChr 

•  Allow  the  user  to  insert  characters  via  ZEdltem. InsChr 

7.1 .2. 2. 3. 3  ZEdltem. NCvCase 

This  is  a  support  procedure  used  to  help  implement  character  case  conversion.  It  wili  convert  the 
case  of  iteration  count  characters  starting  from  the  current  position  in  the  current  item. 

Set  up  a  loop  for  the  iteration  count  to  do  the  following: 

7.1 .2. 2. 3. 3.1  If  the  current  position  is  not  at  tho  end  of  the  Item,  then: 

•  Obtain  the  character  at  that  position 

•  Redisplay  it  with  ZCanvas.PutCh 

•  Move  and  display  the  cursor  at  the  current  position 

•  If  the  character  is  alphabetic,  convert  its  case,  redisplay  the  new  converted  character 
with  ZCanvas.PutCh,  and  insert  it  into  the  current  item’s  string  record  at  the  current 
position 

7. 1.2. 2. 3. 3. 2  Move  one  position  to  the  right  (the  next  character)  with  ZDspInc.DspCurR 

7. 1.2. 2. 3. 3. 3  Increment  the  local  iteration  counter  by  one 
7.1 .2. 2. 3. 4  ZEdltem. CvCase  •  exported 

This  routine  implements  the  "v"  (convert  case)  command.  The  default  for  this  command  is  to 
convert  a  whole  "word"  if  no  iteration  count  is  specified. 

7.1 .2. 2. 3.4.1  If  the  current  tow  is  row  1  in  the  item  and  there  is  no  text  pointed  to,  then 
just  Beep  and  exit 
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7.12.2.3  4.2  If  there  is  ro  "next"  character  (as  determined  by  ZDsptnc.DspCurR),  then 

just  Beep  and  exit 

7.1 .2. 2. 3.4.3  Move  the  cursor  back;  if  there  is  an  iteration  count,  then  invoke 
ZEdltem.NCvCase,  and  exit 

7.1 .2. 2. 3. 4. 4  Conversion  Loop 

•  Redisplay  the  current  character  with  ZCanvas.PutCh; 

•  Move  and  display  the  cursor  at  the  current  position  via  ZDspInc.DspTxtPos; 

•  Convert  the  character’s  case,  redisplay  the  new  converted  character  with 
ZCanv&3.PutCh,  and  insert  it  into  the  current  item’s  string  record  at  the  current  position; 

•  Move  one  position  to  the  right  (the  next  character)  with  ZDspInc.DspCurR; 

•  If  the  current  position  is  past  the  end  of  the  item,  then  just  exit; 

•  Obtain  the  character  at  the  new  position. 

7.1 .2. 2.3.5  ZEdltem.T ranspose  -  exported 

This  routine  implements  me  “r  (transpose  two  characters)  command. 

•  If  there  are  no  characters  to  transpose,  then  just  beep  and  exit 

•  Point  to  tha  current  posi.ion  in  the  current  line 

•  If  one  beyond  the  current  position  is  not  beyond  the  end  of  the  line,  than  interchange  the 
character  at  the  current  position  with  the  one  immediately  after  it 

•  Else,  just  beep 

7.1. 2.2.4  Procedures  for  deleting  characters 

•  ZEdltenCSterOetete 

•  TEdnenvErueToEnd 

•  ZRdltarn.ReOepToEnd 

•  ZEdlle«n.C*l*-ALot*-Ch 

•  ZEdtem.FsMDetatJon  ■  exported 

•  JEdltem-DetOv  -  exported 


e  ZEdNwm.KUfToCher  -  exported 
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•  ictil'iCfn  Klnsarl  ■  exported 
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7.1 .2.2.4. 1  ZEdltem.StarDeleta 

This  procedure  provides  For  deletion  from  the  current  cursor  position  to  the  end  of  the  item, 
implementing  the  "*d"  command.  This  assumes  that  the  remainder  of  the  current  line  has  already 
been  deleted  by  the  calling  routine. 

•  If  there  is  no  text  in  the  current  item,  then  just  beep  and  exit 

•  Insert  a  <CR>  into  the  delete  buffer  via  ZEdUtil.lnsOelBuf 

•  Point  to  the  next  string  in  the  current  Hem,  with  local  variable,  FsP 

•  For  each  next  string  in  the  item,  invoke  ZEdUtil.lnsOelBuf  to  store  each  character  in  the 
string  into  the  delete  buffer,  then,  if  there’s  a  next  string,  insert  a  <CR>  into  the  delete 
buffer.  Point  to  the  next  string. 

•  If  the  original  next  string  existed,  then  release  the  frame  string  record  starting  from  that 
string  via  NetMakeDel.RelFsP 

•  Make  the  next  string  pointer  point  to  NIL 

«  As  a  precaution,  update  the  item's  selection  character 

7.1 .2. 2. 4. 2  ZEdltem.EraseToEnd 

This  procedure  is  used  to  erase  an  item  in  the  display  window,  from  the  current  position  on.  It  uses 
the  fact  that  characters  overwritten  in  XOP  mode  on  the  screen  get  erased. 

•  Invoke  ZDspInc.DspErase  with  the  current  item  pointer  as  the  variable 

7.1.2.2  4.3  ZEdltem.ReDspToEnd 

This  procedure  is  used  to  redisplay  an  item  in  the  display  window,  from  the  current  position  on. 

•  Invoke  ZDspInc.DspErase  with  the  current  item  pointer  as  the  variable 

7.1 .2. 2.4.4  ZEdltem.Del  -  ALot-  Ch 
This  routine  is  invoked  when  more  than  one  line  of  characters  must  do  deleted. 

7.1 .2. 2. 4. 4.1  Decrement  the  iteration  count  by  the  number  of  characters  left  in  the 


current  line 
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7.1 .2. 2. 4.4. 2  Store  the  remaining  characters  on  the  currant  line  in  the  delete  buffer 

7. 1.2. 2. 4.4. 3  Make  the  current  string  be  the  substring  of  the  original  string  with 
PERQ  -  String. SubStr  or  a  null  string,  if  ait  the  characters  wore  deleted 

7.1 .2. 2.4.4. 4  if  no  next  string,  then  exit 

7.1 .2. 2.4.4. 5  If  Global  Star  is  true,  invoke  ZEdltem.StarDeiete,  and  exit 

7.1 .2.2.4.4.6  Enter  loop  to  delete  remaining  characters  on  successive  lines; 

•  Store  a  <CR>  in  the  delete  buffer  with  ZEdUtii.lnsDelBuf,  for  tne  end  of  the  previous  line 

•  Set  the  limit  for  the  next  line's  deletion  of  characters,  based  on  the  iteration  count 

•  Store  the  appropriate  number  of  characters  of  the  current  line  in  the  delete  buffer  via 
ZEdUtii.lnsDelBuf 

•  Decrement  the  iteration  count  by  the  number  of  characters  just  deleted 

•  Perform  the  actual  delete  on  the  current  string  via  PERQ  -  String.Deiete 

e  If  there’s  a  next  string ,  point  to  ii  with  trie  local  string  pointer,  OFsP;  else,  signs!  the 
completion  of  the  loop  with  local  boolean  done  being  set  to  true 

7.1 .2. 2.4.4. 7  Get  rid  of  any  null  strings  in  the  list  via  ZEdUtll.GstRidStrP 

7.1 .2. 2.4. 4. 8  Redisplay  the  selection  with  ZEdltem.ReDsptotind  and  just  in  case,  update 
tha  selection  char  with  ZEdUtii.UpdSelCh. 

7. 1.2. 2. 4. 5  ZEdltem.FastDeletion  •  exported 
Upper  level  editing  procedure  for  deleting  more  than  one  character. 

•  Erase  the  current  line  from  the  current  position  to  the  end  via  ZEdltem.EraseToEnd 

•  Decrement  the  iteration  count  by  one 

« invoke  ZEdltom.Del  -  ALot  -  Ch  to  do  the  actual  character  deletion 


«  Place  and  display  the  cursor  at  its  original  position 
•  Update  the  selection  box  of  the  selection  via  ZEdUtil.BoxBoundary 
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7. 1.2. 2.4.6  ZEdltem.DelChr  •  exported 

This  is  the  tojj-leve!  deletion  routine  for  ZED. 

•  If  there  is  no  string  in  the  current  item  pointer,  just  Beep  and  exit 

•  Set  the  global  boolean,  Changed,  to  true 

•  If  the  user  has  requested  a  "star"  delete  (to  end  of  item)  or  the  iteration  count  is  greater 
than  the  length  of  the  remaining  text  in  the  current  string,  invoke  ZEdltem.FastDeletion  to 
do  the  actual  deletion;  then,  if  the  latter  case  (i.e.,  not  "star"),  delete  one  more  character 
viaZEdUtil.Delete  -  Ch  and  decrement  the  delete  buffer  length  by  one;  finally,  just  exit. 

•  Else,  (all  the  characters  to  be  deleted  are  on  the  current  line)  enter  a  loop  for  the  iteration 
count,  using  ZEdUtil.Oelete  -  Ch  to  delete  individual  characters,  and  incrementing  the 
local  iteration  counter  by  one  each  pass;  then,  update  the  selection  box  via 
ZEdUtil.BoxBoundary,  the  selection  character  with  ZEdUtii.UpdSelCh,  and  turn  the 
cursor  back  on 

7.1 .2. 2.4. 7  ZEdltem.KillToChar  •  exported 

This  procedure  implements  the  “k"  (delete  up  to  specified  character)  command. 

•  If  there’s  no  text,  just  Beep  and  exit 

•  Save  current  item  information,  get  the  character  and  initialize 

•  Invoke  ZEdltem.Find  -  Ch  Iteration  times 

•  Save  the  "found”  row  and  column  information  for  later  reference  and  restore  the  original 
current  item  information 

•  If  the  found  character  is  in  thi  same  row  as  the  current  row,  then  just  store  and  delete  the 
appropriate  number  of  characters,  move  the  cursor,  display  the  remainder  of  the  line  with 
ZDsplnc.DspUn,  update  the  selection  character  if  necessary  and  exit. 

•  Otherwise,  go  through  each  line,  storing  and  deleting  characters  with  ZEdUtil.lnsDelBuf 
and  PERQ-String.Deiete  until  the  specified  row  and  column  sue  reached 

•  Restore  the  original  current  item  information,  and  redisplay  the  entire  selection,  clean  up 
by  delstin  any  extra  characters  and  update  the  selection  character 

7.1 .2. 2.4.8  ZEdltem.KInsert  •  exported 

This  procedure  implements  ths  "m"  (kill  to  character,  then  Insert  •  "munch")  command. 

•  If  there’s  no  text  in  the  current  item,  jnst  beep  and  exit 

•  Invoke  ZEdltem.KillToChar  to  delete  the  intended  characters 


•  If  the  kill  to  character  was  successful,  then  invoke  ZEdltem.lnsChr  to  allow  the  user  to 
insert  characters  at  the  point  of  the  deletion 
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7.1 .2.2.5  Procedures  to  find  characters  within  an  item 

•  ZEdltem.LastOcc 

•  ZEd Item. Str Search 

•  ZEdltem.Flnd*"Str  •  exported 

•  ZEdltem.FwdCR 

•  ZEdltem.Find**C?> 

«  ZEdltem.GetSChr 

•  ZEdltem.CharSearch  -  exported 

7. 1.2.2. 5.1  ZEdltem.LastOcc 

Low-level  support  for  string  searching.  This  will  return  an  index  to  the  rightmost  (last)  match  in  a 

string,  starting  from  the  current  position  as  opposed  to  the  first  (leftmost). 

7.1 .2.2. 5.1 .1  Enter  a  loop  to  do  the  following: 

e  Find  an  occurrence  of  the  match  string  in  the  souice  string  using  the  NstString  .AnyPes 
(case-insensitive  search)  utility 

•  If  one  is  found,  increment  the  starting  position  accordingly,  elss,  set  the  ending  condition 
of  the  loop  true 

•  If  there’s  enough  of  the  source  string  left,  remove  the  part  already  scanned  with 
PERQ  -  String.SubStr,  else,  set  the  ending  condition  true 

7.1 .2. 2. 5.1 .2  Return  the  last  index  of  the  found  string 

7.1 .2.2. 5.2  ZEdttem.StrSearch 

This  is  the  basic  string  matching  routine  for  the  current  selection,  starting  from  the  current  position. 

7.1 .2.2. 5. 2.1  Save  the  current  item  information  and  initialize,  then  enter  the  main  loop  to 
do  the  following: 

•  If  the  first  time  through  the  loop,  obtain  the  appropriate  substring  of  the  current  line  to 
search,  and  search  it  with  ZEdltem.LastOcc  or  NetString.AnyPos;  else,  just  do  the 
appropriate  search  on  the  entire  line 

•  If  a  match  was  found,  then  update  the  Current  Item  column  to  reflect  the  found  position, 
move  the  cursor  to  the  matched  string  via  ZDspfnc.DspTxtPos  and  exit 

•  Otherwise,  go  to  the  next  (previous,  if  searching  backwards)  string  in  the  current  item  If 
possible,  and  repeat 
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7. 1.2. 2. 5. 2. 2  If  no  match  was  found,  restore  sawed  current  item  information 

7.1 .2. 2.5. 3  ZEdltem  .Find -  Str  -  exported 

This  procedure  implements  the  T  (find  string)  command. 

•  if  there's  no  string  to  search  in  the  current  item,  just  Beep  and  exit 

•  Initialize,  then  display  "enter  search  string"  message,  and  obtain  the  user’s  input  siring 
via  ZEdUtil.ReadStr 

®  Store  the  user's  new  search  siring  in  Global  variable,  PatStr 

•  Initialize  and  enter  the  search  loop  to  do  the  iteration  count,  calling  ZEdltem.StrSearch 
each  pass,  and  incrementing  the  local  iteration  counter 

•  Reset  the  global  boolean,  backsearch,  if  necesary 

•  Move  the  cursor  the  the  appropriate  place,  stored  in  Cltem,  via  ZDspInc.DspTxtPos 

•  Redisplay  the  default  ZED  message  with  ZEdUtil.WrtMsg 

7. 1.2. 2. 5. 4  ZEdltem.FindCR 

This  routine  searches  for  an  (implicit)  <CR>  in  the  current  item. 

•  If  doing  a  backwards  search  (Global  BackSearch  is  true)  then  if  there  is  a  previous  string 
in  the  current  item,  point  to  it,  move  up  a  row,  move  the  current  column  tc  the  end  o?  this 
new  string,  display  the  cursor  there,  and  exit 

•  Elsa,  try  tc  move  the  cursor  one  position  to  the  right  with  ZDspInc.DspCurR 

•  If  this  was  successful,  then  move  the  current  column  to  one  beyond  the  end  of  the  current 
line,  and  display  the  cursor  there 

7.1 .2. 2.5. 5  ZEdltem.FInd  -  Ch 

The  general  character  searching  routine  for  the  current  item. 

•  If  the  search  character  is  a  <CR>,  invoke  ZEdltem.FindCR  and  exit 

•  Save  current  item  information  and  initialize  for  loop 

•  Enter  search  loop: 

•  Move  the  cursor  on  character  in  the  appropriate  direction,  depending  on  the  direction  of 
the  search 

•  If  not  at  the  end  of  the  text,  then  if  there’s  a  match,  indicate  so  in  the  var  boolean,  Found, 
move  the  cursor  there,  and  exit;  else  repeat  the  loop 

•  If  no  match  was  found,  restore  ths  old  current  item  information,  and  redisplay  the  cursor 
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ai  the  original  position  via  ZDspIr.c.DspTxtPos 

7.1 .2. 2.5.6  ZEdltem.GetSChr 

This  is  a  support  routine  for  the  character  searching  command,  to  obtain  the  character  to  search  for 
from  tiie  user. 

•  Create  the  "enter  target  character"  message 

•  Display  it  in  the  user  display  line  via  ZEdUtil.WrtMsg 

•  Move  the  cursor  to  the  input  position,  via  ZDisplay.DspPos 
«  Obtain  the  input  character  via  ZCanvas.RdKbd 

•  Redisplay  the  default  ZED  message 

7.1 .2. 2.6. 7  ZEcJItem.CharSearch  •  exported 

This  routine  implements  the  "s"  (search  for  character)  command. 

« If  there  is  no  string  to  search  in  the  current  item,  then  just  Beep  and  exit 

•  Obtain  the  character  to  search  for  via  ZEdltem.GetSChr 

•  Initialize,  then  enter  the  search  loop  for  Iteration  times,  calling  Zujltem.Find  -Cn, 
incrementing  the  local  counter  by  one  each  time  a  match  is  made 

•  Display  tho  default  ZED  message 

71 .2.2.6  Procedures  for  justifying  text  within  an  item 

•  ZEditem.TeatBtank 

•  ZEdltem. Rebuilt 

•  ZEdttem.RmExfraBli  nks 

•  ZEd  I  tern.  Decompose 

•  ZEdltem.CkTotalLength 

•  ZEditem.OetMaxUm 

•  ZEdltwn.Bemb 

•  ZEdltenvSbuffling 

•  ZEd'l&n.Justify  •  exported 


•  ZEriltemSr.uiu  ■  exported 
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7.1. 2.2.6. 1  ZEdltem.TestBiank 

This  is  a  support  function,  it  returns  true  if  the  string  argument  consists  of  ail  blanks. 

•  For  each  character  in  the  string,  check  if  it  is  a  non-blank  (space).  If  so,  return  false 

•  If  the  loop  for  the  string  checking  has  been  completed,  then  return  true,  since  ail  the 
characters  in  the  string  were  blank. 

7. 1. 2.2.6. 2  ZEdltem. Rebuilt 

This  procedure  reformats  a  long  string  (in  BufStr  type  recotd)  into  a  returned  frame  string  record 
(linked  list  of  strings  of  length  input  parametei  MaxLen). 

Set  up  a  the  loop  to  remove  substrings  from  hie  input  string: 

•  Advance  the  pointer  from  the  previous  position  to  up  to  MaxLen  characters  further  in  the 
input  string 

•  Strip  off  any  trailing  blanks  by  retreating  the  pointer  back  past  them 

•  Move  these  up  to  MaxLen  characters  into  a  local  string  variable 
c  Create  a  string  record  via  NetMakeDel.CrFsP  for  this  string 

•  If  it's  the  first  pass,  make  the  var  pointer  variable,  NewStrP,  point  to  this  newly  created 
record;  el3e,  add  this  newly  created  .ecord  to  the  previously  created  list  of  strings 

•  Store  ccpy  of  the  new  string  record  and  move  the  offset  into  the  input  string  appropriately 

7. 1.2. 2. 6.3  ZEdltem. RmExtraBianks 

This  procedure  replaces  all  occurrences  of  multiple  adjacent  spaces  in  the  var  string  with  a  single 
space. 

•  Invoke  NetString.Strip  to  remove  any  blanks  from  the  ends  of  the  input  string 

•  Examine  the  input  string  downwards  from  the  end  for  occurrences  of  two  adjacent  blanks 

«  If  the  second  character  is  a  blank,  use  PERQ  -  String. Delete  to  remove  the  first  blank 
from  the  string 

7. 1.2. 2. 6. 4  ZEdltem. Decompose 

This  routine  does  the  opposite  of  ZEditem.Rebuilt:  it  forms  a  continuous  long  string  (of  type  BufStr) 
from  a  Frame  String  list. 
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7.1 .2.2. 8.4.1  Initialize  the  string  buffer  to  zero  length 

7.1 .2.2.6.4.?'For  as  long  as  there  are  more  "lines"  in  the  string  record,  do: 

•  If  the  current  "line"  in  the  string  record  is  all  blanks,  then  insert  a  single  null  character  (as 
a  flag)  in  the  string  buffer 

•  Else,  remove  multiple  adjacent  blanks  from  the  current  "line”  with 
ZEdltem.RmExtraBlanks,  insert  ail  the  characters  from  the  current  “tine"  Into  the  string 
buffer,  and  tack  on  a  blank  in  the  string  buffer 

•  Point  to  the  next  line  in  the  string  list 

7.1 .2.2.6.4.3  Remove  the  last  blank  character  added  In  the  string  buffer 

7.1 .2.2.6.S  ZEdltem.CkTotallength 

This  procedure  returns  true  if  th»'«  is  enough  room  in  the  frame  for  the  passed  Frame  String  record. 

•  Initialize,  ana  point  to  the  "next"  string  in  the  passed  frame  string  record 

•  Add  up  the  total  number  of  rows  from  the  current  "line"  there  are  in  the  Frame  String 
record 


•  Add  tc  this,  the  rev:  position  e?  the  current  selection  (passed  as  parameter  Row!  and  the 
number  of  rows  "down"  in  the  current  selection  we  already  are 

•  If  this  sum  is  less  than  the  length  of  the  frame,  minus  1,  then  the  selection  can  fit,  so 
return  true 

7.1 .2.2. 6. 8  ZEdltem.GetMaxLen 

This  procedure  prompts  the  user  for  right  margin  to  use,  and  returns  this  information  as  a  maximum 
length  of  string  to  use  for  the  justification  of  the  current  item.  The  process  is  slightly  different  for  Text 
and  Title  than  for  Options  or  Local  Pads,  since  there  is  a  reasonable  default  for  the  former. 

•  If  the  current  item  is  Title  or  Text,  display  the  prompt  in  the  user  display  line  with 
ZEdUtil.WrtMsg.  and  obtain  the  response  (default  "y")  with  ZCanvas-RdKeyEv.  If  a 
positive  response  is  received,  set  the  var  MaxLen  to  80  minus  the  current  position  and 
exit. 

•  Display  the  prompt  for  the  user  to  indicate  where  he/she  wants  the  right  margin  with  the 
mouse,  and  wait  for  a  mouse  click  in  response,  via  ZCanvas.RdKeyEv.  Adjust  the  user- 
indicated  mouse  column  position  to  be  inside  the  frame  window,  and  return  a  value  of 
MaxLen  equal  to  the  mouse  column  position  minus  the  current  position  within  the  item 
plus  one. 

•  Redisplay  the  ZED  default  message 


7.1 .2.2.6.7  ZEdltem.Bomb 

This  procedure  merely  displays  one  of  three  error  messages,  depending  on  its  argument  It  was 
aeated  to  localize  these  three  messages  for  access  by  the  upper  level  item  justifying  routines. 

•  Beep  the  user,  indicating  a  problem 

•  If  argument  is  1 ,  display  "no  need  to  justify”  message 

•  If  argument  is  2.  display  "Abort”  message 

•  If  argument  is  3,  display  "line  length  too  short  for  justify"  message 

•  Get  Global  boolean,  ChgMsg,  to  true,  to  force  redisplay  of  ZED  default  message  at  the 
command  level 

7.1 .2. 2. 6.8  ZEdltem. Shuffling 

This  is  the  main  justify  routine  for  selections.  Text  and  Title  are  handled  separately  in  the  calling 
routine.  It  re-forms  the  first  line  as  a  line  of  length  MaxLan,  then  indents  the  remaining  lines  three 
spaces  in. 

•  Do  a  ZEditem.Decompcse/Rebuilt  pair  on  the  selection  text,  starting  at  the  first  line  of  the 
text.  This  will  correctly  format  the  first  line  of  the  text  to  a  length  of  MaxLen. 

•  If  there  are  next  line(s),  then  re  execute  the  ZEdltem.Decompose/Rebuilt  pair  on  them, 
this  time  with  a  length  of  three  less  than  MaxLen 

•  If  the  justified  selection  won't  now  fit,  display  an  error  message  via  ZEdltem.Bomb, 
redisplay  the  selection  with  ZEdUtil.ReDsp,  and  exit  with  no  permanent  changes 

•  Otherwise,  prepend  three  blanks  onto  each  of  the  remaining  lines  with 
PERQ  -  String.Concat  to  indent  them  property 

« Reset  the  current  item  record,  update  the  selection  box  information  with 
ZEdUtil.BoxBoundary,  and  redisplay  the  selection  with  ZEdUtil.ReDsp. 

7.1 .2. 2.6.9  ZEdltem.Justify  •  exported 

This  procedure  implements  the  "J"  (justify  whole  item)  command. 

•  If  there's  no  text  in  the  current  item,  display  error  message  via  ZEdltem.Bomb  and  exit 

•  If  there’s  oniy  one  line  of  text  in  the  current  item,  display  "no  need"  message  via 
ZEdltem.Bomb  and  exit 

•  If  the  user  specifies  a  string  length  'ess  than  15  display  error  message  via  ZEdltem.Bomb 

and  exit 

•  If  the  current  item  is  an  option  or  a  local  pad,  then  invoke  ZEdltem.Shuffiing  to  do  the 
justifying,  and  just  exit 
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•  Else,  invoke  the  ZEdltem.Decompose/Rebuiit  pair,  and  check  to  make  sure  the  newly 
justified  item  still  fits  in  the  window.  If  so,  release  the  old  global  first  string  pointer, 
FirstStr,  'and  make  it  point  to  the  newly  formatted  one,  and  update  current  item 
information;  else,  display  error  message  via  ZEdltem.Bomb,  and  release  the  new  string 
pointer. 

•  Redisplay  the  item  via  ZEdUtil.ReDsp 

7.1 .2.2. 6.1 0  ZEdltem.SmallJ  *  exported 
This  procedure  implements  the  "j"  (justify  item  from  current  position)  command. 

7.1 .2.2.6.10.1  If  there’s  no  text,  or  there’s  only  one  line  and  we’re  at  the  end  of  it,  just 
ZEdltem.Bomb  and  exit 

7.1 .2.2.6.10.2  Get  the  MaxLen  for  the  justification,  via  ZEdltem.GetMaxLen,  or  c  efault  to 
selection  box  width,  if  we’re  at  any  other  row  than  the  first;  If  the  MaxLen 
is  too  small,  ZEdltem.Bomb  and  exit. 

7.1 .2.2.6.10.3  If  MaxLen  is  less  than  the  current  position,  process,  and  exit 

:  Update  globals  with  ZEdUtil, Start-  Item 

•  Do  one  ZEdltem.Decompose/Rebuiit  pair  for  the  first  row,  then  again,  starting  from  the 
new  second  row,  with  a  new  idaxLen,  decremented  by  three  if  the  item  is  an  option  or 
local  pad 

•  If  the  newly  justified  item  no  longer  fits,  as  determined  by  ZEdltem.  CkTotal Length, 
ZEdltem.Bomb,  release  the  local  string  record,  redisplay  the  item  and  exit. 

•  Link  in  the  remaining  text  of  the  item 

•  If  the  item  is  an  option  or  local  pad,  pad  the  remaining  lines  of  the  aem  with  three  blanks 
to  line  up  the  text  on  the  left 

•  Make  the  current  string  the  first  string  of  the  item 

•  Update  the  selection  box  via  ZEdUtil.BoxBoundai7 

•  Redisplay  the  whole  item  with  ZEdUtil.ReDsp 

7.1.2.2.6.10.4  If  MaxLen  is  greater  than  the  current  text  length,  and  there’s  no  next  string, 


ZEdltem.Bomb  and  exit 
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7.1 .2.2.6.10.5  Preprocess 

•  Set  local  boolean,  Done,  to  false 

•  Save  the  current  column  position,  and  reposition  to  the  beginning  of  the  current  string  for 
processing 

•  Save  the  pointer  to  the  previous  string  in  the  item 

o  Erase  the  remainder  of  the  item  from  the  (new)  current  position  on  with 
ZEdltem.EraseT  oEnd 

7.1 .2.2.6.10.6  If  we’re  currently  on  row  1  of  the  item,  then  process  the  whole  item 

•  Execute  one  ZEdltem.Decompose/Rebuilt  pair 

•  If  there's  more  lines  in  the  justified  item,  then  execute  another  ZEdltem. 
Decompose/Rebuilt  pair,  with  a  MaxLen  decremented  by  three  if  the  current  item  is  an 
option  or  local  pad 

•  If  the  newly  formatted  item  cannot  fit  in  the  frame  display  window,  as  determined  by 
ZEdltem.CkTotalLength,  ZEdltem. Bomb  and  exit 

•  Release  the  old  first  string  record,  pointed  to  by  FirstStr 

•  Maks  the  new  current  string  the  first  string  in  the  justified  item 

•  Reset  FirstStr  to  the  current  string 

•  Make  local  next  string  pointer,  NStrP,  point  to  the  next  string  in  the  newly  justified  item  for 
later  processing 

7.1 .2.2.6.10.7  Else  process  from  the  current  position 

•  Make  local  string  pointer,  NStrP,  point  to  the  current  string  in  the  item 

•  Execute  a  ZEdltem. Deconpose/Rebcilt  pair,  with  MaxLen  decremented  by  three  if  the 
current  item  is  an  option  or  local  pad 

•  If  the  newly  justified  item  will  not  fit  in  the  frame  display  window,  as  determined  by 
ZEdltem.CkTotalLength,  then  ZEdltem.8omb  and  exit 

•  Release  the  saved  siring  record  from  the  original  item,  and  update  it  with  the  new  one,  at 
the  currant  position 

•  Update  the  current  string  pointer  with  the  new  one 

»  Make  3ure  that  the  local  string  pointer,  NStrP,  also  points  to  the  new  current  string,  for 
the  following  processing 
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7.1 .2.2.6.10.8  If  the  item  is  an  option  or  focal  pad,  pad  the  text  with  three  blanks; 

Redisplay  the  item  and  the  cursor  and  update  the  selection  box  with 
ZEdUtil.BoxBoundary 

7. 1.2.2. 7  Miscellaneous  procedures 

•  ZEdltam.CTL<-U  •  exported 

•  ZEdltem.CJrBuf  •  exported 

•  ZEdltem.  AltSelCJv  -  exported 

7.1 .2. 2.7.1  ZEdltem.CTi.-  U  •  exported 

This  routine  implements  the  "<Control-U>  |  <OOPS-key>"  command,  to  "undo"  the  last  changes  to 

the  current  item.  No  text  deleted  by  this  procedure  is  put  into  the  delete  buffer. 

•  li  there  is  no  text  in  the  current  item  (i.e.,  current  row  is  row  1,  and  there  is  no  text  on  this 
line),  then  just  Beep  and  exit 

•  Erase  the  item  via  ZEdUtii.Erase  (which  simply  overwrites  the  item  with  itself  in  XGR 

mnriej 

•  If  there  were  any  changes  made  to  the  item  (Global  boolean  changed  is  true),  then 
release  the  top  of  the  string  list  via  NetMakeOei.RelFsp,  and  reset  the  current  selection 
record  position  and  selection  box  items  to  their  original  values  (which  were  saved  via  a 
previous  ZEdUtil.ltemlnit  call!) 

•  Redisplay  the  original  current  item  via  ZEdUtil.ReDsp 

7.1 .2. 2-7. 2  ZEdltem.CIrBuf  •  exported 
This  routine  implements  the  "  tf  "  (clear  the  delete  buffer)  command. 

•  Set  the  length  item  of  the  Delete  Buffer  record  to  zero 

7.1 .2. 2.7. 3  ZEdltem.AltSelChr  -  exported 
This  procedure  implements  the  "z"  (Modify  selection  character)  command. 

•  If  the  current  item  is  frame  text  or  title,  just  Beep  and  exit 

•  Form  the  "enter  new  selection  character"  message,  with  the  current  selection  character 
as  the  default 

•  Display  it  with  ZEdlitil.WrtMsg,  and  read  in  the  user’s  response  with  ZCanvas.RdKbd 
(Should  be  RdKeyEv,  to  allow  mouse  click  for  default) 

•  If  the  input  character  is  not  in  [  <CR>,  <LF>  or  Escape  (INS)]  then  if  it  was  a  Contiol-Q  (for 
quote  next  character)  read  the  next  character  via  ZCanvas.RdKbd.  Assign  the  character 
to  the  current  selection's  selection  character,  and  indicate  that  a  change  was  made,  via 
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Globa!  boolean,  changed. 

•  Display  the  default  ZED  message 
7.1 .3.  ZED  Support  Modules 

These  modules  provide  either  ZED-wide  definitions  and  global  variables,  or  low-level  utilities  for  use 
by  the  command  implementing  routines: 

7. 1.3.1  ZEdDefs  •  ZED  TypeDefs  and  Global  Variables 

This  module  serves  to  define  some  of  the  record  structures  in  ZED,  and  also  to  declare  most  of  the 
Global  variables  within  ZED.  Since  these  globals  are  referenced  throughout  the  ZED  code,  it  is 
important  to  become  familiar  with  them  early  on. 

7.1 .3.1 .1  Selection  pointer  variables 

CurSelP  SelPTyp;  Points  to  the  current  selection  in  the  edited  frame,  as  moved  to  or 

pointed  to  with  mouse  •  All  within  item  routines  refer  to  this  variable 

NewSelP  SelPTyp;  General  purpose  variable,  typically  used  during  new  item  creation 

SaveSelF  SelPTyp;  Another  general  purpose  variable,  typically  used  to  store  old 

information  in  case  some  changes  are  not  made  permanent 

7.1 .3.1 .2  Frame  pointer  variable 

EdFP  FPTyp;  Points  to  frame  currently  being  edited;  Note:  this  is  not  cleared  when  ZED 

i3  exited  via  the  or  "h”  commands,  so  that  ZED  can  resume  editing  the  last 
frame  even  if  it  is  not  currently  displayed 

7.1 .3.1 .3  Frame  string  pointer  variable 

FirstStr  FsFTyp;  Points  to  the  "first"  string  in  the  current  item.  Usefui  for  quick  reference 

back  to  the  "beginning"  of  the  current  item 

7.1 .3-1  -4  ZED-defined  record  variables 

Cllem  TxtPosTyp;  Refers  to  the  specific  current  position  within  the  current  item. 

Contains  relative  row  and  column  info,  and  current  string 

Typcitam  ItemT ype;  Keeps  track  of  what  the  current  item  is 

ButP  BufStrP;  Points  to  the  delete  buffer 

SelBul  Selections;  Record  holding  the  selected  text  and  related  information  •  not  Current 

Used 

7.1 .3.1.5  Other  typed  variables 

Akey  CanvEvTyp;  Used  for  holding  user-supplied  responses  to  ZED  prompts,  via 

keyboard  or  mouse 
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CmdType,  SaveCmdType 

(MouseCmd,  KbdCmd,  KbdErr);  An  enumerated  type  used  for  recording  statistics 
regarding  type  of  input  user  gave 

OldCurs  CursorTypc;  Used  for  saving  a  cursor  type  the  user  had  prior  to  entering  the 

editor 

7.1 .3.1.6  String  and  character  variables 

ChrR  char;  Used  to  store  character  information  input  by  user  for  subsequent 

processing,  usually  command  parsing 

MsgO  string;  Global  message  variable,  used  for  constructing  prompt  messages  to  be 

displayed  in  user  display  line 

Ed  Msg  string,  Thi3  stores  the  default  ZED  message,  “Type  h  for  “Edit*  help,  e  to  exit*' 

PetSir  string;  Stores  user-input  string  for  pattern  matching  in  some  of  the  string-search 

routines 

7. 1.3. 1.7  Integers 

OrigCG.  OrigC  7  integer;  Saves  old  current  item  width  parameters 
Origl.O.  OrigL  1  integer;  Saves  old  current  item  height  parameters 

OrigRovt,  OrigColumn 

integer;  Saves  old  current  position  information 
iteration  integer;  Stores  user-input  iteration  count 

OldWindow  integer;  Stores  the  previous  window  number,  for  exiting/ieentering  ZED  after 

”<§>"  or  ”h"  Commands 

LenChErame  integer;  Height  in  characters  of  current  frame  Either  24,  fo>-  "normal”  sized  frame, 
or  49  for  "big"  frame 

7. 1.3.1 .8  Boolean* 

DontBufterlt  True  if  deleted  text  not  to  be  stored  in  delete  buffer 
Star  True  if  user  input  an  asterisk  ("*")  prior  to  command 

Changed  True  if  item  was  changed 

Back  True  if  word  cursor  motion  to  be  backwards 

NewSei  0 

McuseUsed  True  if  mouse  button  was  clicked  in  response  to  prompt 
Exiting  True  H  command  leads  to  ieaving  ZED:  “eVq" r"@",  "h" 

BackSearch  True  if  char/string  searches  to  be  performed  backwards 

XCHG  True  if  any  part  of  frame  has  been  modified 

True  ii  insertion  is  in  Extend-Optkms  {"X")  mode 


Xtend 


Backspace  T rue  if  cursor  movement  is  to  be  backwards 

Chglteration  True  if  user  entered  an  iteration  count 
AttCursorOn  T rue  if  one  of  the  alternate  cursors  was  on  prior  to  ZED 

Guesf  T rue  if  current  user  is  “Guest" 

7.1 .3.2  ZDspInc  •  Low-Level  Display  Utilities  for  ZED 
This  module  contains  those  routines  which  manipulate  the  cursor  and  item  display  in  the  current 
window  while  in  the  editor,  ZED. 

7.1 .3.2.1  Cursor  and  Item  display  routines 

•  ZDspInc.lniT xtPoa  -  exported 

•  ZDsp'rtc.DspTxtPoa  -  exported 

•  ZDspInc  DspLfn  ■  exported 

•  ZDeplnc.Ort.in  ■  exported 

•  ZDspInc  DspErme  -  exported 

7. 1.3. 2. 1.1  ZDspInc  IniTxtPos  -  exported 

This  procedure  initializes  the  current  text  item  record  to  point  to  the  beginning  of  the  specified  item. 
It  is  normally  called  with  global  Cltem  as  the  vor  parameter. 

•  Set  the  current  item  selection  pointer  to  point  to  the  current  selection 

•  Initialize  the  relative  row  and  column  information  to  the  beginning  of  the  item  (relative  row 
1  and  column  1) 

•  Set  the  current  string  pointer  to  point  to  the  passed  string  within  the  item  (normally, 
global  frame  string  pointer,  FlrstStr) 

7.1 .3.2.1 .2  ZDspInc. DspTxtPos  -  exported 

Given  the  current  item  information,  this  routine  wi'l  display  the  cursor  at  the  specified  position  within 
the  item. 

•  Invoke  ZDisplay.DspPos  to  display  the  cursor.  The  arguments  passed  are  calculated  as 
the  row  of  the  item  plus  tine  relative  row  within  the  item  minus  1  (since  relative  row  starts 
at  1,  not  0),  and  similarly  for  the  column. 
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7.1 .3.2.1 .3  ZDspinc.DspLin  •  exported 

This  routine  will  display  the  (remainder  of)  the  current  line  within  the  current  text  item. 

•  Invoke  ZCanvas.PutCh  to  display  the  characters  of  the  current  line  from  the  starting 
position  within  ths  fine  to  the  end  of  the  tine  of  text. 

•  If  there  is  an  external  terminal,  form  a  string  with  the  remaining  text  in  the  current  line  and 
output  it  to  the  external  terminal  with  ZlO.SendStr 

•  Invoke  ZDspInc.DspTxtPos  to  redisplay  the  cursor  at  its  proper  position 

7.1 .3. 2. 1.4  ZDspInc.CIrUn  •  exported 

This  routine  will  clear  die  (remainder  of)  the  current  line  within  the  current  text  item.  It  uses  the  fact 
tti;  the  character  display  mode  is  XOR,  so  that  redisplaying  a  character  will  erase  it. 

•  Invoke  ZCanvas.PutCh  to  redisplay  the  characters  of  the  current  line  from  the  starting 
position  within  the  line  to  the  end  of  the  line  of  text. 

•  Do  the  same  with  ZlO.SendChar  to  output  to  an  external  terminal 

« Invoke  ZDspInc.DspTxtPos  to  redisplay  the  cursor  at  its  proper  position 

7.1 .3.2.1 .5  ZDspInc.DspErase  -  exported 

This  routine  will  display  (erase,  since  character  display  is  in  XOR  mode.,  the  (remainder  o*  the) 
current  text  item.  It  is  up  to  the  calle"  to  determine  which  he/she  wishes  to  do,  display  or  erase  the 
item. 

•  Display  the  cursor  at  the  current  position  via  ZDspInc.DspTxtPos 

•  Display  (erase)  the  current  line  with  ZDspinc.DspLin 

•  Save  the  old  current  item  information 

•  Do  the  ZDspInc.DspTxtPos/Dsplin  pair  for  the  remaining  lines  in  the  current  item,  always 
from  the  beginning  of  each  line 

•  Restore  the  saved  current  item  row,  column  and  current  string  information 

o  Redisplay  the  cursor  at  the  (original)  current  position  with  ZDspInc.DspTxtPos. 

7.1 .3.2.2  Cursor  movement  routlms 

•  ZDspInc.DspCurR  •  ear  jrted 

•  ZDsplnc.DspCurt.  •  exported 


•  ZDspInc.DapCurtJ  ■  exported 
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•  ZDjptnc.DapCuiC  -  exported 


7. 1.3. 2. 2.1  Zpspine.DspCurR  'exported 

Thie  procedure  will  attempt  to  move  the  cursor  (and  current  position)  one  character  to  the  right 
within  the  current  item.  It  will  return  false  it  the  move  cannot  be  done. 

•  Initialize  var  boolean,  OK,  to  True 

•  If  the  current  position  is  not  at  the  end  of  the  current  line,  then  just  increment  the  current 
column  position  by  one,  and  redisplay  the  cursor  there  with  ZDspInd.DspTxtPos 

•  Else,  if  there  is  NOT  a  next  string,  set  OK  to  false,  and  exit;  else  advance  to  the  next  line 
within  the  current  item,  increment  the  row  position  by  one,  and  reset  the  column  to 
column  1.  Finally,  redisplay  the  cursor  at  the  new  position  with  ZOspInc.DspTxtPos. 

7.1 .3. 2. 2. 2  ZDspInc.DspCurL  •  exported 

This  procedure  will  attempt  to  move  the  cursor  (and  current  position)  on  i  character  to  the  left  within 
the  current  item.  It  will  return  false  if  the  move  cannot  be  done. 

«  Initialize  var  oootean,  OK,  to  True 

•  If  the  current  position  is  not  at  the  beginning  of  the  current  line,  then  just  decrement  the 
current  column  position  by  one,  and  redisplay  the  cursor  there  with  ZDsplnd.DspTxtPoe 

•  Else,  if  there  is  NOT  a  previous  string,  set  OK  to  false,  and  exit;  else  go  back  to  the 
previous  line  within  the  current  item,  decrement  the  row  position  by  one,  and  reset  the 
column  to  the  end  of  the  (previous)  line  of  text.  Finally,  redisplay  the  cursor  at  ihe  new 
position  with  ZOspInc.DspTxtPos. 

7.1 .3. 2. 2. 3  ZDspInc.DspCurU  •  exported 

This  procedure  will  attempt  to  movs  the  cursor  one  line  upward  within  the  current  item,  staying  in 
the  same  column.  It  will  return  false  if  the  move  cannot  be  dene. 

•  Initialize  var  boolean,  OK,  to  true 

•  If  the,e  is  no  previous  string  in  the  current  item,  then  Beep  and  set  OK  to  false 

•  Else,  decrement  the  current  row  by  one,  and  make  ths  current  item’3  current  string 
pointer  point  to  the  previous  string.  If  the  length  of  this  new  string  is  less  then  the  old 
column  position,  update  the  column  position  to  be  at  the  length  of  the  new  (current) 
string.  Finally,  redisplay  the  cursor  within  the  text  with  ZOspInc.DspTxtPos. 


7. 1.3.2. 2. 4  ZDspInc.DspCurD  -  exported 

This  procedure  will  attempt  to  move  the  cursor  one  line  downward  within  the  current  item,  staying  in 
the  same  column,  if  possible.  It  will  return  false  if  the  move  cannot  be  done. 

•  initialize  var  boolean,  OK,  to  true 

•  If  there  is  no  next  string  in  the  current  item,  then  Beep  and  set  OK  to  false 

•  Else,  increment  the  current  row  by  one,  and  make  the  current  item’s  current  string 
pointer  point  to  the  next  string.  If  the  length  of  this  new  string  is  less  then  the  old  column 
position,  update  the  column  position  to  be  at  the  length  of  the  new  (current)  string. 
Finally,  redisplay  the  cursor  within  the  text  with  ZDspInc.DspTxtPos. 

7.1 .3.2.3  Character  and  line  insertion /deletion  routines 

•  ZDspInc.leading&lks  exported 

•  ZD  spine  GPushWord 

•  ZDspIrtC.DspInsChr  ■  exported 

•  ZDspInc.DspInsUn  -  exported 

•  /-Gspinc.CispudCni  -exiXnUu 

•  ZDspInc.DapOellin  •  exported 

7.1 .3.2.3. 1  ZD  spine. LeadingBIks  -  exported 

t  he  purpose  of  this  procedure  is  to  count  the  number  of  leading  blanks  in  the  string  passed  to  it 

•  Initialize  the  var  integer,  NumBlks  to  0,  and  tha  iteration  counter  to  1 

•  Obtain  the  length  of  the  input  string  via  PERQ  -  String.Length 

•  Check  each  character  in  the  input  string,  starting  from  the  first  character,  as  long  as  the 
characters  are  blanks,  increment  the  blank  counter,  otherwise  set  the  loop  terminating 
condition. 

7.1 .3. 2.3. 2  ZDspInc.GPushWord 

This  is  a  utility  procedure  invoked  while  inserting  characters  in  a  line.  It's  purpose  is  to  search  the 
input  string  backwards  from  its  end  for  the  first  blank,  whose  position  in  the  string  is  LESS  than 
parameter,  MaxLen.  It  returns  an  index  to  this  position.  The  effect  i3  to  point  to  the  blank  just  before 
the  last  word  in  the  line  which  will  get  "pushed  down”  during  insertion. 

•  Get  the  length  o'  the  Input  string 

•  Starting  at  the  end  cf  the  input  string,  search  for  tha  first  blank 
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•  If  a  blank  is  found,  then  sot  var  integer,  ptr,  to  the  index  of  the  blank,  and  sot  local 
boolean  (and  loop  terminating  condition),  found,  to  true 

•  Check  td’see  il  the  pointer  is  within  MaxLen  of  the  beginning  of  the  string;  If  NOT,  reset 
local  boolean,  found,  to  false  in  order  to  repeat  the  process. 

7. 1.3. 2.3.3  ZOspInc.OsptnsChr  •  exported 

This  procedure  will  insert  a  character  at  the  current  position  in  the  text  of  the  current  item.  It  Is 
complicated  by  the  fact  that  the  addition  of  one  character  in  a  line  of  text  may  make  that  line  too  long 
to  fit  in  the  available  space.  If  that  is  the  case,  this  procedure  will  find  the  last  "word"  of  the  current 
line,  append  it  to  the  beginning  of  the  next  iine,  and  so  on,  until  the  end  of  the  item.  In  some  cases,  a 
new  line  may  have  to  be  created  in  which  to  place  the  last  word  of  the  Hem.  Proper  line  indentation  is 
maintained  through  out  the  pushing  down  of  wards. 

The  code  for  this  procedure  is  lengthy  and  convoluted. 

7.1 .3. 2. 3. 4  ZOspInc.DspInsLin  -  exported 

This  procedure  is  used  to  insert  a  new  line  of  text  into  an  existing  item. 

•  Make  local  pointer  variable.  OStrP,  point  to  the  first  line  of  item  and  count  the  number  of 
lines  currently  in  the  item 

•  If  there  are  too  many  lines  already,  beep  and  exit 

<*  Save  original  current  item  information 

•  If  there  are  next  lines  in  the  item,  clear  each  one  out  via  ZDspInc.CIrLin  and  then 
redisplay  them  one  line  downward  with  ZDspInc.Dsplin 

•  Make  current  string  pointer  point  to  top  line  in  Hem  and  obtain  the  number  of  leading 
blanks  in  that  first  lins 

•  Insert  that  many  blanks  at  the  beginning  of  the  new  string,  to  make  it  line  up  with 
preceding  lines 

•  Create  a  new  string  pointer  with  the  given  text,  then  add  il  to  the  list  for  the  current  item 

•  Restore  updated  current  item  information,  display  the  new  line  with  ZDspInc.DspLin,  and 
redisplay  cursor  at  updated  location 

7.1 .3. 2. 3. 5  ZDspinc.DspDelChr  -  exported 

This  procedure  will  delete  a  character  at  the  current  position  in  the  current  item. 

•  If  the  current  position  is  at  the  end  of  the  current  line  (i.e.,  is  at  the  <CR>  character  eliding 
the  line),  invoke  ZDspInc.DspDelUn  to  delete  the  current  line,  starting  from  that  ending 
position 
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•  Else,  delete  the  current  line  with  ZDspInc.CIrLin,  delete  the  appropriate  character  via 
PERQ  -  String. Delete,  and  redisplay  the  modified  line  with  ZDspInc.Dsplin 

7. 1.3, 2.3.6  ZDspInc.DspDelLin  •  exported 

This  procedure  Is  used  to  "delete"  the  current  line.  In  reality,  it  tries  to  delete  the  (implied)  <CR>  at 
the  end  of  the  current  line,  concatenate  the  next  line  to  the  current  one  and  redisplay. 

•  If  there's  no  next  line,  then  simply  exit 

•  Calculate  the  number  of  extra  characters  that  will  fit  on  the  current  line  into  local  variable, 
LineLen,  and  save  original  current  item  information 

•  Erase  lines  in  the  current  item,  starting  with  the  current  line,  with  ZDspInc.CIrLin 

«  Concatenate  the  (remainder  of  the)  current  line  with  the  next  line  with  a  connecting 
blank;  store  the  length  of  the  original  line  plus  the  blank 

•  If  the  length  of  the  concatenated  string  is  greater  than  LineLen,  restore  things  with 
GPushWord 

•  Else,  make  the  concatenated  string  the  new  string  at  the  current  position,  and  deiete  the 
extra  string  record  from  the  list 

•  Redisplay  the  item’s  lines  and  restore/update  the  current  item  information 
7.1 .3.3  ZEdlltil  •  Low-Levef  i*  lily  routines  for  ZED 

7. 1.3. 3.1  Display  utilities 

•  Z&dUtilDspFPErf  -  exported 

•  ZEd U ti I . OspEd ito rHd  Arrci Tai!  •  exported 

•  ZEdIJtil.DcipRowCo!  -  exported 
e  ZEdUtM.DspItem  -  export*.: 

•  ’’JEdUtil.  Erase  •  exported 
e  ZEdUtil.ReOsp  -  exported 
e  ZEdUtil.GErese 


e  ZEdUtit  OReOsp 
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7. 1.3.3. 1.1  ZEdUtH.DspFPEd 

This  procedure  simply  displays  (he  frame  stored  in  the  editor  frame  record  pointed  to  by  EdFP. 

•  Set  global  SigNoCiear  to  false 

•  Cali  ^Display  .DapF  to  display  the  frame  body 

•  Call  ZDisplay.DGPads  to  display  the  associated  global  pads  of  the  frame 

7.1 .3.3.1 .2  ZEdUtU.DspEditorHdAndTail 

This  routine  displays  the  "‘Edit*"  string  in  the  upper  right  corner  of  the  edit  frame  window,  and  the 
ZEO  "global  pads"  on  the  bottom  line  of  the  window. 

•  Put  the  character  display  in  replace  mode,  via  ZCanvas.SetChFunc 

•  Place  the  cursor  at  1,59  via  ZDisplay.DspPos,  form  the  string,  and  display  the  string  via 
ZCanvas.PutStr 

•  Position  the  cursor  at  the  beginning  of  the  bottom  line,  and  clear  that  line  with 
ZDisplay.ClrEoLrt 

•  Form  the  "global  pads”  string  and  display  it  with  ZCanvas.PutStr 
«  Use  ZEdUtils.WrtMsg  to  display  the  default  ZEO  message 

7.1 .3.3.1 .3  ZEdUtil.DspRowCoS 

This  is  a  support  utility  for  the  Positioning  command  (See  ZEdUtil.Positioning)  to  display  the  X-Y 
coordinates  of  the  position  of  the  mouse  cursor  in  the  lower  right  corner  of  the  window  while 
repositioning  items. 

•  Turn  the  cursor  off  with  ZCanvas.CursorOff 

•  Get  the  current  mouse  position  with  ZCanvas.GetPosCh 

•  Put  the  character  display  into  replace  mode  with  ZCanvas.SetChFunc 

•  Place  the  cursor  at  (UsrDispLine,  71)  with  ZDisplay.DspPos 

•  Form  the  string  for  row  position  and  display  it  with  ZCanvas.PutStr 

•  Form  the  string  for  column  position  and  display  it  with  ZCanvas.PutStr 

•  Make  sure  the  mouse  cursor  is  positioned  there  with  ZCanvas.SetPosCh 

•  Reset  the  display  function  and  redisplay  the  cursor 


7.1 .3.3.1 .4  ZEdUtil.DspItem 

This  is  a  general  routine  to  either  display  or  clear  the  current  item. 

•  Invoke  ZEdUtil.Start  -  Item  to  set  the  current  item  variables  to  point  to  the  beginning  of 
the  item 

•  For  each  line  in  the  item,  display  the  cursor  at  the  beginning  of  the  line,  invoke 
ZDsplnc.Clrl.in  if  we’re  erasing  the  item,  or  ZDspInc.DspLin  otherwise.  Note:  For  each 
line,  ZCanvas.PollCanvas  is  called  to  queue  up  any  user-input  characters. 

•  Reposition  things  at  the  beginning  of  the  item  via  ZEdUtil.Start  -  Item 

7.1 .3.3.1 .5  ZEdUtil.Erase 

This  routine  will  erase  the  current  item  pointed  to  by  Cltem. 

•  Sot  boolean  erasing  to  true  for  the  following  call 

•  Invoke  ZEdUtil.DspItem  with  argument  true,  so  as  to  erase  the  current  item 
7.1 .3.3.1 .0  ZEdUtil.ReDsp 

This  routine  will  display  the  current  item  pointed  to  by  Citem. 

•  Set  boolean  erasing  to  false  for  the  following  call 

•  invoke  ZEdUtil.DspItem  with  argument  faise,  so  as  to  display  the  current  item 

7.1 .3.3.1 .7  ZEdUtil.GErase 

This  utility  is  used  by  GPOS  to  erase  all  the  options  on  the  frame  being  edited  by  re-writing  them  in 
XOR  mode. 

•  Point  to  the  first  option  in  the  option  list 

•  For  each  option  in  the  option  list,  redisplay  the  option  text  with  ZDisplay.DspFsp,  then 
point  to  the  next  option  on  the  list  until  there  are  no  more 

7.1 .3.3.1 .8  ZEdUtil.GReDsp 

This  utility  is  used  by  GPOS  to  redisplay  ail  the  options  on  the  frame  being  edited  by  writing  them  in 
XOR  mode. 

•  Point  to  the  first  option  in  the  option  list 

•  For  each  option  in  the  option  list,  display  the  option  text  with  ZDisplay.DspFsp,  then  point 
to  the  next  option  on  the  list  until  there  are  no  more 
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7.1. 3.3.2  Screen/keyboard/niouse  I/O  Utilities 

•  ZEdUtli.WctMsg  -  exported 

•  ZEdUtSBEEP  •  exported  ■  Shnpty  Invoke  ZCenvas  BEEPCenvae  to  sound  the  "bo*" 

•  ZEUUU.ReadStr  •  exported 

e  ZEdUtil.CheckCommend  •  exported 

7.1 .3. 3.2.1  ZEdUtil.WrtMsg 

This  routine  displays  the  given  string  in  the  User  Display  line  of  the  frame  being  edited. 

•  Turn  off  the  cursor  via  ZCanvas.CursorOff 

•  Put  the  character  display  into  replace  mode  via  ZCanvas.SetChFunc 

•  Get  and  save  the  current  cursor  position  with  ZCanvas.GetPosCh 

•  Put  the  cursor  at  the  User  Display  line  with  ZDisptay.DspEnd  and  clear  that  line  with 
ZDisplay.CIrLine 

•  invoke  ZCanvas.PuiStr  to  print  out  the  string,  then  if  there's  an  external  display  device, 
cal!  ZlO  SendStr  to  output  the  string  to  it  (not  necessary  in  newer  versions,  since 
ZCanvas.PutStr  handies  that) 

•  Restore  the  cursor  to  it  original  position  with  ZCanvas.SetPosCh,  return  the  display 
function  to  XOR  mode  and  redisplay  the  cursor  with  ZCanvas.CursorOn 

7.1 .3. 3. 2. 2  ZEdUtil.BEEP  -  exported  ■  Simply  invoke  ZCanvas  BEEPCanvas  to  sound  the  "be*" 


7.1 .3.3. 2.3  ZEdUtK.ReadStr 

This  routine  allows  string  input,  terminated  by  <CR>,  <LF>  or  Escape  (<INS>)  from  the  user.  It  also 
handles  backspace  properly. 

7. 1.3. 3. 2. 3.1  Display  the  cursor  at  the  proper  column  In  the  User  Display  Line  and 
initialize 

7.1 .3. 3. 2. 3. 2  Read  in  a  character  with  ZCanvas.RdKbd 

•  If  the  character  is  a  backspace,  do  the  backspace  stuff  (move  back  one  space,  redisplay 
character  to  erase  it,  and  move  back  again) 

•  Else,  if  it  is  a  Control-L,  then  Beep 

•  Eise,  if  tho  input  line  is  too  long,  then  display  a  message  for  the  user  to  shorten  it  with 
Backspace 
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•  Elsa  put  the  character  into  the  Var  String,  Str,  and  display  it 

•  Read  another  character  for  the  next  pass  until  a  <CR>,  <IF>  or  <INS>  is  typed 

7.1 .3. 3. 2. 3. 3  Adjust  the  Var  string  to  the  proper  length 
7.1 .3.3. 2.4  ZEdUtil.CheckCommand 

This  routine  is  used  to  interpret  a  mouse  button  click  on  the  global  pads  line  for  a  ZED  command.  It 
is  hard  coded  with  the  current  positions  of  eac>.  of  the  abbreviated  ZED  commands,  so  it  simply 
compares  the  X-position  of  the  mouse  when  the  Mouse  Event  occurred  with  each  of  the  positions  of 
the  commands,  until  a  match  (or  almost  match)  is  found.  The  corresponding  command  character  is 
returned  to  th  e  calling  routine  via  Var  character,  Ch. 

7. 1.3. 3. 3  Command  Implementing  procedures 
«  ZEdUtil.StartHtem -exported 

•  ZEdUtil. FrameText  -  exported 

•  ZEdUtil.lnsWhoWhen  -  exported 

•  ZEdUtil.lteminfo  -  exported 

•  ZEdUtil  Positioning  •  exported 

•  ZEdUtil.GPOS  exported 

7. 1.3. 3. 3.1  ZcdUtil.Start-ltem 

This  routine  implements  the  "I"  (go  to  the  beginning  of  the  current  item)  command.  It  is  also  used  as 
a  utility  to  initialize  the  cursor  to  tne  beginning  of  the  current  item. 

•  Set  the  current  item’s  current  relative  row  and  column  position  to  1 

•  Make  the  current  item’s  current  string  pointer  point  to  the  first  string  of  the  item 

•  Display  the  cursor  at  the  (new)  current  position  within  the  current  item  with 
ZDspInc.DspTxtPos 

7.1 .3. 3. 3. 2  ZEdUtil. FrameText 

This  procedure  implements  the  "L"  (go  to  the  beginning  of  the  frame  text)  command.  It  is  also  used 
as  i  utility  to  point  the  current  item  to  the  frame  text  of  the  frame  being  edited. 

•  if  the  current  item  is  the  frame  text,  then  just  point  to  the  beginning  of  it  via 
ZEdUtil.Start  -  Item 

•  Else,  invoke  ZEdUtil.Save-Chg,  make  the  current  item  the  frame  text  and  init  with 


ZEdUti  I .  item  I  nit 


7.1 .3.S.3.3  ZEdUtil.lnsWhoWhen 

This  routine  implements  the  "w"  (insert  date/time/current  user  stamp)  command. 

•  if  there  is  no  current  string  pointed  to,  create  one  via  NetMakeDel.CrFsP 

•  Get  the  current  user  name  with  NetHandl.GIdUsr  and  start  the  working  string  with  it 

•  Get  the  current  date  with  BaseLib.GDatStr  and  append  it  to  the  working  string 

•  Get  the  current  time  with  BaseLib.GTimStr  and  append  it  to  the  working  string 
e  Surround  the  working  string  with  square  brackets 

•  For  each  character  in  the  working  string,  display  the  character  with  ZDspInc.DspinsChr 
and  move  the  cursor  one  position  to  the  right  with  ZDspinc.DspCurR 

•  Update  the  selection  character  if  necessary  via  ZEdUtil.UpoSeiCh 


7.1 .3.3. 3.4  ZEdUtil.ltemlnfo 

This  procedure  implements  the  (display  information  about  the  current  item)  command. 


I »» I! AlrSnn  i>>iiU  (aw4 
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•  Get  the  current  row  and  column  information  from  the  current  item  record,  and  append 
them  to  the  working  string 

•  For  Title  or  Text,  append  the  appropriate  string  label  for  the  item  type,  and  display  the 
working  string  via  ZEdUtil.WrtMsg  and  exit 

«  For  Options  and  Local  Pads,  continue  by  appending  the  appropriate  string  label  for  them 

•  Append  the  selection’s  selection  character,  next  frame  information,  and  selection  action 
presence/absence  information  to  the  working  string 

•  Display  the  working  string  with  ZEdUtil.WrtMsg 

7.1 .3. 3.3. 5  ZEdUtit.Positioning 

This  procedure  implements  the  "p"  ((re)  position  current  item)  command. 

•  Display  the  move  prompt  message 

•  Initialize  variables,  and  display  current  item  row  and  column  information 

•  Read  a  key  event  to  start  the  move  loop  with  ZCanvas.RdKeyEv 

•  For  each  character  read  in,  other  than  a  terminator  (Escape  or  period)  do  a  Cess  on  the 
character,  invoking  the  appropriate  ZEdUtil.Move"  routine,  or  invoking  ZEdUt'i.Drag  to 
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handle  moving  the  item  with  the  mouse 

•  Update  'the  row  and  column,  display  the  new  row  and  column  information  with 
ZEdUtil.DspRowCol  and  read  in  the  next  charade;  to  continue  the  loop 

•  If  the  item  was  an  option  or  a  local  pad,  then  some  adjustment  of  its  position  in  the 
appropriate  selection  list  may  be  necessary.  Do  so  by  first  deleting  the  selection  from  the 
selection  list  via  NetMakeDel.DelSeiL,  and  re-insert  into  the  list  with  NetOption.lnsOptF  or 
insPadF  as  appropriate. 

7. 1.3. 3-3. 6  ZEdUtil.GPOS 

This  routine  implements  the  "P"  ((re)  position  the  entire  group  of  options)  command. 

•  If  there  are  no  options,  or  only  one  option,  then  just  Beep  and  exit 

•  Display  the  positioning  message,  invoke  ZEdUtil.GetComere  to  yet  the  "super"  selection 
box  for  all  the  options,  and  read  in  a  character  with  ZCanvas.RdKbd  (NOTE:  No  mouse 
use  allowed  here) 

•  Do  a  case  for  the  input  character  to  determine  the  amount  and  direction  of  movement 
•  store  this  information  in  local  variables,  DRow  and  DCol 

•  Erase,  then  redisplay  at  tne  new  positions,  aii  the  options,  with  ZEdUtil.GErase,  and 
ZEdL'til.GReDsp.  respectively,  and  update  the  "super"  selection  box  parameters 
accordingly 

o  Read  the  next  character  until  a  terminator  (Escape  or  period)  is  read  in 

•  Initialize  with  ZEdUtil.itemlnit  and  Start -Item  and  ZDspInc.DspTxtPos  for  the  current 
item 


7. 1.3. 3. 4  Insert/Delete  utilities 

•  ZEdUtil.lnsBIanlt 

•  ZEdUtil.lnsKcrKlf  (internal  procedure  to  lnsert*-Ch) 

•  ZEdUtil  Insert *-Ctl  •  exported 


r — 

i 


*  ZEd  Util. Insertion  -  exported 

♦  ZEdUtil.Detete^Ch  •  exported 


v- 


•  ZEdUtiUnsOelBuf  •  exported 
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7. 1.3.3. 4.1  ZEdUtil.tnsBiank 

This  procedure  is  used  to  implement  the  insertion  of  TAB  characters  into  the  current  item  at  the 
current  position  by  inserting  the  appropriate  number  of  blank  spaces. 

•  Get  the  "absolute"  column  position  of  the  current  position  within  the  item,  then  use  it  to 
obtain  a  new  position  at  the  next  largest  position  divisible  evenly  by  8  (the  default  number 
of  spaces  in  a  TAB) 

• Pill  in  the  difference  from  the  current  position  to  that  new  position  with  blanks  with 
ZDspInc.DspInsChr  and  move  the  cursor  with  ZDspInc.DspCurR 

o  Update  the  current  item's  selection  character,  just  in  case 

7.1 .3. 3. 4. 2  ZEdUtil.lnsKcrKlf  (internal  procedure  to  Insert  -Ch) 

This  is  a  special  routine  for  inserting  a  carriage  return  or  fine  feed  into  the  text.  This  really  means 
creating  a  new  text  item  in  the  current  item  record. 

•  If  the  current  item's  bottom  line  is  at  the  bottom  of  the  frame,  then  Beep  and  exit 

•  Clear  the  current  line  from  the  current  position  to  the  end  with  ZDspInc.CIrLin 

•  Strip  off  the  appropriate  part  of  the  text  from  the  current  item,  and  form  a  separate 

...Hit  :* 

OUUOlliMVJ  VV 14)  I  II 

•  If  the  character  was  a  <CR>,  then  prepend  it  to  the  string,  otherwise,  get  a  leading  blanks 
count  of  the  remaining  string  on  the  current  line  to  maintain  the  indentation 

•  Invoke  ZDspInc.DspInsLin  to  actually  insert  and  display  the  "newline" 

•  Increment  the  current  column  by  one,  and  display  the  the  cursor  them  with 
ZDspIncDspTxtPos 

7.1 .3. 3.4. 3  ZEdUtil. Insert  -  Ch 

Insert  a  single  character,  with  special  cases  for  the  control  characters,  <CR>,  <LF>,  CU-H,  Ctl-L, 
Ctll.Ctl-WandCtl-Q. 

•  If  there  is  no  text  in  the  current  item  and  the  character  is  a  controt-H  or  control-L,  just 
Beep  and  exit 

•  If  there  is  no  text  in  the  current  item,  create  a  text  record,  insert  and  display  the  character 
in  the  newly  created  text,  and  exit 

•  If  the  new  character  is  a  <CR>  or  <LF>,  then  invoke  insKcrKlf 

•  Else,  if  the  character  is  a  contrci-H  (backspace),  do  the  appropriate  backspacing 
algorithm,  and  delete  the  character  in  the  string 

•  Else,  if  the  character  i3  a  control-1  (horizontal  tab),  insert  the  correct  number  of  blanks 
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with  ZEdUtil.lnsBIsnk 

•  Else,  if  the  character  is  a  controi-W,  insert  the  date/time  stamp  with  ZEdUtiUnsWhoWhen 

•  Else,  if  the  character  is  a  control  Q,  do  another  read  to  get  the  next  (quoted)  character 

•  If  the  character  is  a  <CR>  or  <1.F>,  invoke  IrtsKcrKlf 

•  Else,  invoke  ZDspInc.DspIrtsChr  to  Insert  anc  display  the  new  character,  and  trove  the 
cursor  oght  one  space 

7.1 ,3.3.4.4  ZEdUtil. Insertion  •  exported 

This  is  the  upper  level  of  the  character  insertion  utilities.  It  reads  a  character  from  the  user,  then 
inserts  and  displays  it  in  the  appropriate  ptac; . 

•  Set  the  cursor  to  display  a  hollow  block  <with  the  special  character  for  NULL  In  the 
modified  PERQ  atari da<d  font  set),  then  read  in  a  character  from  the  user  with 
ZCenvas.RdKeyEv 

•  Set  up  a  loop  to  be  exited  when  the  user  enters  an  escape  (<INS>).  or  a  mouse  button 
click 

«  Check  to  make  sure  the  character  wiii  fit  ii  iis  a  <CR>,  then  insert  it  ir.  place  with 
ZEdUtil.lnsert  -  Ch; 

•  Turn  the  cursor  back  on,  and  read  in  the  next  character  to  continue  the  loop 

•  Ii  a  control- U  was  entered,  "undo"  the  previous  insertions  with  Zedltem.CTL  -  U 

•  Return  the  cursor  to  its  normal  (solid  block)  mode 

7.1 .3.3.4.$  ZEdUtil.Delete-Ch  -  exported 
This  routine  deletes  the  character  al  the  cunent  position  in  the  current  item. 

•  Initialize,  and  get  the  length  of  the  current  line  of  text 

•  If  there’s  no  next  line  AND  there’s  no  text  In  the  current  line  or  we’re  at  the  end  of  the 
current  line,  Beep  and  exit 

•  If  we're  at  (past)  the  end  of  the  current  line,  and  there  is  a  next  line,  then  invoke 
ZDspInc.DspDelLin  to  do  the  deletion  of  the  (implied)  <CR>,  and  insert  the  <CR>  into  the 
delete  buffer;  else,  signal  tnat  wo're  a!  the  end  of  the  current  item. 

•  Else,  If  me  character  is  not  a  Control  H  (backspace),  then  insert  the  character  into  the 
delete  buffer 

•  Do  the  actual  deletion,  and  redisplay  of  the  modified  lino  via  ZDspInc.DspDelChr 
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7. 1.3. 3.4. 6  ZEdUiil.lnsOelBuf  >  exported 

This  is  the  routine  used  to  insert  deleted  characters,  one  at  a  time,  into  the  global  delete  buffer 
pointed  to  by  BufP. 

•  Increment  the  active  length  of  the  buffer  (i.e,.  the  character  array)  by  on© 

•  If  there  is  room  in  the  buffer,  then  store  the  character  at  the  current  position  in  the  buffer 

•  Update  the  selection  character  of  the  current  item,  if  necessary,  via  ZEdUtil.UpdSelCh 
7. 1.3.3. 5  Item  Initialization  utilities 

•  ZEctUU  CcpyEaP  -  exported 

•  ZEdUtiTItaminit  -  oxports? 

7.1. 3.3.5. 1  ZEdUiil.CopyFsP  •  exported 

This  routine  is  called  from  Item  I  nit  to  copy  the  text  of  the  selection  pointed  to  by  global  SelPTyp. 
CurSdP,  to  a  structure  pointed  to  by  the  global  FsPl  yp,  RrstStr. 

•  If  there's  no  text  in  the  current  item,  then  just  exit 

•  Initialize  some  of  the  working  pointer  variables 

•  For  each  line  of  text  in  the  current  selection,  create  a  new  string  record  with 
NetMakeDeFCrFsP  and  insert  this  record  into  the  list.  Make  glooal  FirstStr  point  to  the 
head  of  the  list 

7.1 .3.3.5.2  ZEdUtil.ltemlntt  -  exported 

This  routine  initializes  the  global  data  structure,  Citem,  exported  from  Module  ZEdDefs.  whenever 
the  user  moves  to  a  new  item  in  the  frame. 

•  If  the  Current  selection  points* ,  CurSetP  «  MIL,  and  the  item  ■  is  either  Text  or  Title, 
then  create  a  selection  for  that  type  via  MetMakeDel.CrSeiF 

•  Copy  the  current  selection  text  to  a  frame  string  record  pointed  to  uy  global  FirstStr  via 
ZEdUiil.CopyFsP 

•  Store  tite  current  item's  selection  box  and  current  position  parameters  in  the  global 
•“original-  variables,  so  the  item  can  be  reestablished  if  the  user  chooses  to  "undo"  some 
changes 

•  Initialize  the  cursor  to  tho  beginning  cf  the  item,  and  make  the  connection  between  Cttam 
and  the  current  selection,  and  the  current  selection  text  pointed  to  by  RrstStr,  via 
ZOspInc.iniTxtPos 
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7.1 .3.3.6  Item  Updating  utilities 

•  ZEdLW.UndaseSox  -  exported 

«  ZEdUM-BoxBoundaiy  -  exported 
«  ZfcdUU.S»ve'-Chg  •  exported 

•  ZSidUU  UedS«<Ch  •exported 


7.1. 3.3.6. 1  ZEdUtil.UpdateBox  -  exported 

This  routine  win  modify  the  selection  box  parameters  for  the  given  item  to  account  for  text 
modifications  within  the  item. 

•  Initialize,  then  count  the  number  of  lines  in  the  current  item,  and  get  the  length  of  the 
longest  line  within  the  Kern 

•  Set  the  upper  left  box  parameters  to  be  the  X- Y  position  parameters  of  the  item 

•  Set  the  right  side  of  the  selection  box  according  to  the  maximum  length  of  line  in  the  item 

•  Set  the  bottom  skSo  of  the  selection  box  according  to  the  number  of  Unas  in  the  item 

7.1 .3.3. Q.2  ZEdUtil.BoxBoundary  -  exported 

This  routine  updates  the  selection  (touch)  box  of  the  Current  item. 

•  Set  the  local  string  pointer  to  point  to  where  global  string  pointer,  FirstStr  points,  l.e.,  the 
first  line  of  the  current  item 

•  invoke  ZEdUtii.UpdatsBox  with  this  local  string  pointer  as  an  argument,  to  actuaBy 
update  the  selection  box  parameters 

7.1 .3.3. G.3  ZEdUif  I.Sav*  -  Chg  •  exported 

This  routine  preserves  changes  made  to  an  item  by  connecting  the  global  working  pointer,  FirstStr. 
to  the  appropriate  selection  pointer  in  the  actual  frame  being  edited. 

♦ If  no  changes  were  made  as  determined  by  Global  boolean,  Changed,  then  release  the 
records  pointed  to  by  FirstStr  via  NetMakeDei.RelFsF,  set  FirstStr  to  point  to  NIL.  and  exit 

•  Otherwise,  set  Global  Frame  change  variable,  XCHG,  to  true 

•  Update  the  selection  box  of  the  current  item  with  ZEdUtil.BoxBoundary 

9  Release  the  text  pointed  to  by  the  original  current  selection,  then  make  it  point  to  where 
FirstStr  points 


•  Reset  FirwtStr  to  point  to  NIL 
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•  Reset  the  Current  item  string  pointer  to  NIL 

«  Set  Global  current  item  change  boolean,  Changed,  to  false 
7.1 .3. 3.8.4  ZEdUtil.UpdSalCh  •  exported 

This  routine  will  replace  the  current  selection's  selection  character  with  the  first  character  in  the 
selection's  text.  It  is  most  often  used  when  changes  have  been  made  to  a  selection  which  MAY  have 
resulted  in  the  original  selection  character  being  deleted,  or  replaced. 

•  if  there  is  no  text  record  for  the  current  item,  just  exit 

•  if  there  is  text  in  the  record,  then  storn  the  first  character  of  the  first  line  of  the  text  Into 
the  selection's  selection  character  field 

«  Else.  :  a  NULL  character  as  the  selection  character 

7.1. 3. 3.7  Item  Positioning  Utilities 

•  ZEdUtt-Move 

•  ZEdUtaMoveR 

•  ZEdUH-MoveL 
o  Z£dUtt.Mov«U 

•  ZEdUtiIJrfOMO 

•  ZEdUtB.Orag 

•  ZEdUM.GConvWi 

•  ZEdUtd-GBoundar* 

7, 1.3. 3. 7.1  ZEd  Util. Move 

This  routine  “moves"  the  current  item  by  first  erasing  it,  incrementing  its  position  parameters  by  the 
given  amounts,  and  finally,  redisplaying  it 

•  Turn  the  cursor  off,  and  "erase"  the  item  via  ZEdUtil. Erase 

•  Update  the  current  item's  position  parameters  by  adding  the  given  irtcrements  to  the 
current  values 

•  Redisplay  the  current  item  with  ZEdUtil.ReDsp,  and  turn  the  cursor  bacK  on 
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7.1.3.3.7.2  ZEdUUl.MoveR 

This  routine  moves  the  current  item  one  space  to  the  right,  if  possible. 

•  Check  to  see  if  there's  room  at  the  right  hand  margin  for  the  proposed  move 

e  If  so,  then  invoke  ZEdUtii.Move  with  an  increment  of  + 1  for  the  horizontal  repositioning 

•  Else,  just  Beep 

7. 1.3.3. 7. 3  ZEdUtil.MoveL 

This  routine  moves  the  current  item  one  space  to  the  left,  if  possible. 

•  Check  to  see  if  there's  room  at  the  left  hand  margin  for  the  proposed  move 

•  If  so,  then  invoke  ZEdUtii.Move  with  an  increment  of  -1  for  the  horizontal  repositioning 

•  Else,  iust  Beep 

7.1 .3. 3.7.4  ZEdUtil.MoveU 

This  routine  moves  the  current  item  one  up,  if  possible. 

•  Check  to  see  if  there’s  room  at  the  top  of  the  frame  for  the  proposed  move 

•  if  so.  then  invoke  ZEdUtii.Move  with  an  incre.  tent  of  + 1  for  the  vertical  repositioning 

•  Else,  just  Beep 

7.1.3.3.7.5  ZEdUtil.MoveU 

This  routine  moves  the  current  item  one  down,  if  possible. 

•  Check  to  see  if  there's  room  at  the  bottom  of  the  frame  for  the  proposed  move 

•  if  so,  then  invoke  ZEdUti  ..Move  with  an  increment  of  •  1  for  the  vertical  repositioning 

•  Else,  just  Beep 

7.1 .3.3.7.Q  ZEdUtil.Orag 

This  is  the  utility  procedure  for  moving  an  item  around  on  the  frame  with  the  mouse  pointer. 

•  Display  Dragging  message,  and  store  the  original  row  and  column  position  of  the  current 
item,  as  well  as  the  numbe'  of  lines  in  the  item  and  the  number  of  column  pr .  jitions  in  the 
item  (i.e.,  its  height  and  width),  andi  finally  change  the  mouse  cursor  to  the  "dragging" 
cursor 

•  While  the  onfy  mouse  event  is  mouse  movement,  every  time  the  position  of  the  mouse 
cursor  changes  enough  to  be  different  from  the  previous  original  position  and  the 
movement  is  within  the  window  do  the  following: 

•  Erase  the  item  via  ZEdUtii. Erase,  update  its  row  and  column  fields,  and  redisplay  it  via 
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ZEdUtil.RdDsp 

•  Update  the  stored  original  row  and  column  information  to  correspond  to  its  new  position, 
and  display  the  now  row  and  column  In  the  user  display  tine 

•  Invoke  ZCanvas.RdCanvas  to  get  the  next  canvas  event  and  update  the  mouse  cursor's 
row  and  column  position  accordingly 

•  Reset  the  mouse  pointer  to  its  normal  pointer 
7.1.3.3.7.7  ZFdUtli.GetCorners 

This  routine  is  a  utility  for  GPOS  which  obtains  the  four  outermost  corners  of  the  rectangle  defined 
by  ail  the  options  on  the  current  frame. 

•  Point  to  the  first  option  in  the  option  list 

•  Obtain  and  store  each  of  the  corners  for  that  option’s  selection  box 

•  For  each  of  the  remaining  options,  compare  their  corners  with  the  saved  corner  values.  IS 
any  of  their  corresponding  values  exceeds  the  saved  ones,  then  replace.  This  cuar?.ntees 
that  the  final  values  obtained  will  in  fact  reflect  the  size  of  the  "super"  selection  box 
delined  by  the  conglomerated  options. 

7.1 .3.3.7.B  ZEdUtil.GBoundary 

This  routine  updates  the  position  of  each  option  in  the  current  frame  ty  the  specified  increments. 

«  Point  to  the  first  option  in  the  frame's  option  list 

•  For  each  option  in  tli3  list: 

•  Increment  the  row  position,  and  the  horizontal  sides  of  the  selection  box  by  the  specified 
horizontal  increment 

« Increment  the  column  position,  and  the  vertical  sideu  oi  tire  selection  box  by  the  specified 
vertical  increment 

•  Point  to  the  next  selection  and  reps  at. 

7.1 .3.3.8  Miscellaneous  utilities 

•  ZEdUti.GstTudStrP  -  exported 

•  ZEdUW.RemMar*  -  exported 

«  2£dUti.MarfcSei  -  exports^ 


•  ZErtUUl.ndCtfM  ■  exported 
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7.1 .3.3.3. 1  ZEdUtil.GeiRidStrP  •  exported 

This  routine  removes  null  strings  from  a  section  of  a  frame  string  list. 

•  For  each'  "line”  in  the  frame  string  list,  check  to  see  if  there  is  any  text  in  the  line.  If  not, 
then  adjust  the  pointers  iri  the  list  structure  to  point  "around"  the  zero  length  text  record, 
and  save  the  memoiy  allocated  to  the  recoru  via  NetMakeDet.SavFsP 

«  ^osnt  to  the  next  "line"  in  the  list,  and  repeat  until  there  are  no  more  lines,  or  the 
specified  end  has  been  reached 

7.1.3.3.C.2  lEdUtil.RemMark  -  exported 

This  routine  removes  the  mark  from  the  first  line  of  the  current  selection  text  if  there  is  either  a 
next  frame  or  an  associated  selection  action. 

•  If  there  is  text  in  the  current  item,  and  there  is  either  action  text  or  a  valid  next  frame,  then 
replace  the  at  character  position  3  with  a  space  ("  “),  and  redisplay  the  cursor  at  that 
position.  Display  the  "  “  via  ZCanvas.PutCh,  and  ZiO.SendChar  if  there  is  an  external 
display  unit. 

7.1 .3.3.8. 3  ZEdUtil.MarkSel  •  exported 

This  routine  displays  a mark  on  the  first  line  of  the  current  selection  text  if  there  is  neither  a  next 
frame  nor  an  associated  selection  action. 

•  If  there  is  text  in  the  current  item  ,  AND  there  is  neither  action  text  nor  a  valid  next  frame, 
then  replace  the  ”  ”  at  character  position  3  with  a  minus  sign  ("•").  and  redisplay  the 
cursor  at  that  position.  Display  the  via  ZCanvas.PutCh,  and  ZiO.SendChar  if  there  is 
an  external  display  unit. 

7.1. 3. 3.8.4  ZEdUtil.FidCase  •  exported 

This  routine  is  used  to  convert  the  case  of  the  letters  of  a  user-entered  frame  id  (i.e.,  the  subnet 
name  part  of  the  frame  id),  to  the  standard  as  it  appears  in  the  subnet  itself. 

•  Cali  NetString.PrsFid  to  parse  off  the  subnet  name  from  the  frame  id 

•  invoke  NotHsndl.TSnDef,  with  the  subnet  name  as  parsed,  to  see  if  it  is  a  valid  subnet.  A 
side  result  of  TSnDef  is  to  convert  the  subnet  id  to  its  proper  case,  as  stored  in  file 
:zog  net>Subnet.  Index 

•  Use  BaseLib  CvintStr  to  convert  the  frame  number  returned  by  PrsF'id  to  a  string 

•  Concatenate  the  subnet  id  with  the  frame  number  string  to  return  it 


7.2.  The  Slot  Editor,  SLED 

SLED  is  a  special  purpose  editor  within  ZOG,  coated  specifically  for  the  entering  of  text  at  the  end 
of  pre  existing  options,  called  Slots,  in  customized  frames,  called  Environment  frames.  The  motivating 
factor  behind  Use  design  of  SLED  was  to  create  a  standard,  easy-to-use  mechanism  for  users  to  enter 
the  arguments  needed  for  agent  execution.  All  agents  have  access  to  the  text  information  entered 
into  these  slots  as  the  parameters  they  need  for  operation.  SLED  is  also  used  to  edit  specialized  Task 
and  AirPlan  frames. 

SLED  makes  use  of  pre-existing  "slot"  frames  "behind"  each  slot  option  in  the  environment  to 
provide  it  with  information  about  the  allowable  values  for  entry  into  the  slots  themselves.  The  tools  for 
accessing  these  "slot"  frames  are  built  into  SLED. 

7.2.1.  Module  ZSIed 

This  module  contains  the  main  Sled  procedure,  SIEdFr,  as  well  as  a  number  of  PRIVATE  support 
routines,  including  a  number  of  these  which  are  AirPlan-  specific.  The  module's  overall  construction 
is  similar  to  that  of  ZED. 

7.2. 1.1  ZSIed. InitSled 

Although  the  Slot  Editor,  SLED,  was  initially  created  for  editing  Agent  Environment  frames,  it  also 
proved  useful  for  editing  AirPlan  input  frames  within  the  AirPlan  expert  system  environment,  since  it 
constrains  the  types  of  entries  allowed  in  given  slots  in  a  frame.  Thus,  SLED  initialization  also  includes 
initializing  some  AirPlan  support  data  structures. 

•  Create  a  record  for  frames  being  edited  via  NetMak@Del.CrFP;  this  newly  allocated  record 
is  pointed  to  by  SledFP 

•  Set  the  local  AirPlan  boolean,  AirPlanUp  to  false,  indicating  that  AirPlan  is  not  currently 
running 

•  Allocate  memory  for  an  AirPlan  message  data  structure,  pointed  to  by  ZOGMsgP;  This 
structure  is  defined  in  Module  ZOGMsg 

•  Create  a  local  pointer  for  AirPlan  input  messages  as  a  recast  of  ZOGMsgP  into  an 
AirlnPTyp  variable,  AirlnP.  AirlnPTyp  is  defined  in  Module  ZOGMsg. 

7.2.1 .2  Procedures  SIEdFr,  Editing  and  EnvStuff 

Procedure  SIEdFr  is  the  entry  point  into  SLED.  It  performs  the  initial  setup  for  SLED,  then  invokes 
the  main  SLED  Command  Parser,  Editing,  in  much  the  same  way  as  ZED. 

EnvStuff  handles  the  actual  editing  of  the  selected  slot  in  the  environment  frame. 
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7.2.1. 2.1  ZSIed.SIEdFr 

This  routine  simply  (redisplays  the  frame  to  be  edited  in  the  current  window,  invokes  the 
initialization  routine,  ZSIed.lnit,  and  then  invokes  the  SLED  command  parser,  ZSied.Edlting. 

•  Open  die  specified  frame  for  editing,  highlight  any  unfilled  option  slots  via 
ZSIed.lnitHighLight  and,  it  necessary,  display  it  in  the  current  window 

•  Invoke  ZSIed.lnit  to  display  the  SLED  messages  and  titles  ana  reset  the  global  editing 
variables  to  an  initial  state 

•  If  the  frame  is  an  AirPian  input  frame  (as  determined  by  the  presence  of  "bred:"  in  the 
frame  expansion  area,  invoke  ZBREd.PreProc  to  split  up  the  options 

•  Call  ZSled .Editing,  the  SLED  command  parser  to  accept  and  interpret  SLED  commands 
from  the  user,  until  global  boolean,  Exiting,  is  set  to  true 

•  Invoke  internal  procedure,  ZSIed.SIEdFr.EndSledStat,  to  reset  some  of  the  display 
functions,  and  to  record  SLED  ending  times  for  Statistics  record  keeping 

7.2.1. 2.2  ZSIed.Editing 

This  procedure  is  the  top-level  command  interpreter/processor  for  SLED.  All  user  commands 
entered  from  within  SLED  are  interpreted  through  a  CASE  statement,  with  the  appropriate  routine 
being  called  to  actually  perform  the  6Ltu  command. 

•  Display  the  cursor  at  the  current  item  position,  display  the  SLED  message  if  necessary 
and  get  command  character  cr  mouse  click  via  ZCanvas-RdKeyEv 

•  Begin  command  parsing  loop  by  checking  if  a  command  was  entered  by  the  mouse,  and 
if  so,  translating  the  mouse  button  click  to  a  command  character  from  the  mouse’s 
position  on  the  bottom  line  (SLED  "GPads") 

•  Parse  the  command  character  entered  with  a  case  statement,  and  invoke  the  appropriate 
procedure  to  execute  the  intended  command.  Oniy  a  very  limited  subset  of  commands 
are  implemented  in  SLED,  ths  "h",  ”e"  and  "q"  commands,  <LF>  and  <INS>  and  Control- 
U.  The  "D",  "F"  and  ”P“  commands  are  only  for  AirPian  frame's  deletion,  roformating 
and  repositioning. 

7.2.  t, 2.3  ZSied.EnvStuff 

This  procedure  invokes  the  actual  slot  editing  functions  contained  in  Module  ZEnvEd.  It  is  called 
from  ZSIedLF,  INS,  Mouse,  or  FindSel,  each  of  which  routines  ends  up  with  global  record,  Cltem, 
pointing  to  the  option  (slot)  to  be  edited. 

•  Initialization  •  Set  cursor/display  characteristics,  and  insure  that  there  is  a  space  after  the 
color,,  if  not  AirPian  frame 

•  Editing  •  Invoke  ZEnvEd.EdEnvFr  to  do  the  actual  editing/dlot  entry 
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•  Error  Handling  •  Dc  a  case  statement  an  error  number  returned  from  EdEnvFr  for  proper 
error  message  display,  then  exit 

«  Redisplay  new  siot  value  •  Do  proper  formatting,  depending  on  whether  tho  frame  is  an 
AirPian  frame  or  not,  and  redisplay  the  new  slot  value  in  the  slot 

«  Wrap  up  -  Reset  cursor/display  functions,  sat  global  "change"  booleans,  initialize  option, 
redisplay  SLED  message,  and  send  AirPlan  packet  if  necessary 

7. 2. 1.3  Sled  Support  Procedures 

•  ZStod.Whiehltem 

•  ZSled-Moutift 

•  ZSted.LF 

•  ZSied.lNS 

•  ZSIsc.  Clean 

•  ZSIad.Qult 

•  ZSied.OuKiMM 

•  ZSled  iuit 

7.2. 1.3.1  ZSIed.Whichltem 

Given  a  row  and  column  position  of  the  mouse  in  the  frame  being  edited,  this  procedure  returns  a 
pointer  to  the  selection  containing  that  row,  column  position,  if  I*  exists,  returning  a  value  of  false  in 
var  parameter,  Foundltem  if  there’s  no  match. 

•  Set  local  selection  pointer  variable,  ASei,  to  the  first  Option  cn  the  frame,  and  chock  with 
ZSied.FSelF.  if  successful,  just  exit. 

■»  Set  local  selection  pointer  variable,  ASel,  to  the  first  Local  Pad  on  the  frame,  and  check 
with  ZSied.FSelF.  If  successful,  Just  exit. 

7. 2. 1.3. 2  ZSled.  Mouse 

This  procedure  implements  the  mouse  s  rclijo  feature  of  SLED.  If  the  user  clicks  the  mouse  within 
any  option,  tins  routine  will  find  that  op. .on,  and  put  the  cursor  at  the  slot  position  of  that  option  for 
text  entry. 

«G el  the  row  and  column  of  the  position  of  the  mouse,  t nd  save  the  current  item 
information  in  GSelP 

®  Invoke  ZSIed.Whichltem  to  determine  the  item  inside  of  which  the  mouse  was  clicked 


•  If  no  match,  give  error  message  and  exit 

•  Invoke  ZSIedUtil.Save  -  Chg  to  preserve  any  previous  changes  to  the  option 

•  initialize  globals  to  the  found  option  with  ZSledUtil.ltemlnit  and  Start  -  item,  and  display 
tha  cursor  at  this  starting  position  with  ZDspInc.DspTxtPos 

•  Invoke  ZSIed.EnvStuff  to  do  the  actual  editing  of  the  slot  for  this  option 

7. 2. 1.3.3  ZSled.LF 

This  procedure  implements  the  Linefeed  (<IF>)  command,  which  steps  the  user  through  the 
frame's  cptions,  staiting  at  the  current,  and  ending  at  the  last  local  pad. 

•  If  currently  at  last  local  pad  in  frame,  BEEP  and  exit 

•  Save  the  current  option  pointer  for  later  comparison  to  see  if  we’ve  actually  moved 

•  Save  any  changes  made  in  the  current  item  via  2Sledlltil.Save  -  Chg 

•  Invoke  ZSIedUtil.LineFeed  to  do  the  actual  stepping  to  the  next  option 

•  Place  the  cursor  at  the  beginning  of  the  new  item,  and  initialize  global  pointers  with 
ZSledUtil.ltemlnit 

•  If,  in  fact  a  new  option  was  reached,  then  invoke  ZSIed.EnvStuff  to  do  the  actual  slot 
editing  on  the  new  option;  else  just  Beep 

7.2.1 .3.4  ZSIad.lNS 

This  procedure  implements  the  Escape  (<INS>)  command,  which  steps  the  user  "up"  through  the 
frame’s  options,  starting  at  the  current  option,  and  ending  at  the  first  option. 

•  If  currently  at  frame  title  or  text  in  frame,  BEEP  and  exit 

•  Save  the  current  option  pointer  tor  later  comparison  to  see  if  we’ve  actually  moved 

•  Save  any  changes  made  in  the  current  item  via  ZSIedUtil.Save  -  Chg 

« Invoke  ZSIedUtil.Escape  to  do  the  actual  stepping  to  the  previous  option 

•  Place  the  cursor  at  the  beginning  of  the  new  item,  and  initialize  global  pointers  with 
ZSledUtil.ltemlnit 

•  If,  in  fact  a  new  option  was  reached,  then  invoke  ZSIed.EnvStuff  to  do  the  actual  slot 
editing  on  the  new  option;  else  just  Beep 
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7.2.1 .3.5  ZSled.Clean 

This  procedure  is  used  to  remove  the  SLED  messages  from  the  display  of  the  edited  frame  in  the 
current  window*,  prior  to  leaving  SLED. 

•  Invoke  ZSIed.RmHighLight  to  erase  any  highlighting  that  was  done 

•  Set  the  character  display  function  to  Replace  mode  via  ZCanvasSatChFunc 

•  Turn  the  curs..,  off,  then  position  it  at  1,59  in  the  frame,  the  position  of  the  "*Sled*" 
string 

•  Display  6  spaces  with  ZCanvas.PutCh  to  "erase"  that  string 

•  Place  the  cursor  at  the  user  display  line  with  ZDisplay.DspEndhen  clear  that  iine  with 
ZDisplay.CirLine 

•  Position  cursor  at  the  bottom  with  ZDisplay.DspEnd  and  clear  it  too 

•  Obtain  and  display  the  frame's  global  pads,  via  ZDisplay.DQPads 

•  Call  ZCanvas  ChangeCanvas  to  redisplay  the  whole  window 

7  9  •  o  c  7ei /**..:* 

Quit  is  used  to  implement  the  "q"  command.  The  changes  made  to  the  frame  are  discarded,  and 
the  original  frame  is  redisplayed. 

•  Invoke  ZSIedUtil.Save  -  Chg 

•  Erase  the  ZED  messages  and  "global  pads”  with  ZSled.Clean 

•  Set  AirPlan  boolean,  Repack  to  false 

•  Do  a  quit  for  the  currently  open  frame  via  NetHandl.QuitF 

•  if  changes  were  made  during  the  editing  session,  reread  and  redisplay  the  original 
unchanged  frame  via  ZWind.RdFWind  and  ZWirid.DspWind 

•  Set  Module-wide  boolean.  Editing,  to  true 
7.2. 1.3.7  ZED  ZSIod.OutSled 

OutSIED  implements  the  Exit  Ce")  command.  It  is  the  routine  which  causes  the  edited  copy  of  the 
frame  to  be  written  out  to  the  subnet  on  die  disk. 

•  Invoke  ZSIedlltii.Save  -  Chg 

•  Clean  off  the  ZED  related  messages  and  strings  on  the  frame  being  edited  via 
ZSled.Clean 


r 

*- 
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•  If  the  current  user  is  "GUEST"  and  changes  were  made  to  the  frame  being  edited,  give 
the  user  a  message  stating  that  no  permanent  changes  are  being  made,  and  exit 

•  If  the  frame  was  an  AirPlan  input  frame  (RePack  is  true)  then  invoke  ZBREd.PostProc  to 
"pack"  the  options  together 

•  If  changes  were  made  to  the  frame  being  edited,  then  close  the  frame,  via  NetHandl.CIsF, 
and  read  the  new  frame  into  the  window  structure  with  ZWind.RdFWind 


7. 2. 1.3.8  ZSIed.fnit 

This  is  the  initialization  routine  called  each  time  SLED  starts  up.  It  performs  a  variety  of  functions: 

•  Determine  height  of  current  window 

•  Load  up  Global  String,  EdMsg,  with  standard  ZED  user  message 

•  Display  message.  "*Sled*"  string,  and  new  ZED  title  in  window 

•  Initialize  local  and  global  variables,  mostly  booleans;  Point  to  Text  in  current  frame; 
Invoke  ZEdUtil.ltemlnit  to  initialize  global  variables  CurSeiP  and  Cltem. 

•  Check  if  the  user  i3  "GUEST";  if  so,  notify  user  that  no  permanent  changes  will  be  made. 

•  Check  to  see  if  this  is  an  AirPlan  input  frame;  if  so,  then  determine  if  automatic  messages 
are  to  be  displayed  from  the  user. 

•  Remove  and  store  old  alternate  cursor  for  duration  of  editing 
7.2.1 .4  Local  Utilities 

•  ZSied.AppendHiflhligM 

•  ZSled.tnitHighLlght 

•  ZSl«d.Re>novaHL 

•  ZSled.PmHUjtiUght 

•  ZSiad  Cmp5«Ov 

•  ZStod.FSeChr 

•  ZSted.FindSM 


•  Z$*ed.FSWF 
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7. 2. 1.4.1  ZSlod.AppendHlghlight 

This  routine  fills  in  all  slots  in  the  passed  selection  list  which  have  no  default  values  in  them  with  the 
string  "***",  as  an  indication  to  the  user  that  these  slots  must  be  filled  in  explicitly. 

•  Put  the  character  display  into  XOR  mode  via  ZCanvas.SetChFunc 

•  For  each  selection  on  the  list,  if  the  selection  has  text,  then  if  the  selection  text  ends  with 
either  a  or  a  space,  append  the  string.  ”  *  *  *  ”,  to  the  end  of  the  text,  and  display  the 
string  there 

7.2.1 .4.2  ZSIed.fnilHighLight 

This  routine  merely  invokes  ZSIed.AppendHighLight  for  both  the  frame's  option  list  and  local  pad 
list,  to  insure  that  all  slots  are  properly  highlighted  at  SLED  initialization  time. 

•  Set  the  local  selection  pointer  to  the  top  of  the  option  list 

•  Invoke  ZSIed.AppendHighLight  with  this  pointer 

•  Set  the  local  selection  pointer  to  the  top  of  the  local  pad  list 

•  Invoke  ZSIed.AppendHighLight  with  this  pointer 

7.2.1 .4.3  ZSIed.RemoveHL 

This  routine  removes  the  "highlights"  (i.e.,  the  string  "  •••")  from  the  end  of  any  selections  (slots) 
on  the  passed  selection  list  which  weren't  filled  in  by  the  user  prior  to  closing  the  frame  at  Sled  Exit 
time. 

•  Put  the  character  display  into  XOR  mode  via  ZCanvas.SetChFunc 

•  For  each  selection  on  the  list,  if  there  is  text  in  the  selection,  then  if  the  string  "  •“’“is 
found  in  the  selection's  text,  then  overwrite  it  (in  XOR  mode  to  remove  it  from  the  display), 
and  delete  it  from  the  text  string  via  PERQ  -  String.Detete. 

7.2.1 .4.4  ZSIed.RmHighLight 

This  routine  merely  invokes  ZSIed.RemoveHL  for  both  the  frame's  option  list  and  local  pod  list,  to 
insure  that  all  slots  which  were  highlighted  at  SLED  initialization  time  have  their  highlights  removed. 

•  Set  the  local  selection  pointer  to  the  top  of  the  option  list 

•  Invoke  ZSIed.RemoveHL  with  this  pointer 

•  Set  the  local  selection  pointer  to  the  top  of  the  local  pad  list 

•  Invoke  ZSIed.RemoveHL  with  this  pointer 
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7.2.1 .4.5  ZSIed.CmpSelChr 

A  lower-level  routine  to  search  through  a  list  of  selections,  attempting  to  match  each  one's  selection 
character  with  the  character  passed  to  it.  A  non-  obvious,  but  utilized  side  effect  of  this  routine  is  that 
it  leaves  global  current  selection  pointer,  CurSelP,  pointing  to  either  the  matched  selection  or  to  the 
last  selection  on  the  list. 

•  Set  booleans  to  false  to  initiate  the  search 

•  Starting  with  the  current  selection  (CurSelPt),  check  the  each  selection’s  selection 
character  with  the  passed  character  parameter 

•  If  they  match,  set  var  boolean,  Found,  to  true  to  exit  the  loop 

•  Else,  if  there’s  a  next  selection,  point  to  it  for  the  next  pass,  else,  set  terminating  boolean, 
EndGroup,  to  true  to  exit  the  loop. 


7. 2. 1.4. 6  ZSled.FSelChr 

This  is  the  middle-level  selection  character  search  routine. 

«  Store  the  current  selection  pointer,  CurSelP,  in  a  local  variable 


•  If  there  are  any  options  in  the  frame,  set  CurSelP  to  point  to  the  top  of  the  option  list, 
invoke  ZSied.CmpSeiChr  to  try  to  find  a  match,  if  it  was  successful,  set  Globa!  variable 
Typeltem  to  be  ICptions,  and  exit. 


«  If  there  are  any  local  pads  in  the  frame,  set  CurSelP  to  point  to  the  top  of  the  local  pads 
list.  Invoke  ZSIed.CmpSelChr  to  try  to  find  a  match.  If  it  was  successful,  set  Global 
variable  Typeitem  to  be  IPads,  and  exit. 


•  If  none  of  the  above  searches  were  successful,  Beep  and  restore  CurSelP  to  point  to  its 
previous  selection. 


7.2.1 .4.7  ZSIed.FindSel 

This  routine  implements  the  SLED  "D'',  "F”  or  "P"  (Find  selection)  command. 

•  If  there  are  no  options  or  local  pads  on  the  frame,  beep  and  exit 

«  Save  l he  current  selection  pointer 

•  Display  the  prompt  for  the  selection  character  to  match,  and  obtain  it  from  the  user 

•  Invoke  ZSled.FSelChr  to  find  the  matching  selection 

•  If  the  search  was  unsuccessful,  Beep  and  exit 

•  Else  save  any  changes  that  were  made  on  the  old  current  selection,  set  CurSelP  to  point 
to  the  new  "found"  selection,  initialize  the  global  variables  for  the  new  selection  via 
ZSledUtil.itemlnit 
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« Invoke  ZSIed.EnvStuff  to  perform  the  actual  editing  of  the  selected  option. 

7.2. 1.4.8  ZSied. FSelF 

This  procedure  checks  to  see  if  the  mouse  position,  passed  to  it  via  parameters  row  and  cot,  falls 
within  the  selection  box  of  any  of  the  passed  option  type. 

•  Initialize  var  boolean,  Founditem,  to  false 

•  If  the  passed  value  of  Col  is  greater  than  99  (i.e.,  100),  then  search  through  the  option  list, 
only  checking  the  row  positions  of  the  options.  If  a  match  is  found,  set  Founditem  to  true, 
and  exit.  This  mechanism  is  only  used  for  AirPlan  frames. 

•  Else,  for  every  non-NlL  value  of  ASel,  the  passed  selection  pointer,  see  if  row  is  within  the 
10,  II  paii  of  the  selection,  and  if  coi  is  within  the  cQ,  cl  pair  of  the  selection;  If  so,  set 
Founditem  to  true,  and  exit;  Else,  get  the  next  selection  pointer,  ASelt.nextsel  and  repeat 
the  checking, 

7. 2. 1.5  AirPlan  Support  Local  Utilities 

ZSIed.TestSN  Tests  if  S/N  (Side  Number)  string  is  all  digits 

ZSied.  VaiueX  wo  Converts  fuel  value  in  hundreds  of  pounds  to  pounds 

ZSIed.GetHeading  Gets  the  AirPlan  heading  from  frame  expansion  area 

ZSied.Get  Attribute  Gets  the  AirPlan  attribute  from  current  selection  expansion  area,  if  it  exists 

ZSIed.GetObject  Gets  the  side  number  from  an  AirPlan  option  on  specified  row  in  frame 

ZSled.SenaAirMsg  Updates  AirPlan  input  frame,  forms  AirPlan  message  from  option  info,  and  sends 
it  across  the  Ethernet 

ZSied. OelLine  Deletes  an  entire  line  (single  aircraft)  from  frame  when  it  has  trapped 

ZSied. RePos  Invokes  "AirPlan"  style  'positioning  of  frame's  options  via  ZSIedUtil.Air-  Repos 

7.2.2.  Environment  Editing  Support  Modules 

The  procedures  contained  in  these  two  modules  provide  the  lower  level  interface  between  SLED 
and  the  environment  mechanism,  allowing  SLED  to  access  tho  information  contained  in  the  slot 
frames  "behind"  each  option  in  the  environment  frame. 

The  procedures  in  ZEnvUtil  are  also  exported  to  the  agent  environment  frame  accessing  library, 
Module  EnvLib  for  agents  use  in  accessing  their  necessary  parameters  from  the  slots  in  their 
environment  frames. 


7.2.2. 1  Module  ZEnvEd 

This  module  is  the  main  workhorse  of  the  Environmental  Editor 

7. 2. 2.1 .1  ZEnvEd.EdEnvFr  •  exported 

This  is  the  top  level  routine  for  slot  editing.  It  controls  the  user’s  input  based  on  the  slot  attributes 
contained  in  the  slot’s  (option's)  slot  frame. 

•  Initialize,  and  store  the  original  slot  value,  if  any 

•  Get  the  slot  frame  id  for  the  siot  (option)  being  edited  with  ZEnvUtii  GSIotFrame 

•  Read  in  the  slot  frame  into  global  frame  record,  FPX,  witn  NetHandl.RdF 

•  Get  the  slot's  attributes  from  its  slot  frame  via  ZEnvUtii. GAttributes 

« If  the  s»ot  is  a  toggle/boolean  rype,  handle  it  with  ZEnvUtil.BoolToggle  or 
ZEnvUtii. GToggle,  respectively,  and  exit 

•  Otherwise,  get  the  user’s  input  for  the  slot  either  from  a  prompt  frame  or  from  a  direct 
type-in  through  ZEnvUtii. GReply 

•  Verify  the  user’s  response  against  the  slot  type  using  ZEnvUtil.VRepiy 

7. 2. 2.1 .2  Slot  Obtaining  and  Checking  Utilities 

•  ZEnvEd  SelSearch 

•  ZEnvEd  GSlotValue 

•  ZEnvEd  SlotChsck 

•  ZEnvcd  GSIotFrame 

7.2.2. 1.2.1  ZEnvEd.SelSearch 

This  function  searches  through  a  selection  list,  attempting  to  match  the  given  mask  with  the 
selection  text.  Returns  an  integer  which  points  to  the  string  to  be  matched  in  the  found  selection,  and 
set  var  parameter,  SelP,  to  point  to  the  found  selection. 

•  Initialize  variables 

•  Search  through  the  selection  list,  trying  to  match  the  given  string  with  the  selection  text,  if 
any 

•  if  a  match  is  found,  exit  the  search  locp,  and  set  the  function  value  to  the  index  of  the 
found  string  in  the  selection  text 
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7.2.2. 1 .2.2  ZEnvEd.GSIotValue 

This  procedure  returns  the  slot  vaiue  from  an  entire  slot  text.  It  really  only  returns  the  first  "word"  o* 
the  slot  value. 

•  Get  the  substring  of  the  slot  text  from  two  positions  after  the to  the  end 

•  Strip  off  anything  from  the  string  after  and  including  the  first  space 

•  Invoke  NeiString. Strip  to  remove  any  extraneous  leading  or  trailing  blanks 

7. 2. 2.1 .2.3  ZEnvEd.SSotCheck 

This  function  is  used  to  determine  if  the  frame  currently  in  the  FPX  record  is  a  slot  frame,  based  on 
the  occurrence  of  “Slot:"  in  the  frame’s  title. 

•  Assume  a  return  value  of  false 

•  If  there’s  a  title  text  in  the  frame,  then  if  "Slot:"  occurs  in  the  title  text  return  true 

7. 2. 2.1 .2.4  ZEnvEd.GSIct Frame 

This  routine  will  read  in  the  slot  frame  into  global  FPX  for  later  use.  It  also  verifies  that  the  frame  is  a 
slot  frame,  and  process  things  properly  if  there  is  a  "case”  statement  in  the  slot  frame  text.  Errors  are 
returned  via  coded  error  numbers. 

•  Obtain  the  slot  frame  id  from  the  selection's  next  frame  field,  then  from  the  expansion 
area  (the  preferred  way  •  this  should  be  an  if-then-else  statement  on  the  existence  of  the 
expansion  area) 

•  If  there  is  a  slotframe,  read  it  into  FPX  via  NeiHandl.RdF 

•  If  successful,  then  check  to  see  if  it  is  a  valid  slot  frame  with  ZEnvEd.SlotCheck 

«  If  successful,  check  to  see  if  the  slot  frame  has  a  case  statement;  If  so,  then  get  the  case 
key  string  and  the  current  value  of  the  case  slot  via  ZEnvEd.GCaseType  and  GCaseValue 
respectively.  If  both  of  these  are  successful,  then  invoke  ZEnvEd.GCaseSiot  to  return  the 
correct  slot  frame  in  global  frame  record,  FPX. 

7. 2. 2. 1.3  Value  Toggling  Utilities 

These  procedures  toggle  the  allowable  slot  values  each  time  the  slot  (option)  is  selected  within 
SLED. 

•  ZEnvEU.BooiToogle 


«  ZEnvEd.UToggtaV*! 
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7. 2. 2. 1.3.1  ZEnvEd.BoolToggle 

This  routine  will  toggle  the  boolean  values  specified  in  the  prompt  option  of  the  slot  frame.  These 
can  be  "yes"  and  "no",  "true"  or  "faise". 

•  Search  the  options  of  the  slot  frame  contained  in  global  record,  FPX,  for  the  occurrence 
of  the  string,  "Prompt:  " 

•  Obtain  the  text  in  that  option  following  the  as  the  values  to  be  toggled 

•  Find  the  occurrence  of  the  character  which  is  the  separator  between  the  two  values 
to  be  toggled,  and  use  its  location  to  obtain  the  two  separate  toggling  values 

•  Replace  the  old  value  of  the  slot  with  the  "other"  boolean  value,  and  return  the  new  value 
to  the  calling  routine 

•  Note:  the  AirToggle  boolean  allows  for  the  occurrence  blank  as  a  legal  value  for  AirPlan 
frames 

7. 2. 2. 1.3.2  ZEnvEd.GToggleVal 

This  procedure  will  cycle  through  a  "ring"  of  specified  values  for  a  given  slot,  starting  with  the  value 
"after”  the  current  value  every  time  the  slot  (option)  is  selected  while  in  SLED.  The  ri.ig  of  specified 
vaiues  is  stored  as  options  in  ths  prompt  frame  pointed  tc  by  the  “Prompt- "  option  of  tra  slot  frame. 

«  Given  the  previous  value  of  the  slot,  store  it.  then  read  in  the  prompt  frame  into  global 
frame  record,  FPX 

•  Point  to  the  top  of  the  option  list  in  the  prompt  frame,  then  search  through  the  list  for  the 
option  with  a  value  which  matches  the  old  slot  value 

•  If  a  match  is  found  replace  the  slot  value  with  the  "next"  option  value  from  the  prompt 
frame,  if  it  exists  and  exit 

•  Else,  replace  the  slot  value  with  the  value  found  as  the  text  of  the  first  option  of  the 
prompt  frame 

7.2. 2. 1.4  Case  Utilities 

These  procedures  implement  the  environmental  editor’s  case  facility,  providing  for  different  slot 
frames  for  a  given  slot,  depending  on  the  value  of  a  different  slot  in  the  original  environment  frame. 

•  ZEnvEd  GCaseType 

•  ZEnvEd.CCaseValue 

v  ZEnvEd.GCaseStot 


•  ZEnvEd.CaseCheck 


7. 2, 2. 1.4.1  ZEnvEd.GCaseType 

This  procedure  returns  the  Case  statement's  "key"  value,  that  Is  the  "name"  of  the  slot  in  the 
environment  frame  whose  value  is  to  be  matched  in  implementing  the  case  mechanism.  This  value  is 
surrounded  by  double  quotes. 

•  Point  to  the  text  in  the  Case  Slot  frame,  contained  in  glooal  FPX 

•  Search  the  text  for  the  occurrence  of  a  double  quote,  then  for  the  second  double  quote 

•  Use  these  two  indices  to  extract  the  substring  of  the  frame  text  contained  within  these 
quotes 

7.2. 2- 1.4.2  ZEnvEd.GCaseValue 

This  routine  returi  is  the  value  of  the  slot  indicated  by  name  in  a  slot  frame’s  case  statement. 

•  Point  to  the  Environment  frame's  Option  list 

•  Invoke  ZEnvEd.SelSearch  to  find  the  slot  (option)  in  this  list  which  matches  the  vaiue 
passed 

•  If  none  is  found,  do  the  same  for  the  environment  frame’s  local  pads 

•  If  a  match  is  found,  then  invoke  ZEnvEd.GSIotValue  to  extract  the  slot’s  "vaiue",  i.e., 
user-input  string,  to  be  returned 

7. 2. 2.1 .4.3  ZEnvEd.GCaseSlot 

This  procedure  is  at  the  heart  of  the  case  mechanism.  Given  a  value  from  the  proper  slot,  it  goes 
through  the  option  list  of  the  "case"  frame  trying  to  find  a  match.  If  a  match  is  found,  the  “next  frame" 
is  retrieved,  and  is  the  Slot  frame  to  be  used  for  the  original  slot.  Note:  this  mechanism  is  inherently 
recursive,  so  nested  case  statements  can  be  used. 

•  Use  ZEnvEd.SelSearch  to  search  the  options  of  the  slot  frame  stored  in  global  frame 
record,  FPX,  for  the  occurence  of  the  case  slot’s  current  value 

•  If  none  is  found,  use  GelSearch  to  find  an  occurrence  of  "otherwise” 

•  If  any  match  is  made,  invoke  ZEnvEd.GSlotFrame  (recursively)  to  obtain  the 
corresponding  slot  frame  to  be  returned  and  used 

7.2.2. 1 .4.4  ZF.nvEd.CaseCbeck 

This  function  is  used  to  determine  if  the  frame  currently  in  the  FPX  record  Is  a  case  frame,  based  on 
the  occurrence  of  'case  in  the  frame’s  text. 

•  Assume  a  return  value  of  false 

•  If  there’s  frame  text  in  the  frame,  then  if  ’case  occurs  in  that  text  return  true 
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7. 2. 2. 1.5  Other  Utilities 

•  ZEnvEd.GetOther 

•  ZEnvEd.GHelp 

7.2.2. 1.5.1  ZEnvEd.GetOther 

This  is  a  utility  procedure  which  is  only  invoked  when  the  user  select  an  option  labeled  "Others"  in  a 
prompt  frame.  It  allows  the  user  to  enter  his/her  own  string. 

•  Display  a  prompt  string  in  the  user  display  line  with  ZSIedUtil.WrtMsg 

•  Read  the  user’s  response  with  ZEnvUtil.RdReply 

7. 2. 2. 1.5. 2  ZEnvEd.GHelp 

This  utility  is  to  be  invoked  when  the  user  selects  SIEd  command  "h".  It  reads  in  and  displays  the 
help  frame,  if  available.  NOTE:  This  procedure  is  not  invoked  from  anywhere!  The  heip  feature  has  not 
been  implemented. 

«  Read  in  the  Environment  frame’s  slot's  slot  frame  into  FPX 

•  If  successful,  find  the  "Halp"  option  on  the  slot  frame  with  NetOption.GOptF,  using  HH“ 
as  ihu  selection  Character  (Note:  this  >3  net  implemented) 

•  II  found,  display  the  help  frame  in  the  other  window  via  ZWind.XChange, 
ZAAction.GoToFrame,  ZWind.DspWind  and  finally,  ZWind.XChange  to  get  back  to  the 
original  window 

•  Else,  simply  write  out  an  error  message  in  the  user  display  line 

7.2.2. 2  Module  ZEnvUtll 

This  module  contains  many  of  the  utilities  used  by  both  the  slot  editor  and  the  agent  parameter 
obtaining  mechanisms  in  agents  Module  EnvLib.  It  also  exports  the  Sl.ED-wide  frame  pointer,  SledFP, 
which  points  to  the  frame  currently  being  edited,  as  well  as  exporting  Module  ZDnpInr  ‘  om  ZED. 

7. 2. 2. 2.1  Low  level  and  specialized  utilities 

•  ZEnvUtil.Fs«-AnyPos  •  exported  implementation  of  NetStriny.AnyPos  tor  trams  stiing  records 

•  ZEnvUtil.WrtMsg  •  exported 

•  ZEnvtJ  til. CvFid  Case 

•  ZEnvUtil.Whichltem 


•  ZEnvUtH.PrcceasInpvt 


flQfi-SlSIEM  DESCRIPTION 


pace  T08 


•  ZEnvUtil  MackUnmark 

•  ZEnvUtil.GatMontfr 

•  ZEnvUtii.DafcCtwck 

7. 2. 2. 2. 1 .1  ZEnvUlH.fs’-AnyPos .  exported  impienmntation  of  NetString  ArtyPos  for  frtma  string  records 

7.2. 2.2. 1.2  ZEnvUtil.WrtMsg 

This  routine  displays  the  given  string  its  the  User  Display  line  ot  the  frame  being  edited. 

•  Turn  oft  the  cursor  via  ZCanvas.CursorOff 

•  Put  the  character  display  into  replace  mode  via  ZCanvas.SetChFunc 

•  Get  and  save  the  current  cursor  position  with  ZCanvas.GetPosCh 

•  Put  the  cursoi  at  the  User  Display  line  with  ZDisplay.DspF.nd  and  clear  that  line  with 
ZDisplay.CIrLine 

•  Invoke  ZCanvas.PulStr  to  print  out  the  string,  then  il  there's  an  external  display  device, 
call  ZlO.Sei  .dStr  to  output  the  string  to  it  (not  necessary  in  newer  versions,  since 
ZCanvas.PutSir  handies  ihai) 

•»  Restore  the  cursor  to  it  original  position  with  ZCanvas.SetPosCh,  return  the  display 
function  to  XOR  mode  and  reaisplay  the  cursor  with  ZConvas.CursorOn 

7. 2. 2.2. 1.3  ZEnvlltil.CvFidCase 

This  routine  is  used  to  convert  the  case  of  the  letters  of  a  user-entered  frame  id  (i.e.,  ’he  subnet 
name  part  of  the  frame  id),  to  the  standard  as  it  appears  in  the  subnet  itself. 

•  Call  NetString.PrsFid  to  parse  off  the  subnet  name  from  the  frame  id 

•  Invoke  NetHandl.TSnDef,  with  the  subnetnamo  as  parsed,  to  see  if  it  is  a  valid  subnet.  A 
side  result  o?  TSnDef  is  to  convert  the  subnet  id  to  its  proper  case,  as  stored  in  ftle 
:2.ognet>Subnetlndex 

•  Use  Bacelib.CvIntStr  to  convert  the  frame  number  returned  by  PrsFid  to  a  string 
«  Concatenate  the  subnet  id  with  the  frame  number  string  to  return  it 

7. 2. 2. 2.1.4  ZEn  v  U  tii .  W  hie  h  I  tarn 

This  procedure  checks  to  see  if  the  mouse  position,  passed  to  it  via  parameters  row  and  column, 
falis  within  the  selection  box  of  any  of  the  frame’s  options,  starting  with  the  one  pointed  to  by 
parameter,  ASel  (Se'PTyp). 

» Initialize  var  boolean,  Foundltem,  to  frije 


•  For  every  non-NIL  value  of  ASel,  the  passed  selection  pointer,  soe  if  row  is  within  the  10,  II 
pair  of  the  option,  and  if  column  is  within  the  cO,  d  pair  of  the  option,  i.e.,  if  the  mouse 
position  passed  to  this  routine  via  row  and  column  is  within  the  option’s  selection  box. 

•  If  so,  set  Foundltem  to  true,  make  var  parameter,  CurSelP  point  to  the  found  option  and 
exit 

•  Else,  get  the  next  selection  pointer,  ASelT.nextsel  and  repeat  the  checking 

7. 2.2. 2.1 .5  ZEnvUtil.ProcessInput 

This  procedure  returns  a  pointer  to  the  selection  in  a  prompt  frame  chosen  by  the  user  via  a  mouse 
button  click  or  a  selection  character  input. 

•  If  it  was  a  mouse  button  click  the  user  entered,  then  determine  the  position  of  the  mouse, 
and  use  those  "coordinates"  to  find  Out  which  selection  was  chosen  via 
ZEnvUtil.Whichltom 

•  Else  use  NetOption.GOptF/GPadF  to  return  the  selection  based  on  the  selection 
character  the  user  entered 

•  If  no  match  was  found,  then  Beep 

7. 2. 2.2.1 .6  ZEnvlItil.MarkUnmark 

This  procedure  is  used  to  highlight  a  selected  character  (either  with  the  mouse  or  via  a  space)  with 
a  block  cursor  (which  is  represented  by  the  ASCII  character  corresponding  to  Octal  177  (delete)).  The 
original  font  set  of  the  PERQ  had  to  be  modified  for  this. 

•  Put  the  character  display  mode  into  XOFI  function  with  ZCanvas.SetChFunc 

•  Put  the  cursor  at  the  specified  row  and  column  with  ZDisplay.DspPos 

•  Display  the  block  character  with  ZCanvas.PutCh 

•  Reset  the  character  display  mode  to  Replace  function 

7. 2.2.2. 1.7  ZEnvUtil.GetMonth 

This  routine  is  used  to  convert  a  user  entered  3  character  month  string  to  proper  case,  as  a  utility 
for  task  frame  editing. 

•  Set  up  the  string  of  concatenated  months  with  proper  case 

•  Use  NetString.AnyPos  to  do  a  case  insensitive  search  of  the  month  string  with  the  user- 
input  month  string 

•  If  a  match  was  found,  then  return  the  correct  3-character  substring  of  the  month  string  in 
the  var  string  variable,  NewMonth 


itPQ.SYS.TEM  DESCRIPTION 


PAGE  190 


7.2.2. 2. 1.8  ZEnvUtil. DateChock 

This  routine  is  a  utility  to  verify  and.  if  appropriate,  return  a  properly  formatted,  a  user-input  date  for 
task  frames.  It  essentially  parses  the  user-  input  string,  checking  fur  a  maximum  2  digit  day,  verifying 
the  month  with  ZEnvUtil.GetMonth,  and  checking  for  a  maximum  2-digit  year.  Once  these  checks 
have  been  successfully  made,  then  it  checks  the  day  vis-a-vis  the  month  to  make  sure  it  is  a  legal 
date. 

7. 2. 2. 2. 2  Routines  to  obtain  slot  information 
«  ZEnvUtil.GSlot.F9ot 

•  ZEnvUtil  GSIot  -  export&d 

•  ZEnvUtilG  Attributes  •  exported 

7. 2.2.2. 2.1  ZEnvUtil. GSIot.  FSIOt 

This  internal  procedure  does  the  work  for  routine  GSIot. 

For  each  selection  on  the  selection  list,  do: 

7. 2. 2. 2. 2. 1.1  Search  for  the  occurence  of  the  slot’s  name  in  the  selection  text 

7. 2. 2. 2. 2. 1.2  It  found: 

•  Obtain  the  selection  character,  and  the  slot's  "value",  which  is  the  string  occurring  after 
the  colon  in  the  selection  text 

•  Obtain  the  slot  frame  id,  which  should  be  in  the  selection’s  expansion  area,  after  the 
string  "Frameid:",  or  use  the  selection’s  next  frame  if  there'..  no  expansion  area 

•  Verify  the  Slot  Frame  Id  with  NetHandl.TFDef.  and  print  an  error  message  if  the  frame  Id  is 
not  defined 

•  Exit  GSIot 

7. 2. 2.2. 2.1 .3  Point  to  the  next  selection 
7.2.2. 2. 2. 2  ZEnvUtil. GSIot  -  exported 

This  procedure  returns  the  selection  character,  the  (presumably  usei  filled-in)  slot  value  ana  the 
frame  id  of  the  slot  frame  of  the  slot  (i.e.,  option)  whose  "name"  was  supplied. 

•  Point  to  the  frame's  options,  and  invoke  internal  procedure,  FSIot,  to  do  the  work 

•  Point  to  the  frame’s  local  pads,  and  invoke  interna!  procedure,  FSIot,  to  do  the  work 

•  Since  FSIot  will  exit  GSIot  (!)  if  values  are  found,  then  if  we’re  still  in  GSIot  at  this  point. 
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print  an  error  message,  and  return  false 

7.2.2. 2.2.3  ZEnvUUl.G  Attributes  exported 

This  routine  parses  the  slot  frame  for  a  given  slot,  and  returns  the  attributes  of  that  slot,  including 
type,  default  value,  prompt  information,  and  the  frame  id's  of  the  prompt  and  help  frames,  if  they  exist. 
The  slot  frame  has  already  been  read  into  the  global  FPX  frame  record. 

•  Initialize  var  parameters,  then  step  through  the  slot  frame's  options 

•  Based  on  each  option’s  text,  obtain  the  Slot  Name,  Slot  Type,  Slot's  Default  value,  Slot 
Prompt  information,  and  Slot  Help  information 

•  Verify  Slot  Type  information 

•  Form  default  prompt,  if  necessary 

•  Set  Var  boolean,  Sig,  to  true 

7. 2. 2. 2. 3  Routines  to  obtain  values  from  user 

•  ZEnvUtil  RdReply  -  exported 

e  ztnvUtil  GRepty  -  exported 
e  ZEnvUtll  VReply  -  exported 

•  ZEnvUtil  REnvVal  -  exported 

7. 2. 2. 2. 3.1  ZEnvUtil. RdReply  -  exported 

This  procedure  provides  for  the  entering  of  slot  values,  after  the  slot  name.  It  handles  the 
Backspace  (delete)  character  properly.  The  terminating  character  is  an  escape  (INS),  <CR>,  or  <LF>. 
it  returns  the  user  input  string. 

•  Position  the  cursor  at  the  specified  position  (after  the  slot  name) 

•  Read  in  a  character  via  ZCanvas.RdKayEv 

•  Enter  a  loop  to  parse  the  character,  enter  it  into  the  var  string  variable,  str,  and  obtain  the 
next  character,  until  a  terminating  character  is  received 

7.2. 2. 2.3. 2  ZEnvUtil.GReply  -  exported 

This  is  the  main  routine  to  obtain  slot  values  from  the  user  using  the  menu  provided  in  a  prompt 

frame. 
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7.2.2. 2. 3. 2.1  If  there  is  a  prompt  frame  then 

•  Read  in  the  prompt  frame  into  global  frame  record,  FPX.  If  unsuccessful,  display  error 
message,'  and  exit 

•  If  parameter  NoPrompt  (for  AirPian  input  frames)  is  false,  then  display  the  prompt 
message,  switch  windows,  and  display  the  prompt  frame  there,  else,  lust  display  the 
AirPian  prompt  frame  message 

•  Read  a  character  from  the  user;  if  it  is  an  escape,  then  use  the  value  already  in  the  slot, 
else  use  ZEnvUtil.ProcessInput  to  obtain  the  selection  the  user  specified  from  the  prompt 
frame 

« If  parameter  NoPrompt  is  false,  then  redisplay  the  original  frame  in  the  other  window  and 
return  to  current  window 

7. 2.2. 2.3. 2. 2  Else 

7. 2. 2.2. 3. 2. 2.1  Initialize,  then  enter  repeat  loop  to  obtain  a  response  from  user 

•  Point  to  after  the  colon  at  tho  end  of  the  slot  name 

•  Construct  the  prompt  message,  doing  special  things  for  task  frames 

•  Display  the  prompt  message,  and  obtain  the  currently  display  value  of  the  slot 

•  Locate  input  position,  then  invoke  ZEnvUtiLRdfleply  to  obtain  the  U3er-entered  string 

•  If  the  length  of  the  string  is  zero,  then  use  either  the  default  value  from  the  prompt  frame, 
or  the  previously  displayed  string 

•  If  a  non-zero  reply  has  been  obtained,  terminate  the  loop 

7. 2. 2. 2. 3. 2. 2. 2  If  there  was  a  leading  blank  In  the  user  string,  eliminate  it  an  any  other 
extraneous  blanks  with  NetStrlng. Strip 

7. 2. 2.2.3. 3  ZEnvUtil.VRepiy  •  exported 

This  procedure  verifies  the  user-entered  slot  value  against  the  type  for  the  slot  as  specified  in  the 
slot  frame,  after  coverting  abbreviations.  It  is  essentially  one  large  case  statement  on  the  first  letter  of 
the  SlotType  String. 

B  Boolean  •  Verify  that  response  is  in  [  T,  'n',  T,  *f') 

C  Character  •  Verify  that  response  is  only  one  character  long 

I  Integer  •  Verify  that  all  the  characters  are  digits 

P  PString  •  (No  Checks  are  made,  since  none  are  meaningful) 

R  Real  -  Verify  that  r”  characters  are  In  [  ‘0'..‘9\  ’.’] 
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F  Framold  •  Convert or  ’/’  to  £  Irameid  string  and  verify  that  the  string  refers  to  a 

valid,  defined  frame 

S  Subnetld  •  Convert or  7*  to  a  subnetid  string  and  verify  that  the  string  refers  to 

a  valid,  defined  subnet 

0  Date  (for  task  Frame)  -  Verify  the  date  string  with  ZEnvUtii.DateCheck 

T  Time  (for  task  Frame)  •  Verify  that  the  time  is  valid 

U  Userid  •  Verify  that  the  user  id  is  valid  with  internal  procedure,  VUsertd 

7. 2.2.2. 3.4  ZEnvUtil  REnvVal  •  exported 

This  routine  was  used  to  redisplay  the  environment  frame  with  the  slot  values  property  formatted 
prior  to  rewriting  the  frame  out  to  disk.  It  is  no  longer  used. 

7.2.3.  Utilities  Modules 

These  modules  provide  lower  level  support  for  the  Slot  Editor.  Module  ZSledUtil,  in  particular, 
provides  the  same  kind  of  support  to  SLED  that  Module  ZEdUtil  provides  to  ZED.  Module  ZBRED,  on 
the  other  hand,  provides  specialized  support  lor  editing  specific  types  of  AirPlan  input  frames. 

7.2. 3.1  Module  ZSIedUtii 

This  module  contains  many  of  the  same  routines  contained  by  modulo  ZEdUtil,  most  modified 
slightly  to  fit  in  with  SLED's  requirements.  It  also  imports  Module  ZEdDefs  to  have  local  access  to  all 
of  ZED'S  global  variables  for  it3  own  use. 

•  Display  i/tilitiee 

•  Item  initialization  vtiiibes 

•  Item  updating  utilities 

e  Command  Implementing  procedures 
e  AirPlan  Editing  Utilities 

7.2.3. 1.1  Display  utilities 

•  ZSIed'Jtil.BEcP  •  exported  •  Invoke  ZCanvas.BEEPCanvas  to  sound  the  "beir  ’>e  deiault  SLED 

message. 

e  ZSiedUBt.DtpFPEd  •  ox  ported 

•  ZSlsJUtil.DspEditorHdandTs’.  -  exported 


•  ZSIedUtt-Eraae 


•  ZStedUtU.RsOep 
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7. 2. 3.1 .1 .1  ZSIcdUtil.BEEP  -  exported  •  Invoke  ZCanvas.BEEPCetwaa  to  sour*3  the  "bed"  and  display  the  default  SLED 

message. 

7.2.3. 1.1.2  ZSIedL'til.DspFPEd  -  exported 

This  procedure  simply  displays  the  frame  stored  in  the  editor  frame  record  pointed  to  by  EdFP. 

•  Se  t  global  SigNoClear  to  falsa 

o  Call  ZDisplay. DspF  to  display  the  frame  body 

•  Call  ZDisplay  .DGPads  to  display  the  associated  global  pads  of  the  frame 

7. 2.3.1 .1 .3  ZSIedUtll.DspEcitorHdandTai!  -  exported 

This  routine  displays  the  "’SLED*”  string  in  the  upper  right  comer  of  the  edit  frame  window,  and 
the  SLED  'global  pads"  on  the  bottom  line  of  the  window. 

•  Put  the  character  display  in  replace  mode,  via  ZCanv&s.SetChFunc 

•  Place  the  cursor  at  the  User  Display  Line  with  ZDisplay.DspEnd,  and  clear  it  with 
ZDisplay. ClrEoln 

•  Use  ZCanvas-PutStr  to  display  the  Default  Sled  message 

•  Place  the  cursor  at  1 ,58  via  ZDisplay .DspPos  and  display  ’’  "SLED  * "  via  ZCanvas-PutStr 

•  Position  the  cursor  at  the  beginning  of  the  bottom  line  with  ZDsplnc.DspPos.  and  clear 
that  line  with  ZDisplay .ClrEoLn 

•  Form  the  "global  pads”  string  and  display  it  with  ZCanvas-PutStr 

•  Restore  the  character  display  mode  to  XOR  function 

7. 2.3.1 .1 .4  ZSIedUtil. Erase 

This  is  a  general  routine  to  clear  the  current  hem. 

•  Invoke  ZSIedUtil.Sta  t-  Item  to  set  the  current  Item  variables  to  point  to  the  beginning  of 
the  item 

•  For  each  line  in  the  item,  display  the  cursor  at  the  beginning  of  the  line,  invoke 
ZDsplnc.CIrLin,  and  point  to  the  next  line 

•  Reposition  things  at  the  beginning  of  the  item  via  ZSIedUtil.Start-  Item 
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7.2.3. 1 .1 .5  ZSiedUtil. ReDsp 

This  is  a  general  routine  to  (re)  display  the  current  item. 

•  • 

•  Invoke  ZSled Util. Start  -  Item  to  set  the  current  item  variables  to  point  to  the  beginning  of 
the  item 

•  For  each  line  in  the  item,  display  the  cursor  at  the  beginning  of  the  line,  Invoke 
ZOspinc.DspUn,  and  point  to  the  next  line 

«  Reposition  things  at  the  beginning  of  the  item  via  ZSled  Util. Start  ~  Item 

7.2.3. 1.2  Item  initialization  utilities 

•  ZStedUtil.SU rt*-IUm  -  exported 
e  ZStedUtii.CopyFsP 

•  ZSiedUtil  Itemlnit  -  exported 

7. 2.3.1 .2.1  ZSiedUtii. Start  -  Item  -  exported 

This  is  used  as  a  utility  to  initialize  the  cursor  to  the  beginning  of  the  current  item. 

9  Set  the  current  item  s  current  relative  row  and  column  position  to  1 

•  Make  the  current  item’s  current  string  pointer  point  to  the  first  string  of  the  item 

•  Display  the  cursor  at  the  (new)  current  position  within  the  current  item  with 
ZDspInc.DspTxtPos 

7.2.3. 1.2. 2  ZSiedUtil. CopyFsP 

This  routine  is  called  from  Itemlnit  to  copy  the  text  of  the  selection  pointed  to  by  global  SelPTyp, 
CurSelP,  to  a  structure  pointed  to  by  the  global  FsPTyp,  FirstStr. 

•  If  there’s  no  text  in  the  current  item,  then  just  exit 

•  initialize  some  of  the  working  pointer  variables 

•  For  each  line  of  text  in  the  current  selection,  create  a  new  string  record  with 
NetMakeDel.CrFsP,  and  insert  this  record  into  the  list.  Make  global  FirstStr  point  to  the 
head  cf  the  list. 

7.2.3. 1.2.3  ZSiedUtil. Itemlnit  •  exported 

This  routine  initializes  the  global  data  structure,  Cltem,  exported  from  Module  ZEdDefs,  whenever 
tiie  user  moves  to  a  new  item  in  the  frame. 

•  Copy  the  current  selection  text  to  a  frame  string  record  pointed  to  by  global  FirstStr  via 
ZEdUtil.CopyFsP 
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•  Store  the  current  item's  selection  box  and  current  position  parameters  in  the  global 
"original"  variables,  so  the  item  can  be  reestablished  if  the  user  chooses  to  "undo"  3ome 
changes • 

•  Initialize  the  cursor  to  the  beginning  of  the  item,  and  make  the  connection  between  Cltem 
and  the  current  selection,  and  the  current  selection  text  pointed  to  by  FlrstStr,  via 
ZDspInc.lniTxtPos 

•  Redisplay  the  cursor  at  the  current  position  via  ZDspInc.DspTxtPos 
7.2.3. 1 .3  Item  updating  utilities 

•  ZSledUtll.UpdataBox  •  exported 

e  ZSledUtii.BoxBoundary  ■  exported 

•  ZSiedUtii.Save*-Chg 


7. 2.3. 1.3.1  ZSIedUtil.UpdateBox  -  exported 

This  routine  will  modify  the  selection  box  parameters  for  the  given  item  to  account  for  text 
modifications  within  the  item. 

•  Initialize,  then  count  tne  number  of  iines  in  the  curtem  item,  arid  yet  the  length  of  the 
longest  line  vithin  the  item 

•  Sot  the  upper  left  box  parameters  to  be  the  X-Y  position  parameters  of  the  item 

•  Set  the  right  side  of  the  selection  box  according  to  the  maximum  length  of  line  in  the  item 

•  Set  the  bottom  side  of  the  selection  box  according  to  the  number  of  lines  in  the  item 

7. 2.3.1 .3.2  ZSIedlltii.BoxBoundary  -  exported 

This  routine  updates  the  selection  (touch)  box  of  the  Current  item. 

•  Set  the  local  string  pointer  to  point  to  where  global  string  pointer,  FirstStr  points,  i.e.,  the 
first  line  of  the  current  option 

•  Invoke  ZSIedUtil  UpdateBox  with  this  local  string  pointer  as  an  argument,  to  actually 
update  the  selection  box  parameters 

7.2.3. 1 .3.3  ZSIedUtil.Save  -  Chg 

This  routine  preserves  changes  made  to  a  option  by  connecting  the  global  working  pointer,  FirstStr, 
to  the  appropriate  selection  pointer  in  the  actual  frame  being  edited. 

•  If  no  changes  were  made,  as  determined  by  Global  boolean,  Changed,  then  release  the 
recotds  pointed  to  by  FirstStr  via  NetMakeDel.RelFsP,  set  FirstStr  to  point  to  NIL,  and  exit 

•  Otherwise,  set  Global  Frame  change  variable,  XCHG,  to  true 
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•  Update  the  selection  box  ot  the  current  item  with  ZSIedUtil.BoxBoundary 

•  Release -the  text  pointed  to  by  the  original  current  selection,  then  make  it  point  to  where 
FirstStr  points 

•  Reset  FirstStr  to  point  to  NIL 

•  Reset  the  Current  item  string  pointer  to  NIL 

7. 2.3. 1.4  Command  Implementing  procedures 

•  ZSIecJUtil.CTl.'-U  -  exported 

•  ZSIedUtl  UneKeed  •  exported 

•  ZStedUtii-Eecepe  -  exported 

7.2.3. 1.4.1  ZSIedUtil.CTL -  U  -  exported 

This  routine  implements  the  ”<ControlU>  |  <OOPS-key>"  command,  to  "undo"  the  last  changes  to 
the  current  item. 

•  If  there  is  no  text  in  the  current  item  (i.e.,  Current  row  is  row  1 ,  and  there  is  no  text  on  this 
line),  then  just  Beep  and  exit 

•  Erase  the  item  via  ZSIedUtil.Erase  (which  simply  overwrites  the  item  with  itself  in  XOR 
mode) 

•  If  there  were  any  changes  mado  to  the  item  (Global  boolean  changed  is  true),  then 
release  the  top  of  the  string  list  via  NetMakeDel.BelFsp,  and  reset  the  current  selection 
record  position  and  selection  box  items  to  their  original  values  (which  were  saved  via  a 
previous  ZSIedUtilltemlnit  call!) 

•  Redisplay  the  original  current  item  via  ZSledUlil.ReDsp 

7. 2. 3. 1.4. 2  ZSIedUtil.LineFeed  •  exported 

This  procedure  implements  the  ”<LF>"  (move  "down"  to  next  item)  command.  It  operates  on  a  case 
statement  by  the  type  of  current  item: 

Typeltem  -  iPsds  Set  the  Current  Selection  pointer,  CurSelP,  to  the  point  to  the  next  local  pad 
Typeltem  -  lOptions 

Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  next  option.  If  there  isn’t 
one,  then  set  it  to  point  to  the  first  local  pad  and  adjust  Global  Typeltem 
accordingly 

Typeltem  =  / Text  Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  First  option  and  adjust 
Global  Typeltem,  if  there  is  one.  If  not,  then  make  it  point  to  the  first  local  pad  with 
the  appropriate  change  to  Global  Typeltem,  if  there  is  one. 
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7. 2. 3.1 .4.3  ZSledUlil.Escape  *  exported 

This  procedtre  implements  the  "escape"  (<INS>)  (move  "up"  to  previous  item)  command.  It  doe3 

so  via  a  case  statement  based  on  the  current  T,  peltem: 

Typeitem  *  lOptlorts 

Set  the  Current  Selection  pointer,  CurSelP,  to  the  previous  option,  if  one  exists 

Typeitem  *  IPads  Set  the  Current  Selection  pointer,  CurSelP,  to  point  to  the  previous  local  pad,  If 
there  is  one.  If  not,  then  if  there  are  any  options,  make  it  point  to  the  last  option  by 
starting  at  the  first  option  and  stepping  through  them  to  the  last  one,  then 
updating  Global  Typeitem  to  tOptlons. 

7.2.3. 1.5  AlrPlan  Editing  Utilities 

•  ZSIedUtii.InfoSwap 

•  ZSledUtil.DspAsel 

•  ZSIedUtil.Del  -  AirPlar  -  Style  -  exported 

•  ZSiedUtil.Air  -  Reformat  -  exported 
«>  ZSIedUtil.RstExp 

•  ZSiedUiii.Cievttyt; 

•  ZSledUtil.RealMove 

•  ZSIedUtil.DoMove 

•  ZSiedUtil.Air  -  Repos  -  exported 
7. 2.3. 2  Module  ZBRED 

This  module,  so  named  for  the  BackRoom  Editor,  contains  procedures  which  temporarily  split  up  a 
single  ootion  In  an  AirPlan  input  frame  into  up  to  10  distinct  options  for  SLED  type  editing.  This  break 
up  is  based  on  the  header  string  of  the  frame,  contained  in  the  frame  text.  At  the  close  of  the  editing 
session,  the  options  on  a  single  line  are  put  back  together  into  a  single  option.  This  process  is 
necessary  because  there  is  not  enough  space  allocated  on  disk  for  a  single  pig  frame  with  a  sufficient 
number  of  options  to  allow  them  to  be  edited  for  AirPlan  input. 

•  2BhEO.Gc.Sel  Exp 

•  2BRED.S*t3oxta 

•  ZRRED.CntfTdd* 


•  ZBRED.  Breakup 
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•  ZBF!ED.PutBackTofleth«f 

•  ZBBEO.PrAProc  •  exported 

•  ZBRED.PostProc  •  exported 

7. 2.3.2. 1  ZBRED.GetSelExp 

This  routine  inserts  lines  of  text  from  the  frame’s  expansion  area  into  option  expansion  areas,  one 
line  per  option.  This  is  done  to  load  up  default  values  for  options. 

•  Search  the  frame  expansion  text  for  the  occurrence  of  "*•***"  and  point  to  the  next 
"line"  of  expansion  text  when  found 

•  Starting  at  the  first  option,  create  an  expansion  area  for  the  option  with 
NetMakeDel.CrFsP,  using  successive  lines  of  frame  expansion  text 

•  Do  the  above  for  each  option  until  there  are  either  no  more  options  or  no  more  frame 
expansion  text 

7.2.3. 2.2  ZBRED.SetBoxes 

This  procedure  resets  the  si»e  of  an  option’s  selection  box  to  bo  one  line  high  and  just  as  long  as  its 
text. 

•  Set  the  left  edge  of  the  selection  box  to  the  option’s  starting  column  position 

•  Set  the  right  edge  of  tho  selection  box  to  the  end  of  the  option’s  text 

•  Set  both  the  top  and  bottom  edge  of  the  selection  box  to  the  option’s  row 

7. 2.3.2. 3  ZBRED.CntFields 

This  procedure  counts  the  number  of  separate  AirPlan  options  in  a  single  option  (i.e.,  line)  of  the 
AirPlan  frame  based  on  the  structure  of  the  option  header  line  contained  as  the  frame  text.  This 
information  is  returned  in  Module-wide  record  variable,  Field. 

•  Parse  the  header  3tring  for  blanks 

•  For  each  blank  in  the  header  string,  update  tho  Field  record  to  show  the  updated  number 
of  AirPlan  options,  the  starting  position  of  the  new  option  (equal  to  the  pc  '-iticn  of  the 
blank  +1),  and  the  length  of  the  new  option. 

7.2.3. 2.4  ZBRED. Breakup 

This  is  the  procedure  which  does  the  actual  breaking  up  of  a  single  option  (i.e.,  one  line  on  the 
original  AirPlan  input  frame)  into  the  correct  number  of  options,  as  contained  in  Module-wide  record, 
Reid. 
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For  each  new  option  to  be  established  from  the  original  option,  do: 

•  Obtain  the  correct  portion  of  the  text  for  the  new  option 

•  Set  its  selection  character  to  be  the  number  of  the  option 

•  Create  the  new  option  with  NetMaKeDef.CrSelF 

•  Insert  the  new  option  into  the  correct  place  in  the  frame's  option  list 

•  Update  its  selection  box  with  ZBRED.SetBoxes 

•  Delete  that  portion  of  text  from  the  original  option’s  text 

7.2.3. 2.5  ZBRED.PutBackTogether 

This  procedure  will  convert  one  line  of  options  from  an  AirPlari  input  frame  Into  a  single  option  for 
writing  out  to  disk. 

For  each  row  of  options  in  the  AirPlan  input  frame,  do: 

•  Concatenate  all  the  text  of  the  options  on  that  line  into  a  single  line  of  text 

•  Create  a  new  string  pointer  with  NctMakeOel.CrFsP  with  the  new  option  stung 

•  Create  a  new  option  record  with  NetMakeDel.CrSe'F,  with  the  first  character  of  the  option 
string  as  a  selectio  character 

•  Insert  the  new  option  into  the  correct  place  in  the  frame  option  list 

•  update  the  selection  box  of  the  new  option  with  ZOREd.SetBoxes 

7. 2. 3. 2.6  ZBRED.PreProc  -  exported 

This  procedure  is  called  from  ZSIEd.SlEdFr  if  the  frame’s  options  are  to  be  temporarily  split  apart  for 
editing. 

7. 2.3. 2. 6.1  First,  make  sure  this  frame’s  options  are  to  be  broken  apart;  if  not,  exit  with 
var  boolean,  Success,  set  to  false 

7. 2. 3.2. 6. 2  Count  the  number  of  options  to  be  created  per  line  via  ZBRED.CntFlolds 

7. 2. 3-2. 6. 3  For  each  option  ii.e.,  line)  in  the  original  frame,  do: 

•  Invoke  ZBREd.BreakUp  to  create  the  new  options  from  the  original 

•  Update  the  frame’s  option  list  to  incorporate  the  new  options 

•  If  we're  at  tha  first  option  in  the  original  option  list,  then  update  the  new  options’ 
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expansion  areas  with  ZBREd.GetSelExp; 

7. 2.3.2. 6. 4  Finally,  release  the  original  selection  record  of  the  frame,  which  contained  the 
original  option  structure,  via  NeiMakeDel.RelSelP 

7. 2. 3.2.7  ZBRED.PostProc  -  exported 

This  procedure  is  called  from  ZSIEd.OutSIEd  to  recreate  the  original  option  structure  of  the  frame. 

•  For  each  option  in  the  frame,  eliminate  the  option's  expansion  area,  if  any 

•  Point  to  the  first  option 

•  Invoke  ZBREd.PutBackTogether  to  concatenate  each  line  of  options  into  a  single  option 
«  Make  the  frame’s  Option  pointer  point  to  the  first  option  o'  the  new  option  list 

•  Release  the  original  option  list  via  NetMakeDel.RelSalP 
7.2.4.  Environment  Mechanism: 

The  mechanism  by  which  the  slots  in  an  environment  frame  are  controlled  is  central  to  the  operation 
O*  bOth  the  Slot  Editor  and  the  agent  parameter-  obtaining  mechanism.  The  information  in  the  slot 
frame  controls  the  allowable  values  of  the  user's  entries,  as  well  as  data  type.  In  addition,  prompts  for 
the  use/  are  supplied  therein,  including  menu  types  of  prompts  for  specially  restricted  values  for  the 
slot. 

An  example  slot,  representative  of  the  slots  found  on  "real"  environment  frames,  is  shown  below, 
with  a  representative  slot  frame  behind  it.  Normally,  the  slot  frame  is  accessed  via  the  "hidden  next 
frame"  mechanism,  but  in  this  case,  it  is  through  the  normal  vehicle. 

7.2.4. 1  Slot:  Sample  Slot: 

This  is  a  representative  slot  frame.  Follow  the  options  to  obtain  more  detailed  information  about 
them. 

•  Name:  Sample  Slot 

•  Type:  String 

•  Default:  Sample  Information 

•  Prompt  Enter  any  information  you  care  to.  up  to  SO  character* 


e  Help: 
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7. 2.4.1. 1  Name: 

The  "Name"  option  on  the  sfot  frame  merely  provides  a  check  against  the  original  option  in  the 
environment  frame.  The  "name"  simply  means  the  text  contained  as  the  prompt  in  the  environment 
frame's  slot  option. 

7. 2. 4. 1.2  Type: 

The  "Type"  option  specifies  the  data  type  allowed  in  the  environment  frame  slot.  Type  checking  is 
carried  out  via  Sled  to  help  the  user  enter  the  correct  type  of  information.  The  following  types  are 
currently  implemented: 

PERQ  PASCAL  Types  ZOG  Types  AirPlan  Types  — . * . 

•  Boolean 

•  Character 

•  Integer 

•  PString  (String[256]J 

®  Rcrij 

•  Frameld 

•  Subnetld 

•  Boolean  Toggle 

•  Date 

•  Time 

•  Userid 

7. 2.4.1 .3  Default: 

The  "Default-'  option  simply  provides  the  default  value  for  the  environment  frame  slot  to  be  used  by 
the  agent  when  the  user  enters  no  information  therein.  The  default  MUST  be  of  the  type  specified  by 
the  "Type"  option. 

Several  abbreviations  are  in  current  use.  These  are  the  and  the  "/": 

•  The  stands  for  the  current  <item>,  where  <item>  can  be  a  Frame  Id,  Subnet  Id.  User  Id, 
time  or  date.  In  the  case  of  Frame  or  Subnet  Ids,  it  refers  to  the  frame  displayed  in  the 
current  window. 
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•  The  "/"  is  onty  used  for  Frame  and  Subnet  Ids;  it  refers  to  the  frame  currently  displayed 
in  the  other  window. 

7. 2.4. 1.4  Prompt: 

The  "Prompt"  option  on  the  slot  frame  serves  two  purposes.  If  there  is  NO  next  frame,  then  the  text 
after  the  "Prompt:  *  will  be  displayed  in  the  user  display  tine  as  a  prompt  for  the  user  when  he/she 
selects  the  corresponding  option  on  the  environment  frame. 

However,  if  there  IS  a  next  frame,  then  that  frame  will  be  (temporarily)  displayed  in  tho  OTHER 
window,  which  then  becomes  the  current  window.  The  user  is  directly  to  choose  one  of  the  options 
on  that  frame.  The  prompt  frame  displayed  is  typically  a  set  of  choices  which  the  user  is  constrained 
to  make  by  typing  the  selection  character,  or  using  the  mouse. 


7.2.4. 1 .5  Help: 

The  purpose  of  the  "Help"  option  was  to  provide  additional  help  information  to  the  user  for  the 
particular  slot  he/she  is  editing.  Either  tho  text  after  the  "Help:  "  will  be  displayed,  or  the  frame 
pointed  to  by  this  option  will  be  displayed  in  the  other  window. 


8.  Agents 

There  are  a.  multitude  of  agents  in  the  ZOG  system,  whi  \  provide  a  wide  variety  of  functions 
(applications)  for  processing  ZOG  subnets  (or  portions  thereof)-  These  fail  into  the  following 
categories; 

•  Planning  and  Evaluation  (Taak  Management)  Agent* 
v  Backup  and  Tra^vx*  Agents 

•  ZOG  Special  .'unction  Agents 

e  Subnet  Repair  and  Updating  Agent* 
o  SORM  and  Weapons  Elevator  Agenta 

8.1 .  Planning  and  Evaluation  (Task  Management)  Agents 

AgAdjDt  Adjusts  the  dates  and  times  in  a  specific  task  tree 

AgGenr  Creates  a  generic  task  tree  from  a  specific  task  tree 

AgGreen  Submit  task  to  Green  Sheet 

Aglnst  Instantiates  a  specific  task  tree  from  a  generic  task  tree 

AglnTask  Initializes  a  specific  task  tree 

AgTPIan  Creates  a  task  plan  from  a  specific  task  tree  in  disk  file  form  for  outputting  to  a 

hard  copy  device 

AgUpTask  Updates  a  task  tree  "upward "  to  propagate  leaf  node  changes 

AgZPIan  Creates  a  task  plan  from  a  specific  task  tree  in  a  new  tree  of  ZOG  frames 

AgPlan  Creates  a  task  plan  from  a  specific  task  tree  in  disk  file  form  for  outputting  to  a 

hard  copy  device 

8.2.  Backup  and  Transport  Agents 

These  agents  are  used  by  system  maintainors  for  reformatting  subnets  for  backup  and 
transportation 

Ag Archive  Archive  a  subnet  or  frame  to  a  floppy 

AgBackup  Write  zbh  for  ail  perqs 

AgBak  Write  zbh  for  all  subnets  modified  since  a  specific  date  and  time  for  a  specified 

Perq 

AgVBH  Write  Perq  ZOG  frames  in  VAX  zbh  format 

AgZBH  Write  zbh  format  of  Perq  ZOG  frames 
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8.3.  ZOG  Special  function  Agents 

8.3.1 .  Writing-frames  in  a  form  suitable  for  printing 

AqDoc  Write  a  tree  of  frames  into  a  disk  file  using  a  format  suitable  for  printing 

AgPic  Write  a  single  frame  into  a  disk  file  without  changing  the  format 

8.3.2.  Saving  old  versions  of  frames 

AgOld  Copies  a  frame,  linking  the  copy  to  the  frame  through  an  Old  local  pad 

AgPost  Saves  the  current  vession  of  a  frame  as  an  Old  frame,  then  clear  the  frame  .next 

copy  the  schema  of  the  Oth  frame  to  the  current  frame 


8.3.3.  Utilities 
AgHiSubNum 

AgLink 

AgMessage 

AgTest 

AgCode 


Vinson  utility  routines 

Links  an  option  to  the  frame  in  the  other  windo  in  an  accessor-like  manner. 
(Experimental) 

Send  a  message  to  another  Perq 
Schema  for  creating  new  agents 
Create  a  text  file  ready  for  compiling  from  a  code  subnet 


8.3.4.  Fonts  and  Graphics 

AgBar  Creates  a  bar  graph  from  a  given  data  frame 

AgRFont  Changes  the  fonts  for  a  given  subnet 


8.3.5.  Creating  an  index  or  directory  of  subnets 

AgAlphaSNL  Creates  an  index  of  subnets  either  alphabetically  or  by  Perq 
AgDIr  Creates  a  directory  for  subnets  on  a  Perq  or  all  Perq? 


Aglndes 


Creates  an  alphabetical  index  to  subnets  on  a  Perq  or  all  Perqs 


8.4.  Subnet  Repair  and  Updating  Agents 

AgMerge  Standardizes  a  subnets  local  pads  to  that  of  a  given  schema  frame 

AgPar  Corrects  all  bad  parent  and  top  links 

AgProt  Modifies  the  protection  on  frames 

AgSwap  Globa!  string  replacement 

AgOwn  Adds  or  deletes  the  owner  of  a  frame  or  frames 

AgChkSecond  Checks  secondary  copy  of  a  subne 
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8.5.  SORM  and  Weapons  Elevator  Agents 

The  SORM  and  Weapons  Elevator  Agents  are  very  specialized.  Most  of  the  following  agents  are 
used  in  formatting  the  document  that  is  produced  when  the  SORM  and  Weapons  Elevator  subnets  are 
written  out. 

8.5.1.  AgOgm  :  Writes  out  achapterof  diagrams 

This  agent  will  print,  In  scribe  compatable  format,  a  tree  of  frames.  The  format  Is  for  diagrams  and 
GAPL(Government  Allowance  Parts  List).  Each  frame  corresponds  to  one  picture  and  each  picture 
may  have  a  GAPL  associated  with  it. 

8.5.2.  AgGAPL  :  Prints  a  tree  of  frames  in  scribe  compatable  format 

This  agent  will  print  in  scribe  compatable  format,  a  tree  of  frames.  The  format  is  for 
GAPL(Gcyernment  Allowance  Parts  List)  and  prints  a  depth  first  search  list  of  nil  parts  in  the  tree. 

8.5.3.  AgMgmt :  Produces  a  listing  of  all  the  frames  title  text 

This  agent  will  produce  a  depth  first  listing  of  all  the  frames  title  text  in  addition  to  a  cross  reference 
to  the  current  frame.  It  is  currently  being  used  to  generate  the  Apendix  for  the  management  codes  in 
the  organization  section  of  the  ships  SORM. 

8.5.4.  AgOpr :  Prints  a  tree  of  fraems  in  depth  first  search  order 

This  agent  will  print  a  tree  of  frames  in  depth  first  search  order.  It  is  intended  to  print  the  operate 
section  of  the  Weapons  Elevator  Manual.  It's  main  features  are  that  it  prints  out  title  text  and  a  mini 
table  of  contents  for  each  frame  that  ha3  options. 

8.5.5.  AgOrg  :  Prints  lists  of  responsibilities  of  each  billet 

This  agent  will  print  a  tree  of  frames  in  depth  first  search  order.  It  is  intended  to  print  the 
organization  section  of  the  ship’s  SORM.  It  prints  a  list  of  responsibilities  of  each  billet  with  a  cross 
reference  into  the  task  net  where  it  is  defined. 

8.5.6.  AgTask  :  Prints  out  option  text  for  each  frame  that  has  options 

This  agent  will  print  a  tree  of  frames  in  depth  first  search  order.  It  is  intended  to  print  the  understand 
section  of  the  Weapons  Elevator  Manual  and  the  operate  and  maintain  section  of  the  ship’s  SORM. 
It's  main  features  are  that  it  prints  out  option  text  for  each  frame  that  has  options.  It  will  also  print  a 
mini  table  of  contents  if  the  frame  has  the  keyword  "CONTENTS"  in  the  frame  comment  area. 
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8.5.7.  AgText :  Prints  out  the  frame  text  on  each  frame  visited 

This  agent  will  print  a  tree  of  frames  in  depth  first  search  order.  It  simply  prints  the  frame  text  on 
each  frame  visited.  In  addition  it  will  follow  any  ">.More"  local  pads  and  follow  any  option  tree  that 
exits  on  the  "More"  frame. 

8.5.8.  AgThy  :  Prints  out  theory  section  of  Weapons  Elevator  Manual 

This  agent  wi!  print  a  tree  of  frames  in  depth  first  search  order.  It  is  intended  to  print  out  the  theory 
section  of  the  Weapons  Elevator  Manual  and  the  ship's  SORM.  Option  text  is  printed  as  the  first 
sentence  of  a  paragraph  with  any  frame  text  on  the  next  frame  appended  to  the  end.  Each 
succeeding  level  is  treated  as  a  subparagraph  of  the  proceeding  paragraph  and  is  indented  as  In  an 
outline.  No  local  pad  cross  references  are  generated  in  this  agent. 

8.5.9.  AgTrb  :  Prints  out  troubleshooting  section  of  Weapons  Elevator  Manual 

This  agent  will  print  out  a  tree  of  frames  in  depth  first  search  order.  It  is  intended  to  print  the 
troubleshooting  section  of  the  Weapons  Elevator  Manual.  It's  main  features  are  that  it  prints  out  title 
text  and  a  mini  table  of  contents  for  each  frame  that  has  options.  It  also  generates  "subchapter", 
"section",  "subsection",  and  "paragraph"  commands  for  the  first  4  levels  in  the  tree.  I  ich 
successive  level  has  the  title  text  printed  in  bold  face  type. 

8.5.10.  AuxOrg  :  Prints  out  the  appendixs  for  the  ship’s  SORM 

This  agent  will  print  out  a  tree  of  frames  in  depth  first  search  order.  It  is  intended  to  print  the 
appendixs  in  the  ship’s  SORM  for  parts  of  the  organization  such  as  department  heads,  division 
officers,  leading  chiefs,  etc.  Its  only  difference  from  AgOrg  is  that  it  will  first  mark  a  tree  of  frames  as 
having  already  been  seen  so  that  duplication  will  be  avoided  when  only  a  partial  list  is  desired.  As  a 
side  effect  ol  having  seen  a  frame  before  a  cross  reference  is  generated,  in  this  way  the  list  in  an 
appendix  of  division  officers  will  point  to  the  correct  location  in  the  organization  chapter.  This  is  really 
somewhat  of  a  kludge  since  we  cannot  keep  the  frames  vid  from  running  AgOrg  around  for  a  seco 
visited  from  running  AgOrg  around  for  a  second  run. 
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INITIAL  DISTRIBUTION 

Copies 

1  USS  CARL  VINSON 


1 

ONR/270 

12 

DTIC 

CENTER 

DISTRIBUTION 

Copies 

Code 

Name 

1 

18 

G.  Glelssner 

1 

1808 

D.  Wildy 

1 

182 

A.  Camara 

1 

1826 

J.  Garner 

1 

1826 

J.  Jeffers 

10 

1826 

D.  Schmelter 

i 

522.1 

TIC  (C) 

i 

522.2 

TIC  (A) 

i 

93 

L.  Marsh 

DTNSRDC  ISSUES  THREE  TYPES  OF  REPORTS 

1.  DTNSRDC  REPORTS.  A  FORMAL  SERIES.  CONTAIN  INFORMATION  OF  PERMANENT  TECH¬ 
NICAL  VALUE.  THEY  CARRY  A  CONSECUTIVE  NUMERICAL  IDENTIFICATION  REGARDLESS  OF 
THEIR  CLASSIFICATION  OR  THE  ORIGINATING  DEPARTMENT. 

2.  DEPARTMENTAL  REPORTS,  A  SEMIFORMAL  SERIES,  CONTAIN  INFORMATION  OF  A  PRELIM 
INARY,  TEMPORARY,  OR  PROPRIETARY  NATURE  OR  OF  LIMITED  INTEREST  OR  SIGNIFICANCE 
THEY  CARRY  A  DEPARTMENTAL  ALPHANUMERICAL  IDENTIFICATION. 

3.  TECHNICAL  MEMORANDA,  AN  INFORMAL  SERIES,  CONTAIN  TECHNICAL  DOCUMENTATION 
OF  LIMITED  USE  AND  INTEREST.  THEY  A.Hfc  PRIMARILY  WORKING  PAPERS  INTENDED  FOR  IN¬ 
TERNAL  USE.  THEY  CARRY  AN  IDENTIFYING  NUMBER  WHICH  INDICATES  THEIR  TYPE  AND  THE 
NUMERICAL  CODE  OF  THE  ORIGINATING  DEPARTMENT.  ANY  DISTRIBUTION  OUTSIDE  DTNSRDC 
MUST  BE  APPROVED  BY  THE  HEAD  OF  THE  ORIGINATING  DEPARTMENT  ON  A  CASE4SY-CASE 
BASIS. 


